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30th Annual Precise Time and Time Interval (PTTI) Meeting

OPENING ADDRESS

Captain Dennis G. Larsen
Superintendent

U.S. Naval Observatory
Washington, DC

Good morning. I have a small book here of opening remarks that was prepared for me. I have been
assured by my timing experts that it will take precisely ten minutes, which I think is the time allotted,
assuming that I use the right frequency. I will try to keep on track here.

It is my pleasure to open the Thirtieth Annual Precise Time and Time Interval Meeting. The series, as
most of you know, was started about 30 years ago to bring together the Department of Defense users of
time with the experts to provide precise time and time interval. Since then, these PTTI meetings have
expanded to include the international timing community and provide an opportunity for various users to
bring forward their ideas and timing requirements for improving not only the Defense Department's
needs, but also the needs of the world.

Similarly, these conferences have allowed time and time interval providers to make system developers
aware of the latest improvements in the field. The objective of this series of meetings is mainly to
disseminate and coordinate PTTI information at the user level; to review present and future PTTI
requirements; to inform engineers, technicians, and managers of -developing precise time and frequency
technologies; and to provide an opportunity for an active dialog that is more important today than ever
before.

In the past 30 years the accuracy with which time and time interval are measured and transferred has
improved by three orders of magnitude, or an order of magnitude every decade. We have also witnessed
remarkable growth in the use of time. It is safe to say that the development of precise time has played a
critical role in the growth of technology that touches all of our lives today. The Global Positioning
System is a prime example of a system based on timing that has had a remarkable impact on the world.
There are many others.

Glancing at the program for this meeting, we will see that this year's schedule includes topics that
promise even more significant developments for the future. Potential improvements in time and
frequency standards provide a new challenge to develop timescale algorithms to steer the clocks of the
next millennium. Our ability to transfer time is tested by the expected precision of these new standards,
and significant improvements in time transfer will be required. A number of papers devoted to carrier-
phase time transfer test this interest in the technique for improved time transfer.

All of these developments, however, bring on new issues that this meeting, and also future PTTI
conferences, will have to address. The first concern that I would like to mention is the need to recognize
operational standards for the timekeeping and time transfer. The Department of Defense and the U.S.
has clearly recognized that, inter-operability is a major issue. It has become evident that standards for
time and time interval play an increasingly important role in assuring that modern systems can
communicate among themselves and function effectively. We must strive to eliminate the costly practice
of developing systems independently, without regard for the requirement to operate with other existing



and future systems. The application of advanced technology to address the world security needs
demands that these systems adhere to standards in timing and in time transfer.

In 1998, Chairmen of the Joint Chiefs of Staff Master Position, Navigation, and Timing Plan and the
Federal Radionavigation Plan assigned responsibility. for DoD timekeeping to the U.S. Naval
Observatory. We stand ready to assist those who are improving current systems and those who are
developing new systems to eliminate needless and expensive duplication in the area of PTTL. One
specific step the Naval Observatory is currently taking is hosting a meeting of the Naval Sea Systems
Command-sponsored Timing and Synchronization Working Group, the Common Time Requirements
System Engineering Team, or CTRSET, at the U.S. Naval Observatory on 12 January. This group is
addressing the implementation of the common-time reference in the Navy and will eventually elevate
this issue to the joint level. We will take that opportunity to hold a DoD PTTI meeting on the afternoon
of the 12th to discuss future timing requirements for the Department of Defense.

A second issue being recognized at the CTRSET is that precise time is becoming a utility, much like that
of electricity and communications. The ability to obtain precise time and time interval is assumed in the
infrastructure of modern society. We often deal with users of precise time who are unaware of the
dependence on availability of precise timing information. It is a product that most take for granted.
Therefore, we must recognize the need to manage this new utility and meet society's current and future
requirements.

Another interesting recognition came from the recent proposal by the GPS Independent Review Team for
the GPS Joint Program Office to create a national GPtS - and that is a small "t." The initials stand for
"Global Positioning and time System," with the 'T' being small to show its fundamental importance.
This management responsibility involves not only the productive stewardship of national resources, but
also the recognition that a society makes increasing demands on time; we also make ourselves vulnerable
to its disruption. National and international laboratories must work together to make sure that the
world's timing needs are not compromised; requirements for redundant systems must also be evaluated
carefully; and systems designers will have to deal with making provisions for adequate backups.

We who are in the business of providing time to users often complain how difficult it is to establish
definitive requirements for time and time interval at these PTTI meetings. While we need to document
requirements for budgetary purposes, users are often wary of being specific about their needs, feeling
that they will be asked to fiscally support their timing demands. The need for documented requirements
still exists, and I hope that this and future meetings will continue to address that need.

In addition, I would like to challenge users of time to think creatively about new possibilities that take
advantage of our ability to provide time and time interval with much improved precision. Utility of
precise time will in the future provide improvements to us all. We need to plan now to take advantage of
this resource.

While we spend the next few days here discussing the latest developments in time and time transfer and
innovative uses of timing. We also need to keep in mind these broader issues: standards for inter-
operability, managing time as a national and international utility, PTTI vulnerabilities and backup
systems, and creative planning for future utilization of precise timing.

I am looking forward to the presentations and discussions, and I thank you all for your attendance and for
your participation. Thank you.
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As you can see, I am not Leonard Cutler. Len had a recurrence of an illness and was hospitalized. He is
doing well and is now home but could not make this trip. I am going to read what he has given us. The
Distinguished Service Award Committee has selected Dr. Jacques Vanier from Canada this year.

Jacques Vanier was born in Canada. He received his B.A. and B.Sc. degrees in physics from the University
of Montreal and his M.Sc. and Ph.D. in physics from McGill University, Montreal.

During his career Dr. Vanier has worked in various institutions, organizations and companies, such as
University of Montreal, McGill University, Laval University, Defence Research Establishment, Varian
Associates, Hewlett-Packard and the National Research Council of Canada. In this last institution, he was
Director General of the Institute for National Measurement Standards. He is now Adjunct Professor of
Physics at the University of Montreal. His teaching and research have been concentrated in solid state
physics, semiconductors, thermodynamics, electromagnetism and quantum electronics. His most vivid
souvenir of all his research activities is the day he dropped in the vacuum system of a hydrogen maser a
cigar that a proud, new father had given him. To retrieve it, he had to take to pieces the whole system.
This gave him solid experience to act as consultant for several companies such as Varian Associates, CA,
Communication Components, CA, and EG&G, MA. He is now pursuing this activity for Kernco, MA. He
also acted as Guest Worker in several organizations such as: the Centre National de la Recherche
Scientifique (CNRS), France; the National institute of Standards and Technology (NIST), USA; the
Instituto Elettrotecnico Nazionale (IEN) and the Universita di Pisa, Italy.

While pursuing these activities he could not resist being pulled into various committees and functions.
Those he feels he may have made a contribution worth mentioning are: Union Radio Scientifique
Internationale (URSI), President of Commission A (1990-1993); Conference of Precision Electromagnetic
Measurements (CPEM), President of the 1990 Conference in Ottawa, and president of the Executive
Committee (1990-1994); Frequency Standards and Metrology Symposium (initiator and co-founder);
Administrative Committee of the I&M Society of the IEEE (1987-1993); Comit6 International des Poids et
Mesures (1990-1996).

He is: Fellow of the Royal Society of Canada (RSC); Fellow of the American Physical Society (APS); and
Fellow of the Institute of Electrical and Electronics Engineers (IEEE). In 1984, he received the IEEE
Centennial Medal. In 1994, he was presented the Symposium on Frequency Control Rabi Award for his
contributions to the field of atomic frequency standards.

He has written and published over ninety papers in scientific journals and conference proceedings. He
spent six years in the writing of a book (with C. Audoin, Universitd de Paris as co-author): "The Quantum
Physics of Atomic frequency Standards." To the question "Why that long?", his reply is, "With two
authors it is twice as long."

Dr. Vanier is a dedicated painter. He presently pursues this activity and participates in various exhibitions.
He uses oil as a medium and concentrates on Canadian landscapes. Dr. Vanier is also adept at boating.
Confident in the usefulness of atomic clocks he has installed a Loran-C receiver in his boat. He says that
the device can tell him accurately that the boat is in the Saint-Lawrence River and not on Saint-Catherine
Street in downtown Montreal. He is thinking of switching to GPS.

Jacques, please come up to the podium, I would like to present you with the award. It is a clock.
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Jacques Vanier

Thank you very much, Dick, for the kind words and for the humor contained in them.

I wish also to thank the committee which selected me for this award. In looking at this room and looking at
the faces, I can see a lot of persons who deserve recognition in this field. I can only wish that one day they
will experience the joy that I am enjoying at this moment in receiving this award.

Some time ago I decided to retire and do something else with my life. After an occasion like this one, I had
questioned this decision. After a few years and after filling my house with paintings and creating the great
collections of Vanier, in my house, I really questioned that. Then I received a timely invitation from
Professor Leschiutta, from the LEN, to visit his institute and start doing something useful again. It did not
take me long, maybe 50 microseconds in time interval, to make a decision. I am glad to say that I am back
to quantum mechanics of atomic clocks again and trying to contribute. It was quite successful.

It is very exciting. Actually, I will say that it is a very privileged life. You do what you like most, and you
get paid for it. Love this stuff, and people recognize you once in awhile. So, I would like to thank you
again for this recognition. I feel that I belong to this group, and I find an identity in it. Thank you again
very much.
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30 YEARS OF PTTI - A RETROSPECTIVE

William J. Klepczynski
Innovative Solutions International
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(202) 651-7670, BiIl.Klepczynski@faa.dot.gov

Five years ago, my predecessor at the US Naval Observatory gave a history of PTTI which covered 25
years [1]. It is an excellent, informative and insightful review and I refer everyone to it. I do not think
that you can fird a better and more meaningful article.

This year I was asked to give a retrospective look at 30 years of PTTI. If you look up "retrospective" in
a thesaurus, you will find a group of words which imply that a retrospective look of a subject is done
from a personal point of view. These words include: looking back, contemplating the past, recollection,
considering past events, remembering, perspective from the present, and memory. I will draw upon
some of these different synonyms in this look based somewhat on personal experience. However, I will
do it in a way which avoids mentioning the names of individuals, because, alas, I may miss a few and I
do not wish to slight any of the people whom I might miss and for whom I have fond memories.

In the early 60's, I started at USNO in the Nautical Almanac Office. It was there that I became
associated with the Institute of Navigation. This exposed me to the intrinsic and intimate relation of
navigation with timing. It was with the ION that I first heard of Omega, Loran-C, TRANSIT, and
vaguely something about 621B and Timation, the forerunners of GPS. It was an exciting experience
because one could see the change that was rapidly taking place during that decade. In fact, the impact
and role of navigation systems on timekeeping has been, isand will continue to be dramatic. The land-
based navigation systems that impacted timekeeping, such as Omega and Loran-C, gave way to GPS and
now the role of GPS may be supplemented by the Satellite-Based Augmentation Systems currently being
developed. These latter systems include the WAAS, EGNOS, and MSAS. They will enable global, real-
time nanosecond synchronization to UTC.
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On transferring to the Time Service Division in the early 70's, I immediately became involved with two
entirely different aspects of practical timekeeping. The first being atomic time through participation in
portable clock trips and the second being astronomical time through the construction of a 65 cm
Photographic Zenith Tube (PZT) used in Earth Rotation studies. I believe portable clock trips led to the
development of advanced time transfer techniques. There had to be an easier way to compare clocks
than through the costly transport of 150 lb. behemoths. Also, for the first time I became aware of the
National Bureau of Standards, now National Institute of Standards and Technology. During these last 30
years, both NIST and USNO have flourished. NIST developed its Cesium VII and USNO became the
time reference for GPS.

While many here may not be aware of it, astronomy had played an important role in timekeeping during
the early part of these last 3 decades. The definition of the second had just undergone great turmoil and
change in the late 60's and early 70's. Relatively quickly, the basis of the SI second changed from the
ephemeris second (astronomical) to the cesium second (atomic) and leap seconds were introduced into
UTC.

Going back to astronomical time for the moment, the optical PZT was an instrument used to measure the
rate of rotation of the Earth. It did this by comparing the time of transit of stars to time scales based on
an ensemble of cesium clocks. While this instrument was productive over several decades, it became
replaced by radio astronomy techniques. Such is the natural course of events. But the overall impact of
astronomy in timekeeping was and is dwindling. UTC is no loner based on a purely astronomical
measure. But, to this day, knowledge of Earth rotation for navigation is still extremely important. It is
what limits the long-term, total, self-sufficiency of GPS. GPS needs to know how the Earth is rotating
underneath it.

During the 70's, we saw the development of the improved cesium-beam tube (H1P 5061, 004 option).
This gave way to the HP 5071 cesium-beam frequency standard in the 80's. This was a very significant
step in timekeeping. Also this era started to see the production of reliable hydrogen maser clocks. Now,
masers are capable of running for extended periods of time without the need for a cast of thousands to
keep them running. The role of the rubidium clock has more recently changed. Improvements in their
design and construction have led to their choice in the next generation of GPS satellites.

The improvements in clock technology subsequently led to improvements in time scale calculation. A
significant number of improvements in time scale algorithms included better weighting of clocks and the
incorporation of different kinds of clocks into them. We are now seeing the development of time scale
algorithms using Kalman filtering techniques, another significant milestone. Simultaneously with these
improvements, there were significant advances in the characterization of the statistical behavior of clocks
and the description their noise processes.

While portable clock trips were reaching their peak in the late 70's and the early 80's, alternative
methods for time transfer were being developed and tested. The use of Omega and Loran-C gave way to
GPS, probably the most significant factor affecting timekeeping during this period. It allowed global
time transfer at the level of several nanoseconds. Experiments in two-way satellite time transfer using
the ATS and Symphonie satellites led to the development of the Mitrex modemwhich utilized PRN
coded signals locked to the 1 PPS of a user's clock.
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As my predecessor did at the end of his twenty-five year history of PTTI, I will also make some
predictions for the future. However, mine may not be so conservative. In the not too distant future, it is
entirely possible that UTC may yet undergo another revision and do away with the leap second. And, I
already have mentioned the possibility of having a global, real-time synchronization capablity at the 1
nanosecond level. Lastly, I see a possible restructuring of the major timing institutions in the United
States.

I really feel blessed to have participated in this period of PTTI. There have been many advances and
developments within a relatively short time span in which many of us at this meeting have taken part.
We are in a unique field. It is composed of individuals who have developed an extraordinary sense of
camaraderie. I am glad to have been a part of this exciting time in our history.

REFERENCES

[1] G. M. R. Winkler 1994, "Twenty-five Years of PTTI, "Proceedings of the 25th Annual
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Questions and Answers

DENNIS D. McCARTHY (USNO): Do you have any ideas on the redefinition of UTC?

WILLIAM KLEPCZYNSKI (ISI): What I see happening, where I work now, with the Satellite-based
Augmentation System, many of the countries want to use existing systems, such as GPS and GLONASS.
However, GLONASS has in its prime base UTC, which introduces the leap second. Whenever there is a
leap second, GLONASS becomes unavailable for anywhere from two minutes to 20 hours. This last year
there was a very significant outage because they also did a very big time step. To use it as the reliance on
a safety-critical navigation system, I feel that it will not be accepted, that easily, until some change is
made in the time basis. This may be one way to achieve that, or there might some momentum gathering
for something like that.
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Abstract

The NBS-type receiver software was modified to account for both the GPS end-of-week crossover
and for the Y2K event. Receivers using this software were tested by personnel from the National
Institute of Standards and Technology and the U.S. Naval Observatory using a simulator at the
Naval Research Laboratory. An independent test was performed by a private company. The software
now appears to be fully compliant with requirements for both the GPS week roll-over and the Y2K
events. Since the NBS-type receivers are still the predominant receiver for time transfer among
laboratories which generate International Atomic Tune, this recever was given significant attention.
In the process, an absolute calibration of the delay through the primary NIST GPS common-view
receiver was completed. This calibration agrees within its 2.8 ns uncertainty both with the value
from an estimate in June 1986, which has been used continuously since then, and with an absolute
calibration in April of 1987.

GPS WEEK ROLL-OVER AND Y2K COMPLIANCE

Receivers of signals from Global Positioning System satellites decode time and date
information from the satellite's 50 Hz bit stream [1]. The date is transmitted as a 10-
bit'week number plus the second of the week. With 10 bits, the week value can range
from 0 to 1023. Week 1023 corresponds to the week ending August 21, 1999. The
week starting August 22, 1999 will be broadcast as week 0 again. This event is
called the GPS week roll-over. NBS-type receivers are those patterned after the time
transfer receiver completed by the National Bureau of Standards (NBS, now called
the National Institute of Standards or NIST) in the early 1980's. Software for these
receivers is usually written by personnel of NIST.

*Contribution of U.S. Government not subject to copyright.
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The GPS week number is used by the NBS-type receivers to synchronize the receiver
clock. Unless the software is upgraded, NBS-type GPS receivers will not be able to
update the clock after the GPS roll-over. The receiver clock will walk off, unless it is
manually updated, resulting in incorrect time-tagging, shortened tracks, and loss of
track.

NBS-type receivers keep track of the year using the two low-order digits, the ones
and tens digits, since they can be held in one byte. At and after the year 2000, the
routine in the receiver which converts the calendar date to the modified Julian day
(MJD) will fail without an upgrade. Since this conversion is used as a test to see if
the year was entered correctly, the receiver will also fail to back up the current date
to its internal fail-safe clock. Consequently, the MJD will never be set correctly, and
the date will be lost if power is cycled. If power is not cycled, the MJD will be
incremented properly at the end of each day. Thus, users may not notice a problem
until the receiver is turned off and on again.

An update which complies with both the GPS week roll-over and the roll over of the
low-order digits of the calendar year at the year 2000, the so-called Y2K eventhas
been created. The GPS week roll-over software update, version V9802, for NBS-
type receivers was tested at the Naval Research Laboratory (NRL) in February, 1998
[2]. V9802 was also tested by Allen Osborne Associates (AOA) in May, 1998. The
test showed that V9802 handles the GPS week roll-over properly [3]. However,
V9802 failed to set the receiver clock correctly when the receiver was powered up
after the year 2000.

V9802 was modified to create the second version of software update, V9806. This
version was tested by AOA in June of 1998, and passed the week roll-over and Y2K
power-cycling tests without problems. Version V9806 was also tested at NRL using
a GPS simulator [2] on August 25, 1998. The software was installed in a NIST GPS
receiver (serial number NIST57, model TTR-5). The purpose of the test was to
verify that the NBS-type GPS receiver with the software update will operate properly
before and after the following events which were simulated during the test:

(1) GPS week roll-over
(2) Year 2000
(3) Leap year after year 2000.

For the GPS week roll-over and year 2000 tests, the following were tested for the
dates before and after the event:
- if the receiver can correctly set its clock (MJD, date, time) when powered up,
- if the receiver can track GPS satellites according to the schedule and lock on

the GPS signal,
- if the receiver can synchronize its clock when locked on the GPS signal

(when the receiver clock is off by less than 15 minutes).
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For the leap year test, we observed for the date from February 28 to March 1:
-- if the receiver can correctly set its clock (MJD, date, time) when powered up

on February 29 of year 2000 and year 2004,
if the receiver clock (MJD, date, time) is correct during the track and in the
idle state for the leap years (year 2000 and year 2004) and non-leap years
(year 1999 and year 2001),
if the receiver can track GPS satellites according to schedule and lock on the
GPS signal,
if the receiver can synchronize its clock when locked on the GPS signal
(when the receiver clock is off by less than 15 minutes).

The tests have shown, with V9806:
-- the receiver clock (MJD, date, time) is set correctly when powered up before

and after the roll-over, before and after the year 2000 and on February 29
after year 2000,

- the receiver has no problem tracking GPS satellites and locking on the GPS
signal,

- the receiver can synchronize its clock when locked on the GPS signal (when
the receiver clock is off by less than 15 minutes),

- the receiver clock is correct during tracks and in the idle state for the leap
years and non-leap years.

The test did reveal a few imperfections in V9806, minor things used for housekeeping
purposes. Some of the imperfections were corrected to generate the new version
V9809.

The test results indicate that the software update, V9809, is fully compliant with the
requirements for both the GPS week roll-over and year 2000.

CALIBRATION OF THE NIST PRIMARY GPS RECEIVER

The receiver NIST57 was calibrated for its total timing delay in addition to being
used to test the software for compliance with events as above. This calibration was
transferred to the NIST reference receiver NBS 10. The NIST57 was calibrated
against the primary receiver, NBS10 from August 3, 1998 to August 13, 1998,
before it was shipped to Naval Research Laboratory (NRL). At NRL, the NIST57
was calibrated using a simulator on August 25, 1998 [2]. The NIST57 was then
returned to NIST and re-calibrated against NBS 10 from September 6, 1998 to
September 16, 1998.

During the calibration at NIST, the antenna for NIST57 was positioned in a location
close to the antenna of NBS 10. The two receivers were set up for a common-clock
calibration [4,5,6,7]: they were given the same track schedule; the 5 MI-1z reference
frequency and the local 1 pps (with known 1 pps cable delays) were derived from the
same source, UTC(NIST) in this case. The receiver measures reference clock time
minus GPS time (REF-GPS) via individual satellites [8]. To determine the relative
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delay, NBS 10 - NIST57, values of REF-GPS were differenced for matching
satellites at the mid-point of full length tracks (track length of 780 s). Because both
NBS 10 and NIST57 were driven by the same clock, the REF-GPS differences
yielded the differential receiver delays, once known cable delays were accounted for.
The NIST57 was set up in the same condition before and after the trip to NRL, for
closure.

During the simulator calibration at NRL, the C/A code at LI frequency from the
simulator was injected into the low-noise amplifier (LNA) of the NIST57's
antenna/down converter, as indicated in block form in Figure 1. The signal power
injected into the LNA was comparable to the GPS signal power received by the
antenna. The 5 MHz reference frequency for NIST57 was taken from the same
source as used by the simulator. The local 1 pps signal for NIST57 was generated by
the simulator. The timing relationship between the local 1 pps signal for NIST57
and the C/A code transition for REF-GPS was estimated before the calibration.

The NIST57 took three standard 780 s tracks during the calibration. The third track
was made after power-down/power-up of the receiver. Because the third track
showed a warm-up trend with the measurements converging to the value before the
power-down, only the mid-point REF-GPS value of the first two 780-second tracks
were used to determine the absolute receiver delay. Since we know the simulator's
REF-GPS offset from its 1 pps signal, the absolute NIST57 receiver delay can be
obtained by:

Simulator - NIST57 = [(REF-GPS)simulator - (REF-GPS)NIST57] + cable delays.

With the NIST57 absolute receiver delay calibrated by the simulator and relative
receiver delay calibrated by NBS 10, the NBS 10 receiver delay of this calibration is
given as an offset from the current NBS 10 delay by:

(NBS 10 delay)cai = NBS 10 delay + [(Simulator - NIST57) - (NBS 10 - NIST57)].

The calibration results are presented in Table I. The comparisons between the
traveling receiver, NIST57, and the primary receiver, NBS 10, are in rows 2-3 with
the number, N, of measurements, the mean, y, of these measurements, the formal
standard deviation a, and the standard deviation of mean a//N. The noise type of
each of the calibrations was determined to be consistent with a white phase noise
model. Hencethe standard deviation of the mean is a valid statistic. Row 4 gives the
value used for the transfer, 54.8 ns.

Below the transfer numbers Table I gives the values for the calibration with the
simulator in rows 5-6. NIST57 was calibrated to have a delay of 56.2 ns. The
difference of the NIST57 calibration, 56.2 ns, minus the transfer calibration of 54.8
ns gives the calibrated offset of NBS 10, 1.4 ns. Adding this to the current receiver
delay of 53 ns for NBS 10 gives the calibrated delay of 54.4 ns.
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The uncertainty of this NBS 10 receiver delay calibration is about 2.8 ns, which is
estimated from the uncertainty of the relative receiver calibration and the uncertainty
of the absolute receiver calibration. The uncertainty of the relative receiver delay
calibration is 2.0 ns, which mainly comes from the delay change of the antenna
electronics as a function of the outdoor temperature change. The uncertainty of the
absolute receiver delay calibration is 2.0 ns, which is the error in estimating
REF-GPS of the simulator.

The historical values of the NBS10 delay are illustrated in Table II. The current
value of the NBS10 receiver delay, 53 ns, was estimated in June, 1986. In April,
1987, the NBS 10 receiver delay was calibrated via the absolute calibration of a
traveling receiver at the United States Naval Observatory (USNO) with a calibrator
of NRL. The NBS 10 receiver delay of that calibration was 57 ns with an uncertainty
of 5 ns. It was decided not to change the delay in NBS10 because the +4 ns delay
change was within the uncertainty of the calibration. The NBS 10 receiver delay of
this calibration differs from the previous two calibrations by +1.4 ns and -2.6 ns,
respectively. Because these values are within the uncertainty of this calibration, we
conclude there is no significant change in the NBS 10 receiver delay since June, 1986.
Since the NIST receiver is part of the network of common-view GPS receivers used
for generating TAI, this result implies that the delay used among the receivers in this
network is consistent with the capabilities of current calibration equipment. NIST
has verified the constancy of this delay at the level of a few ns over 12 years by
constant inter-comparisons among three receivers. Some of the variations in these
receivers are shown to be of order a few ns over the past 6 years in [9].

TABLE I: AUGUST- SEPTEMBER 1998 CALIBRATION

Calibrations at NIST: N it a al//N
NBS 10 -NIST57 -ns) (ns) (ns)

Before trip (8/3/98 - 8/13/98) 526 54.9 2.89 0.13
Aftertrip: (9/6/98 - 9/16/98) 505 54.7 2.57 0.11
Mean value 1 54.8
Simulator Calibration: N I Uncertainty
Simulator - NIST57 (ns) (ns)
NRL: (8/25/98) 2 56.2 2.0

Simulator - NBS 10 Calibration 1.4 ns 2.8

NBS10 receiver delay ( 9/98) 54.4 ns 2.8
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TABLE II: HISTORICAL CALIBRATIONS

Calibration Value uncertainty
(ns) (ns)

June 1986, Theoretical Estimate - 53 unknown
Used Continuously SinceThen

April 1987, at USNO with NRL 57 5
Calibrator
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Questions and Answers

ROBERT M. GRAHAM (Sandia National Laboratories): During the simulated end-of-week rollover tests,
why was the GPS operational status (or rollover period) monitored for two minutes before the rollover and
only 12 minutes after the rollover?

MARC WEISS (NIST): The GPS receiver is limited to accepting a programmed time change - via the
simulator - of less than 15 minutes. We chose to begin monitoring GPS-operational status two minutes
prior to the end-of-week rollover. Therefore, we were limited to the 12 minutes after the rollover.
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Abstract

A set offree-running timescales is generated using 9 years of data from the USNO clock ensemble.
Cesium and maser clock phases and frequencies are characterized by global fits to first- or second-
order polynomials, and the timescales are generated from the clocks' detrended frequencies using a
variety of weighting functions. These timescales are compared to those generated by USNO's A.1,
BIPM's ALGOS and 1798, and NIST's AT1 algorithms from the perspective of algorithm choice
and frequency stability.

1 THE ALGORITHM

Since its derivation and implementation by Don Percival, the U.S. Naval Observatory (USNO)'s
mean algorithm[l1 has proven robust and adaptable for over 20 years. It is the basis of the
USNO free-running mean timescale A.1, which is used to form the USNO mean timescale
that is frequency-steered to International Atomic Time (TMA) or, equivalently, UTC(BIPM).
In turn, the USNO Master Clock (MC2) is steered to the USNO mean timescale to generate
UTC(USNO), providing the most precise on-line realization of UTC in the world today.

The A.1 timescale is actually an integrated frequency scale. In its current formulation, clock
frequencies (rates) are generated by averaging the hourly first differences of clock timing data
referenced to the USNO Master Clock (MC2). Individual clock frequencies are detrended,
using the past A.1 as a reference, through a first-order fit (effectively, to clock rate and drift)
over time ranges of uniform clock behavior, as determined by experienced USNO data analysts.
Clocks showing poor performance, or not yet well-determined rates and drifts, are ignored,
while all others are ipcluded with a weight depending upon clock type and, for masers, the time
since the present[2]. For example, this dynamic weighting system initially weights day-old data
from cavity-tuned masers up to 12 times more than data from cesium clocks, and 3-day-old
maser data 5 times more than contemporaneous cesium data. It completely deweights maser
data older than 75 days.

The A.1 timescale was always intended to be a compromise between stability and robustness.
Its algorithm was motivated by the need to optimize on-line precision for a clock ensemble with
a limited number of masers; different algorithms are now under consideration for the 12-maser
ensemble currently maintained at the USNO. One innovation introduced in January, 1999 is to
detrend cesiums and masers against a reference timescale composed of only cesium standards,
as opposed to A.1. Another innovation under test is to realize UTC through a timescale
composed of only masers that have been detrended against the unsteered cesium average.
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Another possible problem with the current A.1 algorithm is that clocks are detrended individually,
instead of all at once. The differences between the global and local minima for the values of
the clock characterization polynomials are not very important in an on-line timescale whose
main purpose is to provide a template for monthly steers to TAI; however, they are more
important for work relating to comparisons with other free-running time scales or pulsar data.

We report here timescales generated using a postprocessed algorithm, informally titled SuperP,
whose detrending polynomial models are determined through a global fit to inter-clock phase
difference data which has been differenced from the temporally preceding clock difference
N times. For example, phase data differenced once ("first differences") are equivalent to
frequency data. Note that because the clock data are recorded only in the form of differences
between clocks, the choice of reference is irrelevant. Also, the SuperP and A.1 timescales are
underdetermined, by a polynomial of order M, if the timescale is generated from N integrations
of a scale based upon Nth-order differences, which are detrended using a polynomial of order
M-N. For solutions involving drift-corrections (M=2), any parabola may be added to the final
timescale without affecting the consistency of the solution for optimal polynomial detrending
coefficients. The free-running timescales TA(NIST), generated by NIST using their ATI
algorithm, and EAL, generated by the BIPM using their algorithm ALGOS[3], are also sensitive
to the initial timescale reference (Table 1); if the initial values of one of these timescales had
differed by an constant and slope, that same difference would have persisted to the present.
If a perfectly calibrated set of drift differences between external timescales were available, it
would be possible to determine the parabolic term from a limited set. One consequence of
using all the data to resolve the indeterminancy, as opposed to a subset that is assumed to be
better calibrated, is that long-term variations, such as would be expected due to white frequency
noise, are masked and the effective errors in the comparisons are increased[41.

2 THE DATA

The USNO maintains an on-line archive of (currently) 9 years of clock data from its maser and
cesium ensemble, beginning on MJD 47752 (11 August, 1989) and ending on MJD 51086 (30
September, 1998). Although lower-noise measurement systems are also being used, this work is
based only on data taken with a time-interval counter and switch system, whose measurement
accuracy is better than 100 ps. For brevity, only measurements at 0 hours UT were used
in this analysis. In Figure 1, the numbers of each type of clock producing acceptable data
are presented. Unfortunately, the decisions made by data analysts for maser data previous to
MJD 50079 were not permanently recorded; thus, maser data previous to that time are here
ignored, although re-analysis may be made at a later date. It is also possible that the editing
information available for the oldest data is not accurate, and that a re-analysis will improve
the results slightly. As is evident in the later figures, timescales are of lesser stability previous
to about MJD 49400 (17 February, 1994); the subsequent improvement is due to the dramatic
increase in the number and quality of docks maintained at the USNO and contributing to
TAI (cavity-tuned Sigma-Tau/Datum masers and HtP5071 cesiums). The natural division of the
data into three time ranges is the reason why different analyses presented below will begin at
different MID's. Comparisons with TT98 are limited by its cutoff in December, 1997.

This work is based on only data recorded as acceptable by USNO data analysts, with some
additional automatic editing of outliers identified through a simple median-based scheme. The
time ranges of the on-line polynomial clock characterizations determined by the data analysts
were used to define the break points in the global least-squares solution to the polynomials.
The important question of whether these time ranges are optimal in the determination of rate
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and drifts is not addressed here. The A.1 used here differs somewhat from what has been
reported to the BIPM due to the effect of dynamic weighting and occasional refinements in
editing or clock characterization made after submission to the BIPM.

For comparisons with non-USNO timescales, time-transfer noise has always been a serious
problem. Although much better than previous modes of time transfer, even common-view GPS
time transfer has been shown to have systematic errors on the order of tens of nanoseconds. In
1995 and 1996 a BIPM-organized calibration effort revealed a total 29-ns calibration error in the
common-view chain between USNO, NIST, and the Observatory of Paris (OP), and somewhat
lower errors in the links between many other institutions and OP. Although most of the
institutions involved immediately had their data adjusted with a single time-step, USNO's data
were gradually corrected, in 3-ns steps, over the year 1997 (MJD 50482-50783), in consideration
of USNO's users, most of whom require greater frequency stability. It is possible to verify the
results of this procedure in a rough manner, by comparing the values for GPS time reported
in Circular T with those measured at the USNO (Figure 2). Although this comparison does
not benefit from the common-view removal of Selective Availability (SA), the 29-ns change is
apparent, along with what appears to be a small (4 ns) residual error. This small error may be
due to remaining calibration errors anywhere in the measurement chain. In the comparisons
with UTC, EAL, and TT98, it was found that correcting the differences as if this problem had
never occurred did not improve the comparisons, nor was there any improvement after crude
allowance was made for the high weight USNO clocks have in the generation of EAL. It is
possi'ble that improvement would be evident if adjustments could be made for the fact that
many other institutions had time-transfer corrections made at the same time.

3 THE SuperP FAMILY OF TIMESCALES

Perhaps the most important of the controversial issues related to timescale algorithms is the
determination of clock weights, which need not be the same in the clock characterization and
the timescale generation, and at times could be zero.

Although clocks whose frequency data display Gaussian statistics should theoretically be weighted
by the inverse variance of their frequency data, in practice the USNO has found it more robust
to weight all clocks of the same type equally[5 ]. This approach is justified because the accuracy
and precision of measurement systems and clocks are difficult to assess, partly due to nonzero
covariances in clock performance data[6.,' and because clock time series are not statistically
stationary; in particular, past performance is not always a good indicator of future performance.

To study the effect of weighting, a very incomplete set of 9 functions was explored for weighting
individual differences between clocks in the clock characterization solution. In all cases,
measured difference data for each pair of clocks were weighted as the inverse root-sum-square
(RSS) of the set of clock weights given in Table 2.

In applying the weights to the clock characterization, all possible clock pairs at each MJD were
used without allowance for the strong correlation between pairs that include the same clock.
Although solutions could be generated restricting all pairs to those involving any single reference
clock (which may change between measurement times), this would complicate any solutions
involving a variance-based weighting scheme. A more robust approach would involve using the
full covariance function in determining a non-diagonal weight matrix for clock characterization.
Of these weighting schemes, the best one (based on the 3-cornered-hat analysis described in the
next section), effectively removes masers from the characterization process by down-weighting
them by a factor of 1000.
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Once the clocks were detrended using the clock characterization determined by the fitting,
timescales were generated as averages of all clocks, one point per day, using the same weighting
schemes as for clock characterization. For clarity in the analysis, the problem of combining data
from masers with cesiums to form a timescale was bypassed through the generation of separate
pure-maser and pure-cesium timescales. We note that modem steering theory would provide
an optimal way to steer a supposedly less-accurate, but more stable, maser-based timescale to
a cesium-based one[8 1.

4 THE INTERNAL ERRORS

The different weighting options were examined through the consistency of timescales generated
using independent subsets of 1/3 of the data, and performing a 3-cornered-hat analysis which
allowed for possible data correlations using a technique that minimizes covariances 17]. The
subsets were chosen by assigning clocks in the order they were encountered by the computer,
and excluded data before MJD 49400. The resulting stability assessments for cesium-only and
maser-only averages (Figures 3) indicate a weak preference for a weighting scheme in which
maser and cesium clocks are characterized by comparison with a unity-weighted pure-cesium
mean, but the improvement of ignoring masers for clock characterization should be larger in
an on-line timescale generated using our current dynamic weighting scheme.

Using the SuperP formalism, it is simple to generate timescales from other than the data's
first differences, and to compare their results. Through determination of the internal errors,
using the same technique as above, it was found that fitting first-order polynomials to the
first differences (frequencies, as is done for A.1, AT1, and EAL) was preferable to fitting
second-order polynomials to phase data, constants to second difference data, or nothing to
third difference data (Figures 4). This was also found using the A.1 formalism[9], and is
expected in a situation dominated by white FM. Once the clock characterization has been
determined, differencing to order N also has the effect of smoothing over phase discontinuities
of order N-1 that may be associated with gaps in the data. Since all the free-running timescales
considered here are generated from first differences, this result validates what has long been
done in practice.

Figures 5 show how the 3-cornered-hat analysis estimates the stability of HP5071-only and
Sigma-Tau/Datum-only timescales derived by integrating average detrended frequencies, for
which the clock characterization was determined through a weighting scheme sensitive only to
cesiums and down-weighting non-HP5071 cesiums by a factor of 0.65. Also shown are a curve
for the mean timescale of one-half of the clocks relative to the mean timescale of the other
half, where the deviations were reduced in size by a factor of Vf to convert them from relative
error to absolute error (neglecting covariances), and a curve for the mean of the entire HP5071
ensemble (assuming the three subsets could be weighted according to their inverse variances,
hence also neglecting covariances).

5 THE EXTERNAL ERRORS

To estimate the external errors in the USNO data, comparisons were made between the USNO
timescales and the BIPM timescales EAL and TT98 (the latter is in essence a postprocessed
UTC, determined from EAL using information available at the end of 1997110]), and their
frequency stabilities relative to TT98 are shown in Figure 6. The most stable timescales are
those generated by SuperP using only the most recent data; however, the disparity between
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the size of the clock ensembles utilized and the existence of unmodelled time transfer noise
obscures these comparisons.

Figures 7-11 compare the A.1, SuperP pure-maser average, SuperP pure-cesium average, and
TA(NIST) with EAL and TT98. Here, A.1 is essentially a pure-cesium timescale because all
the maser data have been phased out except for the last 75 days by the dynamic weighting.
Again, for recent data the smallest RMS errors relative to TT98 were found for the SuperP
timescales. For comparisons going further back into the past, A.1 provides the best fit to EAL.
It is difficult to draw firm conclusions from these comparisons because it is evident that the
statistics are not stationary. It would be better to simply note that the comparisons reflect the
considerable improvement in recent years. This improvement is also evident in the USNO's
ability to better steer our Master Clock to UTC-as reported in BIPM's last Circular T, all
the timing differences between the USNO Master Clock and UTC were less than 2 ns. While
we don't expect this close alignment to continue in the near future, it is entirely possible that
pending improvements in time transfer and frequency standards may result in such differences
between UTC and UTC(USNO) becoming routine in several more years.

6 CONCLUSIONS

A set of free-running timescales were generated using 9 years of USNO clock data and an
algorithm dubbed SuperP, which made global fits of phases and frequencies to first-order and
second-order polynomials. USNO clock frequencies and drifts are currently determined with
respect to a pure cesium-based timescale. The procedure proved to be the best of those treated
herein.

Timescales were generated from the clocks' detrended frequencies and a variety of weight-
ing functions. Frequency stability assessments indicated a preference for fitting first-order
polynomials to first differences, rather than other polynomials or other types of data.

Comparisons of A.1, SuperP, and TA(NIST) timescales to TT98 showed the greatest frequency
stability for those of SuperP, while the A.1 provided the best fit to EAL. Partial allowance for
past USNO/BIPM calibration errors does not improve the comparison between USNO data
and the BIPM-generated timescales.
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Table 1. Comparison of several algorithms with SuperP.

Algorithm Timescale Constant Freq Drift Detrending Time
Weights Correction? Corr? Corr? (days)

NIST (ATM) (exp)* N/A yes (exp)° 20-30

EAL(BIPM)'* (1-year var) N/A yes no 30 (was 60)

UTC,TT(BIPM) N/A *** 0*

USNO (A.1) dynamic N/A yes yes as needed***,

SuperP
Ave phase 8 options option option option as needed
Ave 1st cliff N/A option option
Ave 2nd cdiff N/A N/A option
Ave 3rd diff N/A N/A N/A

* NIST AT1 based on exponential filter. last frequency estimate averaged with most recent
estimate, with time constant set to 20-30 days. Weights are based upon the inverse variance
and a similar exponential filter[31.

** BIPM-EAL subtracts from each clock phase a term: A+B*time, where A is the previous
phase and B is the frequency estimate. This would be 100% equivalent to second ciff if their
"B" were related to frequency obtained from two adjacent 5-day points instead of the past 30
days (formerly 60). Clocks with significant drifts are deweighted[3l.

*** UTC and TT are generated by steering UTC to the primary (calibrated) frequency standards,
hence the drift is zero by definition. Of course time-transfer noise and frequency measurement
errors are not completely negligible.

Typically 30-360 days.

Table 2. Clock-based weight schemes explored in this work. Schemes 4 through 9 are
based upon the performance (statistical properties) of the clock, as measured through an initial
computation of the difference between the detrended clock data and an average of all clocks,
using unity weights to characterize and average the initial estimate, which is performed in the
same difference mode as the final computations.

1. 1.0 for all clocks

2. 1.0 for HP5071 cesiums, .65 for other cesiums, .001 for masers

3. 1.0 for 1HP5071 cesiums and all masers, .65 for other cesiums

4. Inverse of squared sum of temporarily adjacent points

5. Inverse of variance, computed after removal of mean difference

6. Inverse variance

7. Inverse variance times the time range of the data in MJD

8. Inverse variance times the time-range of the data squared

9. Inverse variance times the time-range of the data cubed
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Figure 1. Number of USNO dlocks used in SuperP and A.I. Maser data previous to MiD
50079 are available, but the associated editing and trend-break decisions would have to be
re-evaluated.
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Figure S. Frequency stabilities for integrated first-difference timescales derived using weighting
schemes in Table 2. (a) is for cesium-only data since MJD 49400. (b) is for maser-only data
since MJD 50079. Plot characters correspond to rows of Table 2. * is the Allan deviation for
frequency and r is the sampling time in seconds.
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Figure 4. Frequency stabilities for timescales derived using temporal Nth-order data differences
and cesium-dominated weight scheme "2." (a) is for cesium-only timescales using data since
MJD 49400. (b) is for maser-only timescales derived using data since MJD 50079. Plot
characters correspond to order of pre-fit differencing.
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Figure 5. Frequency stabilities for mean timescales generated using only one type of clock and
three independent subsets, derived from a 3-cornered-hat analysis of timescales that allowed
for covariances. (a) is for an HP5071-only timescale and is based upon data since MJD 49400.
(b) is for a Sigma Tau/Datum maser-only timescale and is based on data since MJD 50079.
The curve indicated by "2" is for a mean timescale of one-half of the clocks relative to a mean
timescale of the other half, and the curve indicated by "c" is for the complete USNO HP5071
ensemble (in both, covariances were neglected).
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shortest range in log 7 are for data since MJD 50079, and the three of intermediate range are

for data since MJD 49400.
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Questions and Answers

GERARD PETIT (BIPM): Your comparison with Tr-BIPM is, of course, comparing two different kinds
of scales. TT-BIPM is one algorithm designed to provide the longest possible time span, one scale based
upon existing primary standards. It provides something, which has been done consistently for 20 years
and your plot is over 20 years. Maybe one confusion is that data from the primary standards are not
sufficient compared to the quality of the clocks in the past twoyears.

DEMETRIOS MATSAKIS (USNO): I think that is absolutely the case. I think we have to look to the
future, not to the past Certainly those kinds of errors which consider 2-nanosecond variations 10 or 15
years ago would be impossible; you would not even think about it. Everything was much worse back then;
but now everything is getting better.

MARC WEISS (NIST): I have a question: In the removal of a quadratic in order to compare time scales, I
would be concerned that first of all, when you remove a quadratic, you remove a fair amount of the
random walk from the scale; so it is difficult to see the difference between a quadratic and a random walk
over a short period of time, even over years. Secondly, the drift of the clocks comes in and produces a
quadratic, and it seems like modeling the drift is a big problem. I think it is problematic to remove a drfif
that is, to remove a third of a quadratic from the time scale in order to compare them.

DEMETRIOS MATSAKIS: Well, it is in there. I could change my original estimate of the drift 10 years
ago, and it would show right now. So you can keep it in and pretend it is not there, but you would only be
fooling yourself. You could compare frequencies instead of time because this is really a frequency scale
which is integrated. You would get the same results. I mean the same general conclusions.

33/34
50



30th Annual Precise Time and Time Interval (PTTI) Meeting

STATISTICAL PROBLEMS IN THE ANALYSIS
OF UNEQUALLY SPACED DATA

Patrizia Tavella
Istituto Elettrotecnico Nazionale G. Ferraris,

Strada delle Cacce 91, 10135 Torino, Italy
tavella@ff.ien.it

Mauro Leonardi
Politecnico di Torino, Dip. Elettronica,

C.so Duca degli Abruzzi 24, 10129 Torino, Italy
leonardi@tf.ien.it

Abstract
The statistical analysis of irregularly spaced data or the handling of series with missing data asks
for particular care because results may be biased In particular, in P7TI applications, two points
seems to be addressed:
"* the noise analysis in terms ofAllan or related variances;
"* the estimation of a missing datum on aparticular date.
Both these issues are examined in the particular case of the current TWSTT measurement, by
means of an analytical and theoretical approach that can be of more general interest Some
numerical estimates based on the TWSTT measures are eventually reported.

1 INTRODUCTION

Time and frequency comparisons repeated with an irregular periodicity are today the possible
results of the new clock comparison technologies or the new working principles of atomic
frequency standards. For example, the TWSTT (Two-Way Satellite Time Transfer) is currently
operated on Mondays, Wednesdays, and Fridays, thus with a time interval between measures of
2, 2, and 3 days. But the problems of handling unevenly spaced data is of more general interest,
for example in case of optical synchronization links, in case of inter-satellite links, and in case of
the repeatability analysis of the new frequency standards which do not work continuously. The
statistical treatment of unevenly spaced data deserves some attention. In particular, in this paper,
the issues of noise analysis and of missing datum estimation are investigated.

As far as noise analysis is concerned, type and amount of noise are commonly estimated by the
use of the Allan or a related variance. Such estimation requires a series of equally spaced data.
When data are not equally spaced they are usually filled in by means of some reconstruction
technique, e.g., linear interpolation. The reconstruction technique induces a modification on the
true noise of the data series, but it should give the possibility to identify the real noise, at least in
some spectral bandwidth. By the introduction of the Allan covariance matrices and by using the
transformation laws of such matrices, the effect of interpolating missing data was inferred with
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an analytical treatment and its effect on typical clock noises was previously reported [1]. In this
paper some other possibilities of estimating ADEV without or with minor data manipulation are
also presented.

The second task of interpolating a missing measure on a particular date is here approached with
the double aim of smoothing the noise added by the comparison link and of retaining the clock
noise for a correct evaluation of the clock behavior. The uncertainty of the reconstructed data is
also evaluated by means of the least square theory and the use of the Kalman filter.

Finally, the above procedures are applied to some TWSTT measures performed in the last
months to provide an example of application and a preliminary evaluation of TWSTT data. This
work was performed in the frame of a collaboration with the CCTF Study Group on TWSTT [2].

2. NOISE ANALYSIS

When dealing with time and frequency measure sequences, the statistical tools commonly used
to characterize the noise are the Allan variance or the associated Time variance (TVAR). These
tools must be applied on equally spaced series. In case of unevenly data series, first of all it is
thus necessary to obtain some evenly spaced sequences. With the aim of developing a general
treatment, an analytical formulation was preferred instead than a simulative approach. This gives
the advantages of allowing an insight on those parameters that most affect the results and of
examining with a minimal effort another measurement periodicity or another noise case or a
different reconstruction technique. The analytical processing requires the introduction of
covariance matrices and the noise properties are examined by the transformation laws of such
covariance matrices. In particular, the Allan covariance matrix and the TVAR(r) matrix are
introduced. Mathematical details and discussion are reported in [1].

Three possible approaches are examined in the case of a statistical analysis of unevenly data
sequence:
1) identifying some regularities in the irregular sequence;
2) considering the original data as equally spaced by a "fictitious" r-• In the particular case of

the current TWSTT measures an equal separation with an average gap of ro=2.33 days
between the data can be assumed;

3) reconstructing the missing data on Tuesdays, Thursdays, Saturdays and Sundays with some
specific interpolation rules, in order to obtain a daily spaced series.

2.1 CHECKING FOR SOME REGULARITIES IN THE IRREGULAR SEQUENCE
This approach consists in the research of those possible regularities that are present in-the
unevenly series. The interest is to highlight in the sequence those particular triads of phase
samples spaced in such a way as to permit the estimation of a single two-sample variance i.e. a
single phase second difference. Let's remind ourselves, in fact, that the ADEV estimation is
performed by averaging a certain number of phase second differences A2x as:
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ADEV(r) =Ii.((x(t) - 2x(t + r) + x(t + 2z.))) = FJ(12Y

The three phase measures x(t), x(t+r) and x(t+2r) must be subsequent and spaced by the same r
interval. Other second differences 42x can be obtained from following triads of phase measures
even if not subsequent to the first considered triad. The ADEV determination in fact asks for the
estimation of the variation of the mean frequency averaged over two subsequent T- intervals.
Then, other phase second differences A2x can be estimated over whichever 2r interval provided
that another series of three phase measures, evenly spaced by a r interval, is available. As an
example, the case of the integration time equal to 2 days can be considered (Figure 1). For each
week, the estimation of two adjacent mean frequencies is possible (one averaged between
Monday and Wednesday and one between Wednesday and Friday). This implies that for each
week it is possible to estimate one second difference A2x. The higher is the number of weeks in
the sequence, the higher the number of the possible A2x estimations to determine the final
estimation of the ADEV(2 days) and the better the degree of confidence.

Analogously this is possible for any -r= 2, 5, 7, 9,..., 7n, 7n+2 days. The case of r= 7, 14, ... 7n
days is trivial because for example all the Monday measures form a sequence of weekly equally
spaced data. In this case, moreover, the overlapping estimation technique can be applied and also
the MDEV and TDEV can be estimated. In case of -r= 2, 5, 9, .. 7n_±2 days, the triad of phase
measures are not subsequent; therefore the overlapping ADEV and the classical estimation of
MDEV and TDEV is not possible. In such cases, a point estimate of TDEV was proposed [2]. In
case of a missing measure, the only consequence is that a particular triad of phase measures
cannot be used and the number of possible estimates A2x is decreased, but if the number of
measurement weeks is large, the confidence on the ADEV estimation can be assured. In
conclusion, with an accurate analysis on the measurement date regularities, it is possible to find
out specific values of r for which ADEV estimation can be determined directly from real data,
without any manipulation.

2.2 CONSIDERING DATA AS EQUALLY SPACED BY AN "AVERAGE" zr0.
A second approach when dealing with irregularly spaced data series is based on the assumption
that all the data are indeed equally spaced with an average gap. In the case of the current two-
way measurements, an artificial separation of r0=2.33 days can be assumed for the values in the
sequence. In each week, in fact, three measures are available and 7/3-=2.33 days.

The effects of this treatment on the noise recognition depend on the kind of noise and on the true
separation between data. If WPM is considered, the noise analysis turns out to be always correct
because data are completely uncorrelated and there is no difference in considering them at a
certain date or another. Only in case of TDEV evaluation, attention is to be paid because TDEV
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values depend on the stated r0 value. With other noise types the assumption, instead, is nearly
correct when the data aperiodicity is small. Otherwise the result may be highly biased. In the
particular case of the TWSTT periodicity, it was found [2] that, in case of WFM and RWFM,
such technique leads to a noise overestimation for small -r. Since the repetition rate of TWSTT
has only a slight aperiodicity, the bias in the results is only a minor one, but other data sequences
affected by different aperiodicities could present more critical problems if treated as equally
spaced.

Despite the fact that the evaluation technique with an "average" ;r is quite simple and allows the
use of the commonly made software that requires evenly spaced data, some underhand pitfalls
can cause significant errors. For example, always in the case of the TWSTT periodicity, the
average spacing of 2.33 days can be assumed when all the scheduled measures are performed, i.e.
each Monday, Wednesday, and Friday. In reality it may happen that some measures fail or that
entire measurement weeks are absent. The easiest procedure is to make a list of all the available
measures regardless of their dates and to evaluate the ADEV with an overlapping procedure as if
the data were equally spaced by an average ro (estimated by total measurement period divided by
the number of actual measurements). This can be very dangerous. In case of colored noises, the
noise identification can be misleading, because data spaced for example by one or more weeks
are treated as if they were spaced only by two or three days.

2.3 MISSING DATA RECONSTRUCTION
A third approach consists in the reconstruction of the missing data by using interpolation
techniques. This solution was examined in [1], and also in [3]. It presents the disadvantage that
results are biased because the interpolation acts as a filter. The results obtained in the case of
WPM, WFM, and RWFM, considering the current TWSTT periodicity and a straight line or a 5'
order polynomial interpolation of the missing data, are illustrated in [1]. Here only the example
of white PM is reported in Figure 2, from which it can be seen that the technique of a fictitious
r0= 2 .3 3 days seems to lead to overestimation, while the interpolation leads to underestimation of
the true noise, particularly for small values of the integration time. It is worthwhile to stress that
the overestimation of the first method is due to the dependency of TDEV on r0 value, while with
colored noises, the overestimation is effective.

3. THE ESTIMATE OF MISSING DATA AND UNCERTAINTY EVALUATION

Particular applications need the knowledge of the clock comparison exactly at a certain date
which is not in the measurement schedule. The complete evaluation of the missing data asks for
its estimate and also for the uncertainty of such estimate.

To this aim, it is necessary to know:
1. the uncertainty on the measured values and the kind of noise due to the comparison

technique;
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2. the dynamical model describing the evolution in time of the clock difference and the noise
affecting the clocks over the observation intervals of interest.

Let's consider, for example, in the typical TWSTT sequence, measurements performed on
Monday and Wednesday, but the necessity of estimating the clock difference on Tuesday. As a
first step let's consider the simple case of measurements affected by negligible uncertainty. Two
hypothesis are then assumed:
1. measurements with negligible uncertainty;
2. clocks affected by phase random walk (i.e. white FM) and clock difference (e.g. UTC[i]-

UTCOj]) described by the following equation:

x(t + C) = x(t) + y .T + s(t)

where - represents the interval of one day, x(t) the clock difference, y the relative frequency
deviation, and s(t) a random Gaussian noise yielding the white FM and thus the random walk
PM. The latter assumption is reasonable in case of cesium clocks compared daily. From one day
to the following one the dominant noise driving the clock behavior is a white FM, resulting in a
phase random walk. It is also assumed that the relative frequency deviation y is known. That may
not always be true because the y also has to be estimated from the measures. The estimation ofy
can follow different ways (long or short observation interval, different number of measures...)
and we will not discuss here this topic. If comparison measures are available for a certain period
of time (e.g. months), it is reasonable to assume that the frequency deviation can be easily
estimated and thus, for the Tuesday interpolation, it may be supposed known. The situation is
thus depicted in Figure 3 where the knowledge on Monday and Wednesday is "perfect," but in
the middle the random behavior of the clocks can follow different paths. The estimate of the
clock state and its uncertainty follows from the theory of random walks.

A random walk is a process defined by the accumulation of independent random steps and it is a
particular Markov process [4], whose peculiarities is that the knowledge of the future state
depends only on the present state and not on the past. In case of clocks, it means that the
"position" on Tuesday depends only on the position on Monday and not on the previous
behavior. The knowledge of the Monday value is then sufficient to estimate the possible state on
Tuesday. Since the state on Wednesday is also known by measurement, estimation on Tuesday
can also be seen as a "backward" estimation problem. From the theory of least squares and its
dynamical version (Kalman filter) it can be demonstrated that the best estimate ^ of the
Tuesday value, knowing Monday and Wednesday measures and with the assumptions above, is
the average value (corresponding to a straight line interpolation) between the measureg of
Monday and Wednesday. Such estimate is described by a Gaussian probability density centered

on the average value rue=(XMon+XWed)12 and its uncertainty is given by UTue = , where

a2 is the "diffusion coefficient" describing the daily random walk and that can be easily
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estimated by observing [5] that aw = A VAR('Q. -r, with dimensions of [a2] = ns2 /day, when x is

measured in ns and r in days. The estimation of the Tuesday value is thus obtained as depicted in
Figure 4.

Let's now consider a more realistic case with the following assumptions:
1. measurements with an uncertainty due to the comparison system, corresponding to a white

PM (thus uncorrelated from one measure to the following and uncorrelated from clock noise)
2.

with zero average and variance am.;
2. (as before) clocks affected by phase random walk (i.e. white FM) and clock difference (e.g.

UTC(i)-UTC(j)) described by the following equation:

x(t + ') = x(t) + y. -r + E(t)

In this case, the measurements are executed with an uncertainty a,,, ; therefore the knowledge of
the clock state on Monday and Wednesday is not perfect. From Monday to Wednesday, the
evolution of the clock state is always described by random walk in phase. The best estimate is
also in this case obtained by the average of the Monday and Wednesday values, but the
uncertainty of this estimate contains also the contribution of the measurement uncertainty,
leading to a final Tuesday uncertainty uTue equal to:

UTue -2

In this situation also the previous and following measures become useful. By the knowledge of
clock behavior and the characteristics of the involved noises, the measures performed before that
Monday can be inserted in a Kalman filter and the estimation of the clock state on that Monday
can improve. That means reducing the uncertainty on the knowledge of the clock state on

Monday, i.e. reducing the a,,., by the use of previous measurements. Let's indicate by a,,, i.e.
"best estimate," the resulting uncertainty on the knowledge of the clock state on such particular
Monday. If the model is correct the following relationship holds:

ab.e < Oms

The same can be done backwards, for improving the knowledge of the Wednesday state by
filtering the measures at disposal after that particular Wednesday. We are now in the same
situation of the beginning but with the estimates on Monday and Wednesday affected by a minor

uncertainty ab2 . Nevertheless the clock random walk between Monday and Wednesday is
unchanged and unaffected by the knowledge of previous and following data. The previous and
the following data can be used to reduce the uncertainty of the Monday and Wednesday

estimates, but nothing can be done to reduce the noise contribution ar.. Therefore the best
estimate of the Tuesday datum is always obtained by the average iTue = [(xMon+xWed)/2 ] with

2 2

uncertainty given by (arw +abe) 2 as depicted in Figure 5.
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Let's now briefly examine the case of a reconstruction on Saturday or Sunday datum based on
the Friday and Monday measures. In the case of measures without uncertainty, the best estimate
of the Saturday value is obtained from the linear interpolation of the Friday and Monday values,
but, if the measures are affected by an uncertainty am., the estimate on Saturday is not directly
the linear interpolation of Friday and Monday data, but it has a term depending on the cms and the
frequency deviationy also. The best estimate Xsat of the Saturday value can be written as:

XSat XF(ri 2 2 -Y 2 2 + XMon 2)

20,+30p 2c + 3a'2., 2ak" +3a.•

and it can be seen that, in case a=S=O, the estimate reduces to the linear interpolation given by:

2 1
XSat =- XFri + - XMon

The uncertainty USat on such best estimate can be written as:

USat = 2 2
V 2ar2s + 3a,2

the same expressions are valid for the Sunday reconstruction, by interchanging the role of Friday
and Monday.

The assumptions herewith considered can be quite realistic in the case of TWSTT comparing two
high performance Cs clocks. Actually, the model of the clock noise could be incomplete because
a pure random walk was considered with frequency deviation y assumed to be known and fed as
an external input. In case the frequency offset had to be estimated inside the same estimation
process, the estimate would depend on the technique chosen for the estimation of the frequency
deviation. In this case a complete Kalman filter has to be examined and some runs can give an
estimate on the uncertainty of reconstructed values [2].

If the frequency offset is not known, the Kalman filter has to estimate both frequency and phase
offsets between clocks, so some uncertainty is added on the Tuesday estimate because there is
one more state element to be estimate and thus introducing uncertainty. Therefore, by adding in
the model an unknown frequency deviation, the result is that the Tuesday estimate is obtained
with larger uncertainty than the case here evaluated. The cases presented above can then be
considered as the case leading to the minor uncertainty on the Tuesday reconstruction. Let's
recall that the estimate is optimal only if the model, concerning clock dynamics and noise as well
as measurement noise, is correct.
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4. RESULTS OBTAINED USING THE TWSTT MEASURES

The developed theory was applied to TWSTT experimental measures supplied by the TWSTT
Study Group, through the BIPM, and concerning three different data sequences as summarized in
the following table

UTC(i)-UTC(j) First Last Days in Weeks in
Datum datum the period the period

PTB-NIST 01-08-97 08-05-98 281 40

TUG-NIST 01-08-97 08-05-98 281 40

TUG-PTB 21-02-97 06-05-98 440 62

The results on experimental data are to be considered examples of how the theory can be applied
and which can be the consequent estimates in the frame of particular assumptions, with the aim
of helping the following development and understanding of particular aspects of TWSTT and the
use of their measures.

4.1 NOISE ANALYSIS
In order to evaluate the noise affecting these series, the three different approaches described in
Sec. 2 were followed. In the case of ADEV evaluation, with the method referred as "true
ADEV," i.e. the first of the outlined methods (Sec. 2.1), only the measures at disposal were used
without any prior manipulation. The other two methods need some kind of missing data
reconstruction, in fact also by using the method of a fictitious r'0=2.33 days, the missing
scheduled measures (i.e. on Monday, Wednesday, and Friday) need to be reconstructed to
preserve the spacing of 2-2-3 days between measures. This was done by linear interpolation,

because it seemed safer than leaving the "holes" and evaluating a new average ro. The new
sequences obtained are affected only by the typical uneven periodicity of the TWSTT. The last
method (Sec. 2.3) asks for a complete reconstruction (i.e. also of Tuesday, Thursday, Saturday,
and Sunday) in order to obtain a daily sampled data series. ADEV and TDEV were estimated
according to the three procedures [2].

Let's here examine only a particular interesting result concerning only the "true ADEV." From
an inspection of Figure 6 some important hints can be obtained. First, the ADEV behaviors are
very similar to the high performance HP clock stability, indicating that, at least on such
observation intervals, the noise added by the TWSTT link is negligible and clock instabilities are
dominating. This is particularly true for the sequences TUG-PTB and TUG-NIST, where a first
part due to white FM is recognizable. In the second part of the plot something similar to a flicker
FM appears and that could be perhaps due to the combined effect of true clock noise together
with the steering or clock correction effect. If it is assumed that the ADEV of the sequences
TUG-PTB and TUG-NIST represent clock noise, it is possible to trace the slope corresponding to
white FM and estimating the white FM level of clock noise over r1l day. This leads to the

42



estimation of ADEV(Iday) 3.10-14.

On the other hand, the ADEV corresponding to the sequence PTB-NIST shows the typical clock

instability behavior except maybe for the first point on 1=2 days, which seems a bit higher than it
.should be if belonging to a white FM slope. Since we don't have here other information on the
measurement system noise, let's assume that this first point belongs to a white PM slope
representing the noise added by the comparison link. This is a conservative estimate of the
synchronization noise; the actual noise could be lower. Also, this is an hypothesis on the TWSTT
noise, and other hypotheses would be possible. The white PM assumption is certainly the
simplest and often it is reasonable, but the final statement concerning TWSTT system noise
come from experimental evidences and not from assumptions. Since we are here interested in the
evaluation of missing data, such hypotheses are necessary for the following treatment, but results
are valid only as long as the assumptions of the theoretical model can reasonably represent
reality.
If a white PM is assumed, by tracing the corresponding slope, a value of ADEV(Iday) - 3.10-14 is
obtained, representing the noise added by the measurement system. Since, in the following

evaluations, the classical variance a of the measurement system is needed, it can be evaluated

by remembering that in case of white PM the classical variance is equal to TVAR(-r) and that,
when r=mr=l day, ADEV(r0)=MDEV(r0). Therefore,

are =TVAR(,ro)=AVAR(ro) - ores = 1.7 ns
MS 3

4.2 MISSING DATA EVALUATIONS
The second problem of estimating UTC(i)-UTC(j) values on a certain date is also addressed in
the frame of the following working assumptions:
1. measurements with an uncertainty due to the comparison system, corresponding to a white

PM (thus uncorrelated from one measure to the following and uncorrelated from clock noise)
with zero average and variance a2;

2. clocks affected by phase random walk (i.e. white FM) characterized by a "diffusion

coefficient" a,2 and known relative frequency deviation y.

From the noise analysis illustrated in the previous section and in particular from the discussion
concerning Figure 6, some estimates of the noise are assumed, with the aim of providing an
example on how the estimation of the missing data can be performed. Therefore, the following
numbers are not to be considered definitive, but only an illustrative example.
As far as the noise of the comparison link is concerned, it was estimated that:

a 2 =TVAR(r 0 )=AVAR(ro0 ). - = arm =1.7 nsms43
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As far as the clock noise a 2 is concerned, it was estimated that ADEV(lday) 3.10-14. By
(rw" °

recalling the relationship, 2r 2 =AVAR(c)'t, with dimensions of [a2 ]=ns2/day, it can be
estimated:

2 = AVAR(lday) .day=9.10-28.86400s= -s 2 84 d7 y
rway - day

With these noise values, it appears that the best estimate of Tuesday value, when measurements
are performed on Monday and Wednesday, is the average value of the Monday and Wednesday
measures with uncertainty uTue:

UTue N( + )//2 z- 2.3ns

while the best estimate of the Saturday value, when measures are performed on Friday and
Monday depends on the value of the relative frequency deviation y, and its uncertainty is:

USat = 3 22 z 2.6 ns

5. CONCLUSION

The statistical problems that arise in the treatment of irregularly sampled data were investigated
and some possible procedure to overcome such problems were proposed. Firstly, the ADEV and
TDEV analysis can be performed by following three approaches:
1) finding some regularities in the irregularly sampled sequence. For example, in case of

TWSTT, for r=2, 5, 7, 9, 12, 14 ... days the ADEV can be evaluated without any manipulation
of data;

2) proceedings as if the data were equally spaced of a fictitious r=2.33 days. Particular care is to
be taken: results are correct only in case of pure white PM, if not the noise is overestimated;

3) interpolating missing measures with the aim of obtaining a daily spaced sequence. Noise
results depend on the real noise and on the data reconstruction which filters the faster noise

frequencies. Therefore, for small values of -r, ADEV and TDEV are underestimated.

The second aim is the best estimate of the clock difference on a certain date when TWSTT
measurements are not available and the uncertainty of such estimate. By using the theory of least
squares and the Kalman filter it was possible to evaluate the best estimate and its uncertainty,
which depends on the noise of the TWSTT measure as well as on the random noise of the clocks
and on the clock model. To provide an example, the following working assumptions were
formulated:
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- TWSTT comparison noise corresponding to a WPM;
- clock noise over one day corresponding to a WFM;
- relative frequency deviation of the compared clocks known with negligible uncertainty.
In this frame the best estimates of the missing data and the uncertainties were inferred.

It is worthwhile to remember that different level of noise or different models would lead to
different estimates, therefore each particular situation has to be suitably evaluated, accordingly to
the main lines here developed. In particular, the final uncertainty added by the measurement
system should be derived from experimental tests and not only be based on assumptions. As a
last remark, if the measurement was performed on the requested Tuesday or Saturday, the only
uncertainty would be due to the measurement system.
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Figure 2. Theoretical behavior in case of white PM as in case of negligible measurement uncertainty
estimated by: a) true daily equally spaced series, b)
TWSTT spaced series considered as equally spaced by
ro=2.33, c) daily series reconstructed by a straight line
interpolatiorn
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Figure 6. True ADEV estimates for the three different links with the slope of the white PM
and white FM.
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Questions and Answers

ROBERT DOUGLAS (NRC): For the uncertainty in the hydrogen maser comparison, were you including
the flicker floor noise?

PATRIZIA TAVELLA (LEN):: Actually, I used white frequency and a drift because I had some drift
specifications on the hydrogen maser, which I used. I spoke with persons making the measurements, and I
asked for the actual measurement, which seems to have a flicker. Since all these evaluations are done in
an analytical way, the flicker is difficult to be treated analytically. I suppose that even if we consider
something that is worse than flicker, for example, random walk frequency, it will be at such a lower level
that in any case it will be negligible. The random part of the hydrogen maser will be negligible, I guess.
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Abstract

The range covered by the time error of a clock affected by a white frequency
noise is studied by means of the theory of the Wiener process and its probability
distribution is inferred. The application to atomic clocks and the MTIE
characterization used in the telecommunication standards is also examined.

1. INTRODUCTION
In these last years, mostly due to the input of the telecommunication community, it
became of interest to know of the possible range spanned by the time error of a
clock, since it helps in correctly designing the memory buffers. The problem may be
illustrated as follows: suppose we have an atomic clock used as a synchronization
unit in a telecommunication network and we know that the clock signal is mostly
affected by a certain random noise. Which is the "time error," i.e. the phase
deviation, that such a clock may accumulate in a certain time interval? Apart from
deterministic trends, the answer regarding the random component may only be a
probabilistic one in view of the stochastic the nature of the process. So the problem
can be better expressed as: knowing the spectral density of phase fluctuations,
which is the probability law of the range spanned by such phase fluctuations?
The case of white phase noise was recently examined and it was possible to infer the
probability law of the spanned range [1, 2, 3]. Also the relationship between the
amount of white PM noise stated by the Allan deviation or the spectral density and
the Maximum Time Interval Error MTIE, largely used in the telecom community
and recently defined as a percentile quantity [4], was evinced. In this paper, the
case of Gaussian white frequency modulation, which results in a phase random
walk is considered and the range probability law is inferred, by the study of Wiener
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processes and their characteristics. This study yields to the estimation of the
"maximum" range that can be spanned by the clock error by the identification of a
certain percentile in the range distribution, i.e. a range value which is not exceeded
more than a certain small percentage of times. The relationship of the percentile
range and the MTIE is again investigated and some examples of atomic clock white
frequency noise and possible percentile MTIE are given.

2 MATHEMATICAL BACKGROUND
In the following the theoretical definition and characterization of the Wiener
process are introduced [5]. Symbols used hereafter are typical in the description of
stochastic processes and are different from the common symbols used in PTTI
descriptions. The application to the time error of a clock and to the
telecommunication standards will be addressed in the next section.
Let {XA} be a sequence of mutually independent random variables with a common
distribution, zero mean and variance a2 . The discrete variable S,

Sn = X1 +...+X,, (So =0),

denoting the position at time n (integer) of a moving particle, describes a random
walk. The range Rn spanned by the discrete process Sn is defined as the difference
between the maximum and the minimum value, therefore:

Rn = max [0, Si,.. ,Sn] - min [0, Si,..,Sn].

The discrete sums Sn are asymptotically normally distributed and can be considered
as the value at time t-n of a continuous Wiener process. For the evaluation of the
spanned range, the continuous approximation is more convenient, therefore, the
sum S, is replaced by the Wiener process S(t) where S(O) =0. Moreover, the
introduction of the Wiener process is not only useful for the following analytical
development, but also because the Wiener process itself can be a convenient
description of reality, for example when describing the error of an atomic clock.
Therefore, in the following only the continuous Wiener process will be examined. At
any instant t, S(t) is a normal variable with zero mean and variance 2 t , therefore
probability that the process S(t) is in the position s can be described by the
probability law:

1 r s
p(s, t) = Prob (S(t)s} - exj - , (1)
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A Wiener process with drift g. can also be introduced as Y(t) = S(t)+jit, but for sake
of simplicity the case with pL=0 is here examined. Nevertheless, the range
distribution can be found also in case of g # 0. In the new notation, the range of S(t)

is defined as:

R(O,t) = max0Tr5t S(T) - minos'rst S(7).

assuming that S(O) =0. Studies on the peculiarities of the Wiener processes are
reported in many papers and reference texts [5,6,7]. Particular attention is devoted
to the study of the survival probability of a restricted process, i.e. the probability
that the Wiener process evolves till the instant t without having touched upper and
lower boundaries a and b (a>0, b<0). The survival probability benefits from many
analytical results and it can be seen that there is an intimate relationship between
the probability distribution of the range and the survival probability [8, 9, 10, 11].
We will investigate such a relationship. The study of the range probability
distribution requires evaluating the joint probability distribution Fmg(t) of the
maximum and the minimum value of the process, indicated respectively with M and
m. FmM(t,b,a) represents the probability that the minimum value m doesn't exceed
the value b and the maximum M doesn't exceed the value a:

Fm,M(t;b,a)= P{M(t)_< a, m(t)_• b)}.

This probability can be expressed as:

Fm,(t;b,a)= P{M(t)_• a, m(t)_< b}=P{M(t)_<•a} -P{M(t)_<a, m(t)>b}.

where the survival probability P{M(t)_<a, m(t)>b} of the process restricted by the
barriers a and b is introduced. Let's consider the joint density functionfm,Adb, a) of
the maximum and the minimum, i.e. the probability that the larger value falls
between a and a+da and that the smaller value falls between b and b+db, obtained, by
definition, as:

( 2 Fm,M (t;b, a)

Since we consider the Wiener process S(t) with S(O)=0, the existence field of the joint
density function f•M(ba) is given by the region in which a is positive and b negative.
Moreover, in such a region, a certain sub-region Dr can be identified where the
following relationship concerning the range holds:
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D, { 0<R(Ot)=M(t)-m(t)_•r }

The region Dr can be identified by the following relationships:

{b<O, a>O, thatis f-r<b<0,
a-b5 •r. 0< a • r + b.

The range probability distribution, i.e. the probability that the range R(O,t) doesn't
exceed a certain value r, is given by the integral extended to the region Dr of the
joint density function of the maximum and the minimum, i.e.:

oraFM(t;ba, a) a'b+r

FR (r)=P {R(O,t) _ r}= Jf fm,M (b, a)dbda = JI"' a=' db
Dr -ra

From this writing it is intuitive that the range probability distribution depends on
the survival probability, which is known in case of a Wiener process. By several
laborious calculations, the range probability distribution can be obtained as:

FR(r)= P{R(O,t) - rr}= (2)

+0- •2k Q(l+ 2k)r 1 ,1(2k- 1)r k( f 2(1 - k)r 1 ý-2(1 + k)rT]]

=2 ] +6kE 2{ rJ+4kErf[ +4k[

where Erf~y] = Y Je-x 2 dx stands for the error function.

An analogous but more complicated expression holds for the range distribution in
case of a Wiener process with drift p [10]. In Fig. 1 the range probability
distribution (2) is represented for a Wiener process with variance a 2 =1. We can
note that, for fixed t, the probability distribution increases when the value r is
rising. It means that, for a fixed t, it becomes more and more probable to observe a
range below the threshold level r, if r is high. For fixed r, instead, it can be seen that
the probability that the covered range is below the threshold value r, is initially
high, but then it decreases with time. If we consider an horizontal section of the
Fig.1, we can identify the curves relating t and r that guarantee a certain percentile
in the range distribution, i.e., for each t, a range threshold r which is not exceeded
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more than a certain percentage of times. By fixing the probability level at the
values 95%, 90%, and 80%, the Fig. 2 is obtained, where the range thresholds r are
on the vertical axis and the time instants t on the horizontal one. It can be observed
that the curve referred to the largest percentile increases more rapidly, that makes
sense because, for fixed t, the threshold range r that guarantees to be larger than
the observable ranges in 95 out of 100 cases, should be larger than the threshold
ranges corresponding to smaller percentages.

3 RELATIONSHIP WITH THE MAXIMUM TIME INTERVAL ERROR (MTIE)
The study of the probability of the range spanned by a Wiener process can find
immediate application in the characterization of clocks. This is of particular interest
in case of digital telecommunication networks. Digital switching equipment in fact
require synchronization in order to avoid slips in the input elastic stores [12,13,14].
To specify the clock stability requirements in telecommunication standards, the
International Telecommunication Union (ITU-T) defined the quantity MTIE
(Maximum Time Interval Error) [4]. It measures the range covered by the error of a
clock with respect to a known reference. Let x(t) be the time error of a clock and C
the observation time, the range of the clock error is defined as (Fig. 3):

MTIEto(T)= max (x(t))- min (x(t)).

Recently ITU-T defined MTIE(T, 3) as a specified 3-percentile of the random
variable MTIE('), that is to say as the range value which is not exceeded more than
a certain small percentage (1-P) of times, for any to.
The clock phase error x(t) is usually due to deterministic variations and to
stochastic noises of different nature. In most of the commercially available clocks
and reference oscillators one of the dominant noises, over certain observation
intervals, is due to a white frequency modulation, which results in a phase random
walk. Therefore, the previous study of the range covered by a Wiener process is of
immediate utilization to study the range covered by the phase error of a clock
affected by white FM. Let's consider a white FM with zero average that
corresponds, in the stochastic process language, to a phase error described by a
Wiener process S(t) without drift (g=0) and with variance a 2. The range spanned by
the phase error x(t) is thus the range spanned by the process S(t) as studied in the
previous section, where we replace the elapsed time t with the observation interval
t. For sake of convenience, let's consider the new variable RN = R/o, i.e. the range

normalized over the square root of the variance for unit of time of the Wiener
process, RN is dimensionless. According to the results obtained in the previous
section, the probability distribution (2) of RN can be written as:
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FR NK) = P{RN() rN}= (3)

E~kr(I (+ 2k)rN 1 (2k -lI)rN1
-~j6kErf[2"J +4kErI[ + 4k&rJ +k=1[ L V22 J

+ k(Erf[ 2(1 -k)rN IEf[ 2(1+k)rN
Such distribution probability allows the interpretation of the percentile range as
contained in the percentile definition of MTIE(rp), in fact, by fixing the percentile
level FR N (rN) = P = 0.80, 0.90, and 0.95 respectively, as done before, the percentile

curves of Fig. 2 are obtained and they describe the range threshold values that are
not exceed in the P percentage of observations. The same percentile curves are also
represented in Fig. 4 in logarithmic co-ordinates and with the normalized range
values. From*Fig. 4 some numerical estimations of the MTIE(t,p) are possible, when
the level of random walk noise is known; for example, for =105 units of time, the
normalized range threshold level corresponding to the 90th percentile is about equal
to the value 750. From the expressions (3) of the probability distribution FR N (rN), it

is difficult to analytically solve for the expression relating r and r for a fixed
probability. The percentile curve represented in Fig. 2 and 4 are thus found by
numerical evaluations, but it can be seen that such percentile curves are nicely
approximated by the curves

rN = k p ,

where kp is a real number depending on the probability levels and that in the
represented cases amounts to: k8o = 1.39, k9o = 1.59, and k95= 1.77
This approximated relationship allows to find a direct, through approximated,
connection between the percentile range, thus the MTIE(;,f) and the noise
variances. Let's evaluate that.
In the language of stochastic processes, the Wiener process is described by a drift t.
and a variance C2. In clock stability characterization, we are more familiar to Allan
variances or spectral densities. The relationship between the Allan variance AVAR

and the a2 of the Wiener process is given by [15] a2 =AVAR(Q).t , where the

dimension of a are [ps/1f], when the phase error x(t) is measures in ps and -r in s.
The square root of the variance for unit of time of the Wiener process, used for
normalizing the range, is therefore a-* •. By using the approximated relationship
above, the known [16] time domain/frequency domain relationships, by choosing the
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range and r units in ps and s respectively, the percentile range MTIE(-r4) as a
function of -r can be written as:

MTI E( k ) • 2 •'- .a= k pf2-, .(ADE V(r) . F) = kfj4 p f2-,
F2

where ho is the constant that determines the amount of white frequency noise in the
polynomial model for the frequency spectral density SY(f). It remains to evaluate

what can be the numerical values of MTIE(t,p) for some typical clocks. This is
discussed in the next section.

4 NUMERICAL EXAMPLE
Let's evaluate the percentile range, thus MTIE(t,p), for example of a typical
commercial high stability cesium clock. Let's assume that the noise of the clock is
due to a white FM with zero average, that means that the cesium clock is

considered on observation intervals of about 1< ,r<106 s, and that its frequency

deviation is equal to zero (corresponding to p=O). Let's suppose that the WFM noise of
such a Cs clock amounts to a typical value given by

ADEV(@)=1.10"" C-1/ 2  1:5,r:5 10 6 S

By using the relationship between the Allan variance AVAR and the a 2 of the
Wiener process, it is found:

a = ADEV(1 s).- f•- = 1- 10" '[-,' = 10 LS . rj-" = IoP s

The square root of the variance for unit of time of the Wiener process, used for
normalizing the range, is therefore a.s = 10ps. Now the values of the threshold

percentile range reported in Fig. 4 can be interpreted as a percentile range, thus
MTIE(TA), provided that t is measured in seconds and the normalized range values
(dimensionless) reported in Fig. 4 are multiplied by the normalization factor that is,
in this case, a*. =1ops. Therefore, the MTIE(tp) that could be observed on the

phase error x(t) of the considered Cs clock are reported in Fig. 5 and, for example,
for -=10 5s, it amounts to about 7.5 ns, which makes sense considering the stability
of the considered clock. By using the approximate relationship discussed in the
previous section it can also be written that, for the particular clock: MTIE(r,p)

k•,r. 10 ps.
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It can be worth comparing there results with the MTIE(tp) prescribed by ITU
standards. For example, the case of a Cs clock is considered in the standard [17]
concerning primary reference clocks(PRC), which reports the limits for MTIE(tP)
values, giving:

MTIE 0.275.10-3 .t+ 0.025 •s for 0.1•<r•<1000 s

10-5. O + 0.29 •s for >i1000 s

Some numerical values are for example:
r=ls MTIE= 25 ns
,=10 s MTIE 27.8 ns

O=100 s MTIE 52.5 ns
'=1000 s MTIE 300 ns
t=10 000 s MTIE 390 ns

which are represented by a dotted line in Fig. 5 and that are largely achieved by the
stability of the considered Cs standard.

CONCLUSION
By the analytical study of the properties of random walks and Wiener processes, it
was possible to infer the probability distribution of the range covered by the process.
This helps in understanding the percentile MTIE(jr,p) used in telecommunication for
describing the range covered by a clock time error, when the noise of the clock is due
to a white FM and thus random walk of phase. An example concerning a high
stability commercial Cs clock gives estimates of the expected MTIE(t,4) which
largely comply with the requests of telecommunication standards.
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Questions and Answers

JUDAH LEVINE (NIST): The anti-specification usually has a requirement on the frequency accuracy as
well, but you do not have that in your method.

PATRIZIA TAVELLA (MEN): No, the frequency accuracy for such a finite standard is that the frequency

deviation should not exceed 10-11 over the long term. In the case of cesium, I think it is very well done.

JUDAH LEVINE : But, it might not be true for rubidium.

PATRIZIA TAVELLA: Yes, you are right.

60



30th Annual Precise Time and Time Interval (PTTI) Meeting

BRIDGING THE GAP BETWEEN DESIGN AND USE OF
PTTI SYSTEM: AN OPERATIONS PERSPECTIVE

Steven T. Hutsell William V. Bollwerk
USNO Alternate Master Clock USNO Alternate Master Clock
400 O'Malley Avenue, Suite 44

Schriever AFB, CO 80912-4044, USA

Abstract

Factors such as the unbounded growth in technology, as well as the desire for better, faster,
and cheayper products, will always increase the pressure for advancing time transfer systems in
the foreseeable future. Timing users will continually need systems with more features than
before, improved robustness over previous systems, and better timing precision, stability, and
accuracy than ever.

Often lost in the pursuit of timing system advancements is the perspective of the operator
(user) of the system. This paper addresses elements of operations that are essential to the
cohesiveness between a system and its operator. These often forgotten elements include system
training, system continuity, operational simplicity, operator responsibility, and common sense in
implementation.

INTRODUCTION

"A time transfer system is only as sophisticated as the confidence level of the operator/user." How often
will the designers of time transfer systems stop to reflect on this simple thought?

The great technological growth the world is currently experiencing, especially since the dawn of the
information superhighway, has opened the door for countless innovations for countless products in
countless time transfer applications. Ultimately, though, if a customer doesn't feel comfortable with the
operation of a new product, the countless innovations may prove to be more counterproductive than
useful.

Advances in the determination, maintenance, and distribution of PTTI will require additional insight in
the needs that drive such advances, and will also require improved understanding of how to best
implement such advances with minimal risks of service interruption.

While continuing to advance on the technological front of timing systems, we must not forget the need to
ensure that the operators of these timing systems have the confidence to accept the systems that utilize
state-of-the-art advancements.
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DESIGNING FOR OPERATIONS

Typically, the two major factors developers take into consideration in the design of a timing system are
performance and price-a customer will show interest in a product if it meets timing specifications,
without incurring an unacceptable financial tradeoff.

While not interfering with these two important goals, the design of a timing system should also
incorporate theory about the realistic operation of that system. How a system should theoretically work
only matters when that theory is allowed to operate in a realistic environment. In the real world, life isn't
perfect, and the greatness of a system will depend on how it performs when adversity arises. Timing
systems should be ready to respond to adversities--"nominal case" software coding will eventually
become a problem-at the worst possible time! After all, a PMTI system is only as good as its worst day.

System Documentation

Documenting the design of a system is not always the most enjoyable aspect of system development.
But, for many reasons, it is arguably the most important aspect. Documentation should never be
considered an "afterthought" of system development. Rather, the designers should treat documentation
as an activity parallel to such activities of coding, building, and testing.

Documentation is essential to configuration control and management. When a customer is trying to
operate a system, he/she must know how it's supposed to operate, for two reasons: a) to keep the
customer protected from the pain of undesirable surprises, and b) to allow the customer to know when
something isn't working the way it's supposed to, and thereby allow the operator to intervene, as
appropriate.

Documentation ensures accountability. Many timing applications involve the use of multiple systems
interconnected in a typically complicated fashion. By understanding each component of a system, the
user/operator can proactively configure his/her application such that no components will interfere with
the optimal operation of the other components. And, when something doesn't work, accountability,
through documentation, expedites the anomaly resolution process. In essence, documentation can
significantly reduce confusion, and can also help to resolve disagreements quickly.

The format of documentation may not be as important as the existence of documentation. However, the
format becomes most useful when it's geared towards optimal absorption of content by the reader, who,
again, is the operator/user. Different applications will suggest the need for differing formats. Often,
though, similar designs can benefit from the use of similar documentation formats.

The purpose of documentation is to describe the purpose of the system, for the perspective of the
operator. Documentation provides understandable information, in an efficient manner, to the system
user. Documentation is optimal when it can serve the knowledge needs of the user, without
overwhelming the user.

System Training

In many military operations, the operational readiness of an organizational mission literally lives or dies
in the execution of approved standard operating procedures. The 2d Space Operations Squadron (2
SOPS), responsible for command and control of all operational Global Positioning System (GPS)
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satellites, is perhaps today's flagship example of this principle. The enormous success of GPS has
resulted, in large part, from certified space operations crewmembers who exhibit outstanding checklist
discipline, and to the others within the squadron who facilitate accurate checklists for use by those
operators.

In 2 SOPS, classroom training provides only preparation for on-the-job training. Many can relate to the
necessity for having this understanding. How many times have we taken a C class, a UNIX Introduction,
or a Windows seminar, only to find out that once we get back to our desks, we require more
familiarization? The reason for this is simple. Though the classes we pay for may serve as excellent
building blocks for training, each particular operational environment is unique. This becomes
increasingly true as technologies become more and more diversified. As such, from now on, truly no one
can reasonably expect any classroom training to completely fill the whole training square. Nothing beats
the familiarization and orientation that on-the-job training provides.

System training proves itself sufficient if it can serve the purpose of adequately describing how a system
will work, but truly excels when it describes how the human being will work with the system.

Operational Continuity

"The more something changes....." You know the rest This statement hits home more than we realize.
We must ask ourselves, "How much of our work time do we spend creating something innovative,
compared to the time we spend re-inventing the wheel?" Many of us share the experience of spending
many hours re-working something, simply because the originators of a system didn't take the time to
properly envision the need for system modularity.

We often .forget the importance of not sacrificing the future for the present. Short-term fixes are no
substitute for long-term solutions. While alleviating symptoms of problems, true accomplishment occurs
when we can identify and correct the causes of our problems.

Operational Simplicity

Simplicity isn't always that simple. Additional system features can add robustness, but can also increase
confusion. The more bells and whistles a system has, the less each one may be understandable to the
operator/user. When more bells and whistles sound, the higher the likelihood of operators tending to
ignore alarms, simply because they're receiving too many.

Often, designers will add features that, on paper, seem to show potential for improving operational
performance. However, if the designers don't have a solid perspective of what the true needs of the
operator are, such designers may end up complicating matters more than improving matters.

Such confusion often finds its way into the GPS community. One particular example involves the classic
accuracy vs. stability debate. To many experts in the clock community, the natural intuition is to believe
that the more accurate the clocks at the GPS monitor stations, the better. To an extent, and in the right
context, this intuition has some truth. However, what many in the timing community may not always
understand is that the performance of GPS actually depends much more on stability than accuracy.
Whether in navigation or time transfer, the performance of GPS is largely dependent on the stability of
the GPS Composite Clock. The stability of the individual frequency standards (in both monitor stations
and satellites) contributing to GPS time is paramount to ensuring Composite Clock stability. Sacrificing
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stability for absolute frequency or time accuracy at GPS monitor stations can actually degrade GPS
performance [1].

The above issue is merely one example. Many military communication systems prefer accuracy over
stability. Many digital communication systems, such as local area networks and the World Wide Web,
may not care too much about accuracy and stability, and actually may care more about simple
operational continuity. Most operators of PTTI systems look for the right combination of stability,
accuracy, and operational continuity. The mix will invariably be user-dependent.

Often, the best solution to a challenge will be the least intuitive, but the simplest in design and
infrastructure. Remember the KISS principle: Keep It Simple, Scientist!

OPERATIONS IN PRACTICE

The success of a timing system, of course, doesn't merely rest on its design. Yes, operators make or
break a well-designed system. Though 2 SOPS commands and controls a superbly designed satellite
system (GPS), using sophisticated navigation and time transfer software, much of 2 SOPS's operational
success over the years is directly attributable to the dedication of the personnel who make the day-to-day
difference in the operational availability and accuracy of GPS.

Coordination

The importance of coordination in the operation of a system is as follows: our activities may affect more
people than we might think-our activities might be more important than we may think.

How many times in our corporate world have we felt "cubicles away, yet worlds apart"? How often do
we forget that simply taking the time to walk over to our co-worker could help prevent a problem before
it can even occur? How simple it seems, yet how uncommon in practice it occurs, that we take a minute
or two to pick up the phone to check with others before making decisions that could affect them
significantly?

How eager many are to offer suggestions and recommendations, but how often are we too lazy to ask for
them? Ultimately, if we are working on something that others will eventually use, we best benefit when
we actively solicit their feedback. And, sometimes simply opening the door for the opinions of others
isn't enough-sometimes we absolutely have tofight for feedback.

The problem with blind spots is that we never know just how large they are! We must be careful when
we make assumptions. When we assume, what we truly assume is responsibility for the repercussions
incurred if we're wrong! One of the most common mistakes we make is when we assume that
communication lines are foolproof. Unfortunately, in this technological age, along with advances in
communications comes the increased likelihood of communication breakdowns. E-mails can get lost,
people can misinterpret tone, and others will sometimes make incorrect assumptions. The key to
alleviating these natural problems is the never-ending conviction to always follow up.
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Responsibility

We all must accept various levels of responsibility in our particular, unique work environments. We
must be reasonable, not just to others, but to ourselves, when we accept responsibility, explicitly or
implicitly. We must set reasonable goals, and prioritize.

By accepting responsibility for a system, we must think not only in terms of immediate explicit
responsibility, but also in terms of long-term, implicit responsibility. We all have learned international
lessons about the impacts of when we don't responsibly act with foresight-we've seen many time
bombs-Y2K is perhaps our generation's most egregious example.

Though easier said than done, we shouldn't ever cover up problems; rather we should learn from
problems, and let others learn from them as well. People will respect us more in the long term. The
more one tries to cover up a problem, the less likely that problem will be able to experience the benefits
of a solution!

When we take control of a project (and subsequently take credit for that project), we must
simultaneously take accountability for that project. Trust is integral to the transfer of responsibility. We
can best earn the trust of others when we're willing to accept the accountability that parallels the control
over particular projects. If we're going to take advantage of people to further our careers, we should first
take advantage of ourselves, and our own integrity.

Common Sense

"It's realistic to be optimistic, but even more optimistic to be realistic." The best solution for a problem
will most likely be situation-dependent. One makes the best progress in problem solving when he/she
approaches and examines each problem uniquely.

For many years, many in the timing community had, via empirical analysis, identified what appeared to
be a 12-hour timing periodic in the broadcast GPS signal. Many inferred that what they were observing
was a 12-hour periodic in GPS time, and some even concluded that the periodic somehow must have
been due to some quirk in the GPS steering algorithm. In reality, however, as presented in the previous
year's PTTI Meeting, the 2 SOPS Ephemeris Enhancement Endeavor (EEE) was able to reduce the 12-
hour periodic to the noise level of the GPS Master Control Station estimator, strictly by improving
satellite ephemeris and solar pressure state estimation [2]. The EEE team was able to rule out the GPS
time steering algorithm as the culprit of this periodic, and, at the same time, for the most part, alleviate
the periodic, without even touching the GPS steering algorithm.

The above example points out that, when one takes the time to give the unique attention that a unique
problem deserves, he/she will often take the course of action best suited for his/her long-term interests,
and help to prevent making the original problem worse. Knee-jerk reactions can result in injury! Taking
the time to properly assess what's truly going on can ensure safe, progressive improvements in
operations.
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CONCLUSION

No portion of the above text truly presents anything new or innovative. The thoughts conveyed in the
above text are convictions most all of us have, whether consciously or subconsciously. Often, a natural
progression in our technological revolution is to become preoccupied with the technical aspects of a
great system, while forgetting to consider properly the operational needs of the user of the system itself.
This behavior is a perfectly natural characteristic of human nature in the technological age.

Designers of PTTI systems excel by staying cognizant of the requirements, goals, and expectations of the
operator. Effective lines of communication are essential. Designers who fail to recognize the time-
honored "customer first" principle will fail to grow and may eventually fade into a caretaker status, or
much worse.

We all want to harness the benefits of the many technical advances that are occurring literally on a daily
basis. At the same time, however, in order to take advantage of those technically advanced systems, we
must understand how to bridge the gap between the design of those advances, and the operational use of
those advances. The road to failure is paved with good intentions. The road to success is best driven by
confident, responsible, trained, qualified operators.
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Questions and Answers

NIMRAN M]RANIAN (USNO): Steve, you might want to comment on the fact that UTC did not run off.

STEVEN HUTSELL (USNO): Yes, good point. Mihran pointed out the fact that because GPS provides
the correction term for the GPS minus UTC offset in Sub-Frame 4, page 18 of the NAV Message, the 270-
nanosecond runoff that you saw did not directly translate into 270 nanoseconds of UTC time recovery to
users, because for the most part daily updates as a result of downloads from USNO to 2SOPS did occur.
So that at least it minimized the degradation and thankfully was able to keep the very top blue number
under 28 nanoseconds, which is the specification.

LT. DAVID CRATER (2SOPS, Schriever AFB): Steven, I wanted just to ask if you had a chance to get a
group of people in a room, people that designed navigation and time-transfer systems for solving those
types of problems. What would you say to them in terms of improving their thinking on solving these
problems and incorporating the types of principles that you have talked about, as opposed to solving a type
of problem that has a well defined set of things that need to be addressed? From a technical point of view,
how would you tell them to incorporate the types of operational issues that you have talked about?

STEVEN HUTSELL: Obviously I am going to bias my opinion on the fact that I have spent most of my
time being an operator as opposed to being an analyst outside of operations. Therefore, my opinion is
going to be inherently conservative; and part of that opinion was formed by working in a squadron, which
you are now in, that runs very efficiently and very effectively because you have proven procedures and
check lists. I guess my biased suggestion would be to examine the problem very carefully and not to make
hasty decisions. In the case of this Colorado Springs event, there was enough time to get enough people
together as a "Tiger Team." Unfortunately, for various reasons, that just did not happen.

We are not in a business where we have to make decisions so quick that the safety of the world is going to
depend on it over a few minutes. We are not launching ICBMs, for instance; but, at the same time, we do
not have that much time to resolve a problem. In the case of GPS, everything is geared around 24-hour
predictions; uploads are done 24 hours a day-, downloads from USNO are done once every 24 hours. That
is basically the general time frame you have to respond in.

The answer to your question is: Just try to maintain a delicate balance of getting a concrete answer, but
not taking much too much time so that the problem lingers on - if that is any help.

JAMES DeYOUNG (USNO): I just have one comment. At the Naval Observatory we have had a number
of people who had a great deal of experience retire in the last few years. We have already gone through
that experience. There are other places - especially in this room, I see a lot of people that have been
around PTTI for a long time who will potentially be retiring in the near future. The goal is that basic
knowledge is already out there, but there is still no replacement for experience in time and frequency.
There are so many complex systems in the field today that we have to get younger people experienced in
and understanding of the systems. It is great to approximate a clock with power-on noise and all of these
things; but in the data I look at day to day, there are so many noise processes involved together that the
simple models are not going to be sufficient. In my opinion, in the out-years, when you go to two-way
time transfer and especially GPS carrier phase over long distances; you are going to be risking a lot.
There is a lot of stuff going on that is scientifically interesting and are goals for bigger budgets in the
fture years.
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STEVEN HUTSELL: Right It enforces the tradeoff of how much performance you want versus how
much redundancy and safety you have. As we are getting more technical in our systems, the more risks
we have of things breaking and more people being around not really understanding the quickest way to
solve it. It is a dilemma.
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Abstract

We present a method for estimating the absolute frequency stability of N clocks separate from

a reference. The method introduced is a modification of the one proposed by Tavella and Premoli
(1993). After developing the theory we apply the method to atomic clock data gathered from the
USNO.

INTRODUCTION

The estimation of absolute frequency stability of clocks separate from a reference clock is usually
required in order to produce a mean time scale. The usual method which can be employed for
this task is the so-called "N-cornered-hat" method. As first presented by Gray and Allan [1], this
method estimates the stability of a fixed clock among an ensemble of N clocks by forming all
(N - 1) (N - 2)/2 triads of time differences which include those of the clock under test. The reason
for triads is to avoid overdetermination in the estimation problem. From each of these triads one
obtains stability estimates for each of the clocks in the triad under the assumption that clocks are
uncorrelated - these axe the "three-cornered-hat" estimates. These estimates are then weighted
by a "triad uncertainty" to yield a stability estimate for each clock. Another version, developed
by Barnes [2], simultaneously uses all N - 1 time differences with a least-squares-type approach
to estimate the individual stabilities. These approaches sometimes lead to stability estimates that
are negative. Some attribute the negative estimate to its uncertainty [3], while others suggest the
possibility that the assumption of uncorrelation is not always valid [4]; both are probably true to
a significant extent.

Recently, Tavella and Premoli [4] developed an approach which avoids the problem of negative
stability estimates by allowing the possibility of correlations among the ensemble of clocks. Their
approach is consistent and formally equivalent to the three-cornered-hat method when clocks are
uncorrelated, that is, both methods produce the same result in this situation. Their method,
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however, will not produce a negative variance estimate even when a three-cornered-hat approach
would. Since the problem of estimating absolute frequency stability is underdetermined, they
impose the condition that if correlations exist they should be "small." They propose a condition
which amounts to finding the smallest correlations possible which keep a certain matrix positive-
definite. This will be explained in greater detail below. Since Tavella and Premoli's work [4]
was done in the framework of three clocks, a weighted triad uncertainty approach can be used to
improve the estimates if there are more than three clocks in the ensemble.

In a later paper [5] Tavella and Premoli refined their analysis. They show that when the number
of clocks in a comparison increases, the amount of arbitariness in determining absolute frequency
stability decreases.

The goal of this paper is to generalize the methods of [4] and [5] and to estimate absolute frequency
stability for N clocks (N > 3). The results of this analysis will be discussed and applied to atomic
clock time difference data from the U. S. Naval Observatory (USNO).

NOTATIONS AND DEFINITIONS

Let xi = {4x : k > 1} for i = 1,... N - 1 be the time differences of clock i with respect to a
fixed reference clock, say clock N, which is sampled every ro seconds. We let X = {Xk k > 1}
for j = 1, --- , N represent the time differences with respect to a noiseless "ideal" clock, so that
xi = Xi - XN.

Define the fractional frequencies: u• = +1 - X,1 >1 1
'TO

and the process of averaging such fractional frequencies of order m > 1:

•(m'0) = Vk-1)m+1 + Y(k-1)m+2 +"" + Ym _1km -(2)

Notice that (2) reduces to (1) for m = 1. We define Y' and i (mro) by replacing x with X

appropriately. As a measure of time domain frequency stability we use the Allan variance. The
Allan variance of clock i referenced to clock N is defined as

sj(jr) = ý((•(r) - 1(•))2) (3)

where () denotes mathematical expectation. We assume here, of course, that the process of averaged

fractional frequencies is stationary and ergodic so that the definition (3) is well-defined. Most
*authors use the notation acN(T) to represent the quantity in (3), but we will use the notation set
forth in the works [4] and [5]. For what follows we need to define the Allan covariance of clocks i
and j referenced to clock N to be

sj(-r) -•((92(r) - 91(7)) (k2) 1 (7))). (4)
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This statistic appears in [6] with different notation. It is worth mentioning at this point that a

covariance reduces to a variance for i = j; therefore we will refer to variances as covariances when no
confusion can arise. Furthermore, it is clear from the definition (4) that sij('r) = sji(r). However,
all these quantities are usually never available in practice and can only be estimated through a
large stretch of data (at least for 7r = mino and integer m > 1) by the samples

n-2m

2(n - 2m) (5)k=1

where n is the data length. The goal of this paper is estimate the dereferenced quantities:

1 ~((1i(T) R i(,r))2)(6ri = 2 (6)

and

Again, some authors use the notation ui2(-r) to represent the quantity shown in (6). The associated

sample quantity is defined similar to (4):

1 n-2m

= n - 2771- E (Rk+I(iTO) - Y (mrO))(iR+l(inT0) - i'(mR 0)) (8)
k=1

By noting that y1 = Yk - YkN we deduce from (4)-(8) the following relations:

sij = rij + rTNN - riN - rjN (9)

and
9ij = rij + rNN -- iN - rjN. (10)

If N = 3 and all rjj = 0 for i 6 j then the usual three-cornered-hat estimates fall out of (10):

11 -= 11 -- 812

f22 = 822 - 812• (11)
f 3 3 = 812

This was noted in references [4] and [6].

THE TAVELLA-PREMOLI APPROACH

Let's first outline the approach followed by Tavella and Premoli [4]. Suppose we are interested in
obtaining estimates of absolute frequency stabilities for three clocks, say clocks 1, 2,and 3. That
is, we wish to estimate the matrix

r`1 1  r 12  r1 3

R= r12 r22  r23  (12)
[r13 r23 r 3 3
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Notice the matrix R is inherently symmetric. Now consider the matrix

S Sll S12 .

S12 822

S is symmetric and we know a priori S is also positive-definite. The relation (9) can be rewritten
to give the relations:

r1l = S11 -- r33 + 2r 13

22 -= 822 -- r33 + 2r23

r12 - S12-r33+r- 3+r23.

This means that all the entries of R can be written as functions of the elements r = (r13, r23) and
the reference stability r33. To find estimates for the entries of R, Tavella and Premoli proposed the
following. We should find values of covariances r12, r13 and r23, which are small in some sense, but
keep the matrix R positive-definite. To understand in what sense they mean small define

G(r 12 , r 13 , r 23 ) =r+12 - r 3  2. (13)

Clearly, the minimum value of G is 0 exactly when r13 = r23 = -12 = 0, and, given (9), this implies
r33 = S12. That is, we arrive at the three-cornered-hat estimates (11):

^ 811 -- 12 0 0

R3_corner = 8S22 - 812 0 . (14)
0 0 S12

As long as

811 > S12

822 > 812 (15)

S12 > 0

we have valid estimates of stability. However, if one of the diagonal elements in (14) is negative, we
obtain a negative stability estimate. This can be ruled out if we insist that the estimated matrix
R be positive-definite. Tavella and Premoli are able to show that the function

H(r 1 3 ,r 23 ,r 33 ) =r733 - (r13 - r33,r23 - r33)S-1(rl3 - r33, r23 - r 33 )T (16)

is positive if and only if R is positive-definite. T denotes transpose here. Therefore they suggest
the rij should be chosen in a way that minimizes the following expression:

r2 2r 2~12 + 13 + r223 (7
S+/'h(17)

H(r13 , r23, r33)

where the minimum is taken over all values r13, r23, r33 for which H is positive (i.e., R is positive-
definite). Notice that if H(0, 0, S12) > 0 then the minimum of (17) is 0 and we again achieve
the three-cornered-hat estimates. This procedure, however, will not lead to a negative stability
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estimate. To see this just notice that the minimization occurs over a convex region, namely the
elliptic paraboloid region

P = {(x,y,z): H(x,y,z) > 0}.

The boundary of P, aP, contains all the points where the function H identically equals 0. Since the
objective function (17) is convex, it is well known that the minimizer of this problem is unique. The
minimizer (r*3, r23, r*3) of (17) will always satisfy H(r*3 , r23, r*3 ) > 0 since points on the boundary
of P yield undefined values in (17). Now H > 0 implies R is positive-definite. The result follows
from the fact that positive-definite matrices have positive diagonal elements. The minimization of
(17) was carried out explicitly for N = 3 clocks [4] and its solution was formulated through the
zeroes of a sixth-degree polynomial.

The implementation of this method does show some subtle inadequacies however. As noted in the
introduction, a three-cornered-hat approach may give a negative stability estimate. Although the
Tavella-Premoli approach will not produce such a negative value, it may produce an optimistically
small estimate of stability. Let's see why this may happen. It is easy to show that if the conditions
(15) are all satisfied then (0, 0, s12) E P. Therefore, if h12 is arbitrarily small and positive, our
estimate for r33 will also be arbitrarily small. Similarly, if u11 < •22 and 812 is close to 911, our
estimate for rii may also be optimistically small. These effects have appeared in time difference
data gathered at the USNO.

This optimism can be attributed to the rather large domain of admissible values in (17). The
admissible region is an elliptic paraboloid in K 3 . If more clocks are in our comparison thenas
shown in [5], this admissible region is substantially reduced and points that would be admissible
when considered through triads would be disallowed when considered in a multiple comparison. We
can use this substantial reduction in admissible values to generalize the Tavella-Premoli scheme.
We will take this up next.

A MODIFIED APPROACH

Suppose we have time differences from N - 1 clocks with a fixed reference clock N (N > 3) and we
wish to estimate the stabilities. We could, of course, apply the method of Tavella and Premoli [4] to
triads of clocks and weight appropriately. As noted earlier, this approach may produce optimistic
values of stability.

Let's consider the following approach. In analogy to the method proposed by [4], we suggest an
obvious modification to (17) and find the values of covariances that minimize the following Tavella-
Premoli function:

Eijr2 (18)

H 2 (rlN,''' rNN)

where

H(rlN," " ,rNN) = rNN - (rlN - rNN," , rlN - rNN)S-' (rlN - rNN," ,r1N - rNN)T

the superscript T denotes transpose and the minimization is over those points riN which keep H
positive. Here, the function H > 0 if and only if the matrix R is positive-definite [5]. Dividing
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by H above as mentioned earlier keeps the points riN away from the boundary of the admissible
region and, consequently, will keep the matrix R positive-definite. Notice the function (18) is
now a function of the N variables (rlgN,'' , rNN) as well as, of course, the sij. Also notice that
function (18) has H squared in the denominator. This squaring is suggested in order to keep the
minimization problem scale-invariant. This will also be helpful in order to do the minimization from
a numerical point of view. The problem of minimizing (18) is a constrained minimization problem
since we are only allowing values of rij which keep the matrix R positive-definite, that is, those rij
for which H(rlN, ... , rgN) > 0. From the same convexity considerations the minimization problem
(18) has a unique solution. Usually constrained minimization problems are difficult to solve, but
one can apply numerical techniques if care is taken in scaling and choice of initial data. We used a
conjugate gradient method to produce the minimizer. As far as the choice of initial data we chose

riN = 0 fori<N,
1 1

rNN =

* -- (1,...,1)S-(1,... ,1)T > 0 from the positive-definiteness of the matrix S and thus S-1.
The factor ½ above is used to force the initial data to lie within the constraint (using convexity of
admissible values here). This choice of initial data conforms with our belief that clocks are close
to uncorrelated. Of course, from the uniqueness of the solution any reasonable point we choose
initially will converge to the minimizer and this, in fact, is observed. We should mention that
problems can arise if the initial datum is too close to the boundary of the admissible region. If this
is the case a conjugate gradient direction may lead you outside the admissible region.

It is interesting to note that if clocks are uncorrelated (rij = 0 for all i 0 j) the minimization of
(18) leads to the estimate

2 Ei<j 9ij
(N- 1)(N- 2)'

that is, the straight average of the values that one would obtain by performing the usual Tavella-
Premoli procedure on all triads of clocks.

One implicit point we have stressed in this paper is the possibility of the existence of clock noise
correlations. In order to convince the reader that clock correlations are a reality we have developed
a preliminary statistical test which, although heuristic, may be used to determine if clock noise
correlations exist between clocks in the comparison.

A STATISTICAL TEST OF CORRELATION

Tavella and Premoli have shown [5] that if rij = 0 for all i # j then the matrix S of "true" Allan
covariances has the form

ril - rNN rNN rNN ... rNN

rNN r22 - rNN rNN ... rNN

S rNN rNN r33 - rNN "'" rNN (19)

rNN rNN rNN ... rN-1,N-1 - rNN
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As mentioned in the previous section, the matrix S can only be estimated by the matrix S = (Sij).

Thus, if the clocks are uncorrelated then the 9ij for i 5 j are all estimating the reference stability
rNN. If the data length n is large, one should expect fij ; 0 for i : j. If this is the case then
from (10) and (19) the statistic 9ij ,Z rNN for i : j. Now since the distribution of fNN can
be shown to behave as a chi-square with some number of degrees of freedom (we consider here
overlapping sample estimates), which in general varies with the noise type present [3], we can test
if the off-diagonal terms of S actually differ up to some statistical significance. The problem can
be formulated as follows:

Consider as the null hypothesis all clocks are uncorrelated. We would like to test whether the
alternative hypothesis that some pair of clocks exhibit correlations is true. So we would like to
test for the simultaneous equality of the off-diagonal elements of the matrix S. This is a multiple
comparison problem whose analysis can be quite difficult. We instead will be content to work with
pair-wise comparisons of the off-diagonal elements S. For this problem we test whether the ratio

f = si^

for different pairs of clocks i $ j and i' $ j' is significantly different from 1. Now since the chi-
squares all have the same degrees of freedom, d, for a fixed integration time 7-, the test statistic
f has the Fd,d-distribution, that is, the ratio of two chi-squares with d degrees of freedom each.
Assume that for fixed r > 0 all the off-diagonal terms of S are positive. For 90% confidence we
choose to reject the null in favor of the alternative if either

f > Fd,d,.95 or f < Fd,d,.O5

where Fd,d,• represents the ath percentile of the F distribution. Since all estimates 9ij share the

same degrees of freedom, the problem is simplified considerably since we only need to check if the
statistic

P = max S'j

satisfies f* > Fd,d,.95. The above argument is only heuristic and the resulting statistical test is not
entirely substantiated since significant accidental covariances for increasingly smaller sample sizes

can corrupt the distributional properties of the f-statistic, that is, if n - 2m is not "large" then the
values rkl for k # 1 in (10) may not be close to zero and can bias the 9ij-statistic away from fNN.

However, at least for very large sample sizes n and relatively small m, the above approximation
seems reasonable. Of course, a better statistical test can be achieved if one can characterize the
distribution of the Allan covariance statistics.

We applied the above analysis to a group of four cesium-beam frequency standards rereferenced
to a fifth cesium-beam standard (see Table 1). The time differences had data length n = 167,513.

We made the assumption that for the integration times observed the dominant noise type was
white frequency modulation and computed the appropriate degrees of freedom for the overlapping

estimates:

d= [3(n2 - 1) 2(n-2)] 4m2

2n 4m2 + 5

We found the corresponding F quantile and applied the above arguments. We noticed that although
the off-diagonal entries of S may seem to be the same, at least for short integration times (from
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20 seconds out to about 320 seconds) we were able to reject the null hypothesis and conclude that
statistically significant correlations exist. This does not say that a correlation is "large"; indeed,
rij can be relatively quite small (by orders of magnitude) when compared to the diagonal entries fii
and fjj. However, some small covariance seems quite reasonable when we consider that some of the
clocks in the above analysis were in the same environmental chamber. An exhaustive treatment of
the above ideas would certainly be interesting from both a practical and theoretical point of view.

7.10826E - 24 3.81328E - 24 3.79768E - 24 3.79259E - 24
S(20) = 3.81328E - 24 7.95851E - 24 3.82652E - 24 3.83888E - 24

3.79768E - 24 3.82652E - 24 7.89671E - 24 3.82095E - 24
3.79259E - 24 3.83888E - 24 3.82095E - 24 6.99711E - 24

3.22437E - 24 1.69300E - 24 1.69913E - 24 1.69097E - 24
S(40) = 1.69300E - 24 3.42756E - 24 1.69388E - 24 1.70435E - 24

1.69913E - 24 1.69388E - 24 3.58596E - 24 1.71195E - 24
1.69097E - 24 1.70435E - 24 1.71195E - 24 3.15194E - 24

3.55895E - 25 1.82808E - 25 1.85889E - 25 1.84763E - 25

,S(320) = 1.82808E - 25 3.65834E - 25 1.89250E - 25 1.85393E - 25
1.85889E - 25 1.89250E - 25 4.04481E - 25 1.89242E - 25
1.84763E - 25 1.85393E - 25 1.89242E - 25 3.55988E - 25

Table 1.

Averaging Time F-statistic [f*-statistic

20 sec. 1.009893 1.012205 f* > F: can reject in favor of
alternative.

40 sec. 1.010690 1.012407 f* > F: can reject in favor of
alternative.

320 sec. 1.026667 1.035239 f* > F: can reject in favor of
alternative.

The S matrices above were computed for r =20, 40 and 320 seconds. Table 1 shows the results of
the statistical test for these integration times.

RESULTS

We have applied the technique described in the previous section to time difference data obtained
from atomic clocks at the U.S. Naval Observatory (USNO). USNO has a large ensemble of clocks
consisting of both commercial cesium-beam standards and active hydrogen masers. Data from both
types of clocks were considered separately.

76



Figures la and lb show sigma-tau plots generated by a three-cornered-hat and Tavella-Premoli
analysis respectively. For comparison, both analyses were carried out on cesium-beam standards
labelled 229, 260, and 253 over a period of five years. The three time series were rereferenced to
one of the clocks (253) to avoid the obvious problem of correlation between the time scales. We
used overlapping estimates of Allan covariance over all r, instead of just r = 2mro (integer m > 1)
where r0 is the sampling time.

There are several things to notice about these plots. First, both approaches coincide where the
three-cornered-hat approach produces positive stability estimates, so that the primary difference
between the two is that the Tavella-Premoli scheme is able to produce an "extension" of the
reference stability. Second, by plotting the data for all -r, a "pathological" behavior is apparent in
both approaches. There are two "dips" in each graph: one at 60 days and the other at about 590
days. Neither of these dips are likely to be physicalsince cesium-beam standards integrate down
with a 1/1,i dependence until they reach their flicker floor or begin to drift significantly. One
approach to this situation might be to add another clock to the ensemble and use the additional
three triads. However, even if a straight average of the resulting estimates coming from each triad
were used, one would still find that the dip creates a large bias in the result.

Instead, the extra clock can be used with the modified approach outlined in the previous section.
The corresponding frequency stability plot is shown in Figure 2. This approach is in close agreement
with the other two until r ; 30 days. At this point, the first spike apparent in the other approaches
is smoothed out. Most importantly, the new approach now maintains the expected 1/V1F behavior
at this point in the data. The second spike is smoothed out as well.

We performed this modified approach on the data with two more clocks added in. The results are
shown in Figures 3a and 3b. Again the absence of non-physical dips is apparent and agreement
between this and results shown in Figure 2 is good. In all plots we noticed that one of the cesium
clocks appeared to be much worse than the others. Later we were able to show that this particular
clock had a significant drift component that wasn't compensated for.

We also applied the modified approach to active hydrogen maser data. We, unfortunately, were
not able to extract such a long stretch of data as with the cesiums. The resulting plot is in Figure
4.

We would also like to mention that the modified approach did not differ significantly with the
manufacturer specifications, and, in most cases, conformed to them closely. Although the results
of this analysis are by no means complete, we believe this method shows significant promise in
achieving estimates of absolute frequency stability.

CONCLUSIONS

The modified approach for estimating frequency stability generally performs well: it gives essentially
the same results for short-term stabilities (r < 30 days) and non-pathological behavior for long-
term stabilities (r , 1 year). We are encouraged by these preliminary results and are hopeful that
the method can be used to give an accurate representation of long-term stability in atomic clocks.
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Fig, 3: Plot of absolute frequency stability using modified approach with six clocks - stabilities
for all six clocks shown (cf. Fig. 2). The analysis which gave this plot was performed on dyadic
averaging times only as opposed to all averaging times shown in Fig. 2.
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Questions and Answers

PATRIZIA TAVELLA (lEN): I am happy that you are continuing with this work and you took the time to
read my papers. Thank you for the quotation.

I think that maybe the optimizer function can be different in the short and long term. Maybe the long
correlation is reasonable in the short term, but not in the long term. Maybe we could investigate if the
possible function to be minimized should be different in long and short term.

I would also like to investigate the effect of the uncertainty of the variance evaluation on the positive
definitiveness of the matrix, because since the evaluation, I am uncertain due to the limited number of
measurements. Maybe the region can change.

FRED TORCASO (USNO): I think moving in that direction would be trying to get a better understanding
of the distribution of the sample Allan variance for exactly those integration times. That is actually a
difficult problem. There have been a lot of papers appearing which try to estimate the distribution of the
sample Allan variance for integration times of, I think, eight samples. It is something ridiculously hard.

It looks like there is some evidence for large integration times in many sample estimates that a gaussian
approximation is probably a good one. Maybe this would be a possible way to go.

MARC WEISS (NIST): Have you thought about how to compute uncertainty for Allan variance when you
have the n-cornered-hat technique? In other words, there is an uncertainty for the Allan variance when
you look at the distribution just because you have a sample variance.

FRED TORCASO: So you like to put error bars around the absolute values?

MARC WEISS: In the presence of an n-cornered hat where you are estimating a variance through the
other clocks, I think there is an additional uncertainty because of that I think the relative stability of the
clocks will come in as well. In other words, if you look at one very good clock and you have ten clocks
that are ten times worse, you can not see the good clock - at least in theory you should not be abie to.

I do not know how to do it. I am wondering if you have looked at that?

FRED TORCASO: I actually have not looked at ways of obtaining error bars on estimates of absolute
stability. I am looking into the possibility of comparing very quiet clocks, for instance, hydrogen masers,
over a short time scale compared with the high-performance cesium beam clocks that we have at USNO.
A similar approach to the one I described may work if we rescale this co-variance matrix that I
introduced, "R", to a correlation matrix. Then all the off-diagonal terms of the matrix are of the same
order. That will help in the analysis, but I have not done that.
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Abstract

A way of frequency calibration using fuzzy logic controller (FLC) is presented in this paper.
Generally, atomic clocks tend to drift due to temperature, aging or some environmental effects. It
is sure that one cannot compensate for the drift with a fixed amount of control quantity. As a
controller, it has the task to adaptively catch up with the variation Our approach takes
advantage of FLC to determine the control quantity. Three procedures are employed in our
approach Firstly the performance of the device being calibrated is observed continuously. Then
the FLC uses the performance data to generate the control quantity. Finally the FLC calibrates
the device using the computed control quantity. The FLC can calibrate the device at any time
since the performance of the device is continuously being monitored In the experiment, we use
FMAS (Frequency Measurement and Analysis System) as the performance evaluation equipment
and the FLC is realized by a PC. In the experiment, a cesium-beam oscillator is chosen as the
target. The result validates the effectiveness of our approach. An oscillator with frequency offset

of- 1.4x 10 can be improved to approximately -1 .Ox1-14 after one week of calibration.

INTRODUCTION

Due to temperature, aging, or some environmental effects, atomic clocks generally tend to drift in an unknown way.
This ends up with a difficulty in characterizing the clock. For example, it is not possible to compensate for the drift
with a fixed amount of control quantity during frequency calibration [1]. A fuzzy logic controller (FLC) has been
deemed to be suitable for use in a time-varying, nonlinear, or hard-to-defined system [2]. In this paper, we use FLC
to adaptively determine the control quantity to compensate for the drift.

Three procedures are employed in our approach. First, the performance of the device being calibrated is
continuously being monitored. Note that this requires a reference frequency with accuracy much better than that of
the device being calibrated. Second, the performance data are connected to the FLC. Upon receiving data from the
performance evaluation equipment, the FLC calculates the control quantity according to some fuzzy rules. Finally,
the FLC calibrates the device through the command compliant to some particular form. The FLC can calibrate the
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device according to some predefimed criteria. For example, it can be done at a regular interval or on an on-demand
basis.

The performance evaluation equipment used in this work is the FMAS (Frequency Measurement and Analysis
System), measurement equipment developed by NIST (National Institute of Standards and Technology). The FLC
is realized by a commercial PC. Fig. I shows the system configuration. The reference frequency used is the master

clock in our laboratory. The accuracy of the reference frequency is better than 5 x 10`' and hence is sufficient for
calibrating most commercial oscillators.

Let y,, denote the frequency offset of the reference frequency relative to the ideal frequency; i.e.,

Y,,-,"" (=f,, - f,) /f,". Similarly, the frequency offset of the user's clock relative to the reference frequency

is y,-, =(f 0, -f,,)/f, and that of the user's clock relative to the ideal clock is y_,,,, =(,f, -_f•,)/f,_,.

Having these relations, the frequency offset of the user's clock relative to the ideal clock can be expressed as

fftf
= + f(1)

Hence, if f,, = f.,, then y., can be approximated by

Y-,,. Y,&-, + Yw,,f (2)

It is obvious from (2) that Y y.- _ Y,,., provided Y,-,do, << yw,- ." This means that the frequency offset

measured from the user's clock can be treated as that relative to the ideal frequency provided that the reference
clock is good enough.

To verify the effectiveness of the proposed method, we choose a cesium-beam oscillator with accuracy of

-1.4x 10-3 as the device being calibrated. Experiment result shows that the accuracy can be improved to

approximately - 1.0 x 10-4 after one week of calibration.

We have assumed in this paper that the reference frequency is available in the site where calibration is performed.
If this is not the case, the techniques of transfer standards or means by which oscillators can be made traceable to
some standards must be used. Examples of these are via LORAN-C, GPS, common-view GPS, or the technique of
GPS carrier phase.

SYSTEM DESCRIPTION

For convenience in later description, the following symbols are defined: y denotes the frequency offset, Ae
denotes the phase offset resulting from the frequency offset at the corresponding interval, qo denotes the control

quantity to be applied to the device being calibrated, and the subscript denotes the time index. Note that Ae = yT

where T is the length of the observation interval. Fig. 2 illustrates the basic idea by which our approach is made
possible. In the figure shown, a positive frequency offset is assumed initially, i.e., y, > 0, and the phase offset at
the beginning of each observation interval is assumed to be zero. Note that this is tantamount to balancing the phase
offset with an action of single step made at the beginning of each observation interval. Also, we use bold lines to
indicate the residual frequency offsets in the corresponding observation interval.
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It is intuitively seen that the phase offset resulting from the frequency offset of y, > 0 (i.e., Ae_, as shown in the
figure) can be balanced by imposing a phase offset with direction opposite to the former; i.e.,V. = -Ae, .
However, as mentioned in the last section, oscillators tend to drift in an unknown way. It is therefore not possible to
keep residual frequency offset to a minimum with such a fixed amount of control quantity. If the residual is equal
to zero (i.e., y. = 0) after the above action is done, then the control quantity is deemed to be temporarily correct. In
this case, the controller has the task to keep the same control quantity in the next observation interval; i.e., qV,+ = V.

as shown in Fig. 2a. If the residual has a positive slope, i.e., y, > 0, then the controller has the task to increase the

controller quantity; i.e., li.. t > IV, I as shown in Fig. 2b. On the contrary, if the residual has a negative slope, i.e.,

y. < 0, the controller has the task to decrease the control quantity; i.e., k',+,I < [V. as shown in Fig. 2c.

The variation of phase error is generally nonlinear. The one shown in Fig. 2a is but a hypothetical case. It cannot
be an easy job to have a proper control quantity for atomic clocks. To overcome this difficulty, the FLC is used to
evaluate the control quantity before applying it to the device being calibrated. In this work, the control quantity is
made to be adaptive in the way

= + AV. (3)

where AV. is the updating term and is determined by the FLC. The initial value of op can be chosen arbitrarily.

Fig. 3 shows the basic structure of an FLC. It consists of the following four units: 1) fuzzification unit, 2) fuzzy
reasoning unit, 3) fuzzy rule base and fuzzy data base unit, and 4) defuzzification unit. Two variables are used as
the input to the fuzzy rule base. One is the frequency offset read from the FMAS (i.e., y.). The other is the
difference of the frequency offsets between two adjacent observation intervals (i.e., Ay, = y, - y.-, ). Table 1 gives
the fuzzy rule base used in this work. The ranges for the two input variables and the output are divided into five
parts. They consist of the following fuzzy sets: NB (Negative Big), NS (Negative Small), ZE (ZEro), PS (Positive
Small), and PB (Positive Big). The membership functions chosen for these fuzzy sets are of a triangular form. Fig.
4 shows the membership functions stored in the fuzzy data base. Additionally, the fuzzy reasoning method chosen
is the Max-Min method, and the mean of maximum (i.e., modified centroidal) is used as the method of
defuzzification [2].

EXPERIMENT RESULTS

In our experiment, a cesium-beam oscillator is chosen as the device being calibrated. The frequency offset of a
cesium lies between y. e[-1x10"2 , 1x10 2-] and therefore Ay. e[-2x10-2 , 2x10` 2 ]. Taking these ranges

into account, the membership functions shown in Fig. 4 are scaled by 10-'" and 2 x 10-' respectively for y, and

Ay,.. The range for the output is the same as y,.

The oscillator originally has frequency offset of -1.4 x 10-" . The result shows that the frequency offset can be
improved to - 1.0 x 10-' after about one week. Fig. 5 shows the variation of the frequency offset.

CONCLUSIONS

A way of adaptive frequency calibration using a fuzzy logic controller is presented in this work. Atomic clocks tend
to drift due to aging or some environmental effects and generally leads to irregular variation in characteristics. Our
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approach takes advantage of fuzzy logic controller (FLC) to determine the control quantity adaptively. Experiment

results validate the effectiveness of our approach.
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Fig. 2 Basic idea for frequency calibration: (a) y. = 0, (b) y. > 0, and (c) y. < 0.
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Table 1 Fuzzy rule base.
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Ay.
NB PB PS ZE PS NB
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Abstract

Communications Research Laboratory (CRL) has developed a millisecond pulsar observation system
which uses an acousto-optic spectrometer (AOS). Even though our 34 m telescope is one of the
smallest telescopes used for millisecond pulsar observations, we succeeded in detecting several
millisecond pulsars by using our new system which has a wide detection bandwidth. We started
regular observations of PSR1937+21 with the 34 m telescope one year ago. The observed pulse phases
contain some systematic trends, and we are investigating the data now. We also tested our
observation system at the Usuda 64 m telescope of Institute of Space and Astronautical Science (1SAS)
and succeeded in detecting two other highly stable millisecond pulsars, PSRP7J3+07 and
PSR1855+09.

INTRODUCTION

Millisecond pulsars which have a millisecond pulse rate, are known to maintain extremely stable pulse
timings over a long period of time. For the millisecond pulsar PSR1855+09 with a 5.36 ms pulse period,
the fractional frequency stability was reported to be on the order of 1014 over a period of 7 years[l],
which is comparable to that of a cesium clock. These characteristics are expected to lead to millisecond
pulsars being used in time-keeping metrology, planetary ephemerides, reference frame ties, and so on[2].

Communications Research Laboratory (CRL) serves as the national institute of time and frequency
standards in Japan, and we plan to use millisecond pulsars in setting these frequency standards in the long
term. We had to develop a highly sensitive observation system because our 34 m telescope at Kashima
Space Research Center is not so large for millisecond pulsars that have very weak signals. In 1992, we
developed a preliminary filter bank system with 4 MHz detection bandwidth and succeeded in detecting
PSR1937+21 [3],which is the brightest millisecond pulsar in the northern sky. Based on this result, we
developed an even more sensitive system last year. This system uses an acousto-optic spectrometer (AOS)
[4] instead of filter banks, and detection bandwidth of 200 MHz is available. Using this system and 34 m
telescope, we started weekly observations of PSR1937+21 in November 1997. Data analysis and system
performance checks are now in progress.
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We also tested this observation system at the Usuda 64 m telescope of the Institute of Space and
Astronautical Science (ISAS), and succeeded in detecting two other weak and highly stable millisecond
pulsars, PSR1855+09 and PSR1713+07. The detection of PSR1713+07 was confirmed with the
Kashima 34 m telescope.

This paper introduces our new observation system, and presents observations results for PSR1937+21
over a one-year period. The results of preliminary observation for PSR1855+09 and PSR1713+07 at
Usuda 64 m telescope are also reported.

OBSERVATION SYSTEM

1. CONCEPT OF SYSTEM DESIGN

In pulsar observation, the precision of pulse arrival time is estimated as follows;

(W)3t2• Tsys
y a (s) -- (1)

(B tP)1 2 . <S>. G,

where W is the half-width of the pulse in seconds, P is the pulse period in seconds, Tsys is the system
temperature on the source, <S> is the flux density in janskys (Jy), G is the telescope gain in kelvins per
jansky (K/Jy), B is the bandwidth in Hz, and t is the integration time in seconds [5]. Because millisecond
pulsar signals are very weak, big telescopes such as the 300 m one at Arecibo are usually used for
observing their timings. Our 34 m telescope is very small for millisecond pulsar observation and required
a system with wide detection bandwidth B and long integration time T.

For a wide-band observation, however, we must note the pulse broadening caused by the dispersion effect
caused by interstellar plasma (Fig. 1(a)). In order to suppress this broadening, a wide-band signal must
be received as many narrow channels at first and combined after each dispersion delay has been cancelled
(Fig. 1(b)). In our new system an acousto-optic spectrometer (AOS) is used for this spectrum analysis
instead of a filterbank method. The AOS uses an acousto-optic device such as a single crystal of TeO2
(Fig. 2). It makes the system simple and compact.

The long integration time is achieved by accumulating many pulses. We developed a high-speed averaging
processor which can average up to 22 pulses without any dead time for data transportation. It supplies the
averaged data almost in real time.

2. SYSTEM DESCRIPTION

The 34 m telescope has several receivers from 1.5 GHz to 43 GHz with a selective polarizer; we mainly
used the right-hand circular polarization in 2 GHz band. An IF signal with 200 MHz bandwidth is divided
into four 50 MHz units by the video converter. Each 50 MHz bandwidth unit is divided into 256 200-kHz
channels by the AOS, then serially transported to the video averaging processor. This transportation time,
which limits the time resolution is at least 12.8 ps (-50 ns x 256 ch ) in minimum. Because the
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transportation trigger clock is set to 1/100 of the pulsar period, the time resolution is about 16 AS for
PSR1937+21. The video averaging processor works as an 8 bits A/D converter and an averager which
allows the addition of 224 pulses (= 7 hours' integration for PSR1937+21) in each channel. At host#l,
averaged data for all the channels are combined after a dispersion delay calibration carried out in 1/1000
steps of the pulsar period, and the final pulse profile is defined. From this profile, the peak phase is
defined as the arrival pulse timing.

Host#2 calculates the predicted pulse period and supplies it in real time to the synthesizeir which controls
the averaging trigger clock of the timing signal generator. This predicted value is obtained from the
database calculated by the Tempo program, which is the Princeton pulsar timing analysis package [5].
The reference clock is synchronized with UTC. The observation start time is obtained at a time interval
counter by measuring the time difference between the start trigger signal and 1PPS signal of UTC.

OBSERVATION RESULTS

1. PSR1937+21 AT KASHIMA 34 M TELESCOPE

We have been making the weekly observations of PSR1937+21 in the 2 GHz band since November 1997.
PSR1937+21 is one of the brightest millisecond pulsars; its flux density is about 3.3 mJy in the 2 GHz
band (calculated from [6]) and the pulse period is about 1.5578 ms. One pulse profile is obtained after
averaging 1,048,576 pulses (corresponding to about 27 minutes of integration), and 6-8 profiles are
obtained in one day. The averaged profile is shown in Fig. 5. From these averaged profiles the peak
phases are defined, and their residuals from the predicted phases show the pulse timing noise. Residual
R(t) is calculated as

R(t) = ý obs(t) - ý calc(t), (2)

where d obs(t) is an observed peak phase, and ý calc(t) is the predicted phase calculated by the Tempo
program.

Figure 6 shows the R(t)s from Nov. 21, 1997 - Oct. 9, 1998 and Fig. 7 shows the R(t)s in each day. This
result is made from only the AOS#1 unit for 2150 - 2200 MHz, because other units were out of order
during some observation periods. The systematic trend is shown in the long term, and linear trends are
shown over a day. These are probably due to an error in the predicted pulse phases or some hardware
problems; we are making efforts to eliminate these causes.

In order to estimate the observation precision in hardware, we removed the trends in each day by linear
fitting (shown by the solid line in Fig. 7). The standard deviation for all data was 5.4 ts after the fitting,
which is comparable to the expected observation precision of 3.2 jAs calculated by Equation 1 with
W = 80 ps, <S> at 2.2GHz = 3.3 mJy, P = 1.5578 ms, Tsys = 71 K, G = 0.426 K/Jy, B = 50 MHz,

and T= 1632 s.
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2. PSR1855+09 AND PSR1713+07 AT 64 M TELESCOPE

We carried out a test observation with our new system at the Usuda 64 m telescope. This telescope
belongs to the Usuda Deep Space Center of ISAS, and is mainly used for deep space satellite tracking.
The system noise temperature is 40 K and the efficiency is 70 % in the 2GHz band. We tried to observe
the millisecond pulsars PSR1855+09,which has a 5.36 ms pulse periodand PSR1713+07,which has a 4.57
ins pulse period [7]. Both are weaker than PSR1937+21,but are expected to be more stable.

Figure 8 shows the averaged profiles of PSR1855+09 and PSR1713+07. The observation band was 2275
- 2305 MHz in right-hand circular polarization, and one AOS unit is enough to cover it. Averaging pulses
were 131,072 for PSR1855+09 and 262,144 for PSR1713+07, which correspond to the integration of 12
minutes and 20 minutes respectively.

For PSR1713+07, we succeeded in detecting the pulse at the Kashima 34 m telescope afterward. Regular
observation of PSR1713+07 at Kashima will start soon.

CONCLUSIONS

We developed a new millisecond pulsar timing observation system for our 34 m telescope at Kashima.
This system uses an AOS as a spectral divider instead of filter banks, and we can detect a signal up to 200
MHz bandwidth. We confirmed its performance by detecting PSR1937+21 and PSR1713+07 with the 34
m telescope and PSR1855+09 with the 64 m telescope at Usuda. Using this system, we started weekly
observation of PSR1937+21 at Kashima, but the results must be considered carefully because observed
peak phases show some systematic trends both in the long term and during one day. Perhaps we misuse
the Tempo program; we are now investigating the predicted pulse phases by simulation.

We started VLBI observation for pulsars using the Kashima 34 m telescope and the Kalyazin 64 m
telescope in Russia[8]. We intend to contribute to a new reference frame for data of both pulsar timing
and VLBI in future.
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Table 1. Specifications

Telescope at Kashima
Diameter 34 m
Observation frequency 2120 - 2320 MHz
System noise temperature 71 K
Efficiency 65 %

Receiving system
Total bandwidth 200 MHz (50 MHz x 4 units)
Frequency resolution -- 200kHz

- Time resolution 16 [ts
Number of pulse accumulated 2o - 2'
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Figure 7. Tmaing residuals of each obsavation day for PSR1937+21.
The standard deviation of all data is 5.4 micro second ater the linear fitting

(shown by the straight line in each day.)
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Figure 8. Pulse profile of PSR1855+09 and PSR 1713+07 at Usuda 64m antenna.
Observation frequency is 2275-2305M&z. (a) PSR1855+09: Pulse period is 5.36ms,
Flux density at 2GHz band is about 2ngy. Integration time is about 12 minutes.
(b) PSR1713+07: Pulse period is 4.57ms, Flux density at 2GI-z band is about 4n~y.
Integration time is about 20 minutes.
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Abstract

The power spectral density of frequency fluctuations of an oscillator is gen-
erally modeled as a sum of power laws with integer exponents (from -2 to +2).
However, a power law with a fractional exponent may exist. We propose a method
for measuring such a noise level and determining the probability density of the
exponent. This yields a criterion for compatibility with an integer exponent.
This method is based upon a Bayesian approach called the reference analysis of
Bernardo-Berger. The application to a sequence of frequency measurement from
a quartz oscillator illustrates this paper.

INTRODUCTION

It is commonly assumed that Sy(f), the power spectral density (PSD) of frequency
deviation of an oscillator, may be modeled as the sum of 5 power laws, defining 5
types of noise:

+2
Sy(f) = h. (1)

where h,, is the level of the f" noise. But it may be noticed that models with non-integer
exponents are occasionally used.

The estimation of the noise levels is mainly achieved by using the Allan variance [1],
which is defined versus the integration time T as:

0Y2(7) h g9 (2)
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In the frequency domain, the Allan variance may be considered as a filter. If the Allan
variance versus the integration time r is plotted, the graph exhibits different slopes,
each slope corresponding to a type of noise:

0 '(7) = C~r" Sy(f) = hala and a=-p-1. (3)

The estimation of C, yields an estimation of the noise level ha.

However, this curve may exhibit an exponent p which seems to be non-integer. Does
this mean that the corresponding PSD is not compatible with the 5 power law model?
In this paper, we propose a method for estimating the most probable value of this
exponent in order to solve this ambiguity. This method is applied to an example of
stability measurement.

CLASSICAL STABILITY ANALYSIS OF AN OSCILLATOR
Sequence of frequency measures

Figure 1 shows average frequency measures V-k of a 10 MHz quartz oscillator compared
to a cesium clock. The sampling rate is 10 s and the integration time of each frequency
measure is also 10 s (sampling without dead time).

In order to obtain dimensionless gk samples, we must subtract the nominal frequency
v0 (10 MHz) from the frequency measures and normalize by v0:

- Vk -- VO

Yk - (4)

Variance analysis

Figure 2 is a log-log plot of the Allan deviation of the quartz 'g, samples versus the
integration time r. A least squares fit of these variance measures (solid line), weighted
by their uncertainties, detects only two types of noise: a white noise and an f-1 noise.
The corresponding noise level estimations are:

ho = (2.2 ± 0.4). 10-s at la (68% confidence)
h_ - 2 = (2.3 ± 0.6). 10- 1 2 s-1 at lo, (68% confidence)

(for the assessment of the ha noise levels and their uncertainties, we used the multi-
variance method described in [2]).

However, for large r values (corresponding to low frequencies), the variance measures
move away from the fitted curve. Two explanations are possible:

"* instead of an f- 2 noise, there is a noise whose non-integer exponent is contained
between -2 and -3 ;

"* since the uncertainty domains of the variance measures contain the fitted curve,
this apparent divergence may be due to a statistical effect.

In order to choose between these two explanations, we decided to estimate the proba-
bility density of the exponent with a Bayesian approach.
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BAYESIAN APPROACH
Principle

The goal of all measurement is the estimation of an unknown quantity 0 from measures
ý, i.e. determining p(91), the density of probability of the quantity 0 knowing the
measures ý. The Bayesian theory is based on the following equality [s3:

p(010) 0 p(10)7(0) (5)

where p(ý1) is the distribution of the measures ý for a fixed value of the quantity 9 and
7r(9) is the a priori density of probability of the quantity 0, i.e. before performing any
measurement.

The determination of this a priori density, called the prior, is generally one of the main
difficulties of this approach (particularly in the case of total lack of knowledge! ). In
this paper, we use the Jeffrey's prior which ensures properties such as invariance [31.

Spectral density and covariance matrix

Let us define the vector y whose components are the N -k samples. We assume that y
is a Gaussian vector. The probability distribution of y is:

exp VCl
p(=I 2 (6)

where C is the covariance matrix. Since Sy(f) is the Fourier transform of R4(r), the
autocorrelation function of the frequency deviation, the general term of C is:

Cij = 2 f Sy (f) cos (27rf(ti - tj)) df. (7)

Equation (7) reveals the key role played by the spectral density of the noise in the
expected fluctuation. We will present a general method for estimating the parameters
of the model for Sy(f).

Assumed model for the spectral density

We assume that the sequence of frequency measures is composed of a white noise y•,
whose variance (i.e. the level) is unitary, and of a red noise yr whose level is unknown,
multiplied by the real standard deviation of the white noise o,. (a, is easily estimated
from high sampling rate frequency measurement):

y = (Y. + Yr)0-. (8)

This yields the following model for Sy(f):

Sy(f) = ho + h. " fc' with - 3< a< -1 (9)

where h0 = 2.2- 10-1s, hc, and a are the unknown parameters.

Let us denote y,, the normalized vector:

Y. = Yu + Yr. (10)
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The corresponding normalized PSD Sn(f) is:

S,,(f) = 1+H~ u. .+ f (11)

where u0, is an amplitude factor whose meaning will be explained below (see equation
(23)).

Statistical model

The part of the spectral density due to the red noise y, may be written:

S,(f) = H .u. f". (12)

We used the Bernardo-Berger analysis [3,4] for estimating the unknown parameter
6= (a,H).

- Construction of the estimators:

Let us introduce the orthonormal basis of RN, {Po,-..,p,,...,PN-1}, defined such as the

ith component of pj is:
pij = Tj(ti) (13)

where t, is the date of the ith frequency measure and Tj(t) is a polynomial of degree j,
satisfying the orthonormality condition [5]:

N-1

E Tj(ti) -*k(ti) = 6jk. (14)
i=0

It can be shown than the scalar product of a vector pj by the noise vector y. is an
estimate of the noise spectrum for a given frequency fj [6]. Let us denote ýj such an
estimate applied to the normalized noise:

ý3 = Y.. (15)

Practically, we limited to 16 the number of estimators pj (from degrees 0 to 15) for lim-
iting the computation and because the high degrees, estimating the high frequencies,
are less informative for a red noise.

Moreover, in order to ensure convergence for very low frequencies (even if the low cut-
off frequency tends towards 0), the polynomials must satisfy the moment condition [5, 6]:
the minimum degree j,,i, of a polynomial to ensure convergence up to an exponent a
is.

ismin > 2 
(16)

Since we have assumed a < -3, the first 2 estimators (p0 and pl) must be removed.

Thus we have n = 14 estimators {P2,. .,pl5} and n = 14 estimates {f2, .. 5}.

- Construction of the priors:

The covariance matrix defined in relationship (7) is an ensemble average of the different
,estimate products over an infinite number of realizations of this process:

C = (•.t) (17)

Cij = - (18)
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As for the noise vector yn, the estimate vector ý may be split into two terms, according
to equations (10) and (15):

S= & + •. (19)
The covariance matrix may also be split:

C = )> + < > + I H + g~u,. V(a) (20)

where I,, is the identity matrix in R1 and the general term of the matrix V(a) is:

[V(a)]ij = 21 f' cos (27rf(ti - tj)) df. (21)

The high cut-off frequency fh in (21) is the Nyquist frequency and T is the total
duration of the sequence.

Let ei(a) denote the ith eigenvector of V(a) and -yi(a) its ith eigenvalue (i E {0, ... , n- 1}).
The averaged quadratic norm of the estimate vector ý is:

n--1

KiiI12) = n+ H u~. Zyi(C) 11&11~I2) + ( I 1ýrI2). (22)
i=O

The factor u, is chosen in such a way that, for H = 1, the averaged quadratic norms

(II 112 ) and (g12)are equal:
Ua n (23)

Li=0 fi

The direct problem is now solved since • is a vector of R11 with a probability distribution
given the parameter 0 equal to:

= 1 exp(_lýtCl0). (24)

ý(1e r) =2I/T

Denoting "Tr(M)" the trace of a matrix M and X the matrix defined as:

X = u. V(a) (25)

the Fisher information matrix 1(0) is (see [4]):

H H2T'r{(C-Id1-dxC-dX gTr-X-d , (c-11- (2X
(C d 1dl- (26)I(0) =2 H Tt (-XC-i41 Tr (C-iXC-1X)

The Jeffrey's prior ir(e) is defined as:

7(0) = Vi7-Yi. (27)

The parameter 0 is a two-dimensional parameter composed of the exponent parameter
a and of the amplitude parameter H. Since we are mostly interested in a, H is called
a nuisance parameter.

In presence of nuisance parameter, Bernardo and Berger suggested that a should first
be fixed and the conditional prior ir(Hla) computed for that value. The full prior is
then:

rC0) = ir(Hia) - ir(a). (28)
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The conditional prior 7r(Hla) is given by:

7r(Hl) = 1[0 22 1 (29)

where [I(0)]11, [1(0)112 = [1(0)121 and [I(0)]22 are the elements of the Fisher information
matrix 1(0).

The prior for a may be computed as:

ir(ar) = c' exp (f 7r(Hia) In Ik(a, H)111 2 dA) (30)

where c is a normalization coefficient ensuring that f 7r(a)da = 1 and:

k(a, H) = [I(0)]11 - [I()122 (31)[140)11" ,1

This prior is plotted in Figure 3.

- Construction of the posteriors:

According to the Bayes theorem, the posterior probability distribution is given by:

P(010 = p(C10)7r(O) (32)f~e ) = f 7r01d

The posterior probability distribution for a is then given by:

= f p(ýa, H)7r(Hloe)7r(a)dH (33)pa )---f f p(ý[a,, HI)7r(g'[a')7r(celdg'dat"

RESULTS AND DISCUSSION
Compatibility with an integer exponent

Figure 4 shows the posterior probability distribution for the exponent a of the red
noise using the Bernardo-Berger prior.

The exponent value obtained for the maximum of likelihood, just as for the maximum
of the distribution, is a = -2.2.

However, a = -2 is fully compatible with this prior distribution. Thus, we may conclude
that the apparent divergence between the variance measures and the fitted curve in
Figure 2 is probably due to a statistical bias of the data. The spectral density Sy(f) is
then compatible with the following model:

Sy(f) = ho + h- 2f-
2 . (34)

Noise level estimation

Selecting an exponent value a = -2, we obtained the posterior probability distribution
plotted in Figure 5. As in the variance analysis, we chose a confidence interval of 68%
(16% probability that h- 2 is smaller than the low bound and 16% probability that h-2
is greater than the high bound):

h-2 = (2.3 + 0.8 )10-12s-1 at la (68% confidence)
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The difference between the maximum likelihood value (h- 2 = 2.2991. 10-12s-1) and the
variance analysis value (h- 2 = 2.2949.10- 12s- 1) is only 0.18%.

However, the confidence intervals given by these two methods are quiet different. The
main difference concerns the symmetry of the variance analysis interval: in this case,
we don't take into account the fact that the noise levels are positive, whereas the prior
of the Bayesian approach is null for negative values of h_2 .

Moreover, the variance analysis interval seems to be a bit underestimated.

CONCLUSION

The variance analysis is an useful tool for a quick estimation of the noise levels in
the output signal of an oscillator. However, a negative estimate of a noise level may
occur. Generally, in this case, this value is rejected and the corresponding noise level
is assumed to be null. On the other hand, although the Bayesian method is a bit
heavier, it takes into account properly the a priori information, and gives a more
reliable estimation of these noise levels and especially of their confidence intervals.

However, the main advantage of the Bayesian method concerns the verification of the
validity of the power law model of spectral density. Each time the model is suspected,
such an approach should be used in order to estimate the exponent of the power law.
In particular, this method should be very interesting for the study of the f-1 and f+1

noise, whose origin remains mysterious [7].
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Abstract

Singapore Productivity and Standards Board (PSB) maintains the national time scale in
Singapore. The time scale has been linked to Coordinated Universal rIme (UTC) since October
1997. This paper reports the analysis on the stability and accuracy of the time scale, Tue
dissAeination through GPS is also discussed.

INTRODUCTION

The National Measurement Center (NMC) of PSB is the national metrology institute in Singapore. There
are three high performance cesium clocks: Clock I (HP5071A), Clock II (HP5071A), and Clock mI
(FTS4065). The generation of the UTC(PSB) is based on Clock I selected from the clock ensemble.
Clock II is used as backup. Since October 1997, Clock I and Clock II have been linked to UTC through a
AUSTRON 2200A GPS receiver, which follows BIPM common-view schedule. It is aligned to UTC
within 100 nanosecond.

The dissemination of time scale to users is also very important. GPS common view is a useful method
because its high accuracy. A common-view experiment has been done with AUSTRON 2200A and AOA
TTR-4P GPS receivers to verify the method.

The aim of this paper is to introduce the setup of the time scale of PSB and the time dissemination
through GPS. The first part of the paper mainly introduces maintenance of the time scale. The second part
presents the common-view experiment results in PSB.

TIME SCALE OF SINGAPORE

SETUP OF THE TIME SCALE

The setup of the time scale is shown in Figure 4. Clock I is selected from three cesium atomic clocks to
realize the national time scale UTC(PSB). AUSTRON 2200A OPS receiver is a single channel NBS type
receiver. Its software version is D.32 B.00. The receiver delay is 142 ns. The computer-controlled time
interval counter is used to measure the time difference between Clock I and Clock II. The control
software is compiled in LabVIEW.
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BIPM and other time laboratories have similar setups. These atomic clocks can be compared with each
other using the GPS time as reference. These laboratories send data to BIPM every week. The time
differences between UTC(PSB) and UTC are computed through the coordination by BIPM. Hence,
UTC(PSB) is traceable to UTC. The UTC(PSB) is then aligned to UTC using a microphase stepper
adjusted continuously or by step to maintain a long-term agreement.

STABILITY ANALYSIS

Figure 1 (a) shows the difference of UTC and UTC(PSB) from MJD 50674 to MJD 50884 published in
BIPM Circular T. Figure 1 (b) shows the difference of UTC and UTC(PSB) from MID 50899 to MJD
51084. The Allan deviation of UTC(PSB) compared with UTC were computed for different measuring
times in Figure 2. For Clock II, its deviation and stability related to UTC(PSB) were also evaluated and
analyzed starting with one hour.

The curve in Figure 1 (a) is smoother than the curve in Figure 1 (b). It can be illustrated by calculated
Allan deviation. The curve in Figure 2 (b) is not smooth because there are not enough points. But the
Allan deviation can be compared for 5 and 10 days. From the figures, the Allan deviation in Figure 2 (a)
is 1.23 x 10"14 for five days and the Allan deviation in Figure 2 (b) is 3.11 X 10-14 for five days. The value
in first period is better than the value in second period. It implies the stability in the first period is better
than that in the second period.

Time difference between Clock I and Clock II was measured at one hour intervals. Then the difference
between UTC and Clock II was calculated. The similar curves like Figure 1 was obtained. Allan deviation
was also calculated. The Allan deviation for five days in the first period is also smaller than the Allan
deviation for five days in the second period. The factors influencing stability are mainly ambient
conditions and lifetime of the cesium clocks.

ACCURACY ANALYSIS

The time difference between the reference clock and GPS time also includes the delays in the antenna,
cable, and receiver. It also includes propagation time from satellites to antenna and time offset of the
reference. Delays in the GPS receiver, antenna, cable between antenna and receiver, as well as cables
between receiver and counter, are calibrated or measured. The uncertainty of calibration of GPS receiver is
about 8 nanoseconds. The delay of cable can be measured with 2 ns uncertainty. The effect of ionosphere
can be compensated. The propagation time from satellites to antenna can be calculated and compensated.
There is no significant effect on the common view results if coordinates of antennas can be determined
accurately to within centimeters. The coordinates of GPS antennas were determined by precise geodetic
survey in our laboratory, with accuracy better than 1 meter. It is estimated the total effect is not more than
20 nanoseconds.

From the figures, the drift of UTC(PSB) is about 6 ns/day. The UTC(PSB) is then aligned to UTC using a
microphase stepper. When the drift is large it can be adjusted continuously. When the drift is small it can
be adjusted by step. Through this method the time scale can be maintained for a long-term agreement with
UTC within 100 nanoseconds.
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TIME DISSEMINATION THROUGH GPS

EXPERIMENT SETUP

A common-view experiment has been performed for two months and measurement setup is shown in
Figure 4. At one site, AUSTRON 2200A GPS receiver was used and Clock I (HP5071A) is used as
reference. At the other site, TTR-4P GPS receiver was used and Clock III (FTS4065) was used as
reference. The same time interval measurement between Clock I or Clock III and GPS time was
performed.

The TTR-4P GPS receiver was upgraded from firmware version 2.8.2.0 to firmware version 3.0.34.4 in
February 1998. Though it is a multichannel receiver, it can be used to follow BIPM schedule as
AUSTRON receiver. The difference is that it tracks several satellites at the same time. So it is necessary
to choose tracking data according to BIPM schedule. One problem is the tracked satellites according to
BIPM schedule may be in different channels. Different channels may have different delays. It will result
in some errors. Another problem is that the tracking time is always in 16-minute intervals. It is not the
same as the BIPM schedule. The start time of tracking had to be changed daily to track more satellites.
The third problem is a software problem. When TTR-4P tracked SV 15, there is an extraordinary offset of
several hundred nanoseconds. When SV 15 is enabled and even SV 15 is not tracked, there are also some
offset for other satellites in comparing the condition when SV 15 is disabled. Moreover, the offset varied
with time. So TITR-4P had to work with SV 15 disabled.

MEASURED SYSTEM DELAYS

The experiment was performed in the same laboratory. In order to determine the relative delay of the
TTR-4P GPS receiver to the AUSTRON receiver, Clock I was also used as the reference of the TTR-4P
receiver at the beginning. Then comparison was performed about half month. The average relative delay
is -49 ns. The standard deviation is 19 ns. The comparison results were scattered. This noise comes
mainly from the receiver. Temperature and humidity conditions and multichannel errors also have some
effects.

EXPERIMENTAL RESULTS

Next Clock Ill was used as the reference of the TTR-4P GPS receiver. A common-view experiment was
performed from MJD51106 to MJD51127. The common-view results are compared with direct
measurement results. The average value was estimated. From Figure 3, the mean results of the common
view are agreed well with the direct measurement results. Though noise is high, the effect of noise can be
averaged and removed for long term experiment. The difference between average common-view results
and direct measurement results is less than 20 ns. It verifies the effectiveness of the method. It is also
noted that the drift of Clock III was about 67 ns per day. Through this method, Clock III is also traceable
to UTC(PSB). This method allows time standards in various parts of Singapore to be calibrated remotely
and accurately.
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CONCLUSION

The coordinates of the antenna and time delay shall be measured more accurately. The noise of GPS
receiver needs to be reduced to increase common-view accuracy. More time dissemination methods also
need to be studied. In order to improve the long-term stability and reliability of UTC(PSB), an ensemble
of atomic clocks, including a hydrogen maser, will be used.
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Abstract

Michelson interferometers allow phase measurements many orders of magnitude below
the phase stability of the laser light injected into their two almost equal-length arms.
If, however, the two arms are unequal, the laser fluctuations can not be removed by
simply recombining the two beams. This is because the laser jitters experience different
time delays in the two arms, and therefore can not cancel at the photo detector. We
present here a method for achieving exact laser noise cancellation, even in an unequal-
arm interferometer. The method presented in this paper requires a separate readout of
the relative phase in each arm, made by interfering the returning beam in each arm
with a fraction of the outgoing beam[']. By linearly combining the two data sets with
themselves, after they have been properly time-shifted [21, we show that it is possible to
construct a new data set that is free of laser fluctuations.

An application of this technique to future planned space-based laser interferometer de-
tectors of gravitational radiation[3] is discussed.

I. INTRODUCTION

Michelson interferometers, experimental devices used in a large variety of Earth- and space-
based, high-precision experiments, rely on a coherent train of electromagnetic waves of nom-
inal frequency v0. The injected beam is typically folded into several beams, and at one or
more points where these intersect, relative fluctuations of frequency or phase are monitored
(homodyne detection). The observed low frequency variations of the fringes are due to fre-
quency fluctuations of the source of the electromagnetic signal about v0 , to relative motions
of the source and the mirrors that do the folding, to temporal variations of the index of
refraction along the beams, and to any time-variable field present the experimenter is try-
ing to measure. To perform an experiment in this way it is thus necessary to control, or
monitor, the other sources of relative frequency fluctuations, and, in the data analysis, to
use optimal algorithms based on the different characteristic interferometer responses to the
signal, and to the other sources (the noise). By comparing phases of split beams propagated.
along equal-length arms, frequency fluctuations of the laser can be removed and signals at
levels many orders of magnitude lower can be measured.

117



A space-based experiment for detecting gravitational radiation, using Michelson interfer-
ometry, has been proposed (3]. Since the frequency stability of the lasers it will use will be
at best of a few parts in 10-i' in the millihertz frequency band, it will be essential for this
experiment to be able to remove these fluctuations when searching for gravitational waves of
dimensionless amplitudes less than 1020 in the millihertz band[']. Since the armlengths of
this space-based interferometer can be different by several percent, the direct recombination
of the two beams at a photo detector will not effectively remove the laser noise. This is
because the frequency fluctuations of the laser will be delayed by a different amount of time
inside the two different-length arms.

In order to solve this problem, a technique involving heterodyne interferometry with un-
equal arm lengths and independent phase-difference readouts in each arm has been identified
[2], which yields data from which source frequency fluctuations can be removed exactly. This
is achieved by taking a suitable linear combination of the two Doppler time series after hav-
ing time-shifted them properly. This direct method achieves the exact cancellation of the
laser frequency fluctuations. An outline of the paper is presented below.

In Sec. II we state the problem, and derive the two Doppler responses, from the two
unequal arms of a space-based interferometer, to a gravitational wave signal. The difference
between the armlengths implies that the frequency fluctuations of the laser can not be
removed by direct differencing of the two data sets. In Sec. III we present our technique for
synthesizing an unequal-arm interferometer detector of gravitational waves. Our method is
implemented in the time domain, and relies on a properly chosen linear combination of the
two Doppler data. Our comments and conclusions are finally outlined in Sec. IV.

II. STATEMENT OF THE PROBLEM

Let us consider three spacecraft flying in an equilateral triangle-like formation, each acting
as a free falling test particle, and continuously tracking each other via coherent laser light.
One spacecraft, which we will refer to as spacecraft a, transmits a laser beam of nominal
frequency v0 to the other spacecraft (spacecraft b and c at distances L1 and L2, respectively).
The phase of the light received at spacecraft b and c is used by lasers on board spacecraft b
and c for coherent transmission back to spacecraft a. The relative two two-way frequency (or
phase) changes as functions of time are then independently measured at two photo detectors
on board spacecraft a (Figure 1). When a gravitational wave crossing the solar system
propagates through these electromagnetic links, it causes small perturbations in frequency
(or phase), which are replicated three times in each arm's data[t ].

To determine the response of an unequal arm interferometer to a gravitational wave pulse,
let us introduce a set of Cartesian orthogonal coordinates (X, Y, Z) centered on spacecraft a
(see Figure 2). The X axis is assumed to be oriented along the bisector of the angle enclosed
between the two arms, Y is orthogonal to it in the plane containing the three spacecraft, and
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the Z axis is chosen in such a way to form with (X, Y) a right-handed, orthogonal triad of
axes. In this coordinate system we can write the two two-way Doppler responses, measured
by spacecraft a at time t, as follows['56] (units in which the speed of light c - 1).

A(t) y(t) = hi(t) + C(t - 2L,(t)) - C(t) + ni(t), (1)
VSO ]1

("-(t)) y2(t) = h2 (t) + C(t - 2L 2(t)) - C(t) + n 2 (t), (2)

where hi(t), h2(t) are the gravitational wave signals in the two arms'5,6], and we have denoted
by C(t) the random process associated with the frequency fluctuations of the master laser
on board spacecraft a; ni(t), n2 (t) are the remaining noise sources affecting the Doppler
responses Yi(t), y2(t) respectively.

From equations (1, 2) it is important to note the characteristic time signature of the
random process C(t) in the Doppler responses yI, y2. The time signature of the noise C(t) in
y1(t) for instance, can be understood by observing that the frequency of the signal received at
time t contains laser frequency fluctuations transmitted 2L 1 seconds earlier. By subtracting
from the frequency of the received signal the frequency of the signal transmitted at time t,
we also subtract the frequency fluctuations C(t) with the net result shown in equation (1).

Among all the noise sources included in equation (1), the frequency fluctuations due to
the laser are expected to be by far the largest. A space-qualified single-mode laser, such as
"a diode-pumped Nd:YAG ring laser of frequency v0o = 3.0 x 1014 Hz and phase-locked to
"a Fabry-Perot optical cavity, is' expected to have a spectral level of frequency fluctuations
equal to about 1.0 x 10-'s//-IH-z in the millihertz band[sI. Laser noise is to be compared
with, e.g., the expected secondary noises which will be 10' or more times smaller.

If the armlengths are unequal by an amount AL = L2 - L1 =_ eL1 (with e __ 3 X 10-2 for
a space-based interferometerE3 ]), the simple subtraction of the two Doppler data y1(t), y2(t)
(which would be appropriate for a conventional equal-arm interferometer) gives a new data
set that is. still affected by the laser fluctuations by an amount equal to

C(t - 2L,) - C(t - 2L 2) = 2e(t - 2L 1)eL 1 . (3)

As a numerical example of equation (3) we find that, at a frequency of 10-3 Hz and
by using a laser of frequency stability equal to about 10-13/VH-z, the residual laser fre-
quency fluctuations are equal to about 10- 16/V-H-z. Since the goal of proposed space-based
interferometers[3] is to observe gravitational radiation at levels of 10-21/v/H--z or lower, it is
crucial for the success of these missions to cancel laser frequency fluctuations by many more
orders of magnitude.
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III. UNEQUAL-ARMS INTERFEROMETERS

In what follows we will show that there exists an algorithm in the time domain, for removing
the frequency fluctuations of the laser from the two Doppler data yt(t), y2 (t) at any time
t. This method relies only on a properly chosen linear combination of the two Doppler data
in the time domain. In order to show how this technique works, we will assume the two
armlengths L1, L2 to be constant and known exactly. The interested reader is referred to [2]
for a detailed analysis covering the most general configuration.

From equations (1, 2) we may notice that, by taking the difference of the two Doppler
data yl(t), y2(t), the frequency fluctuations of the laser now enter into this new data set in
the following way

AI(t)= yI(t) - y2Ct) = hi(t) - h 2(t) + C(t - 2L 1 ) - C(t - 2L 2)

+ ni(t)- n2 (t). (4)

If we now compare how the laser frequency fluctuations enter into equation (4) against how
they appear into equations (1, 2), we can further make the following observation. If we
time-shift the data yl(t) by the round trip light time in arm 2, yi(t - 2L 2), and subtract
from it the data Y2(t) after it has been time-shifted by the round trip light time in arm 1,
y2(t - 2L1), we obtain the following data set

A2(t) = y(t - 2L 2) - Y2(t - 2L,) = h1(t - 2L 2 ) - h2(t - 2L,) + C(t - 2L1)
- C(t - 2L2) + ni(t - 2L2) - n2(t - 2LI). (5)

In other words, the laser frequency fluctuations enter into Al(t), and A2(t) with the same
time-structure. This implies that, by subtracting equation (4) from equation (5), we can
generate a new data set that does not contain the laser frequency fluctuations C(t)

(t) - A 2(t) - AI(t) = h1(t - 2L 2 ) - h(t) - h 2(t - 2L,) + h 2(t)

+ ni(t- 2L 2) - ni(t) - n2(t - 2L) + n2 (t). (6)

From the expression of A2(t) given in equation (5), it is easy to see that the new data set
E(t) should be set to zero for the initial MAX[2L 1, 2L2] seconds. This is because some of
the data from yi and Y2 entering into A2(t) "do not yet exist" during this time interval. Since
the typical round trip light time for proposed space-based laser interferometer detectors of
gravitational waves will never be greater than about 33 seconds['], we conclude that the
amount of data lost in the implementation of our method is negligible.

We have simulated the procedure (equation 6) using realistic laser and shot noise spectra[31,
known arm lengths (differing by about 3 percent), and a simulated monochromatic gravita-
tional wave incident normal to the plane of the interferometer. The results of the simulation
are shown in Figure 3. Plotted are spectral densities of the raw laser noise, the raw shot
noise, and the canceled time series, E(t) (equation 6). This illustrates cancellation of the
laser noise and modulation of the residual secondary noises[21.
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IV. CONCLUSIONS

We presented a time-domain procedure for accurately cancelling laser noise fluctuations in an
unequal-arm one-bounce Michelson interferometer relevant to space-borne gravitational wave
detectors. The method involves separately measuring the phase of the returning light relative
to the phase of the transmitted light in each arm. By suitable offsetting and differencing of
these two time series, the common laser noise is cancelled exactly (equation 6).

The technique presented in this paper is rather general, in such that it can be implemented
with any (Earth- as well as space-based) unequal-arms Michelson interferometers.
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Abstract

Every year more and more government and civilian agencies rely on GPS for accurate
timing and navigation. The GPS Operational Control Segment, using information provided
by the United States Naval Observatory, maintains the GPS timing signal well within
specifications. This paper summarizes 1998 GPS Time Transfer performance for authorized
users and relates the results to the mechanics of the GPS time steering algorithm. Data from
previous years will also be presented as a means of comparison.

INTRODUCTION

The term "GPS Time Transfer" has historically assumed multiple meanings. Many in the Precise
Time and Time Interval community often associate this term with the specific GPS technique used
predominantly for international ground laboratory clock comparison, namely, common-view GPS
time transfer. As we know, common-view GPS time transfer involves the use of multiple (usually
paired) ground receivers.

Often forgotten in the PTTI community is the other main GPS time transfer technique, direct-
access GPS time transfer, which many also dub "standard" GPS time transfer. In the direct-access
GPS technique, users can obtain the official Department of Defense (DoD) time reference,
UTC(USNO), by employing only one receiver and taking advantage of the available information in
the broadcast GPS navigation message [1].

Direct-access GPS time transfer offers advantages that are most useful, primarily, for military or
military-related systems. Since direct-access GPS time transfer doesn't require station-to-station
communications with other ground receivers, direct-access GPS users can operate autonomously,
in anonymity.

The United States Naval Observatory (USNO) performs around-the-clock monitoring of GPS's
timing broadcast. USNO monitors three main time signals: 1) individual satellite time, 2) GPS
ensemble time (the GPS Composite Clock), and 3) GPS's broadcast of UTC(USNO), which we
call UTC(GPS). USNO currently employs Stanford Telecom (STel) 5401C receivers to perform
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this monitoring. STel 5401C receivers are dual-channel, keyed sets, and thus, are dual-frequency
(LI and L2) receivers capable of tracking Y-Code and correcting for the effects of Selective
Availability (SA). USNO forwards time transfer information, gathered and processed from these
receivers, to the GPS control segment, which is operated by the 2d Space Operations Squadron
(2 SOPS).

As we know, not all GPS time transfer receivers are key-able, and therefore, not all GPS receivers
can correct for SA. These civilian, or "unauthorized," receivers do not realize the same accuracy
that keyed, or "authorized," sets benefit from. Therefore, civilian direct-access users often must
augment their systems with melting pot schemes, atomic reference clock supplementation, or other
techniques. This paper exclusively reviews the recent performance of direct-access GPS time
transfer for authorized users.

CURRENT TIME TRANSFER PERFORMANCE

Figure 1 shows a plot of the daily UTC(GPS)-UTC(USNO) time transfer root-mean-square (RMS)
and average (AVGERR) errors for 1997. The 1997 GPS time transfer RMS was 7.84 ns,
significantly lower than previous years. Figure I depicts a visible drop in the RMS in the
beginning of the year due, in part, to the Ephemeris Enhancement Endeavor (EEE). After the
initial EEE process completed on 28 February 1997 (MJD 97059), the daily RMS value exceeded
10 ns on only eight occasions [2].

Figure 2 shows similar daily time transfer RMS and AVGERR data for 1998. From 1 January
1998 - 23 November 1998, the time transfer RMS was 6.88 ns, a 12% improvement over 1997.
This year also saw a new record low of 4.44 ns set on 5 October 1998 (MJD 98278). Looking at
both 1997 and 1998 plots reveals that each daily RMS has remained well below the UTC(GPS)-
UTC(USNO) specification of 28 ns (RMS), defined in the USNO/2 SOPS interface control
document, ICD-GPS-202 [1].

GPS-UTC(USNO) PERFORMANCE

A critical element in the delivery of UTC(GPS) to users is the GPS timescale, called the GPS
Composite Clock. Typically, direct-access GPS time transfer users obtain satellite time by locking
onto a broadcasting GPS vehicle, subsequently obtain GPS time by correcting for satellite clock
offsets, and finally obtain UTC(GPS) by applying GPS-UTC(USNO) corrections [3]. The
performance of GPS-UTC(USNO) significantly affects the performance of UTC(GPS)-
UTC(USNO), and usually serves as a second indication of how well GPS can deliver time.

The daily GPS-UTC(USNO) offsets for 1997 and 1998 are displayed in Figures 3 and 4,
respectively. 2 SOPS remains sufficiently safe from breaking ICD-GPS-202's specification tor
IGPS-UTC(USNO)I, 1000 ns [1]. In fact, the maximum daily GPS-UTC(USNO) offset in 1997
was -15.2 ns on 16 May (MJD 97136), and 1998's maximum was +8.7 ns, on both 18 and 19 June
(MJDs 98169 and 98170).
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Obviously, GPS-UTC(USNO) performance has far exceeded specifications; clearly, the GPS time
steering algorithm superbly accomplishes the task of meeting the 1000 ns specification. So, how
does the GPS time steering algorithm do it?

THE GPS TIME STEERING ALGORITHM

As with many time scales, the stability of the GPS Composite Clock is largely dependent on how
effectively its operators discipline it to its assumed "truth" source. Within the timing community
exist several different types of steering algorithms, each fulfilling different requirements, and thus
serving different purposes. Perhaps no other steering algorithm is more misunderstood than the
often (and unfairly) maligned GPS Bang-Bang time steering algorithm.

Many steering algorithms are designed to optimize a cost equation. Usually such a cost equation
takes counter-opposing requirements into consideration and provides the user/operator the
mathematical vehicle for delicately balancing the given, often conflicting, requirements.
Commonly, the conflicting requirements are, specifically, the need to minimize time offsets with
respect to a truth source, and the need to ensure sufficient absolute stability.

In GPS, the analogous steering requirements are fairly straightforward. As mentioned earlier, the
difference between the GPS time scale and UTC(USNO) must not exceed an absolute value of
1000 ns. Additionally, GPS operators must ensure that the steering doesn't excessively degrade
the GPS time scale's stability, essential to GPS's navigation and time transfer missions.

The main reason IGPS-UTC(USNO)l never risks closely approaching tolerance is the impressive
stability of the GPS Composite Clock. Ironically, and contrary to popular opinion, however,
neither navigation nor time transfer users reap any benefits from tighter GPS-UTC(USNO) time
synchronization performance. Many in the timing community have held misperceptions about this
subject, usually because many are used to working with systems that offer improved performance
as an inverse function of that system's timing offsets with respect to "truth" sources. However, in
GPS, navigation users require real-time satellite-to-satellite stability, and not absolute "truth"
synchronization, in order to operate optimally.

Likewise, large GPS-UTC(USNO) offsets do not degrade service to direct-access GPS time
transfer users, either, as long as users appropriately apply the GPS-UTC(USNO) parameters
broadcasted in subframe 4, page 18 of the GPS navigation message, to compensate for these offsets
(3]. For instance, the GPS time scale could hypothetically be several hundred nanoseconds off
from UTC(USNO), but as long as the broadcast corrections are of good quality, users can still
obtain UTC(USNO) with excellent results, as indicated earlier.

Therefore, 2 SOPS operators have the freedom to choose time steering parameters designed to
place the instability caused by GPS time steering below the noise level of GPS time itself. More
importantly, 2 SOPS has the freedom to use a relatively simple steering algorithm to meet its
performance objectives [4].
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The Mechanics of GPS Time Steering

Perhaps the most common general steering algorithm design involves the use of gain coefficients
[or in inverse formulation, damping factors]. Second-order systems generally employ two
coefficients, which, in particular, are the phase gain and the frequency gain. Designers usually
derive these gain terms from simulations, or from cost equations. Simply stated, these algorithms
generally input estimates of time and rate (or, respectively, phase and frequency) offsets, multiply
each offset by its corresponding gain term, and add the two results together to calculate a steering
value, in a recursive fashion.

Furthermore, many designers choose to impose upper and lower limits to the recursively-
calculated steering value. In some systems, the calculated value will more often exceed the
imposed limits than not, resulting in the predominant occurrence of "limiter value steers." When a
steering system uses limits that are so tight that "limiter value steers" occur almost exclusively, the
algorithm essentially behaves as having what is termed as a "bang-bang" characteristic.

GPS uses an explicit "Bang-Bang" steering algorithm. The simple mechanics of the GPS Bang-
Bang steering algorithm are as follows. These mechanics occur in the GPS Master Control Station
(MCS) every 15 minutes:

1. To begin, the algorithm receives MCS-calculated estimates of the time and rate offsets
of GPS time with respect to UTC(USNO). These estimates are based on data points
downloaded daily from USNO.

2. The algorithm then calculates a so-called "Discriminant," based on the respective time
and rate offsets. In layman's terms, the Discriminant is essentially the predicted time
(or phase) offset value at which the rate (or frequency) will reach zero, as a result of
theoretical steering in the direction opposite to the current rate offset estimate.

3. Finally, the algorithm sets the steer sign to the opposite of the Discriminant sign.

The GPS steering magnitude is a fixed value located in a MCS database file. Currently, the
steering magnitude is 1.0 E-19 s/s 2 . Over 15 minutes, this translates into a frequency change of
only 9 E-17 s/s and a time change of only 40.5femtoseconds. Were the algorithm to steer with the
same sign for 24 straight hours, this magnitude would translate into a frequency change of 8.64 E-
15 s/s, and a time change of only 373 picoseconds. Since GPS users depend on predictions from
navigation messages which are typically not older than 24 hours, such small time changes are
always insignificant compared to other subcomponents of direct-access GPS time transfer error,
which, depending on the subcomponent, can be several nanoseconds. For that matter, 373
picoseconds is actually smaller than the granularity of the broadcast terms for satellite clock offset
(465 picoseconds)!

Such changes induced by steering are well into the noise level of GPS [5]. Though 2 SOPS
operators will, over time, modify this steering magnitude to appropriately match the ongoing
improvements to GPS time performance, currently, the steering magnitude of 1.0 E-19 sis2 quite
sufficiently meets GPS time steering requirements, with no significant degradation to GPS time
stability. A corollary of this conclusion is the assertion that the current GPS time steering
algorithm, by itself, tuned properly, is more than sufficient for GPS's steering requirements.
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Figure 5 shows a visual example of how the GPS Bang-Bang steering algorithm generally works.
The example begins with a scenario whereby GPS time is off from UTC(USNO) by -7.0 ns in time,
and 0.0 ns/day in rate. The algorithm steers with a positive rate (of 1.0 E-19 s/s2) until the GPS-
UTC(USNO) plot reaches a point of inflection-when the time offset is -3.5 ns, and the rate offset
is +2.29 ns/day. At this point of inflection, the Discriminant is zero, and the algorithm therefore
begins to steer negatively (at -1.0 E- 19 s/s2 ) until the GPS-UTC(USNO) time and rate offsets are
both near zero. This example shows how the algorithm would remove a -7.0 ns GPS-UTC(USNO)
time offset, in theory. In reality, however, 2 SOPS receives updates from USNO daily, and,
therefore, the MCS recalculates its time and rate offset estimates daily, as well. As a result, a
theoretical steering strategy projected for, say, six days in the future, will usually change well
before the strategy can be fully executed. As in the shown example, the effective "time constant"
for steering is usually longer than one day, meaning that one day's worth of steering will usually
remove only a portion of the estimated GPS-UTC(USNO) error. The result is a day-by-day,
continuous drive to gradually remove GPS-UTC(USNO) time errors, and, if applicable, rate errors.
This strategy proves to work exceptionally well.

GPS TIMESCALE STABILITY

The stability of IGPS-UTC(USNO)I for 1997 and 1998, based on daily GPS-UTC(USNO) data
points provided by USNO, is presented in Figure 6. The one-day stability for 1998, 1.61 E-14, is
roughly as good as 1997's one-day stability of 1.77 E-14. Perhaps more important to note is the
significant improvement in long-term stability for essentially all tau values greater than one day.
Several likely factors accounting for the improved GPS timescale stability include the better
operational performance of GPS ground [monitor] stations, the inclusion of more rubidium
frequency standards in the GPS Composite Clock [6], and, generally stated, an overall
improvement in the quality and efficiency of operations at 2 SOPS.

Note how the Allan deviation slope gradually changes to -1 at a tau value of around ten days,
indicating the finite bounding of GPS-UTC(USNO). Additionally, note that the effective
instability caused by GPS steering, at most, never approaches the inherent noise level of GPS-
UTC(USNO) for tau = 1 day. Again, one-day stability is especially important, since one day is the
nominal GPS navigation upload prediction span. These indicators clearly demonstrate the
effectiveness of GPS's Bang-Bang steering algorithm-long-term synchronization at a very small
sacrifice to short-term stability.

CONCLUSION

Every year GPS has set new records in direct-access time transfer performance and stability-1998
was no exception. 2 SOPS, USNO, and other agencies will always push to find ways to improve
GPS time. Through refinements in the receipt and processing of USNO data, the inclusion of more
rubidium frequency standards into the GPS Composite Clock, and the acquisition of better GPS
monitor station hardware (and more monitor stations), among other endeavors, GPS can continue
its trend of improving stability and time transfer performance for 1999 and beyond.
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Questions and Answers

DIETER KIRCHNER (TUG): In the first part of your talk, you were speaking about UTC GPS, and in the
second part, you simply said "GPS" time. Is this identical?

STEVEN HUTSELL (USNO): No. If you want to get as close an approximation to what USNO is
providing to DoD users by the GPS direct access signal, you would want this value here. When we are
plotting the stability of GPS time versus UTC, we are comparing GPS to UTC - USNO. So, the answer to
your question is GPS is sort of a free-wheeling time scale that users use primarily for navigation; and if
they want to get as close to UTC - USNO as possible, they apply the Sub-Frame 4, page 18 correction.
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Abstract

The U.S. Naval Research Laboratory (NRL) conducts comprehensive analyses of the Global Positioning
System (GPS) atomic frequency standards under the sponsorship of the GPS Joint Program Office (JPO) and
in cooperation with the 2nd Space Operations Squadron (2SOPS) at the Master Control Station (MCS) in
Colorado Springs, Colorado. Included in the analysis are the on-orbit Navstar space vehicle clocks and the
ground reference clocks at each of the five Air Force and seven National Imagery and Mapping Agency
(NIMA) GPS monitor stations. A presentation will be made of the performance of the Navstar clocks currently
operating in the constellation, which are characterized through the use of phase, frequency, drift and stability
histories in addition to frequency stability profiles based on the Allan and Hadamard variances. Clock
performance is analyzed using a multi-year database comprised of pseudorange measurements collected by
each of the 12 GPS monitor stations. Results of these analyses are routinely used by the MCS in optimizing the
q's in the Kalman filter.

Continuous 15-minute measurements of the phase offset of each monitor station time reference from the DoD
Master Clock are obtained from Linked Common- View Time Transfer from DoD Master Clock, which is the
reference clock at the NIMA Washington, D.C. monitor station. The method is extended to obtain continuous
15-minute measurements of the phase offset of each active Navstar space vehicle clock from the DoD Master
Clock Hence, the performance of all space and control segment clocks is referenced to the DoD Master Clock

Discontinuities in the phase and frequency of the clocks are removed to yield the unperturbed performance of
the clocks. The corrections, together with the probable cause of the discontinuity, are summarized. Examples
of the frequency history and the exhaustive calculation, for every multiple of the sample period of 15 minutes
from 15 minutes to 18 days, of the frequency stability profile for several Navstar space vehicle clocks and for
the time reference at two of the GPS monitor stations will be presented Analysis of the performance of the first
on-orbit Block fIR operational rubidium clock will also be presented.
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INTRODUCTION

The pseudorange measurements upon which this analysis is based were collected at the five Air
Force and the seven National Imagery and Mapping Agency (NIMA) monitor stations using dual-
frequency GPS receivers. Figure 1 presents the information flow from a single Navstar space
vehicle to each of the GPS monitor stations. The use of dual frequencies enabled ionospheric
corrections to be based on the measured ionosphere. The pseudorange measurements were collected
every six seconds synchronized to GPS time and smoothed to one point every 15 minutes. Clock
offsets were computed using the NIMA post-processed ephemerides and observations that were
collected at the 12 GPS monitor stations. All monitor station clock performance was computed
using Linked Common-View Time Transfer from the NIMA Washington, D.C. site.

A key feature in the NRL Clock Analysis Software System (CLASS) is the capability to detect
phase and frequency discontinuities, to solve for the discontinuity, and to correct the clock data.
Correction of the data makes possible the analysis of long-term clock, system, and environmental
effects[l]. The results of the analysis are included in NRL Quarterly Reports to the GPS Joint
Program Office (JPO) and to the Master Control Station (MCS), as well as to other interested
members of the scientific community.

Other measures of performance are determined, such as the total operating time for each operational
Navstar space vehicle and the operating time for each Navstar clock. Included are histories of the
phase, the frequency, and the frequency stability.

CONSTELLATION

The constellation as of 30 September 1998 is shown in Figure 2. This table shows by plane and by
position in the plane each of the Block II/IIA/IIR Navstar space vehicles in the constellation and the
type of clock that was operating. Of the active cesium clocks, Frequency & Time Systems, Inc.
manufactured all but the Navstar 30 cesium clock. Kernco, Inc.manufactured the Navstar 30 cesium
clock. All Block II/A rubidium clocks were manufactured by Rockwell, Inc. The Block IIR
rubidium clock on Navstar 43 was manufactured by EG&G. Seven of the 27 clocks operating were
rubidium, while twenty were cesium atomic frequency standards. Three of the six planes have four
Navstars, while the other three planes contain five Navstar space vehicles (SV) each, although the
SVs are not evenly spaced in the planes.

The total operating time for each of the Navstar space vehicles since the space vehicle was inserted
into the constellation is presented in Figure 3. Thirteen of the space vehicles have been in operation
for six years or more, which exceeds the mean mission duration specification.

The number of clocks that have been placed in operation on each space vehicle is presented in
Figure 4. Eight of the space vehicles are operating the first clock, thirteen are operating the second
clock, four are operating the third clock, and two are operating the last clock. Navstar 43 is
operating its second clock, but one of the clocks was activated as a test and could be used again
when needed.
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NAVSTAR CLOCKS

The operating time or length of service, of the clocks that were operating as of 30 September 1998
is presented in Figure 5. The shaded bars correspond to the cesium clocks and the unshaded bars to
the rubidium clocks. Nine clocks, all cesium frequency standards, have exceeded five years of
continuous operation. Two clocks, both cesium frequency standards, have exceeded eight years of
continuous operation. Two of the rubidium clocks have attained three years of continuous operation.

The operating times of Block II cesium and rubidium clocks respectively both active and
deactivated clocks are presented in Figures 6 and 7. The data arepresented in order of activation.
The shaded bars correspond to the active clocks, while the open bars correspond to the deactivated
clocks. The comparison shows that the Block II cesium clocks have an average operating time on-
orbit of 3.7 years,while the rubidium clocks have an average operating time on-orbit of 1.3 years.

The one-day frequency offset history for the clocks in plane B of the GPS constellation as of 30
September 1998 is presented in Figure 8. NRL analyzes each clock in each plane in the
constellation, but only plane B is presented for brevity. The history of the clocks in all planes is
included in the NRL quarterly reports.

The two-day frequency drift for each of the clocks in the constellation, presented by Figure 9,
shows that the rubidium clocks exhibit typically large drift rates, which are characteristic of
rubidium frequency standards--the largest being Navstar 38 with a drift of-5.0 ppl013 per day. Six
rubidium clocks exhibit negative drift, excluding the rubidium in Navstar 34,which was activated on
September 14,1998 and did not have sufficient data to be included. Figure 10 is a plot on an
expanded scale of the two-day average drift of the cesium clocks. Ten of the cesium clocks exhibit a
negative drifwhile the other ten exhibit a positive drift. All but one of the cesium clocks exhibit a
drift with a magnitude below 5 ppl015 per day, which is two orders of magnitude less than the
largest drift rate reported for the Block II rubidium clocks.

Figures 11 through 14 are examples of the frequency stability profile for four of the 27 Navstar
clocks. Figure 11 shows the stability of the Navstar 19 rubidium clock, which is typical of the
performance of the rubidium clocks manufactured by Rockwell Corporation. Figure 12 shows the
effects of a 10-15 nanosecond oscillation at the orbital period in the phase offset of the Navstar 36
cesium clock manufactured by Frequency and Time Systems. The cause of these oscillations which
affected a number of clocks has not been identified. Figure 13 shows the performance of the best
cesium clock in the constellation, the Navstar 30 alternate-source cesium clock manufactured by
Kernco. The stability of this clock for a sample time of one day was estimated to be 7 pp1 014.
Figure 14 shows the performance of the best rubidium clock in the constellation, the Navstar 43
Block IIR clock manufactured by EG&G. The stability of this clock at one day was estimated to be
near the noise threshold of the receiver at 2.4 pp10 14.

The frequency stability profile, made using the precise ephemerides, for the 27 clocks in the
constellation that were operational on 30 September 1998 is presented in Figure 15. All but seven of
the clocks are evenly distributed between 7 ppl014 and 1.4 ppl013 at one day. Figures 16 and 17
show the ranking of the estimates of the frequency stability for a sample time of one day using the
Allan and Hadamard deviations respectively. In Figure 16, three of the six rubidium clocks for
which the stability was estimated rank last because of the large drift typical of rubidium clocks. In
Figure 17, based on the Hadamard deviation which adaptively corrects for the drift [23, all six of the
rubidium clocks rank before the cesium clocks with values of stability measured in pplO14 .

The frequency stability estimates for each of the Navstar clocks for a sample time of one day using
the post-fit ephemeris are presented in Figure 18. Estimates of the frequency stability were made
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using the Allan deviation without any correction for aging. Superimposed on Figure- 18 are dashed
lines corresponding to the GPS system specifications of 2 pplO13 and 5 ppl0 13 for the one-day
stability of the cesium and rubidium clocks respectively. The frequency stability of all Block II
space vehicle clocks can be seen to meet the specifications. Eleven of the Block II clocks--nine
cesium frequency standards and two rubidium standards--show stability at or below 1 ppl013 .

TIME TRANSFER

Linked Common-View Time Transfer is a special case of GPS time transfer [3], which uses
simultaneous measurements by two users of a Navstar space vehicle clock when the space vehicle is
in view of both users. Each of the two users computes his clock offset with respect to the Navstar
clock at the same epoch. Then, the difference between their respective clock offsets with respect to
the Navstar clock yields the offset between the two user clocks. This procedure results in a
measurement which is independent of the Navstar clock, but which retains the difference in the
measurement errors.

The precision of a single common-view time transfer measurement was first demonstrated using
common-view time transfer measurements taken over a 20-day time span with a single space
vehicle. Recently, the precision of the common-view time transfer measurement was definitively
determined through the use of multiple common-view measurements taken at the same epoch [4].
This process was made possible with the full constellation of GPS space vehicles. The estimated
precision of a single 15-minute interval has been determined to be between 1.4 and 2.7
nanoseconds. Using the measurements from all Navstar space vehicles in common-view during the
15-minute interval, typically 3-7 space vehicles, improves the estimate of the precision of the time
transfer measurement to between 0.65 and 1.13 nanoseconds. This level of measurement precision
results in the capability to determine the frequency stability of a remote clock (with respect to the
DoD Master Clock) anywhere on Earth to within 2 ppl0 12 for a 15-minute sample time and 2
pp10 14 for a one-day sample time.

A Linked Common-View Time Transfer measurement results by linking two or more remote sites
that are in common-view with either the same or another Navstar space vehicle. The precision of
the Linked Common-View measurements can be estimated by considering the special case of the
sum of stationary random variables with mean zero and standard deviation equal to the precision of
a single common-view time transfer measurement. It is expected that the precision of the Linked
Common-View Time Transfer will grow as the square root of the number of links multiplied by the
precision of a single common-view measurement. However, in the analysis of the stability of a
remote clock, it is possible that other factors such as the quality of the receiver and short-term
environmental effects could have a greater influence on the precision of the measurements than the
effect of multiple links.

MONITOR STATION CLOCKS

Figures 19 and 20 show the one-day average frequency offset six-month history of the ground
reference clocks from the DoD Master Clock for the Air Force and NIMA GPS ground tracking
stations respectively. These results were obtained using Linked Common-View Time Transfer[4].
The performance of the ground reference clock at the Colorado Springs Monitor Station is superior.
It is the Alternate Master Clock #1 which is a hydrogen maser steered to UTC (USNO) by two-way
satellite time transfer [5]. The performance of the ground reference clocks at the remaining four Air
Force stations, which are equipped with HP5061 cesium beam tubes, has more noise than that of the
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ground reference clocks at the NIMA MS. which are equipped with HP5071 high performance
cesium-beam tubes. The superior performance of the Colorado Springs monitor station time
reference can be seen in the frequency stability profile in Figure 21, where its performance is
dominated by white phase noise as far out as the profile was estimated, i.e. 18 days. On the other
hand, the best NIMA time reference was at the Quito, Ecuador monitor station (Figure 22),which
shows a flicker floor of 1 pplO14 being achieved at about five days. This station had the lowest
short-term noise of all the monitor stations, whereas the Colorado Springs monitor station had the
highest. In addition, the time reference for the Colorado Springs monitor station showed a cyclic
component at the fourth harmonic of the orbital period (2.99 hours). The cause of this cyclic
component has not been determined. The performance of the time reference at each of the ten
monitor stations is compared in Figure 23, which presents the frequency stability profile for sample
times of one to 18 days. The Colorado Springs monitor station is clearly superior, followed by the
five NIMA monitor stations, and finally by the remaining four Air Force monitor stations.

CONCLUSIONS

Thirteen of the Block II space vehicles have been in operation for six years or more and have
exceeded the expected mean mission duration. An average of two Block II Navstar clocks per space
vehicle has been activated. Twenty-one of the space vehicles have at least two spare clocks
available to complete the design lifetime. Fourteen Navstar clocks--more than one-half of the
operational constellation--are performing with an estimated one-day frequency stability of 1 pp1013
using the precise ephemerides and based on the Hadamard deviation. The time reference at each of
the GPS monitor stations exhibited a frequency stability for a sample time of one day of between 3
pplO14 to 4.2 ppl0 14 .
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Questions and Answers

DENNIS McCARTHY (USNO): To what extent does the quality of the orbits that you are using affect the
analysis of the satellite clocks?

JAY OAKS (NRL): This sounds like a loaded question? Obviously, it plays an important parL That is
why we use the NIMA precise orbit~which is reported to be accurate within centimeters. What we see here
is mostly dominated by the clock, but there are some anomalies that we investigatelike the orbit where it
might be showing up.

SIGFRIDO LESCHIUTTA (IEN): Could you please show us one of the last vugraphs concerning the
behavior of the USNO clock monitor station frequency stability profile?

JAY OAKS: Was it the monitor station clock frequency?

SIGFRIDO LESCHIUTTA: Yes.

JAY OAKS: This one? We have one like this for the monitor station frequency stability profile, one for
monitor station clocks, and one for the space vehicle clocks.

SIGFRIDO LESCHIUTTA: The one concerning your two-way link

JAY OAKS: That was this. What I had said is that the Colorado Alternate Master Clock, which is shown
here, is a hydrogen maser steered using measurements made once an hour using two-way satellite time
transfer measurements between the Naval Observatory and the Colorado Station. That is Steven Hutsell's
algorithm and if you have some questions about that, he would probably be happy to answer thenm Is that
what you were asking?

SIGFRIDO LESCtffU'ITA: Yes.
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Abstract

The rubidium clocks in the GPS Block HIR spacecraft have no previous flight experience, and will be the only
atomic clocks used on the Block HIR satellites. The U.S. Naval Research Laboratory (NRL), in cooperation with the
Global Positioning System Joint Program Office (GPS-JPO), the GPS Control Segment, Lockheed Martin, ITT, and
EG&G, is conducting a three year life-test of two flight qualified EG&G Rubidium Atomic Frequency Standards
(RAFS) selected from the operational spacecraft inventory. The two RAFS, serial numbers 28 and 30, were selected
as representative of the flight configuration build for Block IR by ITT and provided by the JPO to NRL for this test.
The test is intended to build confidence in these units as operational spacecraft clocks and establish a database of
fundamental performance characteristics. The two units are being operated in independent thermal vacuum
chambers with high resolution monitoring of the clock's frequency compared to the NRL hydrogen maser
references. The units' internal monitors that would normally be sent as telemetry and environmental test conditions
are monitored and recorded with high resolution.

Output from one of the two units has been used as input to the NRL Time Keeping System Simulator (TKSS). The
TKSS was originally built to evaluate the implementation and algorithms used in the Block IIR on-board Time
Keeping System (TKS), which determines the satellite's clock signal to the transmitter. Data from the TKSS have
been used to evaluate TKS on-orbit performance and serve as an analysis reference. RAFS data from the beginning
of the test on 31 March 1997 to August 1998 and representative TKSS data will be presented Frequency stability
results of the RAFS have routinely shown Allan deviation performance in parts in 10 "1 at one day, much better
than initially expected In addition to the data from the two test units, on-orbit data from the Block HR clocks is
being added to the database for life data analysis as satellites are put into service.

INTRODUCTION

The development of the replacement block of satellites for the Global Positioning System (GPS) known
as the Block HR satellites incorporated a different implementation of the on-board frequency standards.
Additionally, new frequency standards were introduced that had no actual flight history on which to base
performance and lifetime. The Rubidium Atomic Frequency Standards (RAFS) designed and built by
the EG&G Optoelectonics Division of Salem, Massachusetts are the frequency standards being used.

The GPS Joint Program Office (JPO) initiated a special three-year Life Test to attempt to demonstrate
the performance and potential of the RAFS units for GPS. The Naval Research Laboratory (NRL) was
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chosen as the agency to conduct the test. The prime contractor, Lockheed Martin, was placed under
contract by the JPO to supply two flight-qualified RAFS units from the operational build of the Block HR
satellites. Consequently, subcontracts with ITT and EG&G were let to supply materials and support the
Life Test. The system operators at the Second Space Operations Squadron (2SOPS) and Aerospace
Corporation are also participating in the conduct and analysis of the Life Test data.

PURPOSE OF TEST
A three-year continuous Life Test is to build confidence in the RAFS units for GPS operations and
possible follow-on applications [1]. Flight candidate RAFS units from the operational satellites are
being evaluated in space-like conditions and environment, designed to be as close to actual operating
conditions as possible. Data from this test are to be complemented with on-orbit data from other units
launched in the Block IIR satellites to attempt evaluation of the lifetime characteristics of these units as a
class of devices. From these data the operating life, probability of failure, and other related mission
parameters may be quantified for the RAFS as a class of units[2]. In the development of atomic clocks
for GPS, a test of this type had been desired for the different units being used, but launch schedules and
availability always precluded the attempts. In this case, the test data and units can also be used as control
models for on-orbit performance and possible problem resolution should anything unusual occur in
satellites already launched.

TEST CONFIGURATION

RAFS serial numbers 28 and 30 were provided for the test. Two thermal vacuum chambers with
independent baseplate temperature controllers are being used to house each of the units. Spacecraft
engineers from ITT who are responsible for installation of the RAFS in the satellites installed the test
units in the thermal vacuum chambers at NRL using the same procedures and materials as is used in the
satellites. Prior to beginning the actual Life Test, a pretest phase for setup and checkout of the equipment
and procedures for gathering the data was performed. This pretest period began with the final checkout
of the thermal vacuum systems on 26 February 1997 prior to the delivery and installation of the test units
on 3 March 1997. A series of tests and analysis of the data collected by the instrumentation was
performed to determine the initial operating guidelines and analysis techniques. These initial parameters
were used to guide test performance, to verify methods of analyzing and presenting the data and to set
the necessary measurement intervals. After the pretest evaluation of the test instrumentation, the Life
Test officially began on 31 March 1997.

The equipment configuration is shown in Figure 1. A dedicated data collection computer (RAFS Tester
on the diagram) is allocated to the collection of the telemetry from the units. Each unit is capable of
sixteen telemetry outputs during ground test, including the factory acceptance test outputs. In the
operational telemetry nine outputs are used. The Life Test telemetry data outputs are listed on Figure 1
and read with 16-bit data words. The satellite telemetry is output with a resolution of 8-bit words. The
16-bit word resolution was selected as a convenient over-sampling size to observe the finer structure.
Satellite telemetry could then be duplicated for comparison by truncation of the collected data words.
The RAFS Tester, shown in Figure 1, also collects data on input power, test equipment operating and
environmental conditions in the test area. Environmental conditions in the test room and associated
areas could be used to correlate thermal effects in the test equipment or cabling if necessary.

The output 13.4 MHz signals from the units is converted to 5 MHz by a Numerically Controlled
Oscillator (NCO) so that they may be input into the dual-mixer phase measurement. systems used for
clock evaluation. Two systems are used for redundancy, the Short-Term and Long-Term systems. They
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are capable of performing high precision phase comparisons between the test units and the NRL
reference hydrogen maser. These data are then collected along with the telemetry data on the Test
Facility computer, TAGNT. TAGNT is then accessible to the other networked computers for analysis
and archiving.

DATA ANALYSIS

The objective of collecting continuous data was interrupted on several occasions by changes required by
the experiment or problems with the instrumentation system. These events are listed in Table 1. The
events listed created breaks in the continuous data necessitating the stability analysis to be sectioned.
The stability analysis sections are shown in Table 2.

Table 1, Life Test Events

MJD /Date Unit No. 28 Unit No. 30
50581 5/13/97 Baseplate Temperature Change
50601 6/2/97 Baseplate Temperature Change

50702 9/11/97 Pressure Change
50862 2/18/98 Lost Power Lost Power
50869 2/25/98 Powered Up Powered Up

50888 3/16/98 Vacuum Pump Failure
50937 5/4/98 UPS Drop Out UPS Drop Out
50980 6/16/98 UPS Drop Out UPS Drop Out

Table 2, Stability Analysis Segments

Unit No. 28 Unit No. 30
Weeks I - 47 Weeks I - 47

Weeks 48 - 51
Weeks 52 - 70 Weeks 48 - 70

The first adjustments to the configuration was to change the units operating temperatures due to the
determination that the temperature of the units was at such a high value that the internal controllers were
not functioning properly. The elevated unit temperature was due to the insulating adapter between the
unit and the chamber baseplate. This adapter controls conductive heat flow out of the units to the
baseplate and was not conducting as anticipated. The adapter conductance was investigated for the Life
Test and the flight units by Lockheed Martin and ITT. Corrective action was taken on the flight units.
For the Life Test it was decided to operate at a somewhat lower temperature for one unit and the
expected lower flight temperature for the other to enable the internal controllers to function properly.
Consequently, RAFS unit 28 was lowered to approximately 170 C and RAFS unit 30 to 80 C. Operation
was resumed and no further system temperature setting problems occurred.

Instrumentation problems that occurred subsequently were power related. The thermal vacuum and
RAFS controller were on the facility's Uninterruptable Power System (UPS) which fed parts of the
laboratory which were to operate without dependence on commercial power. Attempting to maintain
continuous power and the UPS system failure during the test resulted in the other breaks shown in the
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data.

RAFS UNIT 28

In order to present a brief summary of the findings in the test thus far, the majority of the telemetry data
will not be presented. For the most part, these data show little out of the ordinary and will be detailed in
a future comprehensive report. The figures that follow will focus on the phase performance and will be
shown for RAFS unit 28 first. Figure 2 shows linear residuals to the frequency offset of RAFS unit 28
for the first 47 weeks of operation. A number of frequency breaks or discontinuities can be observed.
The time and the amount of the discontinuity is indicated in the figure. These small frequency jumps can
be readily seen in a higher order residual. Fifth-order residuals are shown in Figure 3 and the frequency
changes are obvious. These changes were observed in only two telemetry channels, the Lamp Output
Voltage and the Second Harmonic output, shown in Figures 4 and 5 respectively. The cause of these
frequency changes is not fully understoodbut is certainly associated with the lamp output. RAFS unit 28
was known to exhibit these types of small jumps before it was chosen for the test.

Another important parameter for these units is the frequency drift. All rubidium standards drift, but it is
the change in drift that seriously affects the predictability of operation. For GPS the predictability is
very important, since the GPS system is a predicted system and relies upon the ability to accurately
predict system parameters for at least a day in advance. Consequently, the daily drift was computed for
the RAFS Life Test units to provide an estimate of this parameter and is for RAFS unit 28 in Figure 6.
Thesedata show that the rate of change of drift is relatively stable and slowly decreasing. The desired or
specification daily drift value is 5 x 10"14/day.

Correcting the frequency jumps, the Hadamard deviation was computed for the span of 1 to 47 weeks.
The deviation is shown in Figure 7. The Hadamard deviation is used because it adaptively corrects for
frequency drift and is the statistic used by the operators at 2SOPS to tune the system Kalman filter. This
filter is used for prediction of satellite performance and generation of the navigation message broadcast
to the users.

Figure 8 shows the frequency offset for the span of weeks 48 to 70. The frequency jumps can still be
observed with another discontinuity around the end of March associated with a vacuum break. Some
vacuum was lost at that time, but determination of the exact disruption was not possible due to the limited
range of the vacuum gauge. A brief partial loss of vacuum is believed to have occurred, not a complete
loss. The regularity of the frequency jumps changed as a result of the vacuum loss. This can be deduced
from the cumulative frequency corrections shown in Figure 9. The regularity of the frequency changes
occurring between the pressure changesresulting in a gradual cumulative increase in frequency offset, is
curious. Investigations into the causes of these changes are continuing.

Correcting for the jumps, a comparison of the stability for the first and second spans of data is shown in
Figure 10. The stability is quite consistent and is approximately 8 x 10-11 at one day.

RAFS UNIT 30

The phase offset for RAFS unit 30 for weeks 1-47 is shown in Figure 11. Only one of these small
frequency shifts was observed over this entire span. This unit has been very well behaved throughout the
test. Comparison of stability for the two main periods of continuous data, weeks 1 to 47 and weeks 48 to
80, is shown in Figure 12. These data indicate a possible improvement in the long-term stability between
the two periods. Previous tests on the prototypes and engineering models of these units had shown that,
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with time, these units tend to improve in stability and rate of change of drift. This unit appears to be
following that trend.

The stability performance of the two units for the different evaluation periods is summarized in Figure
13. The Allan deviation values given are uncorrected for driftso they would naturally be higher than
drift corrected values, but are used for comparison. The values indicated as "corrected" are corrected for
the frequency shifts previously discussed. Overall stability performance of both units has been
outstanding.

To evaluate expected on-orbit performance, a hardware simulation of the Block IIR on-board Time
Keeping System (TKS)[3] was constructed during the Block IIR development for investigation of
satellite performance. This simulation was called the TKS Simulator (TKSS) to distinguish it from the
actual on-board equipment. It functions in the same manner as the flight equipmentwith the exception
that the output VCXO is not the same. A flight equivalent VCXO has not been available for use in the
TKSS. However, the TKSS provides comparable performance to that observed from the satellites.

RAFS unit 30 has been used to drive the TKSS. Data from a Life Test unit can then be compared to the
Navstar 43 flight units, which are the only ones on-orbit. For the period of 10 July to 5 August 1998 data
from the TKSS and Navstar 43 were compared. The stability of RAFS unit 30 over this period is shown
in Figure 14. The TKSS phase offset linear residuals over this span are shown in Figure 15. Data taken
from Navstar 43, collected as part of the on-orbit evaluation effort on-going at NRL[4], were used to
compare relative performance. The comparison is shown in Figure 16. System noise and short-term
performance of the on-board VCXO, which was expected to dominate short-term Navstar 43
performance, apparently does so out to a day. Investigation of this unexpected result will continue as
further Block IHR satellites are launched.

SUMMARY

The Life Test is over half way through the planned three-year duration. Performance of the two units
under test has been outstanding even with the anomalies observed. These observed anomalies would not
have created operational problems for the system operators. The overall performance of both units was
much better than anticipated. Efforts to create a more comprehensive database on this class of units with
on-board telemetry collected along with performance data are continuing. The increased precision of the
Life Test telemetry information with the on-board data should prove invaluable in future satellite
operations.
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Questions and Answers

JIM CAMPARO (The Aerospace Corporation): I think it was RF-28, the first one you showed - it looked
like there was a lamp warm-up effect. Did you remove that from the frequency data before you did the
Hadamard Variance?

RONALD BEARD (NRL): No. The lamp warm-up does not necessarily show itself in the frequency
output That particular one that I showed was a kind of an anomaly. In the frequency performance, when
you look at a longer data span, it does not really make that much significance. In the short term it might

JIM CAMPARO: I thought I saw a 50-day time constant on the lamp. Was I wrong? Would you please
put up the lamp data and the first frequency offset data.

RONALD BEARD: I see. You are talking about this phenomenon here?

JIM CAMPARO: Yes.

RONALD BEARD: Oh, all right I was thinking of a later one. Yes, that is a warm-up. We do not
necessarily remove that from the stability.

JIM CAMPARO: I think if you did, that would probably make the long-term stability look better. It
looked like you had an uncorrected drift in that

RONALD BEARD: Yes, that is probably true.

PATRIZIA TAVELLA (MEN): You spoke of frequency breaks or frequency jumps. Could you comment a
bit, please? I think they are not intentional frequencyjumps, they are natural. What are they due to? Do
we have any statistics on how often they happen and maybe why?

RONALD BEARD: We are still investigating the cause. We think it is probably a lamp phenomenon. We
are still trying to determine the frequency of occurrence. It seems to vary in its repeatability, depending
on what conditions the unit is involved with. They are very small actual jumps in frequency.
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Abstract

Quartz and rubidium oscillators disciplined by the signals of the Global Positioning System
satellites (GPSDOs) are increasingly used as reference standards in calibration centers and in
telecommunication networks, thanks to their cesium-fike long-term instability, and several
investigations are undergoing in the metrological laboratories of different countries concerning
their use for the traceability to the national standards of time- Some of these devices were tested
in the past at the Time and Frequency Laboratory of fEN, as regards to their use as frequency
and time references in secondary laboratories and their traceability to the Italian standard of
time,
In further investigations performed, evidence was found of short-term frequency instabilities,
not previously detected, mainly due to temperature effects and to the disciplining algorithms
used that must be taken into account especially in the frequency calibration fieli The long and
short-term instability results obtained at IEN on some GPSDOs, that show the real uncertainty
limits in calibration, are reported in this paper. They are also checked by means of a field-trial
on frequency, carried on among some Italian Calibration centers equipped with GPSDOs or
other frequency references, using either a free rubidium or a quartz oscillator as travelling
standards.

INTRODUCTION

The traceability in Italy to the national time standard UTC(IEN), realized by IEN, of the secondary
standards maintained in the calibration centers accredited by the Italian Calibration Service (SIT), can be
obtained by means of different synchronization systems, one of the most used now being the GPS in the
common-view technique or as a disciplining medium to stabilize the frequency of high quality oscillators
[1].
In these disciplined oscillators, the frequency offset and the drift are continuously compensated and
therefore a specific approach for the traceability issue has to be followed especially if, as in the case
under study, the time signals used in the disciplining process are not originated by the national standard.
The problem of establishing the traceability of the GPSDOs was faced in the past at IEN performing
several tests on devices of different manufacturers, leading to a definition of their accuracy and stability
limits and of a measurement protocol for their on site calibration [2].
In 1998, the issue of the frequency accuracy and stability of GPSDOs as stand-alone frequency standards,
over the observation times involved in the calibration process, has been examined at tEN through an
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extensive investigation on eight GPSDOs of different manufacturers, equipped either with a quartz or a
rubidium oscillator. The results of these studies and the consequences on the uncertainty budget of the
centers accredited for frequency are reported in the following, together with the evaluation of the long-
term behavior of some of these devices operating in Italian laboratories, as obtained by implementing the
daily measurement protocol agreed upon. Future work envisaged in this field is also outlined.

LONG-TERM CHARACTERIZATION OF GPSDOs

The frequency and time interval measurements performed to estimate the GPSDOs specifications have
been referred to UTC(IEN), and the differences between UTC(IEN) and the GPS time scale have been
determined with the NBS/GPS receiver used for the international traceability and performing the BIPM
common-view (CV) tracking schedule for Europe. The mean frequency deviation between the JEN and
the GPS time scales has always been well below 1. 10-11 during the instruments testing periods.
The measurement results reported in the following were obtained by means of a Stanford SR620 Time
Interval and Frequency Counter, supplying an external 10 MHz derived from UTC(IEN) as a time base.
For observation times up to 1000 s, frequency measurements were performed using an additional phase
difference multiplier to increase the resolution; meanwhile for longer observation times, time interval
measurements were used~started by a 1PPS from UTC(IEN) time scale and closed by a IPPS supplied by
the GPSDO under test.
The indoor equipment and the measurement system was inside the Time and Frequency Laboratory
where the temperature has been maintained at (23 ± 1,5) °C and the AC power stabilized at (220 ± 5) V.
Eight devices from three different manufacturers have been analyzed: two equipped with an ovenized
crystal oscillator (OCXO) and labeled in the following as A and B, two with a low drift crystal oscillator
(BVA) and labeled as C and D, and four with a rubidium frequency standard (Rb) named E, F, G and H.
They have been checked as regards their capability to reproduce GPS time, their short and long-term
instability, their frequency accuracy and the supplying of information useful to establish a traceability to
an external reference standard. In some cases the devices have been operated under their default
conditions, in others the reference coordinates of the IEN site have been inserted and the receiver forced
to operate in "time mode."
The results obtained from daily time measurements and the statistics about the long-term frequency
behavior of the GPSDOs under evaluation at the IEN laboratory are reported in Table 1, which clearly
shows the effect of the GPS disciplining process, that has compensated for the oscillators frequency

offsets and drifts. It can be noticed in fact that the mean relative frequency deviations y of the
GPSDOs, computed over the whole period from a set of daily averaged frequency deviations, are always
negligible in comparison with their uncertainty sy estimated as the standard deviation of the daily
frequency values, and in most cases approach GPS.
Some of these devices have been afterwards remotely tested in the calibration centers where they are
operating as reference standards. The measurement protocol for the remote frequency calibration of
GPSDOs versus the national time and frequency standard, that requires a calibration center to perform a
daily series of 24 time interval measurements between the local 1PPS and the GPS time signals provided
by the GPSDO, has been already implemented in six calibration centers that send the results monthly to
IEN. Each measurement cycle starts at the beginning of the hour and consists of 60 consecutive time
interval measurements; at IEN, 48 daily GPS measurement - lasting 13 minutes each - are performed
according to the BIPM CV schedule for Europe. From these two data ensembles, a mean daily time
difference between UTC(IEN) and the lPPS/GPSDO is computed and the daily average frequency
deviation of the disciplined oscillator is determined. Plots of Fig. 1, 2 and 3 show samples of the daily
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normalized frequency deviations of three GPSDOs computed using the measurement protocol previously
described, over a period of three months. Some statistics performed on the data above is summarized in

Table 1 - Long-term frequency behavior of the GPSDOs

A B C D E F G H
GPSDO OCXO OCXO BVA BVA Rb Rb Rb Rb

days 98-02-11 98-06-05 98-04-23 98-05-08 98-03-14 98-04-01 98-04-08 98-07-13
of 98-02-23 98-06-28 98-05-08 98-05-25 98-03-27 98-04-22 98-05-04 98-08-07

measurement
Y

relative freq. _0,9.10-13 0,1.1 0 -3 -0,6.10 -3 -0,2 -10- 10-13 0,1.10-13 3,3 -10 -1 0,2 .10-

deviation
Sy

standard dev. 1,9-10-12 2,8.10-13 5,1.10-13 6,6.10-13 2,4.10-13 4,6-10-13 6,9.10-13 6,5.10-13

(24 h)

Nr. of 12 23 15 17 13 21 26 25
samples

Table 2 that gives the standard deviation of the daily frequency deviations versus UTC(IEN), their upper
an lower limits and the number of samples. The mean frequency deviations of the three oscillators,
averaged over the same observation time, have not been reported because they are smaller than 1. 10-13.

Table 2 - Statistics on remote calibration of GPSDOs

GPSDO A C E
OCXO BVA Rb

SY

Standard dev. 0,5.10-12 1,1.10-11 1,6.10-13
(24 h)

Ymin -1,7. 10-12 -2,6.10 -3 _3,8.10-13

YMAx 1,2.10-12 2,8.10-13 4,3-10-13

Nr. of 90 84 79
Samples

The fact that the standard deviations computed over 24 hours are smaller than the correspondent ones
listed in Table 1, may be due to the smoothing process performed in this case on the data, originated by
averaging over the 24 hourly data.
From this long-term analysis of the GPSDOs frequency behavior comes a confirmation that the
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measurement protocol adopted is adequate to trace these devices to the national time standard, at least at

the level of parts in 10-"3, which is perfectly acceptable in most calibration centers.

SHORT-TERM CHARACTERIZATION OF GPSDOs

In the frequency calibration field it is of the utmost importance to characterize the short-term behavior of
the oscillator used as a reference in the calibration process. As a sample, in Fig. 4 to 6 have been reported
the short-term frequency instabilities of the GPSDOs under test, equipped with different types of
oscillators, for averaging times r of 10 s, 100 s and 1000 s.
The plots show that the instantaneous frequency of the GPSDOs can exceed by orders of magnitude its
long-term value, and for -r = 1000 s the frequency deviations values improve significantly over those
obtained for r = 10 s. There is also evidence of periodic variations probably related to the oscillator
frequency steering process and to thermal effects.
To get a more complete representation of the short-term behavior of the GPSDOs considered, some
statistics over the frequency measurement data has been performed and the results are reported in
Table 3.

Table 3 - Short-term frequency behavior of the GPSDOs

GPSDO A B C D E F G H
OCXO OCXO BVA BVA Rb Rb Rb Rb

I S 7,2.10.12 4,6.10-". 5,9.10-12 5,6.10"12 6,2.10-12 7,9-10-12 6,1-10'12 7,8-10-l2ay(r) 10 s 4,0.10.12 1,0.10.'° 3,3.10.12 3,1.10.'2 2,7-10.12 3,5-10.12 3,1_10.12 3,6-10.12

(ADEV) 100s 4,2.10-12 2,2.10.10 1,8.10-12 1,7.10'12 8,2-10-'1 8,9-10.13 8,8-10'13 2,1.10-12
1000 s - 5,2-10." 2,1.10.12 1,9.10.12 5,1-10-'3 9,0-10"'3 5,6-10.' 1,6-10-12

1 s 2,6.10"1 3,9.10.10 8,3.10.12 8,4.10.12 7,5-10.2 9,2-10.12 7,8-10.12 9,7-10.12
los 1,7.10." 2,8-10.0o 5,5.10.12 6,9.10.12 3,0.10-12 5,6.10.12 3,0-10.12 4,9.10.12100 s 1,6.10"1 2,4.10.'1 5,5-10.12 5,6.10.12 1,6.10.12 3,5.10-12 1,0_10-12 3,7.10.12

1000 s - 4,3-10"1 4,7-10.12 5,7-10.'2 1,6-10.'2 3,9.10.12 8,6-10.'3 2,0-10.12

1 s -7,5.10"11 -2,1.10-9 -4,6.10"11 -2,9.10-" -2,2.10-1' -2;7.10-11 -2,5-i0-11 -4,3-10."
10 s -5,3.10"11 -1,2.10.9 -1,7.10"11 -2,0-10-" -1,1-10-" -1,6-10-"' -1,11-10" -1.,5-10-11

100s -4,8.10"II -8,2.1.1'° -2,5-10-11 -1,7-10-11 _4,9.10.12 _1,1.10"11 -3,6.10.' 2 -1,3.10"1
1000 s - -1,2.10.10 -2,4.10-" -2,3.10"', -5,2-10.-2 -1,2-10-11 -4,2.10.12 -8,4.10.-2

1 s 7,2.10.11 1,4.10.9 1,1.10"1 3,8.10"'1 3,2.10"11 3,6.10-" 3,9-10." 3,4.10.11
lOs 4,7.10"1 1,2-10-9 1,9.10"1 2,2-10-11 1,0.10"' 1,7.10"' 9,8-10-12 1,8-10."

YWAX 100 s 4,1.10"11 8,3-10.10 1,6.10-" 2,2.10"11 6,7.10.'2 9,4.10.12 2,5-10.12 2,0.10.11
1000s - 1,2.10.10 1,3.10." 2,4.10." 4,3.10.12 8,2.10.12 5,0-10.12 5,6-10.12

1 s 5,2.10"11 1,3-10-9 6,0.10." 3,0.10"11 2,6.10." 3,0-10." 2,3-10-" 2,6.10-"
Y l 1os 4,2.10." 8,6.10'1° 1,5.10"11 1,7.10"11 8,0.10.12 1,3.10-" 7,8-10.12 1,3-10.11

(P--99,7%) 100 s 3,7-10-l' 6,7.10.10 1,5-10." 1,9.10"1 4,3.10.12 8,2-10.12 2,3-10.'2 1,2-10-l'
1000 s - 1,2.10.'0 1,2.10"- 2,0.10." 3,9-10.'2 7,4-10.12 3,1.10.12 5,1_10.12

Nr.of is 4856 4000 3000 4000 3000 3000 4000 4000
lOs 3000 4000 4000 4000 3000 4000 4000 4000

samples 100s 2109 2706 3394 2792 2453 3446 1950 3488
1000 s - 689 749 982 1 694 626 601 851

The frequency supplied by the devices under test has been characterized for averaging times of 1 s, 10 s,
100 s and 1000 s using a frequency difference multiplier and an electronic counter. For each GPSDO has
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been reported in the table the following data:

a) the Allan deviation (ADEV) ay(r),
b) the standard deviation sy of the experimental frequency deviations y;
c) the minimum Yj. and the maximum y,= value of y;
d) the yp percentile, that represents the interval including the 99,7% (3a) of the experimental

data;
e) the number of samples.

According to the ISO Guide on Uncertainty in Measurements (GUM) and to Document EAL -R2 of the
European cooperation for Accreditation of Laboratories, the calibration centers must declare in their
calibration certificates the expanded uncertainty of the results obtained as the standard uncertainty
multiplied by the coverage factor k = 2, that for a normal distribution corresponds to a coverage
probability of about 95%. This means that in our case we have to determine the standard uncertainty of
the experimental data, for the observation times commonly used in calibrations, that satisfies the
previous requirement.
In all cases, if we compare the ADEV with the yin and y,. values, it appears that the first nearly
always underestimates the real frequency deviations for every averaging time, and therefore it is not a
reliable representation of the uncertainty of the GPSDOs to be used in the computation of the uncertainty
budget of a calibration center. The same is also verified if the ADEV values are compared with the yp
ones, that are a more realistic representation of the behavior of the oscillators because they exclude the
possible outliers present in the yi,, and y. values.
On the other hand, also the standard deviation sy, that in most cases copes better with the range of
frequency deviations represented by the yp values, does not seem to satisfy completely to the criteria of
a Gaussian distribution.
Some tests were performed on three sets of experimental data, relative to different observation times, to
check their probability density distribution; the corresponding histograms are reported in Fig. 7 to 9,
where the continuous line represents the Gaussian fit to each set of data. There is evidence for
observation times of I s and 10 s that the fit is not representative of the distribution of the experimental
data, whereas this works fine for r = 100 s. But tests performed on the same data sets to check their
compliance with a triangular distribution, that in some cases seemed to give a better interpretation of the
experimental data, showed that the Gaussian distribution fits better our case.
Coming back to the Allan deviation values, in the frequency stability curve shown in Fig.10 and
computed on the experimental data of quartz GPSDO (A) for continuous averaging times r multiples of
.= 100 s, it can be observed that the value of the maximum frequency deviation

ay(= 4700 s) > 3 ay(= 100 s) and next to the correspondent Sy value. Therefore the uncertainty
estimation given by ADEV versus Sy can be improved by applying the same procedure to all data sets and
looking for the maximum ADEV values.
The behavior observable in Fig. 10 is typical of disciplined systems that show periodic variations in their
output frequencies related to the time constant implemented in the disciplining processes.

FIELD TRIAL FOR FREQUENCY

A first verification of the assumptions of above has been made during an interlaboratory comparison
organized in the summer of 1998 among ten calibration centers accredited for frequency by the Italian
Calibration Service SIT, to verify the measurement capabilities of these laboratories.
Two kinds of traveling standards with different uncertainty levels were used for this purpose, a rubidium
and a high performance quartz oscillator, that have been circulated among the laboratories. The devices
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have been characterized at the beginning and at the end of the circulation in the reference laboratory, the
IEN, as regards to their frequency deviation and frequency drift. Detailed information about the devices
specifications, the measurement procedure and the uncertainty evaluation criteria to be followed by the
calibration centers were also supplied. Each laboratory was allowed one week time to calibrate the
crystal oscillator and two weeks for the rubidium.
The measurement results were reported by the participants in formal calibration certificates that have
been evaluated by IEN. Four out of the ten laboratories are equipped with GPSDOs as reference
standards; two of them had to characterize the quartz oscillator and the others the rubidium standard. For
both devices, the frequency deviations reference values and frequency drift have been determined by
IEN, compared with the calibration data received and the compatibility coefficient computed.
This coefficient has been found compliant (<0,5) for both centers involved in the quartz calibration, but
only in the case of the rubidium GPSDO the evaluation of the frequency drift was reliable, the short-term
frequency deviation of the quartz GPSDO in fact, as previously shown, being at a level that inhibits the
evaluation of the quartz daily drift (2,6.10-11) for the measurement period allowed.
Due to a failure occurred to the circulating rubidium that was replaced afterwards by another device, the
data reduction of this loop has not yet been completed, but also in this case we expect that the
compatibility of the measurement results is positive in the case of the frequency deviation data, but some
problems are foreseen for the drift evaluation.

CONCLUSIONS

The studies, the experiments and the field verifications performed at IEN and in other metrological
laboratories [3] on different types of GPSDOs to assess their performances as reliable means of standard
frequency and time dissemination and their traceability to a national standard have demonstrated that
this goal can be achieved.
To get a reliable uncertainty evaluation on the frequency deviation values that can be reached by a
GPSDO in the averaging times from 1 s to 1000 s, commonly used in frequency calibrations, it has been
found that the standard deviation or the maximum value of ADEV seem to be the better estimators to be
taken into account for the uncertainty budget in calibrations.
A field verification of the assumptions presented in this paper, by means of a circulation of a rubidium
oscillator between the calibration centers equipped with GPSDOs, is still ongoing and the first results
confirm the assumptions made.
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Questions and Answers

ROBERT DOUGLAS (NRC): That is very beautiful work. I am interested in your feelings about the
statistical control of the other variables. Your calibration certificate is something which has evaluated
some things, but there is a question of monitoring the stationarity of things like multipath, interference,
even spoofing, or the GPS system itself. I am wondering how you integrate your calibration certification
with a program for assurance that these elements, are in fact, under statistical control.

FRANCO CORDARA (MEN): Well, of course, what you are saying is something that can be done in the
National Lab on each device. But I cannot foresee, in the case of secondary centers, that there are the
quality of oscillators to continue this kind of observation to improve what we get. Of course, there are
uncertain limitations in the way of evaluating them. I would call it a good compromise to leave these
oscillators, after initial calibrations, in the National Laboratory completely free running. So, it is a
compromise solution between the optimum and the worst.

I do not know ff it has been clear - one thing that is very important to be aware of is not to look in the
specifications of this kind of oscillator, only to the long-term accuracy of these devices when they work in.
the short term. In the short term, you have even two-times worse figures you have to take into account,
and to make a proper characterization, at least once for all.
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Abstract

This paper presents three phases of the Time Keeping System analysis (TKS) of
the first on-orbit GPS HIR Satellite, SVN 43. The first phase is a comparison of
the performance of the SVN 43 Rubidium Atomic Frequency Standard (RAFS) to
other GPS satellite clocks. The results indicate that the SVN 43 RAFS is
performing better than specification and ranks highly when compared to the other
clocks in the constellation. The second phase was to analyze all available data to
determine the causes of several transients seen in the SVN 43 TKS. This led to a
concentration on the RAFS and associated inputs and outputs, as well as the
utilization of TKS simulation tools. The third phase was to examine the entire
system to determine how to improve our visibility into the TKS operation. This
led to an SV software enhancement whose purpose is to buffer TKS related data in
SV memory for subsequent dump and analysis. An example will be presented
showing the value of this new TKS buffer capability in the investigation of some
TKS events that occurred in August 1998.

INTRODUCTION

The first Block II-R satellite (SVN 43) of the Global Positioning System (GPS) Replenishment
constellation built by Lockheed Martin Missiles and Space was made available to users on 31
January 1998. ITT ACD built the Navigation Payload for the Block 11R. The Navigation
Payload produces the signals for the GPS users. Block IIR provides an order of magnitude
enhancement to the GPS system, including accuracy, simplicity, and low on-orbit maintenance.
The SVN 43t primary Rubidium Atomic Frequency Standard (RAFS#1) designed by EG&G has
been powered since 13 August 1997. The RAFS stabilized quickly, and until 20 December 1997
no unusual phase or frequency jumps were observed.

RAFS STABILITY

Figure 1 and Figure 2 put into perspective the excellent performance that has been seen with the
SVN 43 RAFS. These charts were made with the use of the precise clock data available at the
National Imagery and Mapping Agency (NIMA)website"'1 . The SVN 43 RAFS is performing
better than the GPS Block IIR one-day stability requirement of 5x1014 parts. The chart depicts
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rubidium clocks with a clear bar and cesium clocks with a solid bar. Note that the rubidium

clocks, in general, have the best one-day stability.

NAVIGATION PERFORMANCE

The GPS Master Control Station (MCS) computes an estimated range deviation (ERD) which is
an estimate of the range error an authorized user would see using the broadcast ephemeris and
clock. The daily peak ERDs for the second quarter of 1998 were averaged and the SVs were
ranked in order of this averaged peak ERD!21 as shown in Figure 3. The ranking in this chart
correlates very closely with the ranking by the one-day Hadamard deviation. In other words, as
one would expect, the clocks with the higher one-day stability are yielding superior Navigation
performance.

TKS DESIGN

A simplified block diagram of the TKS is shown inFigure 4. As can be seen from the diagram,
the 10.23 MHz VCXO is kept in phase lock with the RAFS. The 10.23 MHz VCXO provides the
heartbeat for the GPS P/Y/CA code ranging signal. Software monitors the difference between the
expected phase and actual phase and makes VCXO tuning adjustments to maintain lock of the
VCXO to the RAFS.

Transients in either the VCXO or the RAFS will show up as larger than expected phase errors.
Capturing these phase error measurements is critical to determining the nature of transient in the
TKS. Phase error measurements are collected from telemetry whenever the 2SOPS (Second
Space Operations Squadron) is in contact with the SV, which is typically less than 1 hour in any
24-hour period. With limited contact time, it is very unlikely that phase error data will have been
captured during a TKS transient. This is why the capability to buffer phase error data on board
the SV was recently added.

SUMMARY OF SVN 43 TRANSIENTS

The SVN 43 RAFS has exhibited transient behavior in space for short periods of time. The
transients occurred between the fourth and sixth months after AFS turn-on. There were five
phase transients identified to date and they are summarized inTable 1. In every case, the phase
moved in the same direction.

174



Table 1. Summary of Transients

When From AFS On Size
12/20/97 129 Days - +16 pts (non-standard codes)
1/19/98 159 Days +9.8 ns
1/22/98 162 Days +12.2 ns
1/22/98 162 Days +6.8 ns
2/9/98 180 Days +192 ns (non-standard codes)

The TKS has software logic to autonomously protect GPS users from phase transients larger than
15.84 ns. This logic activated in two of the five events listed above and is identified by the words
'hon-standard codes:' The events large enough to cause non-standard codes are evident to the
2SOPS. In these cases, the 2SOPS took action to correct the phase offset via a new Navigation
upload and restored standard codes to get the SV back on line.

The other cases are less noticeable to the 2SOPS since they fall into the normal range of errors
that are typically seen with GPS satellites over the course of a day. In these more subtle cases,
NIMA datawerethe first place we noticed the transients. After identifying a transient with NIMA
data, we went back to the MCS Kalman reports to verify there was a rise in ERD at the time of
day the NIMA data showed a transient.

12/20/97 EVENT ANALYSIS

Telemetry indicated on 12/20/97 07:22:30.0, the TKS went to 'fast loop/non-standard codes" in
response to unexpected large phase errors of greater than 15.84 ns. Six seconds later, the TKS
went to 'bpen loop" in response to the RAFS internal frequency-locked loop going out of lock.
2SOPS first made contact with the SV at 08:10 and telemetry from that contact shows the RAFS
internal frequency-locked loop in lock and all the RAFS telemetry to be nominal except for a one
LSB change of the RAFS VCXO voltage. The phase error from this contact was extrapolated
back to the time of the event (07:22:30.0) to determine that a total phase transient of +16gs was
present. This phase transient suggests that the RAFS increased frequency over some interval
enough to integrate into +16 gs of phase.

An SV memory dump performed during this contact revealed several more clues that helped in
the investigation. In particular, the last three phase error measurements were saved, and the
fourth prior phase error could be inferred. Also, since this 4th previous phase error caused the
TKS to go to 'fast loop" mode, we determined that the fifth previous phase error must have
exceeded 15.84 ns.

In addition, monitor station measurements collected just prior to non-standard codes imply the
occurrence of a RAFS transient rather than a VCXO transient. Those measurements reveal a
single measurement with a discontinuity of -114.9 ns just prior to non-standard codes. This is
exactly what would be expected with the VCXO tuned to its maximum value. A VCXO transient
would have caused several measurement outliers, rather than a single outlier, given the
characteristics of the control loop design.
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In summary, having examined all available data for the 12/20/97 event, it is clear that the RAFS
frequency standard changed frequency within a 3-second window to a very large relative
frequency offset of about 1.92e-6. The TKS went to fast loop, and 6-seconds later saw that the
'lock" bit from the RAFS was off, and then went to open loop. It appears that the RAFS
spontaneously re-locked within 10 seconds of the frequency jump, resulting in a phase error of 16
ps. The RAFS frequency returned to the pre-event level, as there were no frequency
discontinuities present in the NIMA clock data.

Prior to this event, SVN 43 ý status had been set 'Imhealthy" for testing purposes. If users had
been using SVN 43, their receivers would have measured a pseudorange error of 40m for one
epoch before SVN 43 recognized the error and effectively ceased transmission.

2/9/98 EVENT ANALYSIS

From the NIMA clock data, we derived the +192 ns permanent phase change. These data also
showed that there was no permanent frequency change. A frequency change to the VCXO could
have caused only a temporary phase change. The permanent phase change is not a multiple of the
74.6 ns RAFS cycle period of the reference timing change, ruling out the digital timing chain
components.

Again, there was no S-Band contact during the event and thus no phase error telemetry captured.
However, significantly, a one LSB change in the RAFS VCXO control voltage was observed
across the event.

Telemetry indicates on 2/9/98 22:33:13.5, the TKS went to 'fast loop/non-standard codes" in
response to unexpected large phase errors of greater than 15.84 ns. Later at 22:36:18.0, the TKS
went to 'tlow loop,' indicating the event had run its course and the phase error measurements
had stabilized.

Monitor station measurements just before non-standard codes do reveal outliers and from those
outliers, inferences can be made about the characteristics of the underlying transient in the RAFS.
For example, a 5.74 ns outlier is visible in the last monitor station measurement just prior to non-
standard codes. This implies that the measured phase error was 35.2 ns. + 1.67 ns and that the
TKS must have been in 'fast loop"

The phase error vs. time curve for the RAFS for the 2/9/98 event is not as easy to nail down as
for the 12/20/97 event. To be correct, a RAFS frequency error vs. time curve must meet the
following three conditions:

1. Integrated over time, it sums to 192 ns.
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2. The first four phase errors (derived from monitor station measurement data) induced in
the TKS loop are in the following ranges: < 3.5 ns, 3.5-15 ns., 15-25 ns., 35.2 + 1.67 ns.

3. The TKS takes about 123 epochs (1 epoch = 1.5 sec) to return to slow loop.

Given the three constraints listed above, Figure 5 shows a possible scenario in which the RAFS
frequency error peaks at 8e-9 and then is gradually corrected (epochs 0-75) until it is finally back
to its nominal frequency. The integrated frequency error vs. time is exactly 192 ns.

In summary, the 2/9/98 event looks like a less severe version of the 12/20/97 event. Since the
maximum frequency offset of the RAFS was - le-8, the RAFS internal frequency-locked loop
stayed locked, or if it ever became unlocked, the unlock condition was not detected by the SV.
The TKS protected users from - 60m URE errors by generating non-standard codes when the
phase error was < 2m (5.74 ns).

SVN 43 DATA CAPTURE ADDITIONS

Capturing phase error data is critical to help characterize the profile of a transient. As an example
of the usefulness of phase error data in characterizing a transient, the Control Segment inserted a
four-nanosecond phase step in SVN 43 in September 1997 while phase error telemetry data was
being recorded. Figure 6 is a plot of the phase error telemetry data overlaid by simulation data for
a four-nanosecond phase step. The simulation was used to verify that we have a valid model of
the effects of a phase jump in the TKS of SVN 43.

Since the noise and the transients are similar, we are sure that we have a valid model of the effects
of the phase jump on the TKS system.

The next step was to examine the difference between a phase step and a frequency step. A
frequency step was introduced into the ASIC Test Bed (ATB) during formal qualification testing
(FQT) of the software. Figure 7 contains a plot of the phase error data during the ATB frequency
step transient. A simulated frequency step was overlaid to show that the TKS simulation provides
an accurate representation of a frequency step. Figure 7 also shows a window that represents the
new phase error buffering capability described in the next paragraph. A simulated phase jump was
added to Figure 7 to show how data in the window will show the difference in the phase error
output between a frequency and a phase step.

A modification to the SVN 43 software was made to add three buffers to capture phase error
telemetry in a plus/minus 150-second window around a TKS transient. These data will be buffered
in SV memory for later dump to the ground for analysis. These buffers will be utilized to
characterize the profile of a transient. We will be able to distinguish between a frequency vs. a
phase transient, the size of the transient step, and random wander variation. The size of a phase
step is obtained directly, while the initial slope of the phase error plot determines the size of the
frequency step. Figure 7 shows the window of phase error telemetry that we can expect to
capture around a transient.
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ON BOARD TKS DATA BUFFERING CAPABILITY

On 16-August-1998, the new trace buffer capability paid off by capturing detailed information
about some TKS events. This section will show details of the investigation of the events, which
include examples of how we used the new capability, as well as other data to aid in the
investigation.

DATA CAPTURED IN TKS BUFFERS

There were a few TKS events that occurred during eclipse season in August. Analyses of these
events implicate the 10.23 MHz VCXO and not the RAFS. The new TKS Trace Buffer capability
worked very well at capturing valuable evidence to help troubleshoot the events.

The first collection of events consisted of two fast to slow loop transitions on 16-August-1998.
Telemetry indicated that the TKS entered the first Fast Loop at 01:46:21.0 GPS followed by entry
into non-standard codes at 01:46:22.5 GPS. Standard codeswererestored by ground command at
05:35:19.5 GPS, which put the SV back on-line for the users. The ERDs remained low through
this event and no upload was required prior to bringing the SV back on-line.

The second collection of events occurred toward the end of eclipse from about 23 August 1998
through 31 August 1998. These events were not visible in the ERDs, but were noticed in the
NIMA data as uncharacteristic noise in plots of frequency and first difference of phase. Further
examination of phase error telemetry uncovered some outliers that indicated noise in the TKS that
was likely caused by noise in the 10.23 MHz VCXO frequency.

TKS EVENT EVIDENCE

The following significant telemetry occurred with the 16 August event:
1) Transition to fast loop at 01:46:21.0
2) Transition to non-standard codes at 01:46:22.5
3) Transition to slow loop at 01:48:04.5
4) Transition to fast loop at 01:51:00.0
5) Transition to slow loop at 01:52:42.0
6) Ground command to standard codes at 05:35:19.5.

The TKS trace buffer showed a runoff of phase error that started around 01:30 and peaked at
01:46:21.0,where fast loop was entered when the TKS exceeded the 15.84 ns failure threshold. A
plot of the TKS trace buffers with buffer 0 and buffer 1 combined is shown inFigure 8. Fast loop
was able to track out the phase error and a transition to slow loop occurred at 01:48:04.5,but
whatever was happening with what we believe was VCXO frequency was still present. Fast loop
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again was entered at 01:51:00.0, followed by a transition to slow loop at 01:52:42. The TKS
remained in slow loop after the last transition.

2SOPS made the first contact with the SV at 02:11. Phase error telemetry from that contact
starts with a positive bias of about 4 ns. This is shown inFigure 9.

The most telling evidence of what may have happened is found in the samples of the frequency
estimate variable from the TKS trace buffer and TKS dumps. This plot is shownFigure 10. The
plot shows that the 10.23 MHz VCXO may have taken a rapid frequency change of-le-9 parts on
16 August. It appears that the VCXO frequency took a month to return to its original value. The
rapid step change in VCXO frequency on 16 August was faster than the slow loop time constant
could keep up with andthusthe transition to fast loop. Once the VCXO frequency stabilizedthe
TKS slow loop was able to compensate for it and keep it locked to the RAFS.

Another indication of noise in the TKS can be seen in the plot of the clipping count (figure 11),
which is stored in the TKS trace buffer. The clipping count shows the number of times the phase
error crossed the 3.548 ns clipping threshold. As can be seen from the plot, the counter began
incrementingbeginning with the 16 August event~and didnt stop incrementing until 1 September.
For reference, eclipse season ended on 31 August. During this whole period, the noise in the

TKS wasnt passed appreciably into the L-band as ERDs remained low and stable and non-
standard codes protected the user from the rapid change on 16 August.

The NIMA phase data did indicate some noise in the TKS that prompted us to look closer into
the phase error telemetry. In particular, the first difference of NIMA phase plot figure 12)
shows some noise in the period between 23 August and 31 August.

There were several outliers noted in the phase error telemetry during this period of noise seen in
the NIMA data. One plot shown in Figure 13 indicates the phase error grew to about 10 ns
within a ½/ hour interval.

THE INVESTIGATION PROGRESS

The investigation into the cause is still ongoing. At this point the RAFS has been ruled outsince
there was no permanent phase offset present that was present in the other RAFS-related events.
This means that the RAFS has been event free since February 9, 1998. The likely source of this
activity falls with the 10.23 MHz VCXO and that has been the focus of current investigation
effort.

CONCLUSIONS

The GPS Block II-R Rubidium Atomic Frequency Standard in SVN 43 is the best in the
constellation based on the one-and ten-day Hadamard deviations and the second quarter ERDs.
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RAFS has exhibited transients. It is still unclear whether these are only beginning of life
phenomenon.

The TKS data capture capability now available provides an internal analysis capability that
complements the external analysis capability provided by NIMA data and Naval Research Lab
GPS clock reports.

The combination of the accuracy of SVN 43 and the analysis capabilities of the data sources
insure a more accurate GPS constellation in the future. It also provides a foundation for future
satellite designs that provides a better a path to extended GPS constellation availability, integrity,
and accuracy.
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Questions and Answers

HUGO FRUEHAUF (Odetics Telecom): Have you considered taking a lot of VCXOs that you have, and
checking them in the lab for phase pops to see what their condition is as a possible clue?

THEODORE DASS ('IT): A lot of testing is done on these clocks prior to delivery, and none of the
clocks have exhibited any of these phenomena at the EG&G factory or during the RAFS life test. There
was a paper earlier that showed some frequency discontinuities in the RAFs. There has been a lot of
testing and more of the RAFs have exhibited this phenomena.

HUGO FRUEHAUF: Yes, but EG&G would only be testing the frequency standard, it would not be testing
the external VCXO, right?

THEODORE DASS: In these particular events, we do believe it is not the VCXO, but that it is the RAF.
So, we do not suspect the VCXO. Now, we did have another event on August 16th that we do suspect was
a VCXO. As my presentation was long, I did not get to it. None of the test data on the VCXOs has
shown any of what we saw on August 16th. It should have shown up in the testing if it had exhibited the
same thing we saw on-orbit
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Abstract

Ten Real-Time Active Control Points (RTACP) across Canada continuously monitor all GPS
satellites in view and generate wide area GPS corrections with an update rate of 2 s. Dual
frequency high precision geodetic GPS receivers using free running atomic frequency standards
(masers, Cs and Rb) provide pseudorange and phase measurements at I s intervals. Ionosphere-
free, carrier-phase-filtered pseudorange data are combined with rapid GPS satellite orbit
predictions and RTACP coordinates in a least-squares adjustment to determine satellite and
station clock offsets with respect to a virtual reference clock (VRC). The VRC is maintained as a
weighted mean of RTACP long-term clock models. The VRC is related to the mean GPS system
time using a long-term linear clock model with correlation time of afew days and it is traceable to
UTC (NRC). This approach mitigates the effects of instabilities of individual RTACP clocks,
eliminates clock discontinuities, and provides VRC stability better than 1O&14 for time intervals
greater than 1 day. The system provides continuous RTACP clock synchronization with RMS
residuals in the range of 0. 1-0.5 ns and real-time GPS satellite clock corrections with RMS
residuals in the range of 0.3-0.8 ns. The quality of the real-time results are presented_ and
discussed

INTRODUCTION

The Geodetic Survey Division operates the Canadian Active Control System (CACS). It comprises a
Master Active Control Station (MACS) and a network of continuously operating GPS data acquisition
stations, called Active Control Points (ACPs), which are distributed across the Canadian landmass and
track all GPS satellites in view. The GPS data from several ACPs are contributed to the International
GPS Service (IGS). The NRCan Analysis Center processes the Canadian and a portion of the global IGS
data to generate daily precise GPS satellite ephemerides and clocks, earth orientation parameters (EOP),
and ionospheric, tropospheric and terrestrial reference frame information, as well as rapid GPS
orbit predictions [1].

Ten of the CACS tracking stations (Fig. 1) have been enhanced to facilitate real-time data
communication with the processing center, forming the Canada-wide network of Real-Time ACPs
(RTACPs). Data from these RTACPs are available at the Real-Time Master Active Control Station
(RTMACS) in less than two seconds for the computation of wide area GPS corrections, which is known
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as the Canadian GPSoC service. The system architecture, data communication infrastructure, and the
real-time application software are described in [2].

The RTMACS configuration, processesand GPS9C positioning performance are described in [3] and [4].
A state-space domain algorithm is used to compute real-time corrections to the broadcast satellite orbits
and clocks using ionosphere-free, carrier-phase- filtered pseudoranges, predicted GPS satellite
ephemerides, and the RTACP station coordinates. The RTACP receiver clock offsets and a grid of
vertical ionospheric delays for a single-layer model of the ionosphere are also generated. The GPS.C
service facilitates real-time GPS positioning of about half a meter horizontally and a meter vertically,
when using geodetic quality receivers. All GPS receiver and satellite clock offsets are determined with
respect to a Virtual Reference Clock (VRC), which is maintained as a weighted mean of long-term
models of selected RTACP receiver clocks.

A description of the real-time GPS data processing, clock monitoring, and the VRC maintenance is
presented below. The real-time station and satellite clock results are compared with the precise geodetic
post-processing results produced by the NRCan Analysis Center using the global IGS network data.
Allan variances of the de-trended real-time RTACP receiver clocks and the VRC are also presented.

REAL-TIME GPS DATA ACQUISITION, COMMUN[CATIONANID
PROCESSING

The RTMACS and RTACP network is based on Hewlett-Packard UNIX servers, dedicated frame relay
communication facilities,and the Real-Time Application Platform (RTAP) technology [2]. The RTAP
has been used to implement a real-time distributed database, which uses a scan system for process
control, data acquisition and communication, a calculation engine to automate data processing within the
database, and an event manager to handle real-time events, inter-process communication, and run-time
priorities. Land and satellite communication links between the RTMACS and the RTACPs support
TCP/IP protocol with the maximum communication delays of less than 0.5 and 1.5 seconds respectively.
The necessity to use the satellite communication links in order to provide Canada wide coverage is
limiting the present GPS.C service update rate to 2 seconds.

The pseudorange and carrier-phase data represent the time delay between the GPS signal transmission
from the satellite and its detection at the receiver, as measured by the difference of the corresponding
satellite and receiver clocks. This delay can be expressed as the sum of the geometric satellite range
delay, the tropospheric delay, and the ionospheric delayl;it also includes the satellite and receiver clock
misalignment, the Selective Availability (SA), and relativistic effects. In general, the pseudorange
measurements show a noise of about 50 cm, whereas the noise of the carrier-phase data is at a centimeter
level if its cycle ambiguities can be correctly resolved.

At two-second intervals, RTACP observation history of the latest five epochs is retrieved from the
RTMACS database using criteria which minimize latency, maximize coverage, and assure input from
RTACP stations with high quality atomic frequency standards. All the GPS data for the selected epoch
are corrected to the first order for the ionospheric delay by combining the Li and L2 measurements to
mitigate any long-term ionospheric biases. However, the ionosphere-free combinations show increased
short-term noise in comparison with the Li data. The pseudoranges are then filtered using carrier-phase
by averaging the differences between the ionosphere-free pseudorange and the carrier-phase
measurements and by integrating the ionosphere-free carrier-phase. At the start of a satellite pass or
when a cycle slip is detected, the averaging and integration are restarted. As the average converges to
the ionosphere-free carrier-phase ambiguity, the noise of the filtered pseudoranges decreases to about 5
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cm. However, the averaging takes some time to converge, mainly due to the increased pseudorange
noise for satellites at low elevation angles. The detection of cycle slips is also important for the quality
of the filtered data. Only filtered pseudoranges below the noise threshold for the determination of
ionosphere-free carrier-phase ambiguities are used in the subsequent processing.

GPS satellite positions, which are interpolated from predicted ephemerides available at 15-minute
intervals, and the known RTACP station coordinates are used to compute the geometric satellite ranges
in the observation equations. The relativistic corrections are applied to and the tropospheric delays are
removed from filtered pseudorange observations using the Hopfield model for the corresponding satellite
elevation angles. In this way, only the GPS satellite and the RTACP receiver clock corrections remain as
unknowns in the observation equations, which are solved in a least-squares adjustment. The filtered
pseudoranges are assigned weights proportional to the satellite elevation angles, and the least-squares
adjustment is constrained using a priori information obtained by RTACP receiver clock modeling, as
described below.

STATION AND SATELLITE CLOCK MODELING

Polynomials of the first and second order are being used to model both the RTACP receiver and the GPS
satellite clock offsets with respect to the system reference clock. Real-time clock model parameters are
updated using a sequential scheme with clock offsets weighted as a first-order Markov process according
to their age and a given correlation time. Two models are maintained for each of the receiver and
satellite clocks to follow their short and long-term behavior. The short-term models are used to provide
a priori estimates of the receiver and satellite clock offsets in the least-squares adjustment.

First-order polynomials have been used for the RTACP receiver clocks with typical correlation times of a
few minutes and a few days for the short-and long-term models respectively. Figure 2 shows the least-
squares updates to the short-term RTACP receiver clock models, which reflect the short-term
performance of the external frequency standards used and the GPS data noise. These updates for
RTACPs with H-masers are mostly well within a 0.5 ns rangewhereas for the RTACPs with Cs and Rb
frequency standards are generally within 1 and 0.8 ns respectively.

Second-order polynomials have been used to model the GPS satellite clocks with correlation times of a
few seconds and a few days for the short-and long-term models respectively. The short-term satellite
clock models also include the effects of Selective Availability (SA). Figure 3 shows the least-squares
updates to the short-term satellite clock models, which are generally within 0.5 ns, but the lack of
pseudorange data and their higher noise for low satellite elevations at the beginning and the end of each
satellite pass are apparent.

THE VIRTUAL REFERENCE CLOCK

There are two basic approaches to the definition and maintenance of the system reference clock: (1) to
use one of the receiver clocks in the network as the system reference clock or (2) to define a Virtual
Reference Clock (VRC) as a mean of selected receiver clocks in the network. The first approach is
relatively simple to implement1 but makes the system completely dependent on a single station and its
performance, which is from -an operational point of view highly undesirable. The second approach
requires an efficient way to deal with sudden changes in individual receiver clock behavior in order to
maintain the VRC stability. The VRC stability of the real-time CACS is controlled in two steps:
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"* In the first step, the least-squares estimation of the short-term RTACP receiver clock model updates
is controlled using a priori weights reflecting the short-term model noise levels. Each RTACP
receiver clock weight is limited by a selectable maximum value. RTACP receiver clock
discontinuities due to resets are closely monitored and the affected receiver clocks are down-
weighted accordingly. No constraints are presently applied for the estimation of short-term satellite
clock model updates, although the least-squares adjustment allows for it.

" In the second step, the VRC is generated and updated as a weighted mean using de-trended long-term
RTACP receiver clock models. The a priori weights here correspond to the departures of individual
receiver clocks from their long-term models. The VRC is then referred to the mean GPS system
clock by applying the broadcast satellite clock corrections to the satellite clock offsets and using a
long-term linear clock model with correlation time of a few days to smooth any undesirable effects
of SA and other satellite clock irregularities. "Steering" of the VRC is accomplished by applying the
same bias with opposite sign to the appropriate parameters of all the clock models in the system.

The VRC is usually initialized by assigning zero weights to all but one RTACP receiver clock, which
uses an H-maser frequency standard. This represents the first step to the realization of the system
reference clock as outlined above and the VRC offset and drift with respect to the mean GPS system
clock are those of the selected RTACP receiver clock. The VRC is then "steered" in order to be aligned
with the mean GPS system clock; this amounts to introducing clock corrections similar to the broadcast
clock corrections for all the clocks in the system. Indeed, after this step the long-term satellite clock
model parameters show very good agreement with the broadcast satellite clock corrections for all the
GPS satellites using Cs clocks and the current PRN13; some modeling enhancements will be required to
obtain similar agreement for the older GPS satellites using Rb clocks. The weighting scheme described
above can then be introduced with appropriate maximum values with which an RTACP receiver clock is
allowed to contribute to the maintenance of the VRC. After a receiver clock reset detection, the RTACP
is excluded from the VRC computation for a period corresponding to the long-term model correlation
time. The 1 pps from the RTACP receiver at NRC1 is monitored and traceable to the UTC(NRC).
Operator intervention and modification of real-time CACS configuration and data processing parameters
are efficiently accomplished by means of a graphical user interface to the RTAP database.

The period between November 16 and 22, 1998 has been chosen to show timing results olbtained by the
present real-time system implementation. From November 16 to 19 the NRC I receiver clockwhich uses
the H-4 maser frequency of the Frequency and Time Standards Laboratory of the Institute for National
Measurement Standards1 was used as the system reference clock. As of November 19, the H-masers at
NRC1, ALGO and YELL, the Cs clocks at STJO and ALBH, and the Rb frequency standard at WINN
were selected to establish and maintain the VRC. The RTACP receiver clock offsets with respect to their
long-term models for the six RTACPs during the entire period are shown in Figure 4. The daily
variations of the GPS receiver clocks using H-masers are typically within few nanoseconds, whereas
those using Cs clocks show variations of about 10 to 30 ns and those using Rb frequency standards vary
in the tens to hundreds of nanoseconds depending mainly on the RTACP environment.

COMPARISONS OF THE REAL-TIME CLOCK RESULTS

The NRCan Analysis Center global GPS products have been using, most of the time, the H-maser-based
ALGO receiver clock as the reference clock in daily precise GPS satellite orbit computations, and high
quality relative receiver clock offsets are available at 7.5 minute intervals [5]. Comparisons of clock
results between independent solutions by the IGS analysis centers and NRCan show agreement at the
nanosecond level [6]. The real-time clock offsets were also referred to the ALGO receiver clock to
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facilitate direct comparisons. Figure 5 shows the differences between the real-time and the precise
relative receiver clock offsets between the stations ALGO and NRC 1 and YELL. The biases apparent in
the graphs reflect the pseudorange biases explicitly applied to the data from the given stations for the
precise NRCan post-processing. The real-time VRC offsets with respect to the mean GPS system time
are shown in Figure 6.

Allan variances of the de-trended real-time RTACP receiver clocks for the 3.5 days of data, when the
VRC was used, are shown in Figure 7. The stations equipped with H-masers (NRC 1, ALGO, and YELL)
consistently show the best clock performance. The stations using Cs clocks (ALBH and STJO) have
better long-term performance than the stations with Rb frequency standards (WINN, PRDS, and SCHE),
which show better short-term stability. The frequency of the Cs clock at CHUR was adjusted on
November 21 and as a result the receiver clock shows poor long-term performance. The VRC, which
represents the common reference, clearly shows the best of all performance with the stability better than
10-14 for time intervals greater than 1 day.

CONCLUSION

The GPS*C service of the Canadian Active Control System has been implemented to facilitate Canada
wide real-time positioning and navigation with better than 1-meter accuracy. Ten RTACPs and the
RTMACS form a distributed computer network using frame-relay land and satellite communication
links. The GPS satellite and the RTACP receiver clock corrections are computed every.2 seconds with a
latency of about 3 seconds and maintain real-time synchronization of all the clocks in the system at the
nanosecond level with respect to the VRC. The VRC is realized as a weighted mean of selected RTACP
receiver clocks and shows better than 10-14 stability for time intervals greater than 1 day. Comparisons
with precise post-processing clock results produced by the NRCan Analysis Center show agreement at a
few-nanosecond level.

ACKNOWLEDGEMENTS

The authors wish to acknowledge the important contributions to this work by their colleagues at the
NRCan Geodetic Survey Division and the NRC Frequency and Time Standards Laboratory.

REFERENCES

[1] P. T~treault, R. Ferland, J. Kouba and J. Popelar, "NRCan (EMR) Analysis Center 1997 Annual
Report to the IGS" 1997 Annual Report, Volume II, International GPS Service for Geodynamics,
IGS Central Bureau at Jet Propulsion Laboratory, Pasadena, in preparation, 1998.

[2] M. Caissy P. Hroux, F. Lahaye, K. MacLeod, J. Popelar, J. Blore, D. Decker, R. Fong, "Real-Time
GPS Correction Service of the Canadian Active Control System;' Proceedings of the 9th
International Technical Meeting of The Satellite Division of the Institute of Navigation, ION GPS-
96, September 17-20, 1996, pp. 1787-1791.

[3] F. Lahaye, M. Caissy, P. HWroux, K. MacLeod, J. Popelar, "Canadian Active Control System Real-
Time GPS Correction Service Performance Review;' Proceedings of the National Technical Meeting
of the Institute of Navigation, Santa Monica, USA, January 14-16, 1997, pp. 695-698.

191



[4] S. Skone, M.E. Cannon, K. Lochhead, P. H6roux, F. Lahaye, "Performance Evaluation of the NRCan
Wide Area Systemr' Proceedings of the 9th International Technical Meeting of The Satellite
Division of the Institute of Navigation, ION GPS-96, September 17-20, 1996, pp. 1787-1791.

[5] R.J. Douglas and J. Popelar, "PTTI Applications at the Limits of GPS,' Proceedings of the 2 6th
Annual Precise Time And Time Interval Applications and Planning Meeting, 1994, pp. 141-15 1.

[6] J. Kouba, "1997 Analysis Coordinator report;', in 1997 Annual Report, Volume I, International
GPS Service for Geodynamics, IGS Central Bureau at Jet Propulsion Laboratory, Pasadena, in
preparation, 1998.

* H-Maser
b * Cesium

,CHURSHE

•SD

Figure 1: Real-Time Canadian Active Control System network.

192



a)

_____ALGO - H-MASER

U)

2 4 6

Time in days since November 16, 1998
b)

2. ALBH - CESIUM

• 1 --
0

-Q 0
D

S)-2

o 2 4 6
Time in days since November 16, 1998

c)

2. WINN - RUBIDIUM

0

0 6

0 2 4 6

Time in days since November 16, 1998
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Questions and Answers

DEMETRIOS MATSAKIS (USNO): I just wanted to point out that the maser that you are referring to at
the USNO is a steered maser, and the steering typically varies by a little less than a nanosecond per day.
When you do the analysis that you talked about, it might be better to remove all of that. We do have the
information to trace the steered maser to an average of our masers, and it is available by anonymous FTP.

By the way we are also looking into changing a bias on it and there could be up to a 40-nanosecond
change, gradually introduced, in the near future.
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Abstract

In afirst attempt to evaluate performance of the GLONASS P-code time transfer, one-site
measurements are used to show that single-channel GLONASS precise code, combined
with temperature-controlled antennas, reduces the noise experienced by time receiving
equipment to a few hundred of picoseconds for a one-day averaging times, thus allowing
frequency comparison at a level of afew parts in 1015.

INTRODUCTION

Although not as well known as the GPS, the Russian global satellite navigation system
GLONASS possesses comparable capabilities for navigation, precise geodetic positioning
and time-transfer applications [1]. During the last few years studies of time and frequency
comparisons of remote atomic standards have seen several interesting developments
involving GLONASS: C/A-code single-channel measurements led to similar to GPS
performances for continental links; intercontinental links were affected by lack of post-
processed GLONASS precise ephemerides [2].

But the performance of single-channel GPS and GLONASS C/A-code common-view time
transfer, uncertainty of about 3 ns, is barely sufficient for the comparison of current atomic
clocks and needs to be improved rapidly to meet the challenge of the clocks now being
designed. For this reason the timing community is engaged in the development of new
approaches to time and frequency comparisons. Among them are techniques based on
multi-channel GPS and GLONASS C/A-code measurements, GPS carrier-phase
measurements, temperature-stabilized antennas, and standardization of receiver software.
This paper reports on the first test of GLONASS P-code for time transfer, and on specially
protected receiver antennas. A one-site comparison shows that for single-channel
GLONASS P-code time and frequency transfer a stability of 2 parts in 1015 is obtained over
one day (200 picoseconds/day). These results indicate that GLONASS P-code time and
frequency transfer in multi-channel mode should reach at least a stability of 1 part in 1015
over one day (100 picoseconds/day) for short baselines.
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ADVANTAGES OF GLONASS

The Russian Global Navigation Satellite System (GLONASS) was inaugurated in 1982 and
is still under development. GLONASS offers the international community in time
metrology a useful additional tool for high-accuracy time transfer. The GLONASS
constellation broadcasts a C/A-code signal free of Selective Availability (SA) and
unencrypted P-code signal, unlike the GPS P-code,which is subject to Anti-Spoofing (AS)
encryption.

The GLONASS P-code has two main advantages for precision time synchronization. First,
GLONASS P-code has a wavelength that is 1/10th that of GLONASS C/A-code and about
1/5th that of GPS C/A-code. This has the effect that GLONASS P-code pseudo-range
measurements are considerably more precise than comparable GPS or GLONASS C/A-
code measurements. Second, GLONASS P-code is transmitted on both Li and L2
frequencies, so it allows high-precision ionospheric delay measurements.

Originally GLONASS signals were broadcast on 48 frequencies (24 frequencies in the
future). in contrast to GPS, which is broadcast on 2. This causes some difficulties with the
delay biases, which vary with frequency. These, however, can be resolved, so the
GLONASS system provides the net advantage that it is less vulnerable to intentional or
unintentional jamming.

Until recently no post-processed GLONASS precise ephemerides are available. This,
however, has changed as the Scientific Assembly of the International Association of
Geodesy decided, on 3-9 September 1997 in Rio de Janeiro, to organize an International
GLONASS Experiment (IGEX) in 1998. The IGEX begun on 19 October 1998 with
participation of several tens of geodetic and timing institutions, and the first GLONASS
precise ephemerides expressed in the ITRF are already available to civil users at the end of
1998. This will make the use of GLONASS more efficient for intercontinental time links.
Other improvements will follow, among them rigorous transformation parameters between
the WGS 84 reference frame used by GPS and the PZ-90 reference frame used by
GLONASS.

ONE-SITE COMPARISON

For the determination of GLONASS frequency biases, described in the paragraph below,
and a test of GLONASS P-code time transfer, we use a one-site comparison of time
receivers. A one-site comparison calls for the computation of common views for two
independent time receivers located at the same site, connected to the same clock, and with
antennas separated by no more than several meters. Comparisons at short distances allow
the cancellation of common clock errors and certain other systematic errors. If the software
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used by the receivers is identical, no error should arise from satellite broadcast
ephemerides, antenna coordinates, or imperfect modelling of the ionosphere and
troposphere. Any constant bias measured is caused by delay differences of the two time-
receiving systems, including the receiver itself, the antenna, and the cables, and any
observed noise arises in the hardware and in multipath effects. In fact, the noise ascribed to
space factors for the comparison over several hundred kilometers is almost equally well
cancelled as that for the one-site comparisons. The particular advantage of a one-site
comparison, however, is the elimination of the clock discrepancies, so that only the noise of
the receiving equipment is observed. This can serve to characterize the receiving
equipment.

GLONASS FREQUENCY BIASES

GLONASS data are subject to a receiver bias which may be different for each GLONASS
frequency [3]. The spread of these biases across satellites can reach 15 nanoseconds and,
therefore, mask other noise sources.

Based on the data available so far, GLONASS frequency biases appear to be a function of
temperature and relate to specific receivers. But once calibrated with respect to a reference
receiver, and provided that temperatures are maintained via laboratory air-conditioning
together with a TSA antenna set-up, these values remain pretty constant and can therefore
be compensated in the software. Figure 2 shows one-site GLONASS P-code common-view
values dti, for each track i, between two time receivers, for the GLONASS frequencies
Nos. 1, 4 and 10. One can see clearly the biases between the values of dti resulting from the
use of different GLONASS frequencies. For each GLONASS P-code frequency, the
dispersion of the mean value of the dt, over the whole period of computation is of the order
of 0.8 ns.

In order to estimate the GLONASS frequency biases, let the mean value of the dti over the
whole interval of computation for the common views using the frequencyf, be written as
follows : <dt4>f. We can arbitrarily choose the frequency No. 10 as a reference frequency
and then define a bias for the frequencyf as follows:

Bf = <dt,>10 - <dti>f

The biases so estimated for the two involved receivers are listed in Table 1.
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Table 1. GLONASS P-code frequency biases with respect to frequency No 10.

GLONASS Bf
Freq. No.f /ns

1 -7.8
4 -5.4
6 -2.3
9 -0.2

10 0
12 -1.0
13 -1.1
21 -1.3
22 -0.6
24 -1.6

A TEST OF GLONASS P-CODE

In a one-site comparison test we demonstrate the improvement brought about by the use of
GLONASS P-code for common-view time transfer by comparing the results with those
obtained from GLONASS and GPS C/A-code common-view time transfers. We used a
one-site test specifically to analyze the noise of our time receiving equipment: 1) when used
with GPS and GLONASS C/A-code in single-channel and multi-channel modes, both with
and without a TSA (temperatute-stabilized antenna) antenna; and 2) when used with
GLONASS P-code in single-channel mode, both with and without a TSA antenna.

Figure 3 shows some examples of one-site comparisons over a period of about eight days
using the same pair of receivers equipped with TSA antennas throughout. We observe that
C/A code comparisons are affected by some systematic changes. The GLONASS C/A-code
data are slightly noisier than GPS C/A-code data, as the delays depend on the frequency.
After removing the bias specific to each GLONASS frequency and activating the TSA
antennas,the GLONASS P-code comparison shows outstanding performance [4].

Time deviations of one-site comparisons were computed for four cases (Figure 4):

"* GPS C/A-code single-channel without TSA antennas,
"* GPS C/A-code multi-channel without and with TSA antennas,
"• GLONASS P-code single-channel with TSA antennas and biases compensated for

different GLONASS frequencies.

Except for GLONASS P-code the level of noise for the all above comparisons is about 3
ns. The gain in stability between GPS C/A-code single-channel and a multi-channel
comparison is in line with our expectations according to the considerations reported above.
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The multi-channel comparison without TSA antennas is affected by a systematic effect
which becomes evident at about 3x10 4 second. This effect is removed when the TSA
antennas are activated. However, a smaller systematic effect with a period of several hours
persists: this may have its origin in the antenna cables. Recent data from another pair of
receivers of the same type equipped with TSA antennas exhibit no systematic effect.

The level of noise for the GLONASS P-code comparison, using TSA antennas and after
removing the bias specific to each frequency, is about 600 picoseconds. The reduction in
noise level between GPS C/A-code single-channel and GLONASS P-code single-channel
comparison is about 5. The use of GLONASS P-code in multi-channel mode should
provide an improvement in stability similar to that found for GPS C/A-code. Consequently,
the expected time stability with an averaging time of one day should be several tens of
picoseconds: this corresponds to a frequency stability of several parts in 1016. Multi-
channel GLONASS P-code time transfer will be the object of our next study as suitable
receivers are now available.

CONCLUSIONS

As GLONASS P-code, unlike GPS P-code, is available to civilian users, it is in the general
interest to take best advantage of it. There are two main reasons for this. First, GLONASS
P-code has a wavelength that is 1/10th that of GLONASS C/A-code and about 1/5th that
of GPS C/A-code, which has the effect that GLONASS P-code pseudo-range
measurements are considerably more precise than comparable GPS or GLONASS C/A-
code measurements. Second, GLONASS P-code is transmitted on both Li and L2
frequencies, so it allows high-precision ionospheric delay measurements.

As now practiced, GPS and GLONASS C/A-code time transfer are limited mainly by
hardware instabilities and, over long distances, by uncertainty in the determination of
ionospheric delays. The use of GLONASS P-code combined with the use of temperature-
stabilized antennas provides an improvement to resolve these two problems. GLONASS
post-processed precise ephemerides, necessary for long-distance links, are now available.

GLONASS P-code single-channel data obtained in the course of a one-site comparison
shows a noise reduction of 5 relative to GPS C/A-code single-channel data performance.
The use of GLONASS P-code in multi-channel mode promises a gain in stability by a
factor of about 3. Consequently for short baselines, the expected time stability for an
averaging time of one day should be of about 100 picoseconds, which corresponds to a
frequency stability of 1 part in 101 .
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Questions and Answers

GERRIT de JONG (NM Van Swinden Laboratorium): I have a question about the calibration you made
between the channels. You took channel 10 as a reference, and then you determined relative calibration
values against that frequency. Did you do the same test with another GLONASS receiver? Is the
calibration the same for every receiver or do they have to be calibrated individually?

JACQUES AZOUBIB (BIPM): It is to a specific receiver. The Frequency 10 was arbitrarily chosen. We
could have chosen another reference frequency, and it would not have changed anything concerning the
stability results we obtained.

We could have also chosen the mean value of the different frequencies and computed the bias as it shifted
between this mean value and the different values of dt(i). So the choice of Frequency 10 is completely
arbitrary.

GERRIT de JONG: Yes, but my question was not about the choice of that frequency, my question was; is
this for two receivers, the BIPM receiver and the Rogue receiver? For instance if you take two receivers,
could you get the same calibration factor or not?

JACQUES AZOUBIB: Not at all. I will read from this vugraph: "Once calibrated with respect to the
reference receiver, this value remains critical ....." Before, I said that it is a function of particular and
specific receivers. That means that for each receiver a set of biases should be computed.

DEMETRIOS MATSAKIS (USNO): Did the relative biases change with temperature? You referenced
them all to Satellite 10. Do they all go up and down together?

JACQUES AZOUBIB: We have not done any experiments. We got this information from 3S Navigation
- that the biases are related to our frequency comparator.

DEMETRIOS MATSAKIS: I wondered if the relative bias was varying with temperature between the biases
of the channels?

WLODZIMLERZ LEWANDOWSKI (BIPM): We were informed by 3S Navigation that the biases can be
affected by temperature if the receiver antenna is not protected. That is one of the reasons to develop the
temperature-stabilized antennas. Colleagues from 3S Navigation who know electronics said that these
biases are sensitive to temperature. To take the full advantage of this technology, we have to stabilize the
antenna and the receiver. If stabilized, these biases are pretty constant This is now easy to do; so this is
not a problem.

DEMETRIOS MATSAKIS: The other question I have is a little complicated. I think one of the big
exciting things that is coming out of your work will be an ability to check for calibration errors in the GPS
receivers on a daily basis. You have already talked about how you see the diurnal term in GPS receivers.
We also see 100-day or longer-term variations. I wonder if it has gone on long enough that you can see
changes that happen between the BIPM traveling GPS calibrations, so that we know that it really is GPS
varying on the longer scale and not the GLONASS.

WLODZIMIERZ LEWANDOWSKI: You underlined a very important poinmt This use of GLONASS P-
Code and the way we are doing this leads us to something extremely interesting, because it gives an
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excellent reference to calibrate other receivers, GPS, for example. This is just at the beginning. We are
on the verge of a series of GLONASS P-Code calibrations. We now have the receiver at the Paris
Observatory which will go to our laboratories equipped with GLONASS P-Code receivers. We would like
to invite you to also participate in this exercise at several laboratories in Europe. The receiver will also go
to South Africa, Australia, and Japan. There are already many laboratories equipped with these receivers.
We would like to repeat these calibrations. What we expect - maybe it is too optimistic, but we expect,
based on the knowledge of what Jacques has just shown, that we are going to sub-nanosecond calibration
of timing equipment That is very exciting. Because, right now we are at the level of several
nanoseconds, even 10 nanoseconds. The receivers delays are changing during the season, up to 10
nanoseconds.

You showed yesterday how well it is behaving. You know, it is within a few nanoseconds of UTC, so we
now have to care about one nanosecond or even better calibration. This is something which this study
gives us hope to achieve - maybe next year.

JACQUES BESER (3S Navigation): I just wanted to add a clarification. I mentioned yesterday that the
antenna pre-amplifier, of course, contains filters. Those filters come from the manufacturer with
specifications on them, and you can see that the specification basically indicates delays as a function of
frequency, and temperature. So, the manufacturer clearly states that those parabolas, if you want - as
temperature changes, not only will the entire "parabola" move up and down, which means an absolute
delay will change, also the sides of it will kind of squeeze or enlarge. So, there will be an inter-channel
frequency change frequency by frequency, as well as an absolute value. So, that was the answer to your
question.

If you saw the data I presented briefly yesterday, you saw that when we turn off one of the TSA antennas
and one of the receivers, all of a sudden you see the spreading increasing. That again showed
experimentally that the temperature obviously had an effect frequency by frequency.
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Abstract

At present using the signals of satellite navigation system for comparisons of remote docks
in common-view mode is the most popular and precise method. But its practical realization
in Russia via GLONASS signals was suspended for many years due to lack of automated
receiving system. This paper describes the vexpimental operation of automated system for
receiving of GLONASS signals in the Russian Institute of Radionavigation and Time,
StPetersburg. The results of the time scale comparisons are presented for the period from
the beginning of 1996 to the end of 1998.

INTRODUCTION

In late 1993 in Russian Institute of Radionavigation and Time (RIRT) timing receiver named
ASN-16-02 was developed on the base of its own serial GLONASS ASN-16 receiver. It meets the
requirements of Bureau International des Poids and Mesures (BIPM) Time Section [1]. To obtain the
execution of measurements and-iie-•-processing automatically the interface between receiver and
personal computer (PC) was held. This set of devices was named as Receiving and Data Processing
System (RDPS).

At the same time many platforms of the Russian State Time and Frequency Service (STFS) continue
to use for GLONASS time comparisons the serial ASN-16 receiver with additional time interval mea-
surer of the difference between receiver's internal time scale (TS) and user's clock. To provide the
execution of measurements and their processing automatically using RDPS in this case, development
of the additional interface module and software was required. The developed system is successfully
maintained in the structure of the Secondary Time/Frequency Reference of RIRT, providing
GLONASS common-view time comparisons and data exchange with other laboratories.

The present paper describes principles of construction and operation of the Receiving and Data
Processing System on the basis of ASN-16 type receiver, as well as results of its application.
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DESCRIPTION OF RECEIVING AND DATA PROCESSING SYSTEM

Modified Receiving and Data Processing System on the basis of ASN-16 type receiver provides:
- forming the current plan of measurements execution on the basis of schedules received from

BIPM and STFS;
- carrying out measirements sessions according to current plan;
- statistical processing of measurements for various variants and conditions;
- forming information for data exchange with other users in the STFS and BIPM format;
- displaying GLONASS state;
- forming an additional information about presence of satellites in visible zone for given user or

network of users;
- graphic displaying of measurements processing results and other information; monitoring of

receiver operation.

The system consists of GLONASS receiver ASN-16 or ASN-16-02 type, timing intervals measurer
(TIM), IBM - compatible PC, interface module (IMI) for connection with the receiver and interface
module (IM2) for connection with TIM both installed in PC, and software of the system. Block
diagram of the system is given in Figure 1, the view of the system - in Figure 2. Main specifications of
the system are given in Table 1.

When ASN-16 unit is used, the value of the offset between the internal TS of the receiver and
UTC (SU) - ATRcvR is determined in the receiver and then given out to PC: Simultaneously the signal
of the receiver's internal TS is sent to start input of TIM, and the signal from the user's clock is sent tc
stop input of TIM. The value of the offset between the internal TIS of the receiver and the user's clock
- ATrTm is measured by means of TIM and then transfers to PC. During subsequent processing of
results in PC the value of measured offset between the user's clock and UTC(SU) is defined:
ATMh= ATRCVR + ATri.

When ASN-16-02 unit is used the value of the offset between the user's clock and UTC(SU) -

ATRcvR = ATREF, is determined in the receiver directly and then given out in PC. In this case TIM is
used only for monitoring of receiver's internal TS generation and user's clock.

Data exchange with other users provides the reception of BIPM and STFS schedules, measurement
results from other laboratories in BIPM or STFS format, as well as forming measurements results in
given format.

"The software of the system is realized in MS DOS operational system version 5.0 using the computei
languages such as Clipper 5.01 and Borland C ++ 3.0

PROCEDURES FOR MEASUREMENTS PLANNING, PERFORMING
AND PROCESSING

Forming of current plans of measurement execution is produced on the basis of BIPM schedule,
issued two times a year, and STFS schedule, issued two times a month. The BIPM schedule foresees
the execution about 89 measurements sessions per day of 13-minute duration of each one.
However the number of sessions executing in RIRT decreases to 25-35 per day because of features
of ASN-16 receiver's operation. The STFS schedule foresees the execution four sessions per day only.

212



Planning of measurements sessions for independent operating mode of user is also possible, for
example, several sessions for each satellite over each visible zone, for described time instants, etc. In
this case forming of plan is executed on the basis of GLONASS almanac. Receiving of almanac is
carried out once a week or after getting a message from GLONASS Coordination Scientific
Information Center (CSIC) concerning system status change.

Execution of measurement sessions according to the current plan is produced in automatic mode
completely. The execution of sessions directly by operator is also possible by set of appropriate mode.

The primary processing of measurements is executed in receiver. As GLONASS navigation message
does not include model parameters of ionosphere and troposphere, the ionosphere and troposphere
delays are computed using parameters stored autonomously in the receiver. Internal delay is
determined by means of calibration of the receiver before each session.

Secondary measurement processing is realized totally by PC and is connected with getting session
estimates for time offset of user's clock against UTC(SU) and GLONASS time, as well as estimates
averaged over I day or for any other time interval. For computation of session estimates an averaging
procedure can be chosen from following alternatives: linear approximation, square approximation or
combined algorithm given by BIPM (square approximation of pseudorange measurements over
15-second sections with subsequent linear approximation over all session interval). Estimates with
averaging over I day or over desired time interval are computed using all the session estimates, for the
chosen satellite or for certain elevation angle.

RESULTS OF TIME COMPARISONS

List of laboratories, which observe GLONASS according to the STES and BIPM schedules is given in
Table 2.

The results of accuracy estimation of the laboratory's clock comparisons relative UTC(SU) and
GLONASS time in the "direct synchronization" mode and the results of accuracy estimation of
GLONASS common view comparisons between RIRT and other laboratories are given in Table 3.
These results are the minimum and maximum values obtained on the basis of the method of least
squares interpolation and linear model for time differences with one month averaging.

The presented data show that the average value of the accuracy determination of the offset between
laboratory's clock and UTC(SU) or GLONASS time in the "direct synchronization" mode is 33 ns
(discrepancy from 20 to 48 ns). The average values of the clock comparison accuracy in the
GLONASS common-view mode are 17 ns (discrepancy from 11 to 28 ns) for Russian laboratories
and RIRT and 13 ns (discrepancy from 9 to 19 ns) for foreign laboratories and RIRT. These results
correspond to the tentative uncertainty estimations for "direct synchronization" mode and common-
view mode well enough [2,3]. They show also that the comparison accuracy for Russian laboratories
are worse than the one for foreign laboratories. It can be explained by great ground antenna coordinate
uncertainties, as well as using of non-effective models for account of ionosphere and troposphere.
delays in ASN-16 type receivers.
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The increase of time comparison accuracy using this system can be achieved by standardization and
subsequent realization of BIPM requirements to GLONASS time receivers and to processing
procedures [4]:
- the use of standard formulas and parameters for calculation of ionosphere and troposphere

corrections;
- the use of ground antenna coordinates of GLONASS receivers expressed in the International

Earth Rotation Service (ITRF) in Cartesian x, y, z form and their transformations in PZ-90 frame
system using standard formulas and parameters adopted by all manufactures, or use of
transformation of broadcast ephemeredes from PZ-90 into ITRF according to a standardized set
of formulas and parameters;

- the stabilization of receiver's antenna temperature.

CONCLUSION

The automated Receiving and Data Processing System on the basis of ASN-16 type receiver
developed in RIRT provides GLONASS common-view time comparisons in accordance with BIPM
and STFS schedules and data exchange with other Russian and foreign laboratories.

The results of data processing show that the average value of the accuracy determination of the offset
between user's clock relative UTC(SU) and GLONASS time is about 35 ns (rms) in "direct
synchronization" mode. The average value of the accuracy of the remote clocks comparisons is about
15 ns (rms).

The increase of time comparison accuracy using this system can be achieved by standardization and
subsequent realization of BIPM requirements to GLONASS time receivers and to processing
procedures.
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Table 1. Specifications for Receiving and Data Processing System
on the basis of ASN- 16 type receiver

Parameter Value
Code operation C/A
Operation frequency, MHz 1600
Measurements accuracy of pseudorange, m 0,5
Measurement time, s 1
Data output rate, s 2
Error of determination of the offset between user's clock and UTC(SU), ns 50
Error of determination of the offset between remote clocks, ns 20
Continuous operating not less than, hour 24
Power supply of the receiver (DC), V 27
Power consumption, W 150
Weigh, kg 27

Table 2. Laboratories observe GLONASS according to STFS
and BIPM schedules

Laboratory Equipment
1. Laboratories observe CLONASS, according to STFS schedule:

SU (Mendeleevo, Russia) ASN-16
ACSC (Moskow region, Russia) ASN-16
IRK (Irkutsk, Russia) ASN-16
KHAB (Khabarovsk, Russia) ASN-16
NSK (Novosibirsk, Russia) ASN-16
RIRT (St.Petersburg, Russia) ASN-16-02
KHAR (Kharkov, Ukraine) ASN-16

2. Laboratiries observe CLONASS, according to BIPM schedule:
VSL (Delft, Netherlands) R-100/40T
DLR (Oberpfaffenhofen, Germany) R-100/10
RIRT (St.Petersburg, Russia) ASN-16-02
BIRM (Beijing, China) R-100/30
LDS (Leeds, UK) ISN-RX1
NIST (Boulder, Colorado, USA) R-100/30
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Table 3. Results of accuracy estimation of clock comparisons

Laboratory_ Uncertainty (rms), ns
Laboratory UTC(i)-UTC(SU) UTC(i)-GLONASS UTC(i)-UTC(RIRT)

SU 21-48 21-33 11-19
ACSC 30-42 28-42 15-26
IRK 20-39 20-34 12-21

KHAB 21-41 20-32 16-28
NSK 25-38 24-34 11-23
RIRT 26-40 25-34

KHAR 22-45 21-37 11-24
VSL 27-40 26-33 9-14
DLR 29-43 29-37 11-13

BIRM 28-39 27-35 14-19
LDS 27-44 28-42 20-33
NIST 29-38 27-33 11-17
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Abstract

IEM Kvarz and Quartzlock have devised a GPS-disciplined rubidium frequency and time standard
to 10-" level accuracy. As a result of employing unique carrier phase tracking techniques with
algorithmic weighttrig of "al-in-view" software clock techniques with an excellent OCXO or rubidium
oscillator built in, both short-term stability (STS) at 10-13 level and longten stability (LTS) to 10-14

is realized. Now IEM Kvarz and Quartlock have reduced the overall size and most importantly
introduced temperature control for both the antenna and the downconverter, receiver, and processor.
The original quad helix antenna eliminates multipath errors and the need for a choke plate, while
the downconverter at the antenna means that the coax carries only 90 MHz, so it can be very long
and thin (not short and fat for 1.5 GHz). Time output accuracy meets GPS time transfer atomic
clock comparisons at < S ns, while LTS can be little improved, and STS has wander, noise floor,
and holdover built to the 10-14 level. LEM Kvarz and Quartzlock have now exceeded even high
perormance commercial cesium stability at only 20% of its cost and the need to employ a hydrogen
maser test to maintain 10:1 integrity margin above GPS (and cesium) performance.

INTRODUCTION

IEM Kvarz and Ouartzlock have devised a GPS-disciplined rubidium frequency
standard with 10-u and time to 5ns uncertainty.

As a result of employing unique carrier phase tracking techniques with
algorithmetic weighting of 'all-in-view' software clock techniques with an OCXO
or Rubidium Oscillator built in, both short-term stability (STS) at 10-'3 level and
long-term stability(LTS) to 10-14 isrealized.

Now it is planned to reduce the overall size and most importantly to temperature
control the down converter, receiver, and processor. The original quad helix
antenna eliminates multipath errors and the need for a choke plate, while the
downconverter at the antenna means that the coax carries only 90 MHz,so it can be
very long and thin (not short and fat for 1.5 GHz). Time output accuracy meets
GPS time transfer atomic clock comparisons at <5ns, while LTS can be little

improved.
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IEM Kvarz and Quartzlock have now exceeded even high performance commercial
cesium stability at only 20% of its cost and the need to employ hydrogen masers
m test to maintain 10:1 integrity margin above GPS (& cesium) performance.

A special measurement system had to be developed to meet the requirements of
precision GPS frequency & time standards. A reference source with stability of
parts in E-15, distribution amplifier with only <10ps/PC phase stability, and very
low phase noise of -165 dBc/Hz at 100 Hz offset; extraordinary high isolation of
130dB and internal stability. of 10-s complement the phase comparator system with
1.5 10-,s resolution in a short measurement time 100 seconds.

The complete measurement system and results are described below.

Carrier phase tracking GPS enables this level to be maintained as tests at 5 & 33
days have demonstrated (5 x 1014 )

Two demonstrations show identical results at locations 2,500 km apart using the
best available national references in Germany (PTB) and Russia (IEM) for the
carrier phase tracking GPS.

Certification of the 'starting point' passive hydrogen maser in the UK by NPL
confirmed that performance to 10-14 levels in a stand alone portable unit with
required retrace is realised . Measurement capability in a 100 second
measurement time was realized at 1.5 10-.-

Using a GPS-disciplined MTI oscillator (the 250 oven version at 1000s control time
constant), time (!) error data relative to the PTB standard time were recorded in the
PTB once an hour for several weeks. Over a time interval of 33 days, the linear
regression of one-day-values (which in turn were derived from the one-hour-values)
yielded a slope of (1.008 +/- .007)ns/d.

Now the slope of the time error data is the (averaged) frequency. Thus, from these
measurements the frequency error was determined to be a systematic component of
lns/d or 1]10-1,, which corresponds to the frequency difference between UTC (PTB)
and UTC (UNSO)-to which GPS time is linked. This result could (within 33 days)
be determined with an uncertainty of only 8* i0-,,!

Another result from the data was that the one-day-values for the time error (each
calculated from 24 one-hour values) has a noise of only 3 or 4 ns. If you use these
to estimate the frequency stability as 4 ns/86400s you get 5*10-,! Even if you add
a square root of 2 for beginning and end of the day, each having their own
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uncertainty, you are still clearly better than 10-13 for the one-day-average frequency
stability.

MEASUREMENT SYSTEM - QUARTZLOCK MODEL A7 FREQUENCY AND PHASE
COMPARATOR

The two measurement inputs are called A and B. An input from the reference
source at 5 or 10MHz is connected to A and an input from the device under test
(DUT) is connected to B. The inputs A and B are actually interchangeable.

Both inputs are multiplied to 100MHz and then mixed down to 1MHz using an
internal LO at 99 MHz. As the LO is common to both channels, any phase jitter or
drift will eventually be removed when the channels are compared. The LO is
actually phase-locked to one of the inputs. The 1MHz signals are multiplied to
10MHz. The 10 MF-z from channel B is converted to 9MHz by mixing with 1MHz
signal derived from the LO. The 10MHz from channel A is mixed with the 9MHz
from channel B to give the 1MHz difference.

The basic 1MI-Iz difference signal is made available at the front panel and is then
processed further as follows:
It is filtered by a crystal filter and then multiplied by 5 to give 5MHz. This 5M-z
is available at the front panel. The filtered 1MHz difference signal is then mixed
down to 100MHz by means of a 900kHz LO-obtained division from the 99MHz
LO. This 100kHz signal is then divided by 100000 to give 1Hz pulses, which are
output to the front panel. The frequency difference multiplier may be operated in
two modes, frequency mode and time difference mode.

THE PASSIVE HYDROGEN MASER FREQUENCY SOURCE

The 5 MHz frequency output of a CHI -76 passive hydrogen maser was measured at
the National Physical Laboratory relative to two active hydrogen masers that form
part of the UK national time standard. A brief description of the measurements and
the results are provided below.

The Phase Measurements

A 5/10 MHz phase comparator (TimetechModel P/Comp 10-001/96) was used to
measure the phase differences between the 5 MHz signals from two Sigma Tau
active hydrogen masers (one Model MHM-2010, and one Model VLBA- 112) and a
CH1-76 passive hydrogen maser (serial no. 84065). The phase differences were
recorded every second over a seven-day period from 1997 August 26 (MJD 50686)
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to 1997 September 2 (MJD 50693). The performance of the phase comparator was
monitored by recording common signal inputs. Comparisons of the three hydrogen
masers relative to each other showed that the CH1-76 was the dominant source of
instabilities for averaging times of 10 seconds or greater.

THE RESULTS - FREQUENCY OFFSET FOR PASSIVE MASER CH1-76

Figure 1 shows the phase differences between the CH1-76 passive hydrogen
maser and the Sigma Tau active hydrogen maser (Model VLBA-112) from MJD
50686.5 to MJD 50693.3. The change in rate on MID 50692 is a result of steering
correction applied manually to the CH1-76 passive hydrogen maser. The mean
frequency offsets of the CH1-76 maser relative to UTC (NPL), before and after the
stee; are listed below.

MJD 50686.5 to MJD 50692.6 (CH1-76 after a cold start) mean relative fractional
frequency offset = -44 x 1 (.14

MJD 50692.7 to MJD 50693.3 (CH1-76 after manual steer) mean relative fractional
frequency offset = 3 x 10.14

THE RESULTS - FREQUENCY INSTABILITY FOR CH1-76

Figure 2 shows the phase differences between the CH1 - 76 passive hydrogen maser
and the Sigma Tau active hydrogen maser (Model VLBA -112) From MJD 50686.5
to MJD 50692.6, with a frequency offset of 38 ns/day subtracted from the data.
Note that data after the manual steer are not included. The instability in the
frequency output of the CHl-76 passive hydrogen maser for averaging times from
10 to 105 seconds was calculated from the phase measurement data using the
standard formula for the Allan variance (C/y(t)):

t=-N-2
o'2yT) = (2(N-2) i 2)-1 (x j+2 -2x i+1 + x i)

t=l

where the formula is applied to a data set of N evenly spaced points xl....xN spaced
an interval T apart. The results of the calculations are shown in Figure 3. The
values for the root Allan variances at averaging times increasing at decade intervals
are listed in Table 1, and were determined by interpolating between the calculated
results shown in Figure 3.
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Table 1
Frequency instability of passive maser CH1-76 expressed as root Allan variances
for averaging times from 10 s to 1C s

- (s) a

10 3x10-1 3

102 9 x 10"14

103 4 x 10-14

104 2 x o10"4

105 6 x 10 15

Typical Results

Figure A: Frequency and time transfer stability characteristics of GPSDO at t =
13,O00s averaging time calculated from phase data

lay MODay ax Mean
Fractional
Frequency
Offset

5.0x10'3  3.5x10.3  2.1x10.1  6.3x10.3

Figure B: Frequency and time transfer stability characteristics of GPSDOs at •r
1,000s averaging time calculated from 1PPS data

a, MODay ax Mean
Fractional
Frequency
Offset

1.0 x10.12  5.7x10 1 3 3.6x10" 1.3x10-12
10
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Fig C: Performance Characteristics of GPSDO H (Quartzlock 8A-Rb)

Characteristics GPSDO H
Mean Frequency
Offset 5.Oxl1" 13

(T 1,00Os)
Free Running
Oscillator ary 6.0x10"1

(T 1,OOOs)
Free Running
Oscillator ay 6.0x 10"14
('r=100,000s) J
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Abstract

As one of its activities as an Analysis Center in the International GPS Service
(IGS), the Jet Propulsion Laboratory (JPL) uses data from a globally distributed
network of geodetic-quality GPS receivers to estimate precise clock solutions, rel-
ative to a chosen reference, for both the GPS satellites and GPS receiver internal
clocks, every day. The GPS constellation and ground network provide geometrical
strength resulting in formal errors of about 100 psec for these estimates.

Some of the receivers in the global IGS network contain high quality frequency
references,. such as hydrogen masers. The clock solutions for such receivers are
smooth at the 20-psec level on time scales of a few minutes. There are occasional
(daily to weekly) shifts at the microsec level, symptomatic of receiver resets, and
200-psec-level discontinuities at midnight due to 1-day processing boundaries.

Relative clock solutions among 22 IGS sites proposed as "fiducials" in the
IGS/BIPM pilot project have been examined over a recent 4-week period. This
allows a quantitative measure of receiver reset frequency as a function of site. For
days and sites without resets, the Allan deviation of the relative clock solutions
is also computed for subdaily values of r.

TWO-STATION EXAMPLE

Figure 1 shows the network of geodetic-quality receivers in the International GPS Ser-
vice. A number of these use hydrogen maser frequency references, some of which have
been proposed as timing fiducials in the IGS/BIPM pilot project
(http://maia.usno.navy.mil/gpst.htil) to use the phase of the GPS carrier in time transfer
(e.g.[1f). These sites are indicated by large circles in Figure 1.

The GPS phase and pseudorange observables are modeled as
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L pr+b,+4+ 4+C,-rC+ r(1)

and
= pr +4 + Cr - e + nro, (2)

where Lo (P,-) is the measured phase (pseudorange) between transmitter x and receiver
r, pr is the range, br is phase bias, z4 is the troposphere delay, W4 is the phase windup,
C, is receiver clock, cl is transmitter clock, and vr (7-) is the phase (pseudorange)
noise. One receiver clock is chosen as a reference; all clock solutions are relative to the
reference. No a priori correlations are assumed among clock solutions.

At JPL's IGS Analysis Center, each day a subset of 37 stations in Figure 1 is selected
with good geographic distribution. Data from this subset are used to estimate precise
transmitter parameters[2]. Receiver parameters from sites not in the subset can be
determined with precise point positioning[3]. The formal error of each estimated clock
is about 100 psec (3 cm).

Figure 2 shows the Madrid, Spain (mad2) clock estimate minus the Tidbinbilla, Aus-
tralia (tid2) clock estimate during April, 1998. The difference is piecewise linear with
occasional psec-level shifts. The shifts represent a change at one of the sites, usually
a receiver-induced reset.

For this clock "baseline" the period April 17-30, 1998 is free of resets. The mad2 - tid2
difference has been de-trended for this period (the slope - about 7 nsec/day : 8 x 10-14

- is the result of a frequency offset between the two sites) and shown in Figure 3.
Except for the 0.2-nsec-level shifts - due to 1-day processing boundaries - the solution
is smooth at the 20-psec level.

IGS/BIPM CLOCK SITES, OCTOBER 1998

Information on stations in the IGS can be found at http://igscb.jpl.nasa.gov. The sites
with 4-character IDs

algo brus drao fair fort gode go12 hob2 irkt kokb mad2 mate nulib nyal nrcl onsa piel
tid2 usno ves2 wtzr yell

have been proposed as timing fiducials in the IGS/BIPM pilot project. For each day
during the 4-week period beginning October 4, 1998, we have computed the relative
clock estimates among all clock baselines, and then computed the Allan deviation C(r)

(= /•i i+2- 2 Xi+m + Xi) 2

V2(N - 2m) 2

where m = r/lr = 1,2,4,8, ...64 and r, = 300 sec is the spacing of data used in parameter
estimation. In (3), Zi indicates the i•h difference in clock estimates between the two
sites that form the baseline.

In the event that a given receiver has a sufficiently large discontinuity in its clock
during the day, the Allan deviation of that receiver with respect to any other will be
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anomalously large. This suggests that, to determine whether a given receiver had a
shift during the day, one should look at its Allan deviation with respect to all other
receivers, and choose the smallest. If this is sufficiently small, it did not have a shift
during that day.

Figure 4 gives an example for October 27, 1998. For each site indicated on the abcissa,
the values of a(r) for that site with respect to other sites are plotted as ordinates. It is
clear that four sites - fort, gode, hob2 and nlib - have variations on that day that are
large with respect to the other sites. In Figure 4 we have taken r = 600 s, although the
character of such a plot is the same for other values of r.

For each receiver, day, and r, we have computed the smallest a(r). The median values
over the 4-week period are given in Table 1. (Median is used because it is insensitive
to outliers.) On a given day, if a receiver can be paired with no other to achieve
a(r) < 10-12.9 for r = 600 s, then that receiver is assumed to have a shift during that day.
The number of such days are given as the last column in the table. Because it was
disconnected from its H maser during most of October (IGS Mail 2034, October 2, 1998,
ftp://igscb.jpl.nasa.gov/igscb/2ail/igsmail/igsmess.2034) the results for hob2 (Hobart, Tas-
mania) are indicative of the receiver's internal oscillator.

As an example, the results using this methodology for the clock at Algonquin Park,
Canada (algo) are plotted in Figure 5.

CONCLUSIONS

Of 22 sites proposed for use in the IGS/BIPM pilot project, four exhibited no resets
during the 4-week period beginning October 4, 1998. For 17 others (excluding 1 which
was using its internal oscillator), there were typically 1 to 9 days where the receiver
exhibited a reset. Allan deviations are typically logl0o (r) s -13.2 ± 0.1 at r = 300 s to
log10 o(r) s -14.2 ± 0.3 at r = 19200 s.

Acknowledgment The research described here was carried out by the Jet Propulsion Laboratory, California Institute
of Technology, under a contract with the National Aeronautics and Space Administration.
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r 300s 600s 1200s 2400s 4800s 9600s 19200s
site shift days
algo -13.32 -13.56 -13.78 -13.95 -14.14 -14.28 -14.40 0
brus -13.21 -13.27 -13.31 -13.43 -13.54 -13.53 -13.75 2
drao -13.32 -13.54 -13.73 -13.91 -14.06 -14.18 -14.32 1
fair -13.25 -13.50 -13.73 -13.89 -14.10 -14.23 -14.51 6
fort -13.02 -13.19 -13.44 -13.64 -13.71 -13.68 -13.60 9
gode -13.32 -13.49 -13.72 -13.90 -13.98 -14.05 -13.99 6
go12 -13.25 -13.49 -13.73 -13.94 -14.13 -14.26 -14.41 7
hob2 -9.20 -9.42 -9.70 -9.99 -10.30 -10.60 -10.89 23
irkt -12.69 -12.96 -13.21 -13.47 -13.66 -13.85 -13.98 10
kokb -13.20 -13.36 -13.54 -13.75 -13 93 -14.10 -14.25 4
mad2 -13.26 -13.44 -13.61 -13.82 -13.99 -14.15 -14.28 6
mate -13.25 -13.35 -13.50 -13.68 -13.84 -13.87 -13.85 9
nlib -13.27 -13.49 -13.66 -13.77 -13.99 -14.11 -14.20 4
nyal -13.14 -13.36 -13.58 -13.77 -13.93 -14.04 -13.64 8
urcl -13.28 -13.48 -13.67 -13.80 -14.00 -14.14 -14.31 3
onsa -13.28 -13.47 -13.65 -13.83 -13.98 -14.11 -14.24 3
piel -13.31 -13.53 -13.74 -13.93 -14.11 -14.32 -14.52 0
tid2 -13.13 -13.35 -13.57 -13.78 -13.92 -14.01 -14.11 0
usno -13.25 -13.50 -13.75 -13.93 -14.13 -14.33 -14.54 0
ves2 -13.31 -13.51 -13.74 -13.90 -14.04 -14.07 -14.14 1
utzr -13.14 -13.32 -13.51 -13.70 -13.93 -14.10 -14.21 1
yell -13.15 -13.39 -13.60 -13.75 -13.92 -13.98 -14.22 6

Table 1: Allan deviation log10 lo(T) as a function of site for subdaily values of r. The shift days column
counts how many days during the 4-week period beginning October 4, 1998 the receiver clock exhibited a
step function. Note that the H maser at hob2 was not connected to the receiver for nearly all of October, so
that results for it characterize the receiver's internal oscillator.
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Figure 1: The IGS network as of Oct 15, 1998. The large circles indicate sites proposed as timing fiducials

in the IGS/BIPM pilot project.
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Figure 2: The Madrid, Spain clock solution minus the Tidbinbilla, Australia clock solution, during April,
1998. The difference is piecewise linear with occasional psec-level shifts. The shifts are presumably symptoms
of changes at one or both of the sites.
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Figure 3: The Madrid, Spain clock solution minus the Tidbinbilla, Australia clock solution, for April 17-30,
1998. The difference has been de-trended (the slope is about 7 nsec/day - 8 x 10-14). Except for the
0.2-nsec-level shifts - due to 1-day processing boundaries - the solution is smooth at the 20-psec level.
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Figure 4: The Allan deviation at r = 600 s on October 27, 1998, for all baselines among the 22 proposed
timing fiducials. The figure indicates that none of the four sites fort, gode, hob2, nlib could be paired
with any site to achieve log10 or(r) < -12.9.
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Figure 5: The Allan deviation for Algonquin Park, Canada; see text for methodology. The logarithmic slope
is -0.60.
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Questions and Answers

JIM RAY (USNO): Jim, will you make this information available once you get it operational?

JIM ZUMBERGE (JPL): Yes, I think we would make it public. We are not quite ready yet.
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Abstract

During the spring of 1998 a pilot project was begun between the Bureau International des Poids
at Mesures (BIPM) and the International GPS Service (IGS) to investigate the accuracy of time
and frequency comparisons using GPS phase and code measurements. The IGS has established
a cooperative network of stations around the world which gather GPS data, analysis centers that
provide analysis products from these GPS data and other contributed data. The precision of the
data and products has made major contributions to geodynamics: and earth sciences and presents
the possibility of highly precise time and frequency comparisons.

To compare time information between two sites by whatever means requires the time of propagation
of the signal through the equipment, cables, and space to be precisely and accurately known. IGS
diffirential measurements with GPS carrier phase data are highly precise and must be accurately
calibrated in order to provide time comparisons. This paper will address the problems and possible
techniques for calibration for time comparison. Specialized equipment and GPS system simulators
will be described that calibrate from signal reception in the antenna through receiver output.

PURPOSE

During 1998 a pilot project between the International Global Positioning System Service (IGS) and the
Bureau International des Poids et Mesures (BIIPM) was established to investigate the capability of using
GPS carrier phase measurements for time transfer [1]. If this capability can be exploited, the high
precision GPS measurements that are providing new dimensions in geophysical research could likewise
provide time transfer users with an order of magnitude improvement. Such an increase is highly desirable
as a means of comparing the new frequency standards being developed at the various worldwide timing
centers. These new frequency standards are requiring a comparison capability far in excess of GPS
Common-View capabilities. For the geophysical community, the improved timing capability could be used
to relate their measurements to an accurate international time scale reference rather than using GPS Time
as the common time.

GPS receivers deployed in the IGS are used to make high precision GPS satellite carrier phase signal
measurements between receivers in the network. Careful site and equipment parameters are determined to
account for equipment delays and other effects that would degrade the high precision desired.
Considerable efforts have already been made in investigating the environmental stability of equipment and
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cabling delays that would change during or between the observation times and introduce errors [2].
However, the IGS measurements are based primarily on differential measurements between sites. Common
and fixed delays in individual sites or between sites would appear as biases which could be removed
without affecting the precise ranging measurements but would leave them ambiguous as to the actual time
delay from the satellites through the equipment. Fiducial stations are established to provide a spatial
reference within an international earth reference frame. To likewise establish a temporal reference
however, the actual delays and other effects corrupting time propagation through the equipment and
between the local time reference or clock are required. This requirement is necessary to determine
accurately the time interval from the time scale reference and maintain time epoch. The GPS receivers and
associated equipment must be precisely calibrated to permit this kind of precise and accurate, timing
measurements to be made at the IGS stations. With this calibration, time can be accurately determined
throughout the network. This effort is to examine the ability to perform this calibration and translate this
capability for use in IGS stations.

APPROACH

In precise geo-positioning the range to the satellite is described by the pseudorange equation for code
phase measurements and by the carrier phase equation for carrier phase measurements [3,4]. The equation
for pseudorange (p) is

p= R+c.(bu -B)+c.(T+I+u)

where R = geometric range, c speed of light, bu = site local clock bias, B = satellite clock bias, T =
tropospheric propagation error, I = ionospheric propagation error and u = noise term. The local clock bias
in this measurement is a combination of the internal delays in the antenna and antenna cables (Cal c),
internal delays in the receiver (Calit), and the clock offset itself (Clk), as in

bu = CalC +Calint +Clk.

The equation for carrier phase ((D,) is

(Du,s =R+c'(bu -B)+c'(T-I+u()u)+Nu,s .X

where u~u) is the noise term, which is not necessarily the same as the term in the pseudorange equation,
Nu is the ambiguous number of integer carrier wavelengths difference between the geometric range and
measured range at the receiver, and X is the wavelength of the carrier frequency. The inherent difference
between the code and carrier wavelengths and ability of the receiver to measure a fraction of the
wavelength that accounts for the carrier phase increased precision. The penalty for this increase is the
ambiguous nature of the continuous carrier frequency signal. The precise and accurate determination of
the value of Calc and Callt so that it may be applied to the traceability of time through the observational
receiver system is the object of this investigation.

SIMULATION AND RECEIVER INSTRUMENTATION

To precisely and accurately calibrate GPS geodetic receivers the approach of using a GPS satellite
simulator was investigated. Previous efforts at NRL in testing the capability of military and civilian GPS
Code receivers for timing output through the timing interface resulted in a simulator laboratory being
developed. This technique of simulating the satellite constellation signal was used in tests of
approximately 25 different types of military and civilian receivers for time dissemination using passive
reception in a stand-alone configuration. These tests and others performed in this facility have resulted in
GPS time dissemination measurements accurate to approximately two nanoseconds [5]. To be able to
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calibrate a GPS receiver to the 10 or 20 picosecond level needed for carrier phase measurements requires
the integrity and accuracy of the simulator to similar levels.

The Northern Telecom model STR 2760 simulator is used for this effort [6]. This simulator is capable of
providing Clear/Acquisition (C/A), Protected (P), or Secure P(Y) signals from up to 10 GPS satellites
simultaneously on both Li and L2 frequencies. It uses an external hydrogen maser reference signal to
avoid frequency changes during the test runs. The simulator and the associated equipment configuration
are illustrated in Figure 1. The particular times and coverage of the satellite constellation and control
commands for the simulator are provided by the Alpha workstation. In this experiment the accuracy and
precision of the simulator signals were also factors in the evaluation so the Secure mode (GPS
AntiSpoofing signal) was set to zero in the simulations described below. The other factors in signal
propagation, such as ionospheric and tropospheric errors, were also set to zero. An independent
examination of the coherent interchannel bias between the carrier and code signals using a wideband
digital sampling oscilloscope was undertaken. Each of the 20 RF output channels from the simulator were
activated individually with code-only modulation. The phase at a time marker, placed a specified delay
from the one-pulse-per-second output, was noted for each channel. The results indicated that all channels
kept the same integer and fractional phase values from the 1 PPS output. The uncertainty due the RF noise
was approximately ±200 ps. Also, each code modulation pattern was inspected to insure that the
interchannel bias was less than one nanosecond. This confirmed the simulator's capability to provide
coherent phase information to the test receivers.

The local clock used was the in-house hydrogen maser reference for the Precision Clock Evaluation
Facility. For these simulations accurate timing was not evaluated. Precision of the simulator and receivers
in the different ranging mode required coherence throughout the configuration.

Two geodetic-quality TurboRogue receivers [7] capable of receiving eight satellites on two frequencies
simultaneously were used to receive the simulated signals. Short cabling connected the receivers to the
simulator to minimize delays or uncertainties. Actual installation cable lengths and antennas would cause
greater uncertainty and will ultimately need calibration for operational use. These tests were designed to
examine the internal delays and possibility of correlating the code and carrier measurements. If these two
parameters may be sufficiently correlated without ambiguity in the calibration process, the calibration
values would be more meaningful in operation.

As an independent measure of the delays through the equipment the one-pulse-per-second (1PPS) signals
from the simulator and the receivers were collected and compared to the receiver measured values. These
data can also be used to correlate the 1 PPS generation in the receiver.

SIMULATION AND DATA REDUCTION

Two simulation runs were performed. In each run nine satellite signals were generated and data were
collected in the two receivers for approximately 1800 seconds. The 1PPS signals were collected manually
by alternately taking readings from the two receivers.

The simulator range data have a resolution of 10.0 umm. A least-squares method is used to fit a polynomial
to the simulator range data and the coefficients of the polynomial are used to calculate the simulator
filtered range data. The order of the fit is increased until the standard deviation of the fit is consistent with
the 10.0 mm resolution. The carrier phase residuals are calculated by taking the difference between the
receiver carrier phase measurements and the filtered simulator range data. In an ideal system this value
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should be equal to the integer number of wavelengths of the range when the receiver starts tracking the
satellite. Starting with the carrier phase residual data expressed in wavelengths, the integer and fractional
data are calculated. Changes in the integer part are due to cycle slips. The magnitude of the fractional part
adjusted to be less than half. Continuous carrier phase fractional data are generated, adding an integer
number of wavelengths to the carrier phase fractional data such that the absolute difference between
samples is less than a half wavelength. The integer correction for the first sample is set at zero. This
operation is necessary to correct for phase rollovers.

DATA RESULTS

Results from the first simulation run will be presented. The pseudorange residuals derived from the true
range determined from the simulation command setup and the first channel in receiver #1 is shown in
Figure 2. These residuals are uncorrected for the local clock offset; consequently, larger measured residual
values than normal are shown on the ordinate axis. The precision and relationship of the code and phase
values are being evaluated. The three pseudorange measured values, Clear/Acquisition (C/A), Precise
Code on LI (P1) and Precise Code on L2 (P2) are shown. The apparent jump in the P2 is relatively
common in these receivers. All channels and satellites received are shown in Figure 3. The grouping of
the data around the respective values shows good precision. The channel jumps are clearly shown, although
not all channels show them.

If the biases and trends are removed and shown with the carrier phase values, the result is shown in Figure
4. A wavelength of Li is shown for scale to demonstrate the precision capability of the receiver to measure
the pseudorange under ideal conditions. The truth data from the simulator are quantized at the 10 mm
level.

All pseudorange measurements from receiver two are shown in Figure 4. No jumps are evident and the
biases between the C/A, P1, and P2 values are less. The carrier phase values for all simulated satellites from
receivers #1 and #2 are shown in Figures 6 and 7 respectively. There is a bias between the pseudorange as
shown in Figures 3 and 5. The primary source of the bias is the clock error value in each receiver's
solution.

The significance of these data is the relative level of noise evident in the combination of simulator and
receiver. Clearly, this setup shows that short-term noise will not be a limiting factor in calibration down to
around 10 picoseconds. The other feature on the data is the walk in relative phase between all channels of
both receivers and the simulator. Since the excursion is evident in both sets of receiver data, the most
likely source of the phase change is in the simulator, the clock signals, or the distribution to the receivers.
Such variations will likely be among the limiting factors of any approach to absolute calibration.

The primary concern in calibration, though, will be the absolute truth of the calibration. There must be a
way to differentiate between the identical carrier cycles to be able to make a time comparison between
simulator and receiver. The TurboRogue receivers provide a one pulse per second (1 PPS) that is derived
from the receiver's internal clock. They also provide a correction in the output data stream between the
generated time of the 1 PPS signal and the receiver's best estimate of time. All reported time and carrier
phase data in the receiver are relative to this receiver clock. In principle, measurement of the I PPS against
the simulator tick and application of the data correction should provide the necessary link.

It has been reported [8] that the internal factors in the receiver design cause ambiguities in the 1 PPS which
are not corrected by the output data. Another critical factor in this approach is the 1 PPS signal itself
(Figure 8). The rise time of the signal is much greater than the few picoseconds desired in the calibration

238



process. Establishment of a specific point on the rising edge of the pulse is helpful, but even so, there is

roughly a 100:1 ration between the nanosecond rise time and 10 picosecond measurement.

SUMMARY

These results have demonstrated that the STR 2760 simulator is an exceptionally quiet signal source. It
also raises the possibility of wandering of the relative phase in the range of half a wavelength or more. The
next step in this process will be to repeat the measurements with receivers of another design to sort out the
receiver and simulator contributions to uncertainty in the absolute delay. We will also update the simulator
firmware and software to reduce the possibilities of simulator-induced errors.

Once successful calibration of directly connected receivers can be achieved with the upgraded simulato;
the next step will be to look at the complete receiving equipment. A special anechoic chamber, developed
for this purpose, will be used. The configuration is shown in Figure 9. This chamber will be used to
determine a calibration factor for the complete equipment suite from antenna to receiver output.
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Questions and Answers

JIM RAY (USNO): May I ask what you would hazard as a guess for the end-to-end absolute calibration?

JOE WHITE (NRL): I do not think I would really like to hazard one. There are so many variables that we
have not looked at thoroughly. I think it would be difficult. I believe that we probably, within our ability
to simulate signals, could get to the hundred picosecond level. Whether we can really get everything all
together and continue it, and find a receiver that is stable enough is the question. I think that probably
everybody who is going to show data today is going to show some receiver hops. We have to decide which
side of the hop is truth.

JIM RAY: It looks like great work.
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Abstract

We have conducted GPS carrier-phase time-transfer experiments between the Master Clock
at USNO in Washington, DC and the Alternate Master Clock at Schriever Air Force Base near
Colorado Springs, Colorado. These docks are also monitored on an hourly basis with two-
way satellite time-transfer (TWSTT) measurements. We compare the performance of the GPS
carrier-phase and TWSTT systems over a 167-day period. Apart from an overall constant time
offset (due to unknown delays in the GPS hardware at both ends), we find that the systems agree
within ±1 ns, with a drift of 1.9±0.1 ps/d. For averaging times of a day, the carrier-phase and
TWSTT systems have a frequency uncertainty of 2.5 and 5.5 parts in 10i 5, respectively.

INTRODUCTION

Initial analysis of GPS carrier-phase data for time-transfer applications has been extremely promising
[1]-[5]. Direct comparisons between carrier-phase and code-based common-view GPS show good
agreement at times greater than 1 day [2]. As both systems depend directly on the GPS constellation,
this is not a truly independent measure of the accuracy of the two systems. Furthermore, the noise
of the common-view technique for periods of less than a day limits the value of comparisons between
the common-view and carrier-phase techniques.

Initial comparisons between two-way satellite time-transfer (TWSTT) and GPS carrier-phase on
continental-scale baselines have also been encouraging, but have been limited because of the somewhat
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irregular TWSTT observing schedule between most timing laboratories [1]-[3]. None of these studies
has compared TWSTT and GPS carrier-phase time-transfer for periods of less than several days.
In order to evaluate the accuracy of GPS carrier-phase for these periods, more frequent TWSTT
measurements are required. In this study we have concentrated on a time-transfer experiment where
such measurements are available. Nearly hourly TWSTT measurements are made between the Master
Clock at the U.S. Naval Observatory (Washington, D.C.) and the USNO Alternate Master Clock at
Schriever Air Force Base (Colorado Springs, Colorado). These data provide an ideal opportunity to
assess both the short-term and long-term accuracy of the GPS carrier-phase time-transfer system.

TIME-TRANSFER SYSTEMS

Geodetic quality dual-frequency GPS receivers have been installed at USNO and Schriever Air Force
Base. These particular receivers simultaneously track up to 12 satellites and produce both pseudo-
range and carrier-phase measurements at 30 s intervals.

The USNO GPS receiver is supplied with an external 5 MHz reference signal from USNO (MC#3).
This master clock includes a hydrogen maser and an auxiliary output generator (AOG), see Fig. 1.
Its output is steered to a second Master Clock, which is known as USNO(MC#2). This clock is also
realized using a hydrogen maser. USNO(MC#2) defines UTC(USNO) and is the reference source
for TWSTT. The USNO GPS receiver was installed in April 1997.

The GPS receiver at Schriever Air Force Base (USNO-AMCT during these experiments) also has
an external 5 MHz reference supplied by AMC(AMC#1). This alternate master clock also contains
a hydrogen maser and an AOG distribution amplifier. It is steered to USNO(MC#2) using the
nominally hourly TWSTT data. The USNO-AMCT GPS receiver was installed in March 1998.

In order to compare the carrier-phase and TWSTT estimates between USNO and USNO-AMC, we
must know the difference between MC#2 and MC#3 at the USNO in Washington, since the former
is the reference for the TWSTT system there, while the latter drives the GPS carrier-phase receiver.
This difference is monitored using a switched/multiplexed time-interval counter. The counter is
connected to the clocks using a fiber-optic link; the measurement system has an observed diurnal
variation of about 100 ps p-p and possible seasonal drifts as large as 1 ns.

The GPS receivers at USNO and Schriever (USNO-AMCT) are part of the IGS network [6], a
cooperative, continuously operating global GPS tracking network. The data are freely available over
the Internet and can be accessed through anonymous ftp. Descriptions of all IGS sites and data
archiving procedures can be located at http://igscb.jpl.nasa.gov.

GPS CARRIER-PHASE DATA ANALYSIS

The GPS carrier-phase observable A¢• for a given satellite s and receiver r can be written as follows:

-AoA = pg + chs - chr + N,\ + pt - pi + pm + e, (1)

where individual terms are in units of length. A is the carrier wavelength, pt and pi are the propagation
delays due to the troposphere and ionosphere, pm is the multipath error, and c represents unmodelled
errors and receiver noise. Nl is the initial number of integer cycles, known as the carrier-phase
ambiguity or bias. p9 is the geometric range, or If - XfrI, where 98 is the satellite position at the
time of transmission and Xr is the receiver position at reception time. Proper determination of p.
requires precise transformation parameters between the inertial and terrestrial reference frames, i.e.
models of precession, nutation, polar motion, and UT1-UTC. Finally, 6r and 68 are the time of the
receiver and satellite clocks, respectively, in seconds.
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In order to achieve the highest precision carrier-phase results, we must model or correct all the terms
in Equation 1. We used a geodetic software package to analyze the GPS carrier-phase data [7].
Both satellite and receiver clocks are modeled as white noise, so that the estimates are uncorrelated
from epoch to epoch. The receiver clock at USNO is treated as the reference clock, and all other
clock estimates are reported relative to it. Coordinates of the GPS satellites are taken from the IGS
(International GPS Service) [6]. The effect of the ionosphere is removed by using an appropriate
linear combination of the Li and L2 phase data. Variations in the troposphere, station coordinates,
and carrier-phase ambiguities are estimated from the data. In order to minimize multipath errors,
carrier-phase data observed below elevation angles of 15 degrees are discarded.

While carrier-phase receivers typically record data at 30 s intervals, we have decimated the data
to 6-minute intervals to reduce the computational burden. Although in theory we only require the
data from the two receivers located at USNO and Schriever, in practice we have also used data from
Algonquin (Ontario, Canada) to help define the terrestrial reference frame and Goddard Space Flight
Center (Greenbelt, Maryland) to help resolve carrier-phase ambiguities. The 167-day time series can
be analyzed in 24 hours on a dual-processor 200 MHz workstation. A large fraction of that time is
spent on ambiguity resolution.

RESULTS

This comparison covers a period of 167 days. There are 39,083 GPS carrier-phase observations, or
a loss rate of 2.5% for the 167-day period (an average of 234 measurements per day). The TWSTT
measurements are made on nearly an hourly basis, with 3,105 measurements during this period (an
average of about 19 measurements per day). The USNO MC#3-MC#2 data are made available as
hourly measurements; we use linear interpolation on this data set to compute the correction to the
GPS carrier-phase measurements.

SYSTEMATIC ERRORS

Initial analysis of the carrier-phase data demonstrated that there were some difficulties with the
carrier-phase time-transfer system. The GPS receiver at Schriever frequently reset its internal clock,
at one point doing this as often as once every 5 days. These resets occur in two circumstances: when
the internal clock has drifted by more than 0.03 s or when the receiver has recorded a "clock set"
command. The first scenario should not be relevant to receivers which are connected to hydrogen
masers. The second occurs when power has been turned off or when the receiver has lost track of
several satellites, rendering it incapable of determining position. Since position is the primary output
of a geodetic receiver, the receiver resets all parameters, including the clock, and searches the sky to
re-acquire all visible satellites. Since geodetic GPS receivers were designed to be used by surveyors
and geophysicists, it was expected that the units would be used in the field on battery power. Thus,
power is frequently turned off. For laboratory use and timing applications, power outages should be
eliminated as much as possible.

We still do not fully understand why the Schriever receiver reset its clock so frequently. The Schriever
and USNO GPS receivers lost power at least three times during the 167-day period described in this
paper. But, this does not explain the remaining 16 resets, all of which occurred at Schriever. A new
GPS receiver was installed at Schriever in late October, 1998. We are currently monitoring data
from the new receiver to see if this alleviates the problem. It is possible that other factors, such as
RF interference, may be responsible for the clock reset problem at Schriever.

Large (peak-to-peak amplitude of -400 ps) diurnal signals were visible in the carrier-phase clock
estimates. Comparisons with records at USNO suggested that these periodic signals were highly

249



correlated with local air temperature. The antenna cable being used at USNO to connect the GPS
antenna to the GPS receiver was 89 m long, and nearly all of it was exposed to full sunlight. The
sensitivity of the cable delay to temperature was not known, but was thought to be in range of
0.5 to 1.25 ps/m-°C. A similar cable was tested and was found to have sensitivity of 0.53 ps/m-°C.
Assuming that 90% of the cable was exposed to a daily temperature variation of 10'C, a cable with
this sensitivity to temperature would have a 420 ps p-p diurnal change in its delay. See [8] for more
details.

In Figure 2a) we show typical carrier-phase clock estimates for the Schriever-USNO baseline. Super-
imposed on the estimates are the hourly TWSTT measurements, which indicate that the long-term
behavior of the carrier-phase estimates is in good agreement with TWSTT. Nevertheless,- the diurnal
variations in the carrier-phase estimates are readily apparent. In Figure 2b) we remove a low-order
polynomial from the time series, so that we can more directly compare to temperature records, which
are shown in Figure 2c), using a sensitivity of the cable delay to temperature of 40 ps/°C. In Figure
2d) we demonstrate that subtracting a simple correction, which depends solely on temperature, can
significantly improve the precision of the GPS carrier-phase clock estimates.

Several days after these data were collected, a new cable was installed at USNO. This cable was
expected to a have a temperature sensitivity better than 0.02 ps/m-°C. This new cable was installed
mostly in the ceiling of the building instead of on the roof where it was exposed to the elements.
In Figure 3 we show carrier-phase clock estimates directly before and after the cable was changed
at USNO. This new cable has substantially improved the stability of the carrier-phase GPS clock
estimates.

We estimated the change in the receiver delay due to the reset of its internal clock using an average
of the observations 30 minutes before and after each reset, and assuming that the local reference
oscillator was well-behaved during this period. This method is straightforward, but is obviously not
optimum - at the very least it introduces a random-walk into the long-period observations. In a
future analysis we plan to compare our current reset estimates with reset calibrations computed
using the change in the 1 Hz output pulses from the receiver.

Unlike the clock resets where the data loss is typically small (often less than a few minutes), a lengthy
power outage could produce a bias in the clock estimates that would be difficult to remove. In this
analysis, we assumed that there was no change in the clocks during power outages, which is adequate
only for short periods. In one instance (the day the new cable was installed at USNO) we did adjust
the GPS carrier-phase estimates by ~1 ns to bring the carrier-phase time series into agreement with
TWSTT. We corrected for the local MC#3 oscillator by using the calibrations provided by USNO.
Finally, we applied a 40 ps/°C temperature correction for data collected before the new cable was
installed at USNO.

Since the delay through the carrier-phase GPS receivers was not known, these data have an unknown
constant time offset with respect to the two-way observations. (This constant delay is in addition
to the time steps whenever the internal clock of the receiver is reset). We adjusted the mean of the
carrier phase data to compensate for this overall time offset.

STATISTICS

The final carrier-phase clock estimates are shown in Figure 4, along with the hourly TWSTT mea-
surements. Despite the problems we discussed in the previous section, it is clear that the corrected
GPS carrier-phase clock estimates agree well in the long-term with the TWSTT measurements.

If we difference the carrier-phase and TWSTT at common epochs (by interpolating to the higher rate
of the GPS data), we can see the agreement between the two systems is better than ±1 ns over the
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167-day period (Figure 5). The trend of the difference between the systems is 1.9±0.1 ps/d, which
is well within the uncertainty of drift in the MC#3-MC#2 measurement system at USNO.

Figure 6 summarizes the TDEV information in the two systems. For periods of less than a day, the
carrier-phase estimates are significantly more precise than the TWSTT system, with carrier-phase
TDEV of 15 to 88 ps between 6 minutes and 12 hours. At approximately one day, the two systems
overlap in TDEV, and agree for longer periods, which is consistent with their long-term agreement
in the time domain (Figure 5). The rolloff in TDEV at long time intervals is consistent with the
fact that AMC(AMC#I) is steered to USNO(MC#2). If we calculate the TDEV of the difference of
TWSTT and GPS carrier-phase, we see that nearly all the noise at periods of less than a day comes
from the TWSTT system. The combined noise of TWSTT and carrier-phase is flicker PM in nature
beyond 1 day, with a level of about 100 ps. GPS carrier-phase frequency uncertainty at periods of
less than a day is significantly better than for TWSTT, with values of 2.5 and 5.5 parts in 101i at
one day (Figure 7).

CONCLUSIONS

The carrier-phase data in the USNO-AMC/USNO link (after temperature correction) have exhibited
a stability similar to that observed using the NIST/USNO link reported in [2]. For time intervals less
than 1 day the stability of carrier phase is well below 100 ps. The high quality TWSTT link between
the AMC(AMC#I) and USNO(MC#2) provides a unique opportunity to obtain information about
the long-term stability of both links. The combined noise of the two links is at the 100 ps level.

In spite of the new antenna cable at the USNO, the carrier-phase data are undoubtedly still degraded
to some extent by thermally induced changes in the hardware delay and by the small residual time
steps due to the resets in the receiver clock. We plan to address both of these problems in the near
future.
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measurements; (b) Carrier-phase data from (a) with low order polynominal removed; (c) Local USNO air
temperature records, converted using 40 ps/0 C; (d) Carrier-phase estimates of USNO-AMC (Schriever)
minus MC-USNO with 40 ps/0 C temperature correction applied. The time series are offset with respect to
each other for display purposes only.
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Figure 3: Carrier-phase estimates of USNO-AMCT relative to USNO. Note change in diurnal signal apparent
after the cable was changed at USNO.
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Questions and Answers

JIM RAY (USNO): I just had a comment about automation. Jim Zumberge and I did not go into this in
our presentations. It is useful to keep in mind that the IGS rapid product delivery schedule starts with
data being delivered in daily batches shortly after midnight each day. That data flow goes automatically
through data centers to the analysis centers and results in the analysis centers producing their products,
sending them back to the IGS coordinator who then combines them and releases them to the public. The
total beginning-to-end schedule - this is everyday, daily - is 16 hours right now. I would say that process
is almost completely and totally automated.

From a clock standpoint, while the IGS currently only distributes satellite clocks - conceptually, there is
no difficulty in adding, in a relatively minor way, the station clock. So, I do not really regard that as a
very significant issue. My main question to you is on the one PBS statement that you made. I went to
some considerable detail to write a report - a fairly lengthy report - breaking down one such event that
was studied in excruciating detail, concluding that the one PBS monitor for the TurboRogue glitch that
we looked at, was good to probably a few picoseconds as well as the geodetic determinations could
possbly establish it - and certainly at the hundred picosecond level or better.

I for one have a tremendous interest in anything that indicates that this is not reliable. So if you have that,
I think you ought to write it up and distribute it to that larger community. It is extremely relevant.

JUDAH LEVINE (NIST): Let me explain where our comment comes from. We have sites where there are
several masers at the same site. An apparent glitch in the carrier-phase data can be estimated two
different ways. That is, we can look at what the receiver's 1PPS does, and we can now ask the friends of
the maser, say "Hello, what happened?" I do not want to put a hard number on those two numbers what
that difference is, but I would say it is not two picoseconds. It is something which we will begin to worry
about. I can get numbers for you -Lisa Nelson has the numbers. I do not remember them exactly. They
are not precisely the same number. Let me find out exactly what the number really is; but I would guess it
is more like 100 picoseconds.

JIM DeYOUNG (USNO): Judah, at some point along the line I was talking to Kristine (Larson), and I
suggested that she look at the Kalman filter estimate of the two-way data; because I think sometimes this
audience forgets that two-way is a real-time system, that we make those hourly measurements once every
hour, we get the time difference and then the hydrogen maser at the AMC is steered based on a Kalman
filter (an instantaneous Kalman filter estimate) which matches up actually quite good to the carrier phase.
At least, it is behaving normally.

JUDAH LEVINE: Remember that we are measuring - the way we have done it, the intention is to drop
out all the clocks. We are trying to compare apples against apples by a real-time measurement against a
real-time measurement. Yes, we can certainly do that. I have a feeling that may cloud the issue a bit
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Abstract

For over 10 years primary timing laboratories have used signals from the Global Positioning
System (GPS) to compare atomic timescales. The method used, the common-view of GPS satellites,
does not use the GPS system to its full potential Recently, there has been much interest in using
geodetic-quality GPS receivers for time transfer. The result has been a substantial improvement in
the precision of the resulting time and frequency transfers.

In this paper, a detailed account is presented of common-clock comparisons made at NPL between
a recently purchased Ashtech Z12-T receiver and an older Allen Osborne Associates (AOA) TTR-4P
receiver. Data collected from these geodetic-quality GPS receivers were processed using analytical
software developed at NPL Direct comparisons are made between the two receivers using both P1
and P2 coded signals, and Li and L2 phase measurements. Measured ionospheric delays were
obtained from both receivers and compared. Multipath is one of the major causes of errors in the
surveying applications of geodetic GPS receivers. Code-phase differences were used to estimate the
magnitude of code multipath present in both receivers. The principal sources of errorpresent in the
common clock measurements are discussed and possible improvements are considered. The future
direction of geodetic time transfer work at NPL is also outlined.

1 INTRODUCTION

The application of geodetic GPS techniques to frequency and time transfer has
produced some very impressive results [1],[2]. These results have increased the
interest in using geodetic GPS time transfer for international comparisons between
primary timing laboratories. One recent development has been the formation of a
joint BIPM/IGS pilot project to coordinate studies in the field [3].

The quality of geodetic GPS frequency and time transfers will, howeve:; be limited by
the delay stability of both the GPS receiver's instrumentation and that of the

associated measurement systems [4]. Other local environmental considerations, for
example the susceptibility of the receiver's antenna to multipath, will also limit the
receiver's performance.
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The post-processing of geodetic GPS data is more complicated than the processing of
data collected by other high precision time transfer methods. Only a few primary
timing laboratories have the capability to postprocess their own geodetic GPS data,
and those who do usually use commercial software.

In this paper the results of a very-short-baseline common-clock experiment between
NPL's Ashtech Z12-T and AOA TTR-4P geodetic-quality GPS receivers are
presented. NPL's development of analysis software from first principles is described.
The relative performance of NPL's GPS receivers is evaluated by using the analysis
software to compare both the code and phase data available from both receivers. By
combiningthesedata with the broadcast GPS almanac data, a detailed evaluation was
possible, including an examination of the physical processes limiting the receivers'
performance.

2 GEODETIC GPS HARDWARE AT NPL

NPL possesses two geodetic quality GPS receivers, an Ashtech Z12-T and an AOA
TTR-4P. The hardware configuration is shown in Figure 1. The Ashtech Z12-T is a
modified version of the Ashtech Z12 receiver, where the internal oscillator is
replaced by a 20 MHz external reference signal. The receiver provides 1 PPS input
and output signals, which lock the receiver's internal clock. The TTR-4P is an older
receiver widely used in primary timing laboratories. The two receivers' antennas are
located approximately five meters apart. Standard frequency and 1 PPS reference
signals for the two receivers originate from common frequency distribution and I
PPS generation units. All the receivers' input signals are referenced to NPL's Sigma
Tau Active Hydrogen Maser.

3 DATA SETS EXTRACTED FROM THE RECEIVERS

Several data sets were extracted from the receivers. RINEX data were extracted from
the Ashtech Z12-T receiver. Although in principle available, similar RINEX data
could not be obtained from the TTR-4P receiver; however, code and phase
measurements were obtained from the receiver using its "block 015" data. Both data
sets were collected with a measurement epoch of 30 seconds synchronized to GPS
time. The GPS almanac data were also extracted from the Ashtech Z12-T receiver,
which was used in NPL's postprocessing software.

4 POSTPROCESSING SOFTWARE DEVELOPED AT
NPL

The baseline between NPL's two geodetic GPS receivers is 5 m. With this limited
baseline extensive data post processing is still required to compute comparisons
between the two receivers with a measurement precision of 10 picoseconds.
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Several distinct operations are performed by the analysis software:

1) Each day's data are processed separately. The software's data input included code
and phase variables from each receiver, along with the GPS almanac data and
approximate receiver coordinates. The data are processed in 30 s blocks, which
corresponds to the measurement epoch.

2) The GPS almanac is decoded to obtain satellite coordinates, at each measurement
epoch, which were then used to calculate accurate satellite azimuth and elevation
values. Satellite azimuth and elevation angles are generated in the Ashtech Z12-T
and TTR-4P output data sets, but only with a precision of 10, which is not adequate
for the comparison of the receivers' clocks with 10-picosecond precision.

3) A first calculation is made of the relative coordinates between the phase centers of
the two antennas, using only the code variables P1 and P2, and the satellite azimuth
and elevation values calculated in step 2. A separate estimate is made at each
measurement epoch by calculating the pseudo-range differences (P1 (rr.4p)-Pl (IAtch

Z12.T)) and (P2-rr4p)-P2(Ath z12-1)) using each satellite. The antennas' relative
coordinates are then optimized to minimize the scatter between pseudo-range
differences calculated from each satellite in view. This calculation is repeated for
each measurement block, and finally a mean value for the relative coordinates is
determined.

4) Phase dataarenow introduced into the analysis. Step (3) is repeated using phase
rather than code measurements. Phase ambiguities are corrected by adding integer
cycles to the LI and L2 measurements. With these very short baselines, resolving the
phase ambiguities is relatively straightforward. Using a single day's data, the
coordinate differences between the two antennas could be determined with
sub-centimeter precision. Separate relative coordinates are calculated for the Li and
L2 frequencies to reflect the slightly different phase centers in the antennas.

5) The software is then used to generate a wide range of output parameters using the
optimized relative coordinates in the processing. These include: measured code and
phase differences between the two receivers, ionospheric delay measurements, and
receiver code/phase differences used in the study of code multipath.

5 DIRECT COMPARISONS BETWEEN THE TWO
RECEIVERS

P1 code differences, calculated between the two receivers are shown in Figures 2 and
3. P2 code differences were also calculated but are not shown here. Figure 2 shows
individual satellite tracks, while the mean value calculated from all satellites
simultaneously tracked by both receivers is shown in Figure 3. The P1 and P2 code
differences showed no obvious correlations. There is a scatter of several nanoseconds
within individual tracks; this decreases to (1-2) nanoseconds (lo) for the mean value
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averaged over all satellites. The scatter in the data appeared asymmetric, with notable
outliers. The majority of these were attributed to multipath occurring within the AOA
TTR-4P receiver, often when the satellite is at low elevation angles. The data scatter
reduces with satellite elevation angle, due in part to the increased gain of the antenna
at these angles. There was no obvious correlation between individual satellite tracks.
The scatter on the P2 data is approximately twice that on the P1 data. This is
consistent with the lower levels of received P2 signals.

The phase differences between the two receivers are shown in Figures 4 and 5. The
scatter on the phase data is noticeably lower than that from the code data, typically
10-picosecond scatter between successive measurements on the same satellite track.
The long-term variations show no obvious correlation with long-term variations in
the code measurements. Individual satellite tracks correlated extremely well (Figure

4),with a typical 20-picosecond RMS scatter (lo) between all the tracks measured in
the same epoch. This shows that the majority of the phase instabilities are correlated
between measurements from all of the satellites. The phase differences observed at
LI and L2 frequencies also agreed well (Figures 5), although there were variations of
up to 60 picoseconds in the Ll-L2 phase differences (Figure 6). The short-term
instabilities in the phase differences correlate with temperature cycling in the room
containing the receivers; this cycling has a period of approximately 30 minutes (See
Figures 4,5, and 6). The Ashtech Z12-T receiver temperature is included in Figure 5.
There was no obvious correlation with outdoor temperature. More detailed studies
are planned to isolate the causes of the phase instabilities.

6 IONOSPHERIC DELAY MEASUREMENTS

Over a longer baseline a geodetic GPS time transfer will be limited by the
effectiveness of the ionospheric delay correction. Three different methods of

measuring the LI ionospheric correction are shown here: (i) using code a(P1-P2)

differences (Figure 7); (ii) using phase a(L2-L1) differences (Figure 8); and (iii)
using single frequency code-phase 0.5(P1-L1) differences (Figure 9) calculated at

the Li frequency. (a = F2
2/(F2

2-F1
2) where F, and F2 are the transmission frequencies

of Li and L2 respectively). Absolute values of the ionospheric delay may be
obtained from the code measurements-, however, only relative ionospheric delay
changes may be obtained using the phase measurements, and the code-phase
differences. Good agreement is obtained between all three methods. The phase
measurements clearly demonstrated far less noise than on the code measurements;
this was in part due to the encryption of the GPS P-code, and in part due to phase
measurements being intrinsically less noisy. The noise on the code measurements
obtained from the AOA TrR-4P receiver was approximately half the level of noise

obtained from the Ashtech Z12-T receiver. There was no obvious bias between code
measurements obtained from different receiver channels or from different GPS
satellites; however, there was a bias of 30 nanoseconds between the coded
ionospheric measurements obtained from the Ashtech Z12-T and AOA TTR-4P
receivers. The single frequency code-phase differences are shown to be effective in
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determining ionospheric delay changes.

The differences between ionospheric phase measurement obtained from the Ashtech
and AOA TTR-4P receivers are shown in Figure 10. Variations in these plots of up to
100 picoseconds were observed which correlate with satellite elevation. This may be
due to the different relative phase patterns of the two antennas. A simple alterative
explanation is that the height component of the antenna coordinate differences may
be slightly in error.

7 MEASUREMENT OF CODE MULTIPATH

A major limitation to the use of geodetic GPS receivers for positioning applications
is multipath. Phase multipath is typically a thousand times smaller than code
multipath. The quality of the GPS code measurements is vital for the analysis of
geodetic GPS data, which may be severely degraded by code multipath. Measuring
code-phase differences from individual satellite tracks is an excellent way to identify
code multipath. The repeating GPS constellation each sidereal day enables multipath
to be observed through the repeating delay changes observed in the code phase
differences. Examples are shown in Figure 11 for data obtained from NPL's Ashtech
Z12-T receiver. The repeating code phase difference patterns were observed at both
Ll and L2 frequencies. The patterns observed were noticeably different at the two
frequencies, because multipath effects are frequency-dependent (Figures 11 and 12).
The origin of much of this multipath may well be a copper dome on NPL's laboratory
roof. The Ashtech Z12-T antenna has recently been moved; the new site will be
examined for residual code multipath.

8 FUTURE WORK

NPL has an active program to develop its geodetic GPS installation. NPL intends
to purchase another geodetic-quality GPS'receiver, enabling "three-cornered-hat"
comparisons in future. Also NPL has a 3S Navigation combined GLONASS/GPS
receiver from which the LI CA code GPS channels may be used for direct
comparisons with geodetic GPS receivers. Instrumentation delay instabilities may be
reduced through temperature control of the GPS receivers, antennas, and connecting
cables. Work is underway to improve the frequency distribution system from NPL's
Active Hydrogen Maser.

NPL is in the process of upgrading its geodetic GPS installation to meet the
requirements of an IGS station. NPL is also playing an active part in comparisons
between geodetic GPS and other high precision time transfer methods, including
TWSTFT and GLONASS time transfer.
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9 CONCLUSIONS

This paper has demonstrated that short-baseline common-clock experiment using
geodetic GPS receivers may be analyzed from first principles using relatively
straightforward software. This type of analysis may be usefully performed by primary
timing laboratories to obtain an insight into the performance of their geodetic GPS
timing receivers.

A major source of errors is due to delay instabilities within the receiver
instrumentation. The analysis described in this paper has identified the magnitude of
both the code and phase instabilities occurring between NPL's geodetic GPS timing
receivers. Other physical processes limiting geodetic GPS time transfer, including
ionospheric delay determination, code multipath, and antenna phase dispersion, have
been examined. Future work is required to optimize the receiver's performance.
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Questions and Answers

MIHRAN MIRANIAN (USNO): On the TrR4-P, were you using any kind of an elevation mask for the
ionosphere? Because it is notoriously bad for ionospheric measurements.

JOHN DAVIS (NPL): No, we were not. We were using everything that we could collect from the TTR4-P
because the Ashtech had more channels (12); the TTR4-P had eight Also, we discovered that the TTR4-
P found it slightly harder to lock onto satellites. So in reality, everything was'used. Where there was a
TrR4-P track, there was always an Ashtech. We did not use a mask. In those P-1 measurements,
everything has been included, wherein after the average including the low-elevation satellites was
measured, we could put a mask on.

MIHRAN MIRANMAN: Yes, we use them at the Observatory, and we found that anything below about 25
degrees is really useless.
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Abstract

Time and frequency transfer by GPS carrier phase, also referred to as Geodetic Time Transfer
(GemT), has been studied intensively in the frame of a collaboration between the Swiss Federal
Office of Metrology (OFMET) and the Astronomical Institute of the University of Berne (AIUB).
Two terminals equipped with geodetic GPS receivers have been built and were successfully
deployed over European baselines. The study has demonstrated the low instrumental noise of
GeTT (aY(T) = 1"3 at T = 100 s) which makes this method an ideal tool for frequency
comparisons between high performance clocks since much shorter averaging times are required
than wih GPS common view.
This new time and frequency transfer method is now to be tested over longer baselines. In this
paper we report on a transatlantic campaign between the Physikalisch-Technische Bundesanstalt
in Germany (PTB) and the US Naval Observatory, Washington (USNO). Besides the longer
baseline the choice of these two sites offers also the possibility to compare frequently GeTT and
TWSTFT.
The paper outlines the main parts of a GeTT campaign and summarizes the first results of time
and frequency transfer by GPS carrier phase between PTB and USNO.
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INTRODUCTION

The GPS Common View (CV) and the Two Way Satellite Time and Frequency Transfer (TWSTFT) are up to
now the most used methods for precise time and frequency transfer. In parallel with the development of new
types of frequency standards achieving outstanding performances, there is a demand for new tools to compare
these devices. Requiring only receiver capabilities on either side of the comparison, the CV method is
relatively simple to use. However, an averaging time of at least a few days is needed to compare the new
frequency standards at their best levels. On the other hand, the TWSTFT technique allows comparisons with
a shorter time but at the prize of heavy sending and receiving equipment on each site.

An interesting alternative to associate simplicity and precision is to use geodetic GPS receivers [1]. Since
only code information is processed in the CV technique while carrier phase information is discarded, the GPS
is not used to its full potential in time and frequency transfer. The approach to record all GPS observables
(Code CA, P1, P2, phase Li, L2) is well established in the geodesy community where these observations are
carried out routinely in the framework of the International GPS Service for Geodynamics (IGS) [2]. Powerful
tools have been developed to deal with the problem of phase ambiguity, ionospheric and tropospheric delays

* and satellite orbits. It is thus natural to seek for improvement of the time and frequency transfer by GPS in a
collaboration between the geodesy and the time and frequency communities. The recent IGS - BIPM pilot
project [3] is a perfect example of ajoint effort in this direction.

As a precursor to the IGS-BIPM project, a collaboration between the Astronomical Institute of the University
of Berne (AJUB) and the Swiss Federal Office of Metrology (OFMET) has led to the development and
construction of two terminals and the processing software for geodetic time transfer (GeTT).

CAMPAIGN SETUP

A typical configuration of a GeTT campaign is shown in Figure 1. A GeTT terminal is placed on each site
participating in the campaign. For simplicity, only two sites are drawn in Figure 1 but more stations could be
included and treated simultaneously. The local clocks to be compared provide a 5 MHz signal and a 1 PPS.
Each station acquires all 5 GPS observables every 30 s and sends the results daily to the processing center via
FTP. A detailed description of a GeTT terminal can be found e.g. in [4]. Taking into account the precise
orbits of the satellites and information on ionospheric and tropospheric delays, the processing center
computes for each observation the delay between an arbitrarily chosen reference station and all other
participants. The final GeTT results are computed 5 days after the observations when the IGS products
become available.

For the study of this paper, a first GeTT station has been placed at the PTB in Braunschweig, D. It will be
labeled PTBA throughout the paper. A second is installed at the USNO, Washington, USA, and is referred to
as USNB. The baseline between the two receivers measures 6t275 km. At the PTB, the local clock connected
to the station is a hydrogen maser (Kvarz CHI-75, labeled H2), the same clock that is used for the TWSTFT
measurement. This maser is free running and not steered to follow the local timescale. However, a local
comparison every 30 minutes between the maser H2 and UTC(PTB) allows to perform time transfer
experiments. The local clock at the USNO is also a hydrogen maser (MC2), but in contrast to the PTB
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configuration this maser is corrected once a day to follow UTC(Mean),which is a steered time--scale [7]. Local
comparisons at the USNO to connect UTC(USNO) to other stations are, therefore, not necessary. Both
stations were installed around MJD 51014 and the campaign will probably last beyond the end of 1998.

FREQUENCY TRANSFER

Let us first assess the frequency transfer capabilities of GeTT over the transatlantic baseline. Since only
relative frequency is of interest here, the local comparisons at the PTB between the maser H2 and UTC(PTB)
are not taken into account. Figure 2 summarizes the main results of this part of the study in the form of an
Allan variance diagram. The black triangles give the comparison of H2 at PTB and MC2 at USNO by GeTT.
Typical individual performances of the participating clocks are represented by diamonds (112 at PTB) [6] and
triangles (MC2 at USNO) [7]. The circles, finally, indicate a comparison between PTB and USNO by means
of GPS CV. For this purpose, out of the set of unequally spaced CV observations, one value was computed
every 6 hours.

Several important features have to be emphasized on this graph. First, for averaging times of 104 s up to
10' s, both local clocks, the masers at the PTB and at the USNO, have a relative frequency stability in the 10-
15 range and, thus, do not represent a hmiting factor for the experiment. Secondly, it has to be noted that

GeTT performs, as expected, better than classical GPS CV for all averaging times displayed. For short r (<
105 s), the improvement gained by GeTT is at least one order of magnitude. This result is of great practical
importance. If 2 clocks at the 10-14 level are to be compared, averaging times of up to 106 s (> 10 d) are
required with GPS CV, while 3.104 s (< 1 d) are sufficient with GeTT. This makes this tool suitable for the
comparison of clocks of the upcoming generation of primary frequency standards. Another important and
surprising point is the observed slope on the oy(c) plot for GeTT. The instrumental noise of CV averages
with -, indicating phase noise. For GeTT, however, the ay(t) decreases with '"r4 2, a signature for white FM.
Since both clocks are significantly below the noise level computed with GeTT, the slope -1/2 must be
ascribed to the method. While the mechanism leading to this behavior is not fully understood yet, some
elements of explanation can nevertheless be pointed out. In order to verify if the excessive noise is due to the
long baseline between PTB and USNO, a comparison with another station was undertaken. This third station,
also located at the USNO, is not a dedicated GeTT terminal but part of the IGS network [2] in which it is
labelled USNO. It is steered by a different maser than USNB. Figure 3 shows the delay between the stations
USNO and USNB as measured with GPS carrier phase. In fact, since all delays in the present setup are given
against PTBA, the difference USNB -USNO is obtained by evaluating (PTBA - USNO) - (PTBA - USNB).
Discontinuities in the delay are clearly visible in the graph at the transition between consecutive days. These
jumps are the consequence of a discrete offset correction which is calculated every day to bring the average
phase solution in agreement with the average of the code. Odd behavior of the code on a given day induces
large differences between the offset of two consecutive days and causes the observed discontinuities. A good
example of such a behavior is Day of Year (DoY) 280. If the Allan variance is calculated for a set of delays
between USNO and USNB as displayed in Figure 3, the level of noise for short -c is identical for this short
baseline to the ry(t) observed for PTBA - USNB. To make the influence of these jumps on the Allan variance
even clearer, especially for t < 104 s, data of a single day were used, thus avoiding entirely the discontinuities.
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The resulting Allan variance is displayed in Figure 4. Since no jumps are present in this subset of data, it is
not surprising that the noise level of the Allan variance is lower. But in addition to the lower noise, the slope
for - < 5 103 s is also steeper than previously. It is also interesting to note that even though the comparison
USNB - USNO is obtained over the detour of PTBA the noise is similar to the one measured in a common
clock experiment over a zero-baseline campaign (long dashes in Figure 4).

For longer baselines, however, more elements seem to be of importance. This becomes apparent in Figure 4
where the Allan variances for other comparisons with different baselines are shown as well. As before, two
IGS stations (USNO and NRC 1 at the NRC in Canada) have been used for this study. These are not
dedicated stations for time and frequency transfer but rather permanent receivers of the IGS network. Both
stations are steered by hydrogen masers. The table below gives an overview of the baselines between USNB
and the other stations.

Location Name of station Baseline with USNB (kin)
Washington, USA USNO -0
Ottawa, Canada NRC1 735
Braunschweig, D PTBA 6t275

Again, data of one day only are used to avoid the jumps described above. The lowest curve in Figure 4 is
again the comparison over the near-zero-baseline USNO-USNB. Slightly higher is the comparison between
USNB and NRC 1. For the largest baseline between USNB and PTBA, the Allan variance shows again the f
1/2 dependence even though there are no discontinuities present in the data set. It has to be noted, however,
that only one single day of data has been processed and that the behavior could vary from day to day.
Systematic measurements will be necessary to answer this question definitely.

A last striking feature in Figure 2 is the excessive noise for 105 s < r < 106 s. The contour of the ay(-c) of the
comparison for t> 3" 10' s can be reproduced perfectly by the Allan variance of a sine wave with a period of
1.45"10 6 s (16.8 d). Since this is an uncommon period for GPS measurements, it is unlikely that this
behavior is due to the GeTT method itself. Individual performances of the participating clocks, however, do
not show any evidence for an oscillation either. More investigations are required to explain the observed
excess noise, including a comparison with other stations.

TIME TRANSFER

A second important part of the study is the time transfer experiment. Besides the fact that both institutions,
PTB and USNO, maintain an excellent timescale, the choice of these sites offers the further advantage that a
TW time transfer is routinely carried out between both parties. Observations take place 3 times a week, on
Monday, Wednesday and Friday. The goal of this part is to demonstrate the time transfer capabilities of
GeTT. As already mentioned above, the GeTT terminal at the PTB is not steered by UTC(PTB),but by a free
running maser. To be able to correct for the delay UTC(PTB) - H2, a local measurement is performed every
30 minutes. The same clock H2 is also used in the TWSTFT experiment at the PTB. At the USNO, local
comparisons are not required, since the maser steering TWSTFT and GeTT is corrected to follow
UTC(USNO).
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The results of the comparison of the two timescales are represented in Figure 5. The white circles stand for
the data obtained by TWSTFT [9]. Over the displayed period of 80 d, 24 successful TWSTFT sessions were
carried out between PTB and USNO (out of a scheduled maximum of 34). Each data point represents the
average of the data collected over one TWSTFT session lasting 120 s. The black curve gives the GeTT
results of which 2880 are taken per day. To speed up the processing time, the delays are calculated every
300 s only, reducing the amount of data by a factor of 10. Uncalibrated internal delays of the GeTT terminal
have made it necessary to shift the raw data by a fixed amount of -112.9 ns to fit the GeTT results to the
TWSTFT. The third curve in gray is added to the graph to visualize the difference of transfer by GeTT and
by GPS CV. On average, 15 CV observations per day are possible between PTB and USNO. These data have
again been shifted to match the TWSTFT results (shifted data = raw data - 24.4 ns). It is easiest to analyze
the time transfer capabilities if the difference between the transfer by TWSTFT and the transfer by the
alternative method is built. The two curves of Figure 6 correspond to transfercr-r - transferrw (black
triangles, connected by a solid curve to guide the eye) and to transfercv - transferrw (white squares, connected
by a dotted line). For this graph, no averaging has been performed on the GeTT data. Displayed are simply
the differences between the GeTT result corresponding to the epoch for which a TWSTFT result exists and
the TWSTFT result itself. For the difference CV against TWSTFT, a linear interpolation was used to
compute the delay measured by CV at the epoch for which a TWSTFT result is available.

Having shifted CV and GeTT data, the absolute value in Figure 6 can not be of interest. What is more
important is the constancy of the difference and, thus, the internal delays. The delays in the GeTT terminals
seem to be insensitive to an interruption of the acquisition. On two occasions (DoY 238 and DoY 258) over
the period of interest, the method failed to acquire data continuously. The delays seem not to have changed
after the restait since no discontinuity can be observed on these days. Let us point out that the spread of the
result GeTT - TWSTFT is significantly smaller than that of the difference CV - TWSTFT. As expected,
GeTT outperforms GPS CV as a time transfer tool.

However, the difference between the time transfers by GeTT and TWSTFT respectively is drifting with an
average slope of +43 ps/d. The origin of this slope is not known. Since Figure 6 displays differences of
comparisons by two distinct methods which are steered by the same clocks, the only possible explanation for
the slope is a drift of a delay in one or the other time transfer system. Delays in the antenna and the cables are
known to change with temperature, but the coefficients for GeTT [8] are not large enough to explain the
observed slope. It is also difficult to draw conclusions from the difference CV - TWSTFT, mainly due to the
large spread of the data. More work is needed to explain the origin of the drift between GeTT and TWSTFT.

CONCLUSION

The possibility of time and frequency transfer by GPS carrier phase between the PTB, Braunschweig, D and
the USNO, Washington, USA has now been studied over a period of 4 months. The study has proven the
feasibility of this technique over transatlantic distances and shown a good reliability throughout the
campaign. The hardware of GeTT is only slightly more complicated than classical GPS CV, but for short
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averaging times GeTT outperforms GPS CV by at least one order of magnitude. The price to pay is a more
sophisticated processing of the data. However, the required tools exist and have already proven their
adequacy to handle the large amount of data in a network of over 10 stations. A frequency transfer at the level
of 10.13 for t = 300 s was possible over the 6'275 kIn long baseline of this study. At present, this limit seems
to be imposed by the data processing. As for the time transfer the results look very promising as well. The
main goal of this part of the study was to check the constancy of the different local delays. The difference of
the time transfer by GeTT and the time transfer by TWSTFT has drifted with a slope of 43 ps/d over the
period of 80 observed days. It remains unclear whether this slope must be ascribed entirely to GeTT or if the
involved TWSTFT contributes also to this difference. More work needs to be done on this. topic. It is also
important to note that in the present setup not all local delays are known and that, therefore, it is impossible
to carry out absolute time transfer. In spite of this, GeTT is certainly an interesting additional tool for time
and frequency transfer, especially due to its quasi-continuous acquisition of data which makes an
uninterrupted comparison between remote timescales possible.
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Figure 1: A typical configuration of a GeTT campaign. On each site, a GeTT terminal is installed and connected to
the local clock to be compared. Acquired data are sent daily via FTP to the processing center which delivers
the delay between the arbitrarily chosen reference station and all other participants 5 days after the
observations.
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Figure 2: Allan variance for the comparison H2 - MC2 by GeTT (black triangles), the local clocks H2 at PTB

(diamonds) and MC2 at the USNO (white triangles). The white circles represent the Allan variance for a
comparison between PTB and USNO by GPS CV (not with the same clock sources). The plain line without
symbols shows the cry(t) for a sine wave with amplitude 2.2 ns and a period of 1.45- 106 s.
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triangles). The instrumental noise of GeTT, as measured over a zero baseline in a common clock
experiment, is indicated by the long dashed line.
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Questions and Answers

JIM DeYOUNG (USNO): Perhaps I missed it, but at PTB the distance between the two-way antenna and
the clock hall is quite a long distance, 100 meters to 150 meters, or perhaps more. Can you tell me the
location of where the Ashtech - or whatever antenna you use, what is the location of it? Is it on the clock
hall?

GREGOR DUDLE (Swiss Federal Office of Metrology): It is almost in the clock hall. We use
approximately 40 meters of cable, so it is not very far away.

DIETER KIRCHNER (TUG): When you say you have carrier phase measurements every 30 seconds, is
this an average over 30 seconds?

GREGOR DUDLE: No, no. This is just the 30-second observations. We have an observation every 30
seconds.

DIETER KIRCHNER: So, there is no averaging.

GREGOR DUDLE: No.

ROBERT DOUGLAS (NRC): When you say that it is an independent measure; what is the initial point
for the integration? Because, you are integrating the carrier phase -

GREGOR DUDLE: I am not the expert on the data processing. Maybe we can discuss the data processing
problem after this session.
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Abstract

The use of GPS CIA code measurements for time transfer by means of the so-called common view
method is a widely accepted technique. The full potential of the GPS system for time and frequency
traWer is, however, only exploited by using all phase and code observables from all satellites in
view. Geodetic processing techniques, adapted to the spedfic requirements to process data from
specially modyfed geodetic receivers, will be presented. We will also discuss the requirements for
the receivers, and the control as well as the calibration of instrumental delays. The potential of the
technique will be illustrated by laboratory exeriments and measurement campaigns on continental
and intercontinental baselines.

INTRODUCTION

The GPS has been used for many years by the time and frequency community to compare
clocks over long baselines. The predominant technique in this field is the so-called common-
view method. This technique uses C/A code pseudorange measurements in order to estimate
the receiver clock offset with respect to GPS time at each station. To compare clocks of
two timing laboratories the corresponding clock offsets registered at the two stations are then
simply differenced a posteriori. The term "common-view" reflects the fact that the observation
scenarios are arranged in a way that the two stations of a baseline observe the same satellite
simultaneously. In this configuration the predominant errors, namely the satellite orbit and
the satellite clock error, are to a great extent "common" to both stations and thus reduced
considerably.

Results from single-frequency, single-channel receivers show routinely an accuracy of several
nanoseconds over a 13-minute pass and a frequency stability of a few parts in 10-"4 over one
day [11.

Many extensions of the common-view technique have been conceived over the past years. They
all try to overcome one or several basic limitations of the classical common-view approach by
using:
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"* multichannel receivers to observe several satellites simultaneously,

"* P-code receivers to reduce the intrinsic measurement noise,

"* dual-frequency receivers to measure the ionospheric delays.

In the early days of GPS, the geodetic community recognized that the system offers a much
more precise observable than the code pseudoranges, namely the reconstructed carrier phases.
Geodetic GPS receivers therefore record C/A-, and P-code on both frequencies as well as the
carrier phases on both frequencies. In contrast to the common-view technique the raw data
are stored at each station, and then collected and processed in a central processing center.
The position uncertainties obtained for global networks of stations are of the order of 1 cm
[21. Since receiver clock errors are closely related to position errors, the use of geodetic GPS
techniques for precise frequency and time transfer has been suggested a long time ago [3].
During the last years several groups started to publish results (see e.g. [41, [51).

Recent progress in the field stipulated the setup of the IGS/BIPM Pilot Project to Study
Accurate Time and Frequency Comparisons in December 1997 [61. This joint project of the
International GPS Service (IGS) and the Bureau International de Poids et Mesures (BIPM)
wants to exploit the potential of the IGS network and analysis centers by a) using the precise
orbit and position information from the IGS and by b) including geodetic-type GPS receivers
at timing laboratories into the IGS processing schemes.

In this paper we describe the principles of the geodetic GPS processing for time and frequency
transfer. We also discuss the problem of tying the receiver internal clock to the external clock,
and emphasize the necessity to monitor and control all types of delays. Finally, for time transfer
results on long baselines we refer to a separate communication of these proceedings [71.

GEODETIC GPS PROCESSING FOR TIME AND FREQUENCY
TRANSFER

The C/A- and/or the P- or Y-code, as registered by receiver i at time t, from satellite j, is
defined as follows:

where

ti is the arrival time, or observation time, of a signal as measured by the clock of receiver i.

ri is the transmission time of the same signal, measured in the time frame of satellite j.

The pseudorange pi may be related to the slant range pi at time t, and to the delays due
to the Earth's atmosphere. The slant range is the geometrical distance between receiver at
observation time ti and the position of the satellite at time 7,':

g = P C-A'+ C . At,+ Ap + (1)

where

c is the speed of light,
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= -I jr-(4)- R(t4)1, r(74) being the satellite position at transmission time, FA(t,) being the position

of receiver i at time t,,

Ar- is the error of the satellite clock w.r.t. a theoretical GPS-time,

At, is the error of the receiver clock w.r.t. GPS-time.

A,,t,. is the delay of the signal due to the neutral atmosphere (tropospheric refraction), and

Apý. is the delay of the signal due to the ionosphere (ionospheric refraction).

Geodetic receivers also record the reconstructed carrier phase o of the received signal. The
essential difference of phase vs. code is (a) a much higher precision (rms error of about one
millimeter compared to an rms of about one centimeter for the P-code), and (b) an unknown
number N,' of entire cycles of carrier phase.

As the receiver keeps track of the integer number of cycles as a function of time, only one initial
phase ambiguity number N•" is needed per satellite pass. An additional difference between code
and phase concerns the sign of ionospheric refraction: a signal delay corresponds to a phase
advance. This leads us to the following phase observation equation:

where Ni is the initial phase ambiguity parameter for satellite j and receiver i.

Eqns.(2) and (1) immediately reveal that the receiver clock errors (wx.t. to GPS-time) can be
determined under the provision that all remaining terms can either be accurately determined
from the data or may be inferred from an independent source. In order to compare two
receiver clocks the difference of two quasi-simultaneous observations of the same satellite by
two receivers i and k may be formed. This difference will no longer contain the satellite clock
error.

It is essential that each receiver makes measurements to several satellites (ideally to all in view)
quasi-simultaneously ( "quasi" says that simultaneity can only be achieved apart from (small)
receiver and satellite clock errors).

Given the much higher precision of the phase observable we would like to directly use Eqn. (2)
to derive the receiver clock error Ati. It is, however, impossible to solve for the initial phase
ambiguities N, at this point. The phase measurements alone thus provide information about
the behavior of the receiver clock (w.r.t. to GPS-time or in the case of single differences wxr.t.
to a second receiver clock), but there remains an unknown "calibration" constant. However,
the phase measurements provide all information we need to perform frequency transfer!

For time transfer the code observations are mandatory in order to determine the phase
ambiguity. We note, however, that the low precision code measurements are used to determine
a few parameters only. In other words we could also say that all code observations of an
uninterrupted measurement series (which may last weeks) are used to estimate a single clock
offset parameter for the beginning of the series.

In the actual processing we take advantage of the IGS network by taking all the geometrical
information from the IGS products.

Figure (1) shows a short interval of a clock comparison between two hydrogen masers at USNO
as estimated from P-code measurements (P3) and from carrier phase measurements (13). The
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Figure illustrates the dramatic difference in the intrinsic precision of the two observables. This
is also reflected in the Allan deviation for the same data given in Figure (2).

ACCESSING THE RECEIVER CLOCK

There is one fundamental question common to all GPS techniques trying to compare clocks:

How can we relate the receiver internal time tags to the external signals of the clock to be compared?

It is important to notice that the epochs used in the GPS data processing are receiver internal
epochs which are related (via software) to a receiver internal hardware clock. This hardware
clock is not directly accessible in most geodetic GPS receivers! Clock estimates from geodetic
GPS receivers are therefore first of all estimates of (virtual) internal clocks only!

There are in principle two possibilities to tie this internal clock to the laboratory clock to be
compared: a) by forcing the receiver clock to operate synchronously with the laboratory clock,
or b) by measuring clock signals from the internal clock with respect to the external clock.

Many geodetic GPS receivers possess an option to syntonize their internal time base with an
external time base by means of a frequency input. Technically this syntonization has to be
performed very carefully in order not to compromise the phase stability of the external time
base (e.g by the phase noise of phase locked loops). The use of this external frequency input
thus allows one to compare frequencies of laboratory clocks.

In order to compare time we must, in addition to the syntonization, either synchronize the
receiver internal clock and the laboratory clock, or measure the phase of the receiver clock
with respect to the external clock. Currently geodetic receivers are generally not fitted with
either a 1 PPS synchronization input or a 1 PPS output. (The steered 1 PPS 'GPS time' output
of some receivers should not be confused with a 1 PPS output of the internal clock!)

For our experiments we decided to fully synchronize the receiver clock with the external clock.
This approach eliminates the necessity of an external time interval counter and the associated
data logging hard- and software. We built two geodetic time transfer terminals (GeT7 terminals)
around custom modified Ashtech Z12 receivers. The receivers have a 20 MHz and a 1 PPS
input, allowing complete replacement of the internal clock by the external laboratory clock.
For details see [81. The modified receivers were marketed as Ashtech Z12-T and an upgraded
version will soon be available under the name Z12-Metronom.

CONTROLLING LOCAL RECEIVER DELAYS

When using zero- or single-difference GPS observations for time transfer, each single delay
from the receiver antenna phase center to the point where the observables are measured has
to be taken into account. This is different for the standard geodetic techniques where the
so-called double-differencing eliminates all receiver internal delays in the processing.

Local delays are not critical as long as they are stable over time. In the case of frequency
comparison constant delays are of no influence at all. For time comparison between laboratory
clocks the receiver internal as well as the external delays (e.g. cable delays) have to be
calibrated. The simplest approach is to calibrate an ensemble of GeTT terminals by mutually
comparing them with their 1 PPS input connectors as reference points. This is performed by
driving two or more terminals by the same clock on a short baseline of a few meters.
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The crucial point, especially for time transfers, is the long-term stability of the local delays.
For most delays it is very difficult to measure them in a direct way during the observations. We
may therefore try to either stabilize them by some means, or correct for the variations in the
processing by means of a calibrated model of their dependency on environmental parameters.
We use a mixture of both approaches, depending on the type of delay.

Three major delays may be distinguished: a) the delay through the antenna and the associated
preamplifier, b) the delay through the cable from the antenna to the receiver, and c) the receiver
internal delays. The variation of these delays depends, to the first order, on the variation of
the ambient temperature only. Figure (3) shows the measured temperature dependency of two
antennas of the same type (Dome Margolin) for code and phase observations. Measurements
for the standard RG213 antenna cables have shown variations of up to 1.44 ps/C/m. For the
Z12 receiver internal delays we measured variations of up to 165 ps/aC. For details see [81;
extensive measurements may also be found in [91.

Antenna delay variations may be minimized by thermally stabilizing the preamplifier. Com-
mercial versions of stabilized antennas are available, e.g. from 3S Navigation. We decided to
measure the antenna temperature continuously and to apply corresponding corrections in the
processing on the basis of a calibrated model.

In many cases the antenna cable is the most critical element. This may be surprising, but
unprotected cables on rooftops can easily exhibit seasonal delay variations of up to 0.1 ns
per meter of cable! There are simple remedies like using so-called "phase-stabilized" cables,
minimizing the length of cable submitted to the outside environment, and protecting the cables
from direct sunlight.

The variations of the receiver internal delays may be very different for different types of
receivers. In the case of the Ashtech Z12 we simply stabilize the temperature of the receiver to
about 0.10C by means of a small thermal chamber. The same chamber also serves to stabilize
all clock signal distribution electronics.

RESULTS

There are two types of results to report on: a) results from a time transfer experiment on an
intercontinental baseline, and b) results from clock comparisons within the existing global IGS
network.

Since July 1998 two GeTT terminals have been continuously operating on a transatlantic baseline
between the US Naval Observatory (USNO), Washington, and the Physikalisch Technische
Bundesanstalt (PTB) in Germany. The hydrogen masers driving the terminals at both sites are
simultaneously compared via GPS common-view, and TWSTFT. The campaign is a collaboration
between the Astronomical Institute of the University of Bern (AIUB) and the Swiss Federal
Office of Metrology (OFMET). First results are reported in a separate communication of these
proceedings [71.

The Center for Orbit Determination in Europe (CODE), an IGS analysis center located at the
AIUB, has been routinely determining precise satellite and receiver clocks in the IGS network.
Since July 1998 a dedicated time and frequency comparison subnet is processed separately. It
contains sites of the IGS net, as well as a series of stations of dedicated campaigns (e.g. the
USNO-PTB campaign). Figure (4) indicates the locations of the stations of this subnet. The
processing scheme is arranged in a way that only station clock parameters are estimated while
using CODE final IGS products for all remaining parameters. The results are accessible on
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the CODE anonymous FTl, and shall soon be available as official products in the framework
of the IGS/BIPM Pilot Project.

Figure (5) shows Allan deviations for a set of clocks in the mentioned subnet. The maser at
PTB was (arbitrarily) chosen as a reference. The results clearly demonstrate that a frequency
comparison at the 10-14 level on global baselines is achievable after a few hours. On the
other hand the slopes of the Allan deviations show that the frequency transfer process is
not dominated by pure phase noise (the slopes are roughly -0.5 instead of -1.0). This may
indicate correlations between the clock estimates and other parameters like tropospheric delays.
Although the slopes for very short baselines are close to -1 (see Figure 2), there is no obvious
dependency from the baseline length on long baselines. Further investigations are necessary to
identify the potential correlations, and to improve the models.

CONCLUSIONS

A dedicated time and frequency comparison subnet is processed at the IGS CODE analysis
center. Carrier phase and pseudorange observations are processed with geodetic techniques
using the precise orbit and position information from the IGS. Frequency comparisons of
H-masers on global baselines at the level of 10-14 over a few hours are routinely achieved.

For time transfer two terminals were developed, and their internal delay variations carefully
analyzed. Since July 1998 these terminals are continuously operating on a transatlantic baseline
between USNO, Washington, and the PTB in Germany. The comparison with TWSTFT is very
promising.
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Figure 1: Comparison between 2 hydrogen masers at USNO, as estimated from P-code (P3) and
carrier phase (L3) measurements.
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Figure 2: Allan deviation for the data given in Figure (1) using 24 hrs of data. Both Figures (1)
and (2) reflect the difference in the intrinsic precision of" the two observables.
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Figure 4: Locations of stations used in the time and frequency comparison subnet since July 1998,
comprising IGS sites and stations from dedicated campaigns.
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Questions and Answers

GERARD PETIT (BIPM): I have one comment You looked pessimistic when you plotted limitation on
the Allan Deviation plot If you used the Modified Allan Deviation it would look much lower.

THOMAS SCHILDKNECHT (University of Bern): That is true, yes.

GERARD PETIT: You should really use a Modified Allan Deviation so that it looks like you have a much
larger margin relative to the instrumental measurements.

THOMAS SCHILDKNECHT: You are referring to that one or to the last one? You mean this one?

GERARD PETIT: Yes. Actually, if you plot it in the Modified Allan Deviation you have a much larger
margin

THOMAS SCHILDKNECHT: Yes, that is true. I agree. We should have plotted that in Modified Allan
Deviation.

DIETER KIRCHNER (TUG): I think it would only look better in the Modified Allan Deviation plot if you
have white PM. It seems not to be a white PM. It slopes a bit Maybe you would not gain too much.

THOMAS SCHILDKNECHT: It is not really a slope of minus 1 in this diagram, I agree. But, it is close
to minus 1. There is a big difference between this 750 kilometer baseline; it is not minus one, but also it
is not minus a half. On the long baseline, it is minus a half. So, that is something we have to look into.
There is certainly a correlation between the clock errors we estimate on the long baselines and other
parameters in the processing link to troposphere modeling and other ones; we know that. We have to do
our homework to look at these correlations.

Until now, nobody within the geodetic community was interested in looking at these correlations because
they just wanted to get rid of the clocks, and get rid of the troposphere because they were interested in the
geometry.

MARC WEISS (NIST): If the code lock moves because of delay changes over long periods of time, say
days, weeks, or months, will that pull the carrier phase transfer as well?

THOMAS SCHILDKNECHT: Yes, it will. Because, if we have, let us say, a power failure or a complete
reset on one of the receivers, we have to reinitialize the ambiguities; so we can not just connect everything
at the phase level. This reinitialization of the phase ambiguity - I mean, for that, we definitely need the
code. If the code is wrong or has a jump, or whatever, an offset, it will fully go into the time or clock
error estimates.

MARC WEISS: For generating TAI, the thing that really matters is the five-day measurements and

longer.

THOMAS SCHILDKNECHT: Yes.

MARC WEISS: So, if it is no better than the code in the long term, is there an advantage?
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THOMAS SCHILDKNECHT: It is really crucial that there are no ambiguities in this tie of the internal
clock to the external one. I mean, you are probably referring to these jumps or ambiguities in the one PPS
output, for example. I mean, this is crucial that we can really be sure that at the 50-picosecond level or
whatever we want, this delay is stable, even after receiver resets.

292



30th Annual Precise Time and Time Interval (PTTI) Meeting

HARDWARE DELAY
MEASUREMENTS AND

SENSITIVITES IN CARRIER
PHASE TIME TRANSFER

Edward Powers, Paul Wheeler, David Judge, Demetrios Matsakis

U.S. Naval Observatory

Washington, D.C.

Abstract

Precise time andfrequency tranfer experiments using GPS carrier phase with time stability less
than one hundred picoseconds are now being reported Strong daily variations in some of the
data reported indicate temperature sensitivity in the measurement hardware. The
environmental dependence of the instrumental delays of a commonly used carrier phase GPS
receiver, its antenna, and several types of antenna cable are reported in this paper.

INTRODUCTION

Carrier phase GPS time and frequency transfer experiments are now showing the potential for 100
picosecond time transfer [1, 2] and frequency transfer to IE-15 for one-day integration time. To gain a
better understanding of the error contributions of the GPS measurement hardware~we performed a series
of experiments to determine their stability over a range of temperatures and through receiver resets and
power cycles. Zero-baseline stability analysis of the receiving hardware will also be discussed in this
paper, as briefly will absolute calibration issues and plans for future testing.

GPS ANTENNA AND ASSOCIATED ELECTRONICS

GPS antennas were not studied, but we note that many geodetic antennas are based on a Dome &
Margolin DM C146 broadband antenna. This antenna has a bandwidth of 425 MHz (1200 MHz - 1625
MHz) with a characteristic impedance of 50 ohms and a VSWR rating of 1.5:1. The wide bandwidth
implies that the delay through the antenna is small (< 500 ps ), and thus any change in delay due to
temperature would also be small. In contrast, the electronics package within and immediately after the
GPS antenna contain 20-MHz-wide filters so as to remove unwanted near-band interfering signals, and
their delay is around 25 to 50 ns.
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For this experiment we tested the antenna electronics of an Allen Osborne Associates (AOA) choke ring
antenna, which is widely used in the geodetic community. We separated the antenna from its associated
electronics and used a network analyzer to measure the delay through the electronics portion at both
1575.42 MHz (LI) and 1226.6 MI-z (L2). We found a delay variation of tens of nanoseconds (ns) across
the 20 MHz wide P-code bandwidth. The net delay at both Li and L2 frequencies was measured to be
approximately 30 ns +/- 5 ns. Because the entire GPS C/A and P-code spectrum must pass through these
non-symmetrical filters, it may be incorrect to assume the net delays through these filters are the same as
measured at precisely the LI and L2 center frequencies. This effect should cause a smaller bias for the
C/A code delay, because it occupies a smaller bandwidth over which the filter response is flatter.

We heated the antenna electronics assembly and observed a variation in the delay on the order of 4 to 16
ps/0C and also noted a slight change in the center frequency of the filter response. The test data also
indicate that an LI, L2 bias may exist in this set of electronics, which will cause the receiver's ionosphere
corrections estimates to be biased. Since the Li and L2 filters may respond differently to temperature
changes, this ionosphere bias may change slightly with temperature.

Additional experiments were also performed using an older AOA antenna electronics design that
contained only a wide-band 600 MHz low noise amplifier with no filters. The variation in delay across
the GPS Li and L2 spectrum was only a few ns and the change in delay due to temperature was small.
No measurable LI, L2 bias was observed.

GPS ANTENNA CABLE

As reported in [3, 4], the net changes in electrical delay due to temperature fluctuations in the GPS
antenna cable can have a significant impact on the time and frequency transfer performance when using
carrier phase to compare remote clocks. Measurements made the Astronomical Institute, University of
Berne and the Swiss Federal Office of Metrology[4] of RG-213/U and RG-58 type cable showed a net
electrical delay variation of about -0.42 ps/C/m between temperatures of -20 °C to +40 C. At higher
temperatures (+40 C to +70 C) the electrical delay changed by an even greater amount, -1.38 ps/C/m.
For a GPS receiver installation with 200 feet (60 meters) of exposed antenna cable, this error could
amount to as much as 1 ns over the course of a 15 'C diurnal cycle, and seasonal fluctuations of several
ns could be expected.

Several cable types typically used as GPS antenna cables were studied. Thirty-meter lengths of RG-
214/U3, RG-217, RG-8A, and Andrew's FSJI-50A cables were placed in a thermal chamber and their
delay characteristics were measured over a range of temperatures. The thermal chamber was stepped in
temperature by 20 0 C from 5 °C to 45 °C and then back to 5 *C. Delay measurements were made using a
network analyzer around both of the GPS frequencies of 1575 MHz and 1226 MHz, by sending a I PPS
signal through the cables to a SRS620 time-interval counter and with a time-domain reflectometer. Close
agreement between the time-interval counter 1 PPS measurements and the network analyzer
measurements- were obtained. As can be seen in Figures 1 and again summarized in Table 1, the
Andrews FSJ1-50A phase stable HELIAXTM cables proved to be 15 to 30 times more thermally stable
than the cables previously used at USNO. The FSJ1-50A cable is low loss and much lighter than solid
dielectric cables. The main disadvantage of the FSJI-50A cable is that it is more rigid and somewhat
more fragile than standard coax cables.
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GPS Antenna Cable Delay vs, Temperature
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Figure 1 GPS Antenna Cable Delay versus Temperature

Table 1. GPS Antenna Cable Measured Properties
Cable Type RG-217 FSJ1-50A- RG-214 RG-BA
Loss at U1/100 ft. 7.5 dB 7.5 dB 14 dB 11 dB
Loss at L2/100 ft. 6.5 dB 6.75 dB 12 dB 9 dB
Temp Coefficient 0.54 ps/C/m 0.03 ps/C/m 0.54 ps/C/m 0.45 ps/C/m
Velocity Factor 0.66 0.84 0.66 0.66

The low-loss foam dielectric used in Andrew's HELIAXTM cable has a dielectric constant that decreases
with increasing temperature [5]. This causes an. increase in the velocity of propagation within cable,
which results in a decrease in electrical delay. For the Andrew's HELIAXTM cables the delay change due
to thermal expansion and the change in dielectric constant are very similar inmagnitude but of opposite
signs, which allow these two effects to tend to cancel. In contrast, a typical solid dielectric cable
experiences a greater delay change from dielectric constant variation than from the physical length
change. Delay hysteresis is another problem that plagues most cable types. When solid or foam
dielectric cables are subjected to thermal changes, their physical length and dielectric constant will
change, and when the cable is returned to its original temperature the cable may not return to its original
electrical length. Andrew uses a temperature cycling process to reduce the hysteresis effect.

GPS RECEIVER STABILITY

The temperature stability of two 12-channel AOA TurboRogueTm GPS receivers was measured in a zero-
baseline experiment, during which two GPS receivers were operated from the same GPS antenna and
shared a common clock. When data from the two receivers are differenced, the only error contribution
that remains is from the GPS receiver.
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As shown in Figure 2, one receiver was placed in a thermal chamber and subjected to temperature steps
of 5 °C over a range from 20 to 35 °C. The second receiver was held at room temperature, which through
most of the experiment was constant to about 1 °C. Later the experiment was repeated after exchanging
the two receivers. The measurements were terminated prematurely when one of the receivers was
needed operationally. The LI CA code and LI and L2 carrier measurements from each of the receivers
were differenced and analyzed. We found that the code measurements tended to be approximately ten
times more sensitive to the temperature than the carrier phase measurements. Tables 2 and 3 show the
results of typical measurements for both GPS receivers, and Figure 3 shows the Li carrier phase
measurements.

Table 2 TurboRogue Temperature Sensitivity Receiver 245 (Uncertainty)
Receiver 245 Li CA Code Li Carrier Phase L2 Carrier Phase PPS Time Output
Temperature

20 °C 0 ps (100 ps) 0 ps (50 ps) 0 ps (50 ps) 0 ps (50 ps)

25 °C 450 ps (100 ps) 25 ps (50 ps) 45 ps (50 ps) 250 ps (50 ps)

30 °C 1250 ps (100 ps) 115 ps (50 ps) 165 ps (50 ps) 540 ps (50 ps)

35 °C 1800 ps (100 ps) 200 ps (50 ps) 275 ps (50 ps) 900 ps

Table 3 TurboRogue Temperature Sensitivity Receiver 202 (Uncertainty)
Receiver 202 LI CA Code LI Carrier Phase L2 Carrier Phase PPS Time Output
Temperature

20 °C 0 ps (100 ps) 0 ps (50 ps) 0 ps. (50 ps) 0 ps (50 ps)

25 °C 200 ps (100 ps) - 30 ps (50 ps) - 40 ps (50 ps) 190 ps (50 ps)
30 °C 1200 ps (100 ps) 20 ps (50 ps) 25 ps (50 ps) 500 ps (50 ps)
35 °C 1700 ps (100 ps) 70 ps (50 ps) 120 ps (50 ps) 725 ps (50 ps)

At temperatures between (20 - 25) °C , receiver 202 exhibited the smallest thermal sensitivity with
relative LIIL2 carrier phase measurement delays changing inversely to the code measurements, but
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receiver 245's code and carrier phase measurements tended to change delays proportionally. It is not yet
understood why the GPS code measurements tended to be ten times more sensitive to thermal changes
than the carrier phase measurements.

GPS RECEIVER TEMPERATURE TEST
LI CARRIER PHASE MEASUREMENT
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Figure 3 Zero-Baseline Li Carrier Phase Temperature Testing

USING AN EXTERNAL CLOCK WITH THE TuRBoROGUETM

In this section we will discuss the errors associated with locking the TurboRogueTm internal clock to an
external frequency and time standard and how to correct for some of the errors that occur during this
process.

All of the receiver's internal measurements are referenced to a common internal clock running at 20.456
MHz. This internal clock is phase-locked to an external 5 MHz frequency standard by dividing the
external 5 MHz frequency reference (N) and the internal 20.456 MHz clock (M) down to common sub-
multiples in the range of a few tens of kilohertz. These two sub-multiple frequencies are mixed and the
resulting error signal is used to phase-lock the internal 20.456 MHz clock to the external frequency
reference. The two N/M divider circuits used in the receiver's frequency synthesis chain are not
synchronous. A receiver power cycle will reset this divider chain and the phase relationship between the
internal frequency reference and the external frequency reference will be lost. This relationship is
preserved in the event of software resets. Figure 4 shows a block diagram of the receiver's frequency
synthesis chain and time base. The receiver outputs a one-pulse-per-second (1PPS) time output that is

297



divided down from the internal 20.456 MHz frequency reference. This 1 PPS is approximately
synchronized to GPS time during the receiver's initial startup and is used internally by the receiver as a
time mark for its GPS measurements. The jitter on this receiver's 1PPS is typically 125 ps, with one
standard deviation being 45 picoseconds per 10 seconds average. As shown earlier in Tables 4 and 5ý the
1 PPS output is sensitive to temperature changes at the level of 50 ps/C.

A TurboRogue6T can be used as a time transfer receiver if the 1PPS output from the receiver is measured
against the local time reference. The internal receiver measurement of a GPS space vehicle's (SV) clock
offset is referenced to the internal receiver's clock which is internally referenced to the receiver 1PPS, so
the internal receiver clock can be subtracted out by subtracting the GPS SV clock offset measurements
from the external time interval measurements (see Equations 1-3 below).

TURDOROGUE FREOUENCYITME REFERENCE DIAGRAM
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Figure 4 Block Diagram of TurboRogueTm Timing Architecture

A = GPS SV clock offset + Receiver calibration bias - Receiver clock offset (1)

B = User Local clock - Receiver clock offset (2)

A - B = GPS SV clock offset + calibration bias - User Local clock offset (3)

This ability to subtract out the receiver internal clock allows the user to correct for jumps or resets in the
internal receiver time base caused by either a power cycle or software reset.

Using the zero-baseline experimental setup described above, we periodically reset and power-cycled one
of the two receivers used in the experiment. We found that the 1 PPS difference between these two
receivers equaled the CA code measurement jumps to within a 200 ps measurement uncertainty (see
Table 4).
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Table 4 Results from Six Power Cycle Experiments
CA Code Difference (NS) One PPS Difference (NS) Re-Calibration

Difference (NS)
Power Cycle #1 -317.3 -317.5 0.2
Power Cycle #2 163.1 163.07 0.03
Power Cycle #3 -147.8 -147.6 -0.2
Power Cycle #4 -62.5 -62.62 0.12
Power Cycle #5 9.7 9.53 0.17
Power Cycle #6 -155.4 -155.54 0.14

We have also found that, after a receiver software reset and subsequent time re-synchronization the bias
in the code range measurement will change by multiplies of 24.4427ns. This 24.4427 ns step size is one
half the period of the receiver internal frequency reference (20.456 MHz). Substituting the closest
multiple of this step seems to work in all cases except for power interruptions.

Working with Allen Osborne Associates, we developed a modified frequency synthesis chain has been
developed that will accept an external 1PPS timing signal from the local clock to force the synthesis chain
to return to its previous state after a power interruption. This could allow a TurboRogueTM receiver to be
used as a timing receiver without the use of an external time-interval counter, but further investigation is
needed. The additional data processing techniques that will be needed to resolve this 24.4427-ns
ambiguity should be simple to develop if the external time reference is stable.

Table 5 Receiver Reset Correction Values for USNO(AMC) to USNO(DC)

MJD GPS - Clock Type of Number of 24.443 Cycle 1 PPS - Clock 1 PPS Error
(ns) Reset (ns) Cycles Error (ns) (ns) (Us)

51020.0 782.35 Soft 32.008 0.17 782.23 0.1
51042.0 -1173.0 Soft 47.99 0.24 -1173.35 0.35
51047.6 1026.75 Soft 42.006 0.15 1026.39 0.36
51052.6 195.5 Soft 7.998 0.05 195.45 0.05
51061.6 -195.35 Soft 7.992 0.2 -195.63 0.28
51065.9 162.45 Power 6.646 8.65 161.98 0.47
51066.5 179.3 Power 7.336 8.06 179.67 -.375
51070.6 -31 Power 1.268 6.35 -30.47 -.53
51082.6 -97.3 Soft 3.981 0.45 -97.63 0.33

USNO operates two IGS reference stations, one at USNO Washington DC (IGS designation: USNO) and
the other at the USNO Alternate Master Clock at the GPS Master Control Station in Colorado Springs
(IGS designation: AMCT or AMC2). USNO also continuously measures each station's TurboRogueim
receiver's 1PPS error signals relative to the Master Clock at both locations. Using reduced data publicly
available by the CODE [7], we have examined a series of nine resets of AMCT receiver and found that
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the internal clock error after resets can be corrected to within the measurement noise of a few hundred
picoseconds. Most of this uncertainty can be attributed to data processing errors in the geodetic software
used. Table 5 shows the size of these nine jumps, the cause of each jump, and information on measured
correction factors.

STABILITY OF CODE AND CARRIER PHASE MEASUREMENTS

The relative stabilizes of two TurboRogue Tm receivers are analyzed in this section. Figure 5 shows zero-
baseline Li CA code difference measurements from two receivers measuring PRN 26 from horizon to
horizon. At low elevation angles the differential measurement noise approaches 1 ns, and at elevation
angles above 25 degrees the noise drops to only a few hundred picoseconds. This is due to the much
higher signal strength received at higher elevations due in large part to the antenna gain pattern. Zero-
baseline Ll-code measurements were typically 100 times noisier than the Ll-carrier phase measurements.
The L2 code-less carrier phase measurements were about five times noisier than the Li carrier phase

measurements. Figure 6 shows the relative frequency stability of these three observables.

FUTuRE PLANs

Additional and more thorough testing is planned to better understand the delays in the antenna electronics
and to design new antenna electronics. Further studies of the receiver's sensitivity to changes in RF
power level, temperature changes, use of different antenna electronics and filters, power supply
fluctuations, and multi-path are planned.

We also plan to investigate a more direct approach to eliminating many of the GPS receivers' sensitivities
by use of a calibrated signal generator. Our approach would be to design an elementary Li and L2 CA/P
code signal generator (calibrator) that could work cooperatively with the GPS receiver. This calibrator
would be clocked from the user's time reference in a well-controlled and calibrated manner. The signal
from this calibrator would be injected directly after the first stage low noise amplifier but before any
filters. This injection point would be calibrated such that the code transitions have known offsets from
the local time reference [6]. The Li and L2 carrier phases would be generated so that coherence would
be preserved on restart after power cycles or through other hardware resets.

The GPS receiver firmware would need to be modified so that the receiver can track this calibration
pseudolite signal. With the advent of WAAS and other pseudolite-based systems, these modifications
may already be in the works. A PRN sequence would be chosen that is compatible with existing
pseudolite signal structures. It would be important to try to replicate the present GPS signal structure
shape so that the receiver's tracking loops would not be biased. The calibrator signal would be tracked
continuously on one of the receiver's unused channels or the receiver could sequence through each
channel to calibrate any receiver inter-channel and Li, L2 biases.

The main advantage to this approach is that the calibrator signal would travel through the same path as
the normal GPS measurements, and any delay fluctuations due to thermal changes would cancel. The
normal GPS receiver measurement would be referenced to the receiver clock, as will the calibrator
measurements. Each of the GPS measurements would be subtracted from the calibrator measurements,
thus re-referencing the measurements to the local time reference with zero calibration delay.
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During the initial proof of concept stage we plan to use a STel Model 7200 calibrator as our signal
generator. This signal generator is capable of transmitting a zero Doppler Ll/L2 C/A and P-code signal
that can be calibrated to 1 ns [7].

CONCLUSIONS

Carrier phase measurements have been shown to be very stable and useful for frequency comparisons,
but questions still remain as to the absolute calibration of the carrier phase measurement and how
accurately it can be related to the user clock.

To approach 100 picosecond long-term stability in a carrier phase time/frequency transfer system,
minimizing the thermal sensitivities in the GPS receiver and associated hardware is required. Use of
phase-stable antenna cable will be needed if more than a few meters are exposed to the extremes of
outdoor temperature changes. Either thermally controlled antenna enclosures or antenna electronics
designed to be thermally stable over wide temperature range will be needed. Thermally controlled
enclosures, like those used for the Geodetic Time Transfer Terminal (GeTT) [4], will also be required for
the GPS receiver.

Receivers like the TurboRogueTm and the Ashtech Z12-T have been shown to be capable of making very
stable GPS code and carrier phase measurement with stability better than 100 picoseconds. Great care
must be taken in relating the internal receiver clock to the external frequency reference. For the
TurboRogueTM, a time-interval counter can be used to relate the receiver's internal clock to an external
frequency/time standard. Modifications to the TurboRogueTm frequency synthesis design have been
made to simplify relating the internal clock to an external reference.

301



REG#245 - REC#202 (LI) CAICODE MEASUREMENT NOISE (PRN 6)
1000 -

5000

U) . . ___o-00
S? Vol

**C*L* .*4.
IL __ _ _ __ _ _ __ __ __ _ _

-ow *v %

51059.5 51059.55 51059.6 51059.65 51050.7 51059.75 51059.9

MJD

Figure 5 Zero-Baseline Li CA-Code Measurement for a Complete Satellite Track

Zero-baseline Frequency Stability of TurboRogue GPS Receiver
1.00E40'

10E10'0 A(EOD)10

Figure12 6 Stbiit CfRcie esrmn N-oise

302 aePie



ACKNOWLEDGMENTS

The authors would like to thank Tim Springer and Thomas Schildknecht, of the Astronomical Institute,

University of Berne and Gregor Dudle , Fredrick Overney. and L. Prost of the the Swiss Federal Office of

Metrology for their analysis of our USNO(AMC) and USNO(DC) data. We would also like to thank

Lara Schmidt, Chris Ekstrom, Eric Burt; and Arthur Hyder of USNO for their assistance in this research.

REFERENCES

[1] K. M. Larson and J. Levine, 1998, 'Time Transfer Using GPS Carrier Phase Methods, ' Proceedings 29th
Annual Precise Time and Time Interval (PTTI) Systems and Applications Meeting, 2-4 December 1997, Long
Beach, California, USA, pp. 221-228

[2] G. Petit and C. Thomas, 1996, 'GPS Frequency Transfer Using Carrier Phase Measurements,' IEEE
International Frequency Control Symposium, 5-7 June 1996, Honolulu, Hawaii, pp. 1151-1158

[3] K. Larson, L. Nelson, J. Levine, and T. Parker, 1999 "A Long-Term Comparison Between GPS Carrier-Phase
and TWSTT," these Proceedings

[4] F. Overney, Th. Schildknecht, G. Beutler, L. Prost, and U. Feller, 1997, 'VPS Time Transfer Using Geodetic
Receivers: Middle-Term Stability And Temperature Dependence Of The Signal Delays,' Proceedings IIth European
Frequency and Time Forum, 4-7 March 1997, Neuchktel, Switzerland

[5] Andrew Inc., technical information retrieved from commercial Website,
http://www.andrew.com/products/heliax/catalog37.asp

[6] E.D. Powers, M. Miranian, J.D. White, and J. Brad 1998, tAbsolute Time Error Calibration Of GPS Receivers
Using Advanced GPS Simulators,' Proceedings 29 th Annual Precise Time and Time Interval (PTTI) Systems and
Applications Meeting, 2-4 December, Long Beach, California, USA, pp. 193-198

[7] G. Duddle, F. Ovemey, L. Prost, Th. Schildknecht, T. Springer, P. Hetzel, and E. Powers 1999, "First Results on
a Transatlantic Time and Frequency Transfer by GPS Carrier Phase, 'these Proceedings

303



Questions and Answers

JIM DeYOUNG (USNO): Ed, in the temperature plots that you were showing, the square waves - was
that actually just showing the impulse time of the temperature change?

ED POWERS (USNO): It is just the impulse time. They actually look pretty close to a square wave. The
response time in the chamber was pretty fast. You could see the slope, though, it did have a little comer.
For simplicity's sake I just rounded it off.

JIM DeYOUNG: So, was there any evidence from the time of the impulse - in other words, was there a
lag time in the reaction?

ED POWERS: Yes, I did see some in the first receiver I tested, If you shocked the receiver too hard, you
might actually get a little impulse and a little overshoot.

THOMAS SCHILDNECHT (University of Berne): Am I correct that one of your conclusions is that the
one PPS output of the TurboRogues can be used down to a level of 100 picoseconds to reconstruct the
offsets during the power cycles resets?

ED POWERS: It does appear that way. I did not mention this, I meant to, but Demetrios has done some
analysis of the data that you provided him, where he was able to correct them down to below the
nanosecond level. I think the NIST group had similar results where they were able to eliminate the jumps
below the nanosecond level. But the zero-baseline test allows me to do it without any noise, so it is much
clearer to see.

THOMAS SCHILDKNECHT: Yes, because it is really the crucial point in the whole line. To be sure that
this one PPS output is really traceable to the internal clock-

ED POWERS: When I say 100 picoseconds, that is in a controlled environment. You can see that the
differential temperature coefficient between the one PPS and the code are going to give you maybe a 50-
picosecond per degree Celsius sensitivity right there. So, if you are going to just run an open laboratory
that goes up three or four degrees Celsius, you are not going to do it. If you change your temperature more
than that amount, you certainly will not do it. So, stabilizing the hardware may be criticallike you have
already found.

DEMETRIOS MATSAKIS (USNO): I know that these comments are going to appear at the end of the
Proceedings. We want to put in our paper a table of the jumps that we have seen with co-data and just
how well the PPS took it out. I would like to pass this discussion to Judah, who is analyzing some of data
from the TurboRogues. Try to put that in your printed version too.

JUDAH LEVINE (NIST): All of our jump data is your data.

DEMETRIOS MATSAKIS: It is processed through GIPSY, so there is a processing noise in there.

JUDAH LEVINE: I understand. But the one PPS jump stuff is on your Web site.

ED POWERS: I think what Demetrios is looking for is just the plot or the difference between the jump-
corrected data and the fit-corrected data.
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SIGFRIDO LESCHIUTTA (IEN): I would like not to raise a question, but to make a couple of very
general remarks concerning the very interesting sessions we had this afternoon. I think that we who work
in the time and frequency community should congratulate the PTTI Executive Committee for offering us
very interesting sessions in which 12 papers of this new technology was opened to some extent. That also
brings to mind similar sessions we had in the past years concerning Loran-C and the first use of GPS
codes.

I would like to make two statements, and the second one is just a matter of wording. Inside scientific
unions, such as the International Union of Radio Science, the International Astronomical Union and
similar bodies such as CCIR by tradition, for the word "time comparison" is meant as a comparison
between two clocks. These are the reading of the clocks or clock against the time scale. So, I think we

should be a bit cautious in speaking of a frequency comparison, phase comparison and, finally, time
comparisons.
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Abstract

This paper investigates the use of GPS codes and carrier phases for frequency transfer applications.
Three types of baselines have been studied First, the noise of the code and phase methods has been
evaluated using a zero-baseline with two geodetic GPS receivers driven by the same H-Maser clock, or
by a cesium and an H-Maser clock respectively. From the common frequency reference we were able to
derive afrequency stability of 6.10-16for averaging times of one day.
The different response of the hardware of the two receivers to small identical temperature variations is
emphasized; the differential effect is about 30 ps/°C. The difference between the L1 and L2 carrier phase
delays is shown too.

Secondly, on-site tests over a 95-m baseline allowed checking the influence of combining two
antennae/receivers in different environments. In this case, the effect of the varying temperature on the
hardware delays of the receivers and cables is shown; this effect limits the frequency stability to 6.10"75
for an averaging time of one day. The possibility to obtain frequency stabilities of afew parts in 1016 is
shown; this can be reached if all the instruments are located in temperature-stabilized rooms.

Finally, the frequency stability obtained with different code methods is compared on a longer baseline
(640 Ian) between Brussels and Wettzell. In particula, the influence of using IGS satellite ephemerides
instead of broadcast ephemerides is shown to be very small. The "all-in-view" methods based on the code,
as well as on the carrier phases, are compared to the classic frequency transfer by common view.
Preliminary results, using carrier phases, lead to a frequency stability of a few parts in 1015 for
averaging times of one day. Again, the main limitations are the hardware delay variations due to the
changes in ambient conditions.

INTRODUCTION

The Royal Observatory of Belgium (ROB) is one of the few Time Laboratories which is also actively involved within
IGS. On one hand, the ROB time laboratory participates in the realization of TAI and on the other hand, the ROB GPS
station belongs to the IGS network. Moreover, GPS analysis is done routinely within the frame of the IGS Regional
Densification Pilot Project as one of the EUREF local analysis centers [1].

We have taken advantage of this rather unique collocation to study the use of multi-channel geodetic GPS receivers for
time transfer applications. These receivers acquire phase and code observations from all satellites in view, and at both
L, and L2 frequencies. Our second goal was the evaluation of the critical aspects of the present setup of the IGS
receiver BRUS, driven by a hydrogen maser, to contribute to the BIPMIIGS Pilot Project [5].
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It is known that the carrier phases cannot provide an absolute time comparison between the internal clocks of the two
receivers; this is due to the unknown phase ambiguity which is inherent to all phase observations. However, a
combined use of the code and phase observations can provide the necessary information about the absolute time
difference, with a typical precision of 50 ps for .1 day observation [2]. In this paper, we investigated only the frequency
transfer results obtained using either the codes or the carrier phases. As a consequence, a constant time offset has been
subtracted from the computed time differences.

We have set up a test network at the ROB to perform zero- and short-baseline analyses (see Figure 1). In a first
laboratory, two receivers named BRUS (ROGUE SNR-12 RM) and BRUR (ROGUE SNR-8000) were installed. The
laboratory is not perfectly air-conditioned. The 12-channel GPS receiver (BRUS) belongs to the IGS network. The two
receivers are connected to the same antenna (Dome Margolin T), which allows performing the zero-baseline
experiments. In a first test, both receivers use a common frequency reference from a passive H-Maser clock, and in a
second test, the receiver BRUR uses the frequency provided by a cesium clock (HP5071A) rather than from the H-
maser clock.

In order to perform short-baseline experiments, a third GPS receiver (ROGUE SNR-8000) is located in another
laboratory, where the temperature is not controlled and varies together with the outside temperature. This receiver,
called BRUE, is fed by the same H-maser clock as BRUS, and is connected to a Dome Margolin T antenna located at a
distance of 95 meters from the first one.

The longer baseline experiments are performed using the GPS observations of two IGS stations: Brussels (with the
receiver BRUS fed by an H-maser clock) and Wettzell (where the receiver is a ROGUE SNR-8000 also fed by an H-
maser clock); the distance between the two stations is about 640 kIn.

In the present paper, we use this setup to investigate which environmental effects influence the signal delays within
each type of analyses. The differential delay fluctuations on L, and L2 signal paths, caused by temperature variations in
the laboratory where the receivers are located, are also evaluated.

Note that in each case, we computed the synchronization errors between the clocks, as seen from the receivers
themselves. These synchronization errors do not correspond to the difference between the external clocks only, but
include also the effects of the antenna, receiver, cableand amplifier delays. The external clocks can only be compared
if the relation between the internal receiver clock and the external clock is known.

a=ir-conditioned

H - Maser
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not am-cuondiioe Amplifier

• GPS RecetwrU 1 GPS• Reeie 2. GPS RacekeBRw 3
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BRUR Rogue SNR-12 R
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Figure 1: Set-up used for the on-site tests (zero baseline and 95-m baseline).
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All computations with GPS code and carrier phase observations have been partially done with the Bernese 4.0 geodetic
analysis software [6]. However, since the present version of this software does not comprise a time and frequency
transfer module, we made the necessary modifications to the Bernese source code and developed some additional
programs which allowed us to obtain'the results described in this paper.

ZERO-BASELINE EXPERIMENT

The zero-baseline setup, with the same H-maser clock feeding both receivers (BRUS and BRUR), isolates the effect of
receiver hardware delay variations on the results. Figure 2 compares the clock differences obtained with the C/A-code
(Fig 2.a) and L, carrier phases (Fig 2.b).
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Figure 2: Time differences (H-maser - H-maser) and frequency stability analysis for a zero-baseline experiment where
both receivers are driven by the same H-maser clock frequency.

The noise of time differences computed from the carrier phases (a few ps) is about 100 times smaller than the noise of
the code analysis. We observe a significant correlation between the phase single differences and the temperature
variations in the laboratory (Fig. 2.c).
Thanks to the setup of the experiment, the main component responsible for this correlation could be identified as the
different sensitivity of both receivers to ambient temperature variations; this leads to an approximate differential
temperature coefficient of about 30 ps/°C for the carrier phase signal path. It is interesting to note that for the C/A-code
signal path, the variations of the signal delay seem to be anti-correlated in the beginning of the test and correlated with
the temperature at the end of the test. At the time of the writing, the cause of this is not yet clear.

The results emphasize the need to locate the receivers in temperature-controlled rooms, as already pointed out by
different authors ([2], [3], [4]).
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In a second step, the H-maser frequency driving BRUR was replaced by a cesium clock (HP5071A) frequency. The
results for the time differences between both local clocks, deduced from GPS code and phase analyses, are shown in
Figure 3. They are also compared with the time differences measured directly from a time-interval meter.
It is clearly demonstrated that the carrier phase analysis does not improve the results obtained with codes, because we

are limited by the frequency stability of the cesium clock (given by the curve obtained for mod ay(z)). Furthermore,
the effect of temperature variations on the dciay of different hardware components are not visible in this case, again
due to the noise of the cesium clock for averaging times shorter than one day.
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Figure 3: Time differences (H-maser - HP5071A cesium clock) and frequency stability analysis for a zero baseline
experiment where one receiver is driven by the H-maser clock frequency and the other one is driven by the cesium
clock frequency.

DIFFERENTIAL L1/L2 EFFECT

To compare the effect of temlperature variations on the L1 and L2 signal path delays, we have used a zero-baseline
configuration where one of the two receivers (namely BRUR) was placed in a well climatized room, where the
temperature variations were kept smaller than 0.20C. We considered the hardware delays of this receiver constant.
The other receiver (BRUS) was subject to temperature variations as shown in Figure 4.c, resulting in variations of its
L1 and L2 carrier phase delays. The delay variations are not identical for both carriers. This is due to the fact that the
L1 and L-, components travel through different paths in the receiver front end. Also shown in Figure 4 is the fact that
the L1 and L,2 delays tend to increase at the end of the day, although the temperature is stable at this time. This indicates
that other causes may affect the delays. At the time of the writing, more experiments are conducted to find out the
origin of this variation.

ON-SITEBASELINE EXPERIMENT

The synchronization errors obtained from the analysis of the code and phase observations over the 95-in baseline with
common time reference are shown in Figure 5. As was the case for the zero baseline, the use of the carrier phase
observations (Fig. 5.b) rather than codes (Fig. 5.a) shows a clear improvement (note that the larger noise on the carrier
phases with respect to the zero-baseline test is due to multipath). Nevertheless, as seen from the frequency stabilities,
the carrier phases and code analyses have similar efficiencies at the averaging time of one day. This is due to the long
period fluctuations of the signal, which are perfectly correlated with the temperature variations nearby the receiver
BRUE (Fig. 5.c). This large temperature effect (about 0.15 ns/°C) is partly due to the receiver BRUE and partly due to
the cable driving the H-maser frequency to the receiver (about 90 meter in open air). The results in Figure 5 show that
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MEDIUM-LENGTH-BASELINE EXPERIMENT

Using Code Measurements

The stability of the frequency transfer between two remote H-maser clocks has was investigated on the 640-kin,
baseline Brussels-Wettzell. Figure 6 compares the frequency stabilities obtained with the classic common-view method
(C/A-code on one channel) and with several multi-channel code processing schemes: using broadcast or precise (IGS)
ephemerides, and using C/A-code or the ionospheric-free P3-code.
*We can see that all multi-channel results provide the same frequency stability. From this, we can conclude that the IGS
precise orbits do not improve the frequency transfer compared to broadcast ephemerides, and that the ionospheric-free
P3 code does not improve the frequency transfer compared to the C/A-code. The optimal method would be to use the
C/A-code with an ionospheric model. Figure 6 also compares the "multi-channel" frequency stabilities with the
classical common view; the improvement is clear.

mod I Frequency stability
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-- Precise P3A-code

IE 1 ---- .....• !: . L.... ......_ _ .
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Figure 6: Frequency stability of the frequency transfer using different code data for the medium-length (640 kIan)
baseline experiment where both receivers are driven by H-maser clock frequency.

Using Carrier Phase Measurements

The frequency transfer performed with codes can also be compared with the frequency transfer analysis performed
with carrier phases. This is shown in Figure 7; the use of carrier phases shows a clear improvement.

Moreover, the analysis of phases allows again to identify some temperature effects in the frequency transfer, which are
perfectly correlated with the temperature variations in the laboratory of BRUS. The amplitude of the effect is quite
larger than what was deduced from the zero-baseline experiments, it reaches here about 0.5 ns/*C. Furthermore, from
the study of the L1-L, differential response of the receiver BRUS (see Figure 4), it appears clearly that the sensitivity of
BRUS to temperature variations Was only of about 10 ps/0 K. We, thus, attribute the correlation of the temporal
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Figure 7: Time differences (H-maser BRUSSEL - H-Maser WETTZELL) and frequency stability analysis for a
medium-length (640 kin) baseline experiment.

variations with the computed synchronization errors to the amplifier of the H-Maser frequency, which is located in the
same laboratory as BRUS and subject to identical temperature conditions.
This has also been confirmed by the direct comparison of the lpps signal from the H-Maser clock with the Ipps signal
output from the receiver BRUR when this one was in an air-conditioned room. From this, we can conclude that the
frequency stability of the frequency transfer with carrier phase is limited, due to the influence of temperature variations
on the amplifier (not in an air-conditioned room) of the H-maser frequency.

CONCLUSION

We have tested the stabilities of frequency transfer over three types of baselines a zero5 shorm and medium-length.
The computations were done independently on using first the GPS code observables and later the carrier phases. We
have demonstrated that in the present situation (where the instruments are not in temperature-stabilized laboratories),
the frequency stability for averaging times of one day are 6x10"I6 for the zero baseline, 6x10"' for the on-site tests with
a 95 m baseline between both antennae, and 10"' for a medium-length baseline between Brussel and Wettzell (640
km).The main limitations of our analyses are presently the response of the different hardware components to ambient
temperature changes. For some of the components .we have derived temperature coefficients : the responses of the
receivers is of about 30 ps/°C (depending on the receiver type), the response of the amplifier of the H-Maser frequency
is of about 0.5 ns/°C.
The frequency stabilities obtained here can be largely improved if the temperature effects on the instruments are
suppressed, i.e. if the instruments are all located in temperature-stabilized rooms. In that case, the frequency transfer
using carrier phases for longer baselines should gain more and more interest, and the combined use of code
observations could allow to estimate the "absolute" time offset between the receiver internal clocks, and hence between
the local clocks connected to the receivers.
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Abstract

The U.S. Naval Observatory maintains a large number of dedicated
antennas, modems, and related hardware worldwide in support of high-
precision DoD and non-DoD TWSTT time and frequency transfer users.
This paper will present a small portion of our operations as an example.
Recent TWSTT measured time and frequency comparison results, how
we monitor the transmit and receive paths, some recent work done on
evaluation of X-band high-power-amplifiers and effects on TWS7T,
basics of calibration of high-precision time and frequency systems using
TWST7T, and an estimate (-1.1 ns) for a recent co-located Ku-band
TWSTT calibration are given.

INTRODUCTION

The U.S. Naval Observatory has been involved in two-way satellite time transfer
(TWSTIT) since the early 1960s [1]. The expansion of TWSTr at USNO over the
last few years has been very rapid. At USNO alone we maintain approximately a
dozen fixed and portable very small aperture terminals (VSATs) dedicated to
operational world-wide TWSTI experiments linking in real-time remote timing
centers to the USNO Master Clock (USNO MC).

The USNO now has two remote centers being compared to the USNO MC via
nominal hourly TWSTT experiments. One is the U.S. Naval Observatory Alternate
Master Clock (USNO AMC) (2374km, Ku-band) and the other is in the Persian Gulf
region country of Bahrain (10,983km, X-band). The usefulness of the high-
sampling-rate of .TWSTT for these two centers confirms the viability and quality of
both Ku-band and X-band TWSTT over worldwide distances. The USNO has
developed a method of monitoring signal levels in both the transmit and receive
paths that allow, monitoring of each stage of the process and allows easy routine
monitoring and optimization of signal levels at all times. Recent experiments at X-
band allow the study of the effects of optimal and non-optimal signal level insertion
into some components along the transmit and receive paths.

The basics of the USNO method of calibration of TWSTT and other timing links
will be shown and the first estimate of TWSTr calibration accuracy is developed.
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RECENT USNO - USNO AMC HIGH-SAMPLING RATE TWSTT

The performance of the USNO(MC2) - USNO AMC(MCl) Ku-band TWSTT
link continues to be very good. The nominal sampling rate is @lh. On
average we have about 19 to 20 successful TWSTT experiments during the
day, out of 24 (79% to 83%). This number includes failed and numerically
filtered experiments. In several months the USNO AMC will receive a
software and modem upgrade which should allow close to 100% of the
experiments to occur. Improvements include a more recent improved modem
version, improved automated control and error detection software, remote
autoreset, and tweaking of other related TWSTT systems. Figure 1 shows
approximately the last 430 days of TWS'TT. The rms is 0.536 nanoseconds.

Since the TWSTT is not yet exactly equally spaced, a simple one day time
average is generated for each MJD. The simple one-day average data is then
used to form fractional frequencies. The rms over the last 430 days is 2.09
parts in ten to the 15th. The precision in time and frequency given above are
not the limit of the TWSTT method, since both these clocks are being steered.
USNO(MC2) is steered to our USNO(Mean) real-time estimate of
UTC(BIPM) once per day, while USNO AMC(MC1) is steered hourly to
USNO(MC2). Figure 2 shows the daily fractional frequency performance
estimated from the 1-day averaged data.

USNO maintains local atomic times at both USNO and USNO AMC.
USNO(A.1) is made up of an ensemble of approximately 35 to 40 Cs and 10
H-maser clocks, while USNO AMC (A. 1) is made up of an ensemble of
approximately 10 Cs and 2 H-maser clocks. Using TWSTT we may compare
the two free-running scales at high precision and accuracy. Figure 3 shows
USNO AMC(A.1) - USNO(A.1) compared via TWST" over about 400 days
after removal of a rate of -62060.306 ps/d and a drift of 2.006 ps/d/d. The
residual rms is 2985 picoseconds.

RECENT USNO - BAHRAIN HIGH SAMPLING RATE TWSTT

During 1998 a new X-band TWSTT station was installed in the Persian Gulf
country of Bahrain. Improvements in hardware and software during October
and November 1998 made it possible to sample this remote Cs at a nominal
hourly sampling rate. The distance of 10,983km is the longest single-hop
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TWSTT experiment ever performed. Figure 4 shows some recent time

difference data.

TRANSMIT AND RECEIVE PATH MONITORING

For many years we have kept detailed log books on each antenna system,
each timing link, and for each calibration trip. There is a wealth of
information in these books that allow us to know what was done, what
changes were made, what problems were encountered, how they were fixed,
what the results were, etc.

The basic method of monitoring used is to generate baseline measurements
when a system is first installed. Input signals are optimized at each stage
along the transmit and receive paths.

Figure 5 shows the the transmit path. First from an on-time point a 5MHz
and 1-PPS signal is sent to the modem for use in the formation of the
transmitted 1-PPS. An oscilloscope is used to measure the clean peak-to-peak
signal which is optimized to voltages that are optimal for the modem.

Next the 70MHz output of the modem is monitored with a spectrum analyzer
just before insertion into the up converter in order to allow for all losses
along the path. The signal into the up converter is optimized to
manufacturei's specifications by adding or removing of attenuation pads,
usually at the modem output.

The output of the up converter (GHz) is then sent to a high-power amplifier
(HPA) or to a solid-state power amplifier (SSPA). The signal into the power
amplifier is optimized again to manufacturer's specifications and is sampled
at a test port and/or by using a power splitter and power meter system.
More on this in a following section.

The receive path is monitored similarly (see Figure 6), except the satellite
beacon is used as a signal reference for the baseline and subsequent
monitoring measurements. The received signal may be sampled at the output
of a low-noise amplifier (LNA) or in the case of a low-noise block amplifier
(LNB) at any of the available intermediate frequencies.

The 70MHz output of the down converter is routinely monitored in day-to-
day operations by use of a dedicated spectrum analyzer. Antennas are peaked
periodically for fixed antennas, while steerable antennas are peaked either
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automatically by tracking the beacon or at the time of the TWSTT experiment
by the operator.

TWSTT CALIBRATION OF HIGH-PRECISION TIME AND FREQUENCY

SYSTEMS

The first fully calibrated TWSTT link was performed by USNO in December
of 1992 at the U.S. Naval Observatory Time Service Sub-station (NOTSS)[2].
USNO has since calibrated many remote centers using the co-located TWSTT
method. A great deal of experience has been gained during our remote field
work. USNO has developed standard calibration methodologies, standard
forms and spread-sheet forms to make processing of the data easy and
accurate. The method gives a single "calibration value" to be applied to
TWSTT experiments which is the sum of all the delay differences in the
TWSTT (see Figure 7). The goal is to obtain a single value that describes
accurately the sum of the delays between the two on-time points. The solid
lines in Figure 7 show the delays at each station from the on-time point to the
modem where the actual 1-PPS comparisons are made in the TWST" modem
and the dashed lines show the "RF delays:".

The calibration process begins by making measurements with the portable
antenna using matched and measured cables. The experiments at USNO are
designed to precisely and accurately measure the time time difference
between the on-time point of the USNO MC2 to operational USNO modem.
The portable/calibration antenna/modem is then shipped to the remote center.
Once the portable/calibration system is set up at the remote center and
optimized after the method mentioned in the section above, experiments are
obtained to isolate the local on-time point to the modem and the field modem
to USNO modem. Typically experiments are made over several days to have
full confidence that the calibration system is working well. Upon return of
the equipment closure experiments are made and the experiment means
compared for closure errors--typically 0.5 to 1.0 ns overlaps and better than
the 1-sigma level.

The calibration data are then averaged and the sum of the delays is computed
and a single calibration time is applied in the routine processing of the
operational TWSTT. The details of the mathematics depends on each unique
setup.

Once the first system is calibrated it is a simple matter to calibrate backup
modems and antenna combinations, if a failure of a component requires it.
In critical operational links information is passed in the data files, which
allows automatic delay determination with each calibrated antenna/modem
combination when the data are processed. Figure 8 shows the basic TWSTT
link calibration showing the sequence of events.
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TWSTT CALIBRATION OF GPS TIMING SYSTEMS

If a remote station has additional high precision equipment for time and
frequency, such as GPS Carrier-Phase (GPS CP) in addition to TWSTT, it is
rather easy to use the TWSTT calibration to calibrate a co-located GPS
system to be calibrated at the same level of accuracy as TWSTT. A single
bias value may be determined to put the uncalibrated GPS on-time with
TWSTT. This assumes that the same on time source is used at each timing
center (see Figure 9).

FIRST TWSTT CALIBRATION AccuRAcY ESTIMATE

A recent, summer 1998, Ku-band syntonization and single-shot
synchronization was made at Naval Command, Control, and Ocean
Surveillance Research and Development Center (NRaD), San Diego, CA, USA.
The data from all the USNO and in the field TWSTT experiments were
combined to give an estimate of the accuracy reached. No closure
experiments were made for this calibration. The combined error estimate
gives an rms of 1.057ns for this calibration (Figure 10). Several methods were
employed to obtain intermediate data for the calibration and all seem to give
similar results. No experiments were filtered to determine this calibration
error. The results are quite good especially those in the field. Improvements
in the measurement schemes should allow sub-nanosecond calibrations to be
achieved in some cases.

X-BAND TRANSMIT POWER OPTIMIZATION AND CHARACTERIZATION

Recent work allowed us to characterize the performance of a 40-watt high-
power amplifier (HPA) for optimization for X-band work. Power meter
measurements were made using a power splitter (attn: 50db) in the wave-
guide path after the HPA. We inserted various signal levels into the HPA to
find the optimum input level in order to reach the full 40-watt output of the
HPA. We varied the attenuation in the up converter from 0db to 30db and
measured the output power of the HPA through the power splitter. Figure
11 shows the power meter measurements. The optimum up converter
attenuation was found to be 10db. When the HPA was over-driven the power
dropped, since more power was put into side-bands (dashed lines indicating
side-bands in top diagram of Figure 5). When under-driven the full output
power of 40 watts was not reached. Figure 12 shows the conversion of the
power meter readings to actual power in watts.
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This work allowed us to see the effects of over-driving and under-driving an
HPA by monitoring TWSTT experiment means and scatter changes in the 1-
PPS measurements. Figure 13 shows the variation of the rms scatter of the
experiment means with HPA output as the input signal to the HPA was being
varied by changing the attenuation in the up converter. The scatter goes up
when over-driving the HPA, since nonlinear distortion is introduced. When
under-driving the HPA the scatter is increased due to low S/N on the receive
side. Figure 14 shows that the mean of the TWSTT experiments varies fairly
linearly from the over-driven case to the under-driven case. The approximate
relationship is a change of 650 ps per db attenuation change. Most samples
were performed at the optimal settings with only a few measurements made
in the non-optimal regions.

CONCLUSIONS

TWSTT continues to be a fascinating and useful high precision time and
frequency transfer method. The high sampling rate (@lh) experiments
continue to prove their worth over distances reaching nearly 11,000 km.
Experiments show that TWSTT is stable and able to be calibrated routinely
to the lns level. New hardware components have been characterized which
allow optimal set up and routine monitoring of the TWSTT system in order
to reach and maintain the best possible TWSTT precision and accuracy.
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Fig. 13 X-Band (FX2) Baseline TWSTT
Experiment RMS Behaviour w/Signal Varied into HPA

1.8

1.6-

1.5-

~1.4-

1.3.

1.2-

1.1.S Fit

1.0 ATWN
4 6 10 12 14 16

Upconverter Attn.

Fig. 14 X-Band (FX2) Baseline TWSTT

Experiment Mean Behaviour w/Signal Varied into HPA
204

203
Ovctdiven HPA

- 202
00
0) Optimum.Signal HPA

0
co 201-
z
c\ 200 I

* 0

199
Undu.Dnven IVA

198 
0

4 10 1'2 14 16

Upconverter Attn. (dB)

327/328



30th Annual Precise Time and Time Interval (PTTI) Meeting

IMPROVING THE DELAY STABILITY OF A
TWO-WAY SATELLITE TIME AND FREQUENCY

TRANSFER EARTH STATION

Setnam L. Shemar and John A. Davis
Centre for Time Metrology, National Physical Laboratory

Queens Road, Teddington, Middlesex TWil OLW, England, UK

Abstract

TWo-Way Satellite Time and Frequency (TWSTFT) is increasingly used for the routine intercom-
parison of time scales at primary timing laboratories. The performance of a two-way time transfer
link is, however, limited by delay instabilities in the earth station hardware. Several European
laboratories have been operating near field satellite simulators to measure the delay instabilities
of their TWSTFF earth stations. At the National Physical Laboratory (NFL) we have adopted a
different characterization configuration, where two independent characterization loops are used to
measure the TWSTFT earth station uplink and downlink delay instabilities separately. This allow
an assessment of the performance of the difference loops in the measurement of the delay instabilities.
The cables connecting the earth station hardware have also been investigated. Direct comparisons
are made between PTFE coaxial cable propagating Ku-band and L.band signals. Furthermore, the
perfonmance of a higher chip rate code has been investigated. Finally, the results presented in this
paper are used to discuss future improvements in TWSTFT at NPL.

1 INTRODUCTION

High precision time-transfer using the Two-Way Satellite Time and Frequency
Transfer method involves an exchange of time-signals between two earth stations
via a geostationary satellite [1]. The advantage of this method over a one-way:
method (such as GPS common-view) is that accurate determination of the satellite
and earth station co-ordinates are not required. This is because the free space and
atmospheric propagation delays of the signals travelling in opposite directions
cancel out almost entirely. However, the present limitations of this method result
from delay instabilities within the earth station hardware. These have to be taken
into account and require calibration [2, 3]. Furthermore, it is important that
hardware delays are stabilized as far as possible in order to reduce uncertainties
after calibration.

This paper presents a series of tests that have been used to characterize NPL's
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TWSTFT earth station to gain a better understanding of its delay instabilities. The
performance of the earth station uplink and downlink characterisation tests is
assessed and the origin of delay instabilities demonstrated. Tests have also been
carried out on cables to investigate the variation of signal propagation delays with
temperature. The earth station delay stability has also been investigated using a
spread spectrum signal with a higher chip rate code than is used in the routine
TWSTFT measurements.

2 EARTH STATION CHARACTERIZATION

(I) Downlink Tests

Downlink characterization tests were carried out using the configuration shown in
Figure 1. The signals output by the Satre and Mitrex modems were input into one
of two downlink characterization loops. The characterization test hardware in each
loop consisted of the components between the output of each modem and the earth
station feed. These included directional couplers, a switch box, Ku-band mixers, a
12.6 GHz phase-locked local oscillator, attenuators, cables, and horns. Apart from
two cables and two horns, all of this hardware was located within a laboratory
which is temperature-controlled to within 30. In each loop the 70 MHz output
signals from the two modems were combined using a directional coupler and
mixed up to 12.67 GHz using a mixer and the 12.6 GHz local oscillator. The
resulting signal was attenuated before being transmitted by a horn towards the
earth station feed.

Measurements were taken using both the Satre and Mitrex modems for each loop.
The switch box was used to switch between the two loops once per minute. The use
of two loops allowed an independent check of the hardware. To allow for
measurements to settle down after switching between the loops, measurements
corresponding only to the final 30 s of each one minute interval were processed. A
mean of these data was taken to provide a representative measurement of the loop
delay. The resulting measurements of the Mitrex and Satre modems for each of the
two loops (Loops 1 and 2) are presented in Figures 3 and 4 respectively. Indoor
and outdoor temperature measurements are also shown for comparison. The tests
demonstrate an inverse correlation between the loop delay and the outdoor
temperature with a temperature coefficient of -0.1 ns/°C. Previous tests have shown
that there can sometimes be a good direct correlation [4].

(II) Uplink Tests

Uplink characterization tests were carried out using the configuration presented in
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Figure 2. The characterization test hardware in each loop consisted of the

components between the Satre modem input and the earth station feed. These

included a switch box, a directional coupler, Ku-band mixers, a 14.1 GHz phase-
locked local oscillator, attenuators, cablesand horns. An uplink signal of frequency
14.03 GHz was generated by the earth station and transmitted into the horns of two
sets of test hardware. The signals received by the two horns were mixed down to
70 MHz using a mixer in each loop and the 14.1 GHz local oscillator. The output
from each mixer provided an input for the Satre modem via a switch box.

Measurements were taken for each loop using the Satre modem. The switch box
was used to switch between the two loops once per minute. The use of two loops
allowed an independent check of the hardware. To allow for measurements to settle

down after switching between the loops, measurements corresponding only to the

final 30 s of each one minute interval were processed. A mean of these data was

taken to provide a representative measurement of the loop delay. The resulting
measurements of the Satre modem for each of the two loops (Loops 1 and 2) are
shown in Figure 6. The tests show a good correlation between the measurements of

Loop 1 and the outdoor temperature with a temperature coefficient of 0.15 ns/OC.
The measurements of Loop 2 show a similar but weaker correlation.

.(III) Performance of Tests

It is not clear from the measurements for downlink and uplink tests, shown in
Figures 3 and 6, what proportion of delay instabilities originate within the test
hardware rather than within the earth station. Instabilities within the test hardware
could limit the performance of the tests to characterize the earth station. These
instabilities can be assessed by subtracting the measurements of one loop from the
other. This allows the common contribution of the earth station delay to be
removed in order to observe instabilities occurring only within the test hardware.

Figure 5 shows the differences between the two sets of loop measurements taken
by the Satre modem in the downlink tests. Indoor and outdoor temperature data are
also shown for comparison. It is found that the differences correlate inversely with
outdoor temperature. Figure 7 shows the differences between the two sets of loop
measurements taken by the Satre modem in the uplink tests. In this case it is found
that there is a good direct correlation between the difference in loop measurements
and outdoor temperature. These correlations with outdoor temperature indicate that
the temperature coefficients of the test hardware in each of the two loops are
different. Furthermore, they suggest that the" origin of the instabilities are outdoor
components. Apart from the horns, which are not expected to show a significant
temperature coefficient, the only test hardware located outdoors are cables. We
therefore conclude that the cables within the test hardware are the origin of a
substantial proportion of the delay instabilities observed using such
characterization tests.
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3 CABLE CHARACTERIZATION TESTS

Several coaxial cables are used to transmit signals within the earth station,
characterization test hardware, and associated time-transfer hardware within the
laboratory. As discussed in Section 2, a significant proportion of delay instabilities
are found to originate within such cables, particularly those exposed to the large
outdoor temperature changes. Consequently, an investigation was carried out on
the effect of environmental temperature changes on the signal delays in coaxial
cables.

The delay variations within 50 0 PTFE coaxial cables (Rhophase Microwave Ltd.
part number SPS-1751-10000-SPS) have been investigated at Ku-band and L-band
using the configurations shown in Figures 8 and 9 respectively. Two 10 m length
cables were connected by an attenuator and placed outdoors in order to expose
them to relatively large temperature changes. The first test involved propagating
Ku-band signals through these cables. The resulting delay and outdoor temperature
changes are shown in Figure 10. There is a strong inverse correlation observed
between the delay measurements and outdoor temperature, demonstrating that
there is a strong dependence of cable delays with temperature. The temperature
coefficient is measured to be -0.15 ns/OC. A similar test was carried out by
propagating L-band signals through the cables and the resulting measurements are
shown in Figure 11. These data also demonstrate a dependence of cable delay with
outdoor temperature and the measured temperature coefficient is -0.007 ns/0C.

4 TESTS USING DIFFERENT CODES

The present method of time-transfer employs 2.5 MChip rate coded signals which
are available on both the Mitrex and Satre modems. However, a 20 MChip rate
code is also available on the Satre modem. The higher bandwidth of this code may
offer more stable hardware delays. A comparison has been carried out between the
two codes by taking simultaneous measurements using the downlink test
configuration shown in Figure 1. The Mitrex and Satre modems were used with 2.5
and 20 MChip rate codes respectively. The results shown in Figures 12 and 13
suggest that an improvement in delay stability is obtained using the 20 MChip rate
code. The cause of the large difference in the loop delays (- 60 ns) is not clear.

5 DISCUSSION

The tests presented in this paper and in previous papers [3, 4] were carried out to
investigate the signal delay behaviors of the earth station and characterization
hardware in order to realize methods for improving their performance. In Section 2
it was found that the downlink and uplink tests are affected by delay instabilities
within the outdoor cables of the test hardware. This limits the performance of the
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characterization tests. To improve this it is necessary to reduce the instabilities
within the cables.

Results presented in Section 3 demonstrate that PTFE coaxial cables show
significant delay instabilities and that cables propagating Ku-band signals show
much greater temperature coefficients (by a factor of 20) than cables propagating
L-band signals. Cables within the downlink and uplink test hardware are used to
transmit Ku-band signals to and from the horns located outdoors. It is clear that
these cables could be the origin of the delay instabilities observed within the test
hardware in Section 2. This is consistent with the conclusion drawn in Section 2.
The instabilities would be greatest for these outdoor cables which are exposed to
larger temperature changes.

It is proposed that the delay instabilities within the cables of the characterization
hardware could be significantly reduced by transmitting through them at L-band, or
possibly at 70 MHz, rather than at Ku-band. This would require a modified
characterization configuration involving a Ku-band local oscillator or upconverter
located at the antenna.

There are also cables that transmit Ku-band signals between the earth station
hardware. These are expected to be the origin of significant delay instabilities
within the earth station. By modifying the configuration of the earth station it
would be possible to avoid transmitting Ku-band signals through long lengths of
cable. The results from Section 3 suggest that the delay instabilities in such cables
could be reduced by about an order of magnitude. This would. lead to a significant
improvement in the time-transfer performance of the earth station.

The increased stability of the 20 MChip rate coded signal described in Section 4
can be explained in terms of its much narrower correlation function. This results in
any reflected signals within the earth station having a smaller perturbing effect due
to less overlap of the correlation functions generated from the main and reflected
signals. Consequently, any changes in the reflected signals will result in smaller
changes in the earth station delay and lead to a greater stability.

6 CONCLUSIONS

The results presented in this paper lead us to the following conclusions.

* The delay instabilities of separate characterization loops as well as the
differences between them are found to correlate with temperature. The
performance of NPL's downlink and uplink characterization tests is
presently limited by delay instabilities within the outdoor cables of the
test hardware.
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* Tests carried out on PTFE coaxial cables demonstrate that they can
have significant temperature coefficients. The tests have also shown that
PTFE coaxial cables propagating L-band signals have much lower
temperature coefficients than cables propagating Ku-band signals.

o PTFE coaxial cables transmitting Ku-band signals between different
hardware are the origin of delay instabilities within NPL's
characterization and earth station hardware. It is proposed that the
instabilities could be reduced by transmitting signals at L-band, or
possibly at 70 MHz, through the cables.

o The use of 20 MChip rate coded signals lead to more stable earth
station delay
o measurements than using 2.5 MChip rate coded signals.
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Abstract

The Eastern Range at Cape Canaveral, as part of the Range Modernization program, is incorpo-
rating NWo-Way Satellite Time Transfer (TWSTF) systems into their stations. A detailed study of the
mechanization of TWSTT into their systems had been performed and an experiment into diffent
satellite links has been reported before. A design implementation has been completed. Acceptance
testing was successfully performed at the Naval Research Laboratory (NRL), including over-the-air
testing prior to thefirst installation at the Range Operation Control Center (ROCC), Cape Canaveral.
The first phase of ROCC installation was completed in July 1998.

The results of acceptance testing at NRL indicated a sub-nanosecond time transfer capability.
Data from those tests will be presented and discussed. Installation test data from the initial phase
will be presented. Calibration of these units for absolute time comparison was diffilcult, but will
support a nanosecond-level capability. The calibration methods and results will be described.

INTRODUCTION

The TWSTT System being installed at the Eastern Range will include its own time transfer networkwhere
the Range Operations Control Center (ROCC) will be the master site and the down range sites will be
targets. The network will operate in C-band using an Intelsat global transponder. The ROCC will also
operate as a target site and perform time transfers with the DoD Master Clock at USNO over a Ku-band
satellite link.

In April of 1998 a factory acceptance test was performed at NRL for the Air Force to demonstrate the
operation and performance of the TWSTT modems. In July of 1998, the first phase of the network
installation was completed by the installation of a TWSTT modem at the ROCC with a Ku-band Very
Small Aperture Terminal (VSAT). A site acceptance test was performed and the equipment was accepted.
The link to the DoD Master Clock was established. Operational time transfers began in November 1998.

TWSTT CONFIGURATION AND OPERATION

Figure 1 shows a diagram of the hardware configuration of the TWSTT system. Each site within the
TWSTT system contains a TWSTT Modem, and a VSAT coupled to a 1.4-meter parabolic antenna to
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enable synchronization measurements via a leased geostationary communication satellite transponder.
Two-way time transfer communications require approximately 4 MHz of transponder bandwidth and up to
three time transfers can be performed in 30 minutes.

Two-way time transfer between two time standards is accomplished by having each of the standards send
their 1 Pulse Per Second (l-PPS) signal to the other over a communications circuit. The TWSTT modem
sends the 1-PPS using a Pseudo-Random Noise (PRN) code modulation. The transmission medium and the
satellite electronics introduce delays, but by sending both directions the delays will be nearly reciprocal.
Each site measures the time interval between the transmission of its local 1-PPS and the time it receives the
remote site's 1-PPS signal. This exchange continues for 300 seconds to complete a time transfer. The time
offsets of the two standards during the exchange can be measured very precisely (0.2 nanoseconds) and
accurately (1.0 nanoseconds). By performing time transfers over a period of time, the long-term behavior
of the time standard, i.e. frequency changes, rates, jumps, drifts, etc., that affect the accuracy and stability,
and, thus, the operational usefulness of a clock may be accurately characterized. Improved confidence in
decision making is a key benefit. The day-to-day stability of two-way time transfers can very nearly
reach the performance of the best reference clocks.

There are two different satellite links to be used for the Eastern Range TWSTT System. The first link is
between the DoD Master Clock and ROCC via G-STAR I in the Ku-band. The second link is between
ROCC and the three downrange sites on an Intelsat satellite via a global coverage C-band transponder. The
ROCC TWSTT system has a radio frequency switch to the antenna connections for selection between the
Ku-band antenna and C-band antenna.

The configuration of the TWSTT modem has changed from that previously reported [1]. The TWSTT
modem being deployed in this project is the fourth revision of the NRL-designed modem. Generation four
of the TWSTT modem is a repackaging of generation three. The third generation TWSTT modem used
previously consists of two Electronic Industries Association standard 19-inch rack-mountable chassis. One
chassis contains the TWSTT Modem's computer, and the other contains the. VSAT interface and the
frequency source. The fourth generation computer chassis is now a single standard rack mount personal
computer chassis with all connections in the rear, unlike the PCXI chassis previously used. This change
was made because the PCXI chassis has been discontinued. The VSAT Interface has some circuit redesign
to improve stability and reliability. More of the hardware is now digital. A color LCD display has been
added to eliminate the need for an external monitor and a flip-up keyboard was also added.

The operating system is LINUX, using kernel version 2.0.34. This change was due to the need to update
the CPU to Pentium II motherboards, since older motherboards are being phased out of production. The
newest version of the operating system supports the newer motherboard chipsets. The TWSTT modem
software has gone through maintenance updates and a few improvements. The user interface was updated
to add keyboard control in addition to the mouse operations. These changes simplify the software
installation. Originally the software was installed in the root directory and operated from there. The
software was relocated to another directory and now allows multiple separate user accounts in operation of
the TWSTT system.

FACTORY ACCEPTANCE TEST

Before deployment and installation of the TWSTT system to the ROCC, an Acceptance Test was conducted
at NRL. The Test was setup as shown in Figure 2. Both TWSTT systems were located at NRL and a Ku.
band satellite link was used as the communication medium. The Time Interval Counter (TIC) between the
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two frequency standards was used as the comparison reference. The performance was demonstrated during
a ten-day test period where three time transfers were performed per day.

Thirty-two time transfer measurements were performed with three measurements per day, as shown in
Figure 3. The extra two measurements were performed because of extra satellite time. Four significant
outliers can be readily seen in the data, the largest being 18 milliseconds. These outliers have been
attributed to transponder interference resulting from the user of the previous communication satellite time
slot not completing transmission by the end of their assigned time slot. This type of interference can be
operationally avoidable to prevent corruption of the time transfer measurements. The fourth outlier was
one of the extra measurements performed. With the outliers and the other extra measurement taken deleted,
the remaining 27 measurements were used to demonstrate performance. The phase offset between the two
standards was determined with an RMS deviation about a linear least-squares fit to 2.6 nanoseconds. The
offset of the two clocks determined by the TIC is shown for the same period in Figure 4. These
measurements haveanRMS deviation about linear least-squares fit of 3.0 nanoseconds. The larger different
in the TIC measurement has been attributed to the 100 sec averaging time for the counter providing a short-
term measure on the HP 5071. Differencing the offsets between the two clocks provides a measure of the
performance of the TWSTT and associated equipment and the result is shown in Figure 5. Thedata have an
RMS deviation about a linear least-squares fit of 1.8 nanoseconds. Removal of one data point, from MJD
50927 which has a phase offset of 8 nanoseconds, would result in an RMS deviation of less than I
nanosecond.

CALIBRATION

An important element in the installation of the TWSTT system at the ROCC was the method to calibrate it
for accurate over-the-air operation. Pre-calibration was not possible due to possible configuration
differences at the installation site. The TWSTT modem was calibrated by taking a portable atomic clock,
HP5071 A Opt 001, to USNO and synchronizing it with theMasterClock. The time difference of the 1-PPS
between the portable atomic clock and the Master Clock and drift were recorded along with the time of
measurement. The portable atomic clock was then transported to the ROCC. After connecting the atomic
clock 5 MHz and 1-PPS signals to the appropriate ports on the TWSTT modem, the modem was
configured to operate as a target site. The time transfer tests performed during the site acceptance with
TWSTT relative to USNO were performed using the portable atomic clock. The portable atomic clock
was transported back to USNO after the site acceptance testing and the time difference between the atomic
clock I-PPS and the Master Clock 1-PPS was measured. By using the portable atomic clock as the
reference at the ROCC the capability of the TWSTT link was compared to an independent precise clock
synchronized to USNO. The resulting difference in time as measured at the ROCC and the portable clock
was the composite un-calibrated delays in the TWSTT system. As a result the calibration factor was
determined to be 81.3 nanoseconds.

SITE ACCEPTANCE TEST

After the physical installation of the TWSTT equipment at the ROCCQ an acceptance test was performed to
verify the operational capabilities of the TWSTT system at the site. This includes interoperability with the
facility, expected operating procedures, and system performance. The system performance portion of the
acceptance test consisted of three time transfers at Ku-band twice per day for five days. Each time transfer
consisted of 300 one-second measurements. Three time transfers were taken during a half-hour period.
Figure 6 shows the equipment configuration. Simultaneously measurements were made using a keyed GPS
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receiver at the ROCC operating on a common-view time transfer schedule with USNO. The portable clock
discussed above was also used as the local clock for the GPS common-view measurements.

Thirty-one TWSTT measurements were made over a period of eight days and are presented in Figure 7.
The measurements plotted show phase offsets between the two clocks of -170.7 nanoseconds at the mid-
point of the data interval. These measurements are shown in Figure 8 to haveanRMS deviation about a
linear least squares fit of 1.2 nanoseconds.

The phase and frequency offset of the two clocks determined by GPS receiver are shown in Figure 9 to be
-80.1 nanoseconds and -8.7 pp 1014 at the midpoint of the data interval. These measurements are shown in
Figure 10 to haveanRMS deviation about a linear least squares fit of 10.2 nanoseconds. This less precise
result was expected; however, the results confirm the range and trend of the TWSTT data. The phase and
frequency offsets between the portable atomic clock and the DoD Master Clock before and after the
acceptance test period can be seen from Figure 11 to be -89.4 nanoseconds. Although the data from the
portable clock is not continuous and limited, it was believed that based on the performance of the HP 5071
that interpolation between the data points was a reasonable method of estimating performance during the
test.

In Figure 12, the data from the three time comparison methods between the ground reference clock at the
ROCC from the DoD Master Clock are shown relative to each other. The TWSTT and the portable clock
measurements were differenced to obtain the calibration of the TWSTT and the associated equipment. The
result of adding the calibration factor of 81.3 nanoseconds to the TWSTT measurements is shown in
Figure 13, where it can now be seen that the TWSTT measurements closely agree with the portable clock
measurements.

CONCLUSIONS

The factory acceptance test results performed at NRL had overall phase offset variations of up to 7
nanoseconds, but the individual time transfer sessions demonstrated sub-nanosecond phase offset
performance on a day-to-day basis when compared with the TIC as seen in Figure 5. The technique of
performing three consecutive time transfers for a half-hour measurement session was confirmed as a good
operational practiceas witnessed during the first half of this test. The satellite interference observed during
the factory test never lasted for the entire 30 minutes of test time and, thus, gave an indication of the quality
of the time transfer session.

The site acceptance test results demonstrated overall phase offset variations of up to 6 nanoseconds, but
once again the individual time transfer sessions demonstrated sub-nanosecond phase offset on a day-to-day
basis. Performing the portable clock trip for calibration was the best method for this site because of the
dynamic configurations that were occurring at the time. This site acceptance test would have benefited
from more portable clock measurements during the test period, but this was not logistically possible at the
time. The small difference in the slope or frequency offset may be attributed to the uncertainty in the
portable clock measurements. With multiple portable clock measurements the RMS deviation and resulting
uncertainty could be better determined.

Overall the results were quite satisfactory. The methods and techniques used in these tests will form the
basis of further testing and calibration in the extension of the TWSTT network to the down range stations
of the Eastern Range.

344



REFERENCES

1. I. J. Gaylsh, D. M. Craig, W. Reid, and J. A. Buisson "Performance Analysis of the GPS Monitor
Station Subsystem Enhancement Program at the Naval Research Laboratory," Proceedings of the 1996
Annual Precise Time and Time Interval (PTTI) Applications and Planning Meeting, 3-5 December 1996,
Reston, Virginia, U.S.A., pp.417-428.

345



PC
TWSTT 70 MHz IF Carrier

& VSAT
z1 Received IF Antenna

1 PPS 5 MHz

Station Clock

Figure 1. TWSTT Hardware Block Diagram

PC

5 MHz
P1 P2 J4 PORTI CESIUM

FREQUENCY
OUTPUT I STANDARDI PPS

J2 TWSTT J3 I (HP507 1)
OUTPUT 2

II I PPS

70 MHz OUT

TIME INTERVAL

OM~tIN COU NTER]

70 MiHz OU

iÁl L OUTPUT 2 CESIUM
I PPS FREQUENCY

SOUTPUT I STANDARD
J2 "VSI-" J3 (P1 HP507 I)

PORT]I

5 MHz
PI1 P2 J4

Figure 2. Factory Acceptance Test Hardware Block Diagram

346



APR APP. APP. APR A PR MAY MAY MAY MAY
21 23 25 277 29 1 3 5 7

20

-10.

-Lh 5

0.

U."0

S-10- ..

-15 a 32 MEASUREMNSM

-20
50924 50926 50928 50930 50932 50934 50936 50938 50940

MODIFIED JULIA N DATE
Figure 3. Factory Acceptance Test Results

APR, APR APR APR. APR IM-AY MAY M..AY MAY
24 23 25 27 29 5 37

1400
2~50 a

~1300
-~1250-.

W1200
~-1150

100
2. ~00~

S 0-50. ........

50924 50926 50928 50930 50932 50934 50936 50938 50940

MODIFIED JULIA N DATE

Figure 4. Factory Acceptance Test TIC Measurements

347



7 1998

APR APR APR APR APR MAY MAY MAY MAY
21 23 25 27 29 1 3 5 7

20 '

"10-

S0

-10

-15 . . .... .. S 8 ,-vA o N :.8 . -

"-20-.
50924 50926 50928 50930 50932 50934 50936 50938 50940

MODIFIED JULIAN DATE

Figure 5. Factory Acceptance Test (TWSTT - TIC) Measurements

RF CONVERTER TIME INTERVAL
COUNTER

75.Mliz STOP START

I IPPS

OUT

1 PPS D)ISTRIBUCTION
AMIPLIFIERI PPS

IN

5M z1.2S I O S !

OUT OUT

IP DISRIBTIO

AMPLIFIER

Figure 6. Site Acceptance Test Hardware Block Diagram

348



.,u Jn Jn un unJun Jul Jul
25 26 27 28 29 30 1 2

1998 1998 1998 1998 1998 1998 1998 i998

-10I Thu Fni Sat Sun Mon Tue Wed Thu

-140 0

~-150

S-160

~--170 ?

S-180

-lý 190 ...

-200-0

-210i
50989 50990 50991 50992 50993 50994 50995 50996 50997

MODIFIED JULIAN DATE
Figure 7. Site Acceptance Test Results

Jun Jun Jun Jun Jun Jun Jul Jul
25 26 27 128 29 20

1998 1998 1998 1998 1998 1998 1998 1998
41 Thu Fri Sat Sun Mon Tue Wed~ Thu

00
00

-2 ...0 ...

-3 Linear Residuais

-4. .,*

50989 50990 50991 50992 50993 50994 50995 50996 50997

MODIFIED JULIA N DATE
Figure 8. Linear Residuals of Site Acceptance Test Measurements

349



Jun Jun Jun Jun Jun Jun Jul Jul
25 26 27 28 29 30 1 2

1998 1998 1998 1998 1998 1998 1998 1998
Tnu Fri Sat Sun Mon Tue Wed Thu-50

-60

S-70 c0-80.

LL 90
S-80: .... .5 1 . ..

0 1

*L .11

-120

-130 ..
50989 50990 50991 50992 50993 50994 50995 50996 50997

MODIFIED JULIAN DATE

Figure 9. Site Acceptance Test Comparison Results by GPS Common View

Jun Jun Jun Jun Jun Jun Jul Jui

25 26 27 28 29 30 1 2
1998 1998 1998 1998 1998 1998 1998 1998S.. . . . . .. . . . . .. . . . . . . . . . . . . . . .. . .. . . . . . .. . . . . .. . . . . . . . . . .. . . . . . . . . . . . . . . ..

40 Thu Fri Sat Sun Mon Tue Wed Thu

30-40

20

-10 100
S 2 0 .. .. .. .. ..

1j~ 0 0. 0. . .. *... ... .:. ...... •-

Lu

-300

~-20 . . .. ........................ .......... ... .......... .. . ...... .

-3 0 Lie,, ., R.,,id., i• :.. . . .. . . ...s

-40 .. . . . .
50989 50990 50991 50992 50993 50994 50995 50996 50997

MODIFIED JULIAN DATE

Figure 10. Linear Residuals for Site Acceptance Test GPS Common View

350



JUN JUN JUN JUN JUN JUL JUL JUL JUL
17 20 23 26 29 25 8 11

25

-ý -25-

~-76
L 100 ...

~ 125

-175

-200>
50981 50984 50987 50990 50993 50996 50999 51002 51005

MODIFIED JULIA N DATE

Figure 11. Site Acceptance Test Portable Clock Comparison

________________________________- 1998

JUN JUN JUN JUN JUN JUL JUL JUL JUL
17 20 23 26 29 2 5 8 11

40

.0

LL

L-120-

~-160 7- -

-200 ~ "28CNE

-240, 17.
50981 50984 50987 50990 50993 50996 50999 51002 51005

MODIFIED JULIAN DATE

Figure 12. Site Acceptance Test Combined Results of Time Transfer Methods

351



1998
JUN JUN JUN JUN JUN JUL JUL JUL JUL

17 20 23 26 29 2 5 8 1140

0-

S -40 .". .....

800

o -120
S-!-o

-160-
0 0 TWST (AL'SA¶ADM

-200 .

-240 ........
50981 50984 50987 50990 50993 50996 50999 51002 51005

MODIFIED JULIAN DATE
Figure 13. Site Acceptance Test Comparison of TWSTT with Calibration Factor

352



Questions and Answers

JIM DeYOUNG (USNO): Are there any plans for ongoing or continuous monitoring of the calibration to
see how it is going to change over time? Or is this just going to be a one-shot calibration?

DOUGLAS KOCH (NRL): I guess they will look at the data, but this is a one-shot calibration for this
initial installation. They follow one installation at the down range sites-, each one will be calibrated very
much the same way.

MIHRAN MIRANIAN (USNO): I know what GPS receiver you use, and that has a notoriously bad time-
interval counter built into it. That is probably why you got your 10 nanoseconds -. If you use an external
counter, you could probably do a lot better than that.
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Abstract

Two-Way Satellite Time Transfer (TWST1) is one of the most precise time transfer techniques,
and time transfer using this method has been used between European and North American
Time and Frequency laboratories on a regular bases. In the Asia-Pacific Region four Time
and Frequency laboratories have been involved in establishing a precise time transfer network
using the TWS7T technique.
After several continuous 24-hour TWSTI experiments between Communications Research
Laboratory(CRL) in Japan and National Measurement Laboratory(NML) in Australia, a
regular, twice weekly TWSTT link has been established since April 1998 using a Ku-band
transponder on INTELSAT satellite 702 located at 177 deg. E.
CRL and Shaanxi Astronomical Observatory of Chinese Academy of Science(CSAO) have

just established a precise time transfer link using the TWSTT technique from October, 1998.
For this time transfer link we are using a Ku-band transponder on the JCSAT-3 satellite,
which is owned by Japanese satellite communication company and is located at 128 deg. E.
National Research Laboratory of Metrology(NRLM) in Japan is also planning to join the
TWSTT link network with.a link to CRL also using JCSAT-3 from March1999.
For the next step toward a global TWSTT network we are planning to connect the Asia-Pacific
TWSTT link to European and North American time and frequency laboratories. Such a
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network of precise time transferlinks will not only by itself be usefid in contributing to TAI and
UTC but also provide an accurate time transfer reference for other precise time transfer
techniques such as the GPS carrier phase method.

INTRODUCTION

The basic research on Two-Way Satellite Time Transfer(TWSTT) has been started from the
1960'stl-21 and remarkable progress was made in the 1970's and 1980'sr]. Due to its high
potential for accuracy and precision, the TWSTT technique is expected to be one of the highly
accurate time transfer methods for the next generation, and to investigate and to realize
TWSTT network, the working group on TWSTT(presently TWSTFT) has been organized under
the CCDS(present CCTF). Depending on this working group activities, Time and Frequency
institutes in Europe and USA are making great efforts to realize this method as a practical tool
to contribute to TAI[R's-' 91.

In the Asian-Pacific region, the history of the research work in the field of TWSTT is also very
long; several significant works were performed[3"l], but they could not be realized as a practical
one.

Recently several Asian-Pacific Time and Frequency institutes are making an effort to establish
a TWSTT network in this region and some links are already established and the time transfer
using TWSTT have been performing on a regular basis. They are also planning to expand this
network.

SITUATION OF T&F INSTITUTES IN ASIAN-PACIFIC REGION

In Asian-Pacific region more than ten Time and Frequency institutes which are contributing to
TAI are distributed. Figure 1 shows their locations in this region. The numbers of atomic clocks
for TAI in this region are about 40, and it corresponds to 15-20 % of all the clocks in the world.
Also these institutes are making studies of construction of primary frequency standards, such
as optically pumped Cs beam standards, atomic fountain type Cs standards and ion storage
type frequency standards. Some institutes in this region recently started the uncertainty
evaluation of primary frequency standards and they attained a stability at the level of 2-3 x 10-14.

Therefore it can be said that this region is one of most significant areas for the construction of
TAI and UTC.

PRESENT TIME TRANSFER NETWORK FOR TAI

Figure 2 shows the GPS common-view time transfer network for the TAI organized by BIPM
using GPS LI single channel time transfer receivers. There are three node stations in the world
for each area, and CRL is the node station for Asian-Oceania region. The delay calibration work
of GPS receivers in this region which was organized by BIPM was performed in 1996, among
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OP, NML, MSL and CRL. It is difficult to say the GPS time transfer link in this region is well
enough calibrated, because it was only for three institutes and done only once. In addition this
region is quite wide and the performance of GPS common-view method is not good enough for
precise time transfer; therefore a new time transfer method should be considered.

TWSTT NETWORK AROUND ASIAN-PACIFIC REGION

The Major T&F institutes in Asian-Pacific Region are constructing a TWSTT network in this
region under mutual cooperation. Main tools for this TWSTT network are the following:

Time transfer modem: TWT-100 "Atlantis Modem",
Earth station: 1.8 m dish Ku-band station which has 4 W of transmission power,
Satellite: INTELSAT 702 for CRL-NML link,

JCSAT-3 for links except for CRL-NML link.
JCSAT-3 satellite is owned by Japanese satellite communication company and located at 128
deg. E.

CRL-NML LINK

CRL(Communications Research Laboratory) and NML(National Measurement Laboratory) is
conducting TWSTT using INTELSAT 702 satellite on 177 deg. E. The first TWSTT experiment
between CRL and NML was performed in October 1997. CRL and NML have been performing
TWSTT twice weekly on a regular basis. Figure 3 shows the time transfer results from June
1998 to November 1998. Two institutes are using ahydrogenmaser as the reference clock for
TWSTT to evaluate the performance of the system.

CRL-CSAO LINK

TWSTT link between CRL and CSAO(Shaanxi Astronomical Observatory in China) has been
just started the end of October, 1998 on a regular basis using JCSAT-3 satellite with Ku-band.
Figure 3 shows the preliminary results of this link. CSAO uses UTC(CSAO) and CRL uses a
hydrogen maser as the reference clock for TWSTT.

NRLM

The National Research Laboratory of Metrology(NRLM) in Japan is preparing a TWSTT
equipment, a TWSTT modem and a Ku-band earth station, to conduct a TWSTT between CRL
using JCSAT-3. NRLM and CRL will make TWSTT starting from March, 1999.

TL and KRIS

The TWSTT experiments were performed between CRL and TL(Telecommunications
Laboratory of Chaunghwa Telecom in Taiwan) and also between CRL and KRIS(Korean
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Research Institute of Standard in Korea) in 1992r7-81. But they were not continuous ones. TL
and KRIS are planning to join the TWSTT Asian-Pacific network in near future. TL and KRIS
are discussing with CRL to prepare the equipment for the TWS1T.

PROBLEMS TO BE SOLVED FOR HIGHER ACCURACY

TWSTT method has high potential for accurate time transfer in principle, but there also exists
several problems to be solved to improve its accuracy and precision. They are:
1) Technical one
Calibration of internal delay change of the equipment including delays of earth stations.
To compensate this problem CRL is designing to develop a new modem which has a self-

calibration function.

2) Operational one
It is difficult to make time transfer by full automatic mode due to the reason that one should
transmit a signal to the satellite and it needs to confirm to the satellite operation center just
before the signal transmission.

3) Satellite link fee
To perform the TWSTT requires payment for the satellite link and it is not cheap at present.
This problem limits'the frequency and duration of time transferwhich are one of the reason for
the degradation of the total performance of TWSTT. There needs to be further efforts to realize
TWSTT as an economical time transfer method. But one should remember that GPS is free
to the users in fact, but the construction cost and olperation cost exceeds more than 10 billion
us$.

4) Existence of suitable communication satellite for TWSTT.

CONCLUSION ABOUT REALIZATION OF A GLOBAL TWSTT
NETWORK

The TWSTT network among four major time and frequency institutes, CRL, NML, CSAO, and
NRLM, in Asian-Pacific region will be constructed by March, 1999. To expand this network in
this region TL in Taiwan and KRIS in Korea will join to this network in near future.

As a next step to realize a real global TWSTT network, we should connect this Asian-Pacific
network to European and American ones.

Such a TWSTT network is useful not only for improvement of accuracy and stability of TAI, but
also for comparison of another precise time transfer method, such as GPS carrier phase
method.
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Questions and Answers

DEMETRIOS MATSAKIS (USNO): The link between Shaanxi and Europe that you are talking about is
an important one because it has a possibility of contributing to TAI. I am very concerned about the initial
data. I wonder ff there are plans to upgrade that. Does Shaanxi have masers or a large ensemble of
cesiums that could be a better flywheel?

MICHITO MAE (CRL): At present they only have a -P-5071A. But they are now making an
investigation for a primary frequency standard of the fountain type, under cooperation with Beijing
University. So if they complete such a primary standard, we can use this. But unfortunately at present,
they do not have a hydrogen maser.

DEMETRIOS MATSAKIS: And just one HP-5071.

MfICHITO IMAE: No. They have maybe four or six.

WILLIAM KLEPCZYNSKI (ISI): I think they have six HP-5071s.

MICHITO IMAE: Yes.

WILLIAM KLEPCZYNSKI: Do you have INTELSAT-702? Will that have a spot beam coverage over
North America?

MICHITO IMAE: You mean this one?

WILLIAM KLEPCZYNSKI: Yes.

MICHITO IMAE: Yes, this one has a North America spot beam.

WILLIAM KLEPCZYNSKI: Do you have a satellite that you think might be going from Asia to Europe?

MICHITO IMAE: It is difficult to keep the INTELSAT satellite above the Indian Sea, but we will try to
keep the satellite.
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CALIBRATION OF THREE EUROPEAN TWSTFT
STATIONS USING A PORTABLE STATION
AND COMPARISON OF TWSTFT AND GPS

COMMON-VIEW MEASUREMENT RESULTS
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Abstract

After a brief introduction and description of the portable station and a discussion of different
approaches to use it for station calibration, the calibration trip is described and the results are
presented. The calibrated TWSTFT measurements are compared with the GPS measurements
calibrated by a GPS receiver trip carried out at the same time as the TWSTFT calibration and
by previous GPS receiver trips. The findings are discussed and some envisaged activities using
the portable station are mentioned.

INTRODUCTION

Since 1997 two-way satellite time and frequency transfer (TWSTFT) links are operated on a
regular basis between six European laboratories and also between the European laboratories and
two laboratories in the USA [1]. All links employ Ku-band channels of the same INTELSAT
satellite positioned at 307' E and the measurement data are available in a format published in a
draft revision of recommendation ITU-R TF. 1153 [2]. This format minimizes the amount of data
to be exchanged and allows easy computation of the results. The laboratories contribute to the
international atomic time scale and carry out GPS observations according to the BIPM common-
view schedules. Initially some of the TWSTFT links were calibrated using the difference
between the respective time scales as published by the Bureau International des Poids et Mesures
(BIPM) in Circular T. In order to obtain actual GPS calibrations which could also be used to
calibrate the TWSTFT measurements, a series of GPS receiver transportations were organized by
the BIPM, starting summer 1997. In June 1998 a calibration trip using a portable TWSTFT
station developed at the Technical University Graz (TUG) was carried out between the Deutsche
Telekom AG (DTAG), Darmstadt, the Physikalisch-Technische Bundesanstalt (PTB),
Braunschweig, and the TUG to provide a calibration of the TWSTFT links independent of the
GPS calibration. At the same time in the course of one of the GPS receiver trips, GPS calibrations
were carried out between these laboratories, allowing a direct comparison of the performance of
both techniques.
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PORTABLE TWSTFT STATION

At the TUG in addition to the existing TWSTFT system, a second TWSTFT system has been
developed to carry out common-clock experiments and for calibration purposes [3,4]. The
system comprises a specially adapted VSAT-terminal (1.8 m antenna diameter, maximum EIRP
of about 52 dBW, and a G/T of about 22 dB/K), a small 19" rack containing the measurement
system designed to be operated with a SATRE-modem providing full frequency agility for the
up- and down-link, a spectrum analyzer, a PC controlling the complete system including the
spectrum analyzer, an uninterruptible power supply, and a cable drum containing the necessary
cables to connect the satellite terminal and the measurement system allowing a maximum
separation of 50 m. The system is designed for automated operation using a measurement
software developed at the TUG, which allows, apart from other features, on-line monitoring of the
measurements. Also available is the necessary software to get the results in both ITU-formats
and to process the data [4]. The visited station has to provide a one pulse per second with known
relationship to the local time reference and a 10 MHz signal to be connected to the measurement
system. Figure 1 shows the satellite terminal. All necessary cable connections are done inside the
cabinet at the right hand side providing protection from the environment. The complete
measurement system is shown in Figure 2. Figure 3 provides a view into the interior of the trailer
used for transportation of the complete TWSTFT system and Figure 4 shows the trailer with the
antenna on top of it and the towing car ready to start the trip.

TWSTFT CALIBRATION TRIP

The calibration trip was arranged in a way to be able to make the calibration measurements
during the satellite time available for the regular European TWSTFT measurements, trying to
omit as few regular measurements as possible. To fit the adhered regular schedule also, the
calibration measurements were done over two-minute intervals. The route of the calibration trip
can be seen in Figure 5. The underlined dates indicate the days during which the measurements
were performed. Depending on the location, two to three hours were needed to set up the station
and to be ready for the measurements. In addition to the regular measurements most important
with respect to the evaluation of the calibration, in all locations measurements were done
between the transported and the local stations and the respective two other remote stations,
allowingcalculationofthe calibration results in different ways. The usual approach is to carry out
common-clock time transfer measurements at all sites between the transported station and the
local station to get the differential delay between the portable station and the respective local
station. Using this approach different signals are employed for the delay calibration and the
actual time transfer and, therefore, for signal delays; depending on the received signal, the
measured delay and the actual delay can differ from one another. Another approach is to perform
a common-clock time transfer between the portable station and the local station at site A and
after transporting the portable station to site B to perform a successive time transfer between the
transported station and the station at site A and the local station and the station at site A. From
the two time transfer results the differential delay of the local stations of site A and B can be
calculated. In this case the actual delays are measured, but the stability of the clocks have to be
considered, because the measurements are not performed at the same time.
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GPS CALIBRATION TRIPS

The GPS calibrations were carried out by means of a GPS receiver provided by the BIPM
according to a schedule prepared by the BIPM and also the processing of the data was done at
the BIPM. The fourth trip was arranged in a way that the TWSTFT calibrations and the GPS
calibrations at DTAG, PTB, and TUG were performed at the same time. Unfortunately, this trip
could not be finished as planned, because the receiver got lost and could only be recovered after
one year. The detailed calibration results are given in reports published by the BIPM [5-8].

MEASUREMENT RESULTS

The results of the TWSTFT calibration trip are listed in Table I and plotted in Figure 6. The
results of the TWSTFT calibrations are plotted after having subtracted the individual mean
values for each laboratory in order to be able to show the results in one plot. For TUG the mean
and standard deviation before the trip are 4.146 ns and 148 ps, after the trip 4.304 ns and 261 ps,
and the overall figures are 4.209 ns and 204 ps. For DTAG and PTB the mean value and standard
deviation are -277.974 ns and 28 ps, and -174.679 ns and 114 ps, respectively. An assessment of

LAB CALIBRATION 0.5*CALR MEAN STD.DEV.
TIME

MJD TIME Ins /ns /ps
50958 141100 4.052
50958 141400 4.033

TUG 50958 141716 4.093
50958 142900 4.029 4.146 148

50960 141100 4.318
50960 141400 4.352

50967 141100 -277.955
DTAG 50967 141400 -277.994 277.974 28

50969 142329 -174.567
50969 142900 -174.529
50972 141100 -174.659

PTB 50972 141400 -174.727 -174.679 114
50972 141700 -174.783
50972 142900 -174.807

50976 141100 3.961
TUG 50979 141100 4.465
(2) 50979 141400 4.544 4.304 261

50981 141100 4.245

TUG 4.209 204
(1+2)

Table 1. Results of the TWSTFT calibration trip.
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the calibration uncertainty by an error budget results in about 400 ps for the calibration at the
TUG and at the PTB and about 1.7 ns at the DTAG. The greater uncertainty at DTAG is due to
the greater uncertainty in the determination of the relationship between UTC(DTAG) and the
time references used for the local and portable TWSTFT systems.

A summary of the relevant measurement results of the four GPS calibration trips is given in
Table 2. The estimated uncertainty with respect to the receiver at the Paris Observatory (OP)
given in the respective report is 3 ns for the first trip and 2 ns for the second and third trip. The
standard deviations of the daily means range from 0.2 ns to 1.1 ns . For DTAG because of
building construction work, no relevant data exist for the third trip [7]. Also for PTBthe results of
the third trip have a higher uncertainty due to particularly poor measurement conditions [7].

TRIP CALIBRATION LAB MEAN OFFSET
No PERIOD BIPM3-LAB

/ ns
50624 - 50629. DTAG -0.2

1 50631 - 50635 PTB -1.0
50638 - 50643 TUG -12.8

50757 - 50762 DTAG +5.0

2 50763 - 50769 PTB +3.7
50779 - 50783 TUG -5.1

50878 - 50881 DTAG

3 50884 - 50888 PTB -7.5
50891 - 50895 TUG -7.6

50963 - 50966 DTAG +64.48
4 50967 - 50973 PTB +2.55

50974 - 50979 TUG -5.99

Table 2. Results of the four GPS calibration trips.

Figure 7 shows for TUG - PTB the differences between the TWSTFT results and GPS results
after having calibrated the TWSTFT data by the outcome of the TWSTFT calibration trip and
after having calibrated the GPS data by the results of the individual GPS calibration trips. To
calculate the differences for the GPS data, the result of a linear regression over one day centered
at the TWSTFT measurements were used. Figure 8 shows the same for TUG - DTAGQ apart from
the fact that there are no DTAG data for the third GPS calibration trip. The corresponding
numerical data are listed in Tables 3 and 4 using averages over the respective GPS calibration
periods to calculate the differences between TWSTFT and GPS. Figures 7 and 8 and Tables 3
and 4 give the results using the first approach for the TWSTFT calibration (see Ch. TWSTFT
CALIBRATION TRIP). Using the second approach for TUG - PTB, the results differ only by
about 100 ps, but for TUG - DTAG the differences between TWSTFT and GPS become smaller
by about 2 ns.
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TUG-PTB: TW-GPS GPS CALIBRATED BY

TRIP CALIBRATION 1 st 2nd 3rd 4 th

No PERIOD TRIP TRIP TRIP TRIP

W 1 50631 - 50643 +0.563 -2.437 -11.137 -2.737

2 50763 - 50783 +2.497 -0.503 -9.203 -0.803
Cl)
0 3 50884 - 50895 +3.976 +0.976 -7.724 +0.676

E 4 50967 - 50979 +2.383 -0.617 -9.317 -0.917

Table 3. Differences between the independently calibrated TWSTFT and GPS measurements
for TUG - PTB. (Lines give TWSTFT - GPS for the date of a specific trip; columns give
TWSTFT - GPS for the dates of the different trips.)

TUG-DTAG: TW-GPS GPS CALIBRATED BY

TRIP CALIBRATION Ist 2 nd 3 rd 4 th

No PERIOD TRIP TRIP TRIP TRIP

U) 1 50624 - 50643 -3.858 -5.858 - +53.142

2 50757 - 50783 -6.227 -8.227 - +50.773
C/I

0 3 50878 - 50895 +82.931 +80.931 - +139.93

S4 50963 - 50979 +14.991 +12.991 - +71.991

Table 4. Differences between the independently calibrated TWSTFT and GPS measurements
for TUG - DTAG. (Lines give TWSTFT - GPS for the date of a specific trip; columns give
TWSTFT - GPS for the dates of the different trips.

DISCUSSION

The differences between TWSTFT and GPS for TUG - PTB show a kind of seasonal effect
especially pronounced in the first part (see Figure 7). A closer investigation revealed that this
effect was partly caused by the gradually breaking internal power supply of the GPS receiver
used at the TUG, being replaced by an external one at MJD 50689. Apart from the third GPS trip,
the differences between TWSTFT and GPS for the dates of the respective GPS calibrations
making use of the different GPS calibration results~are below I ns. This agrees very well with the
estimated TWSTFT and GPS calibration uncertainty (see Ch. MEASUREMENT RESULTS).
The peak-to-peak difference is about II ns and can be assumed to be mainly due to delay
variations of the GPS receivers at TUG and PTB. In addition, it should be mentioned that
changing the TWSTFT calibration from the value obtained via the Circular T (see Ch.
INTRODUCTION) to the one obtained by the TWSTFT calibration trip gives a step of about
18 ns and the average difference between TWSTFT calibrated by the TWSTFT calibration trip

369



and the uncalibrated GPS data is about -9 ns (cf. [1]). The average correction for the GPS data
calculated from the recent GPS calibration trips to be applied to get UTC(TUG) and UTC(PTB)
is about -6 ns and 4 ns, respectively, and the corrections used to calculate Circular T are 12 ns
and 0 ns, respectively [9].

The differences between TWSTFT and GPS for TUG - DTAG (see Figure 8) show a step after
the second GPS calibration trip and another one after the third GPS calibration trip. These steps
result from a problem with the GPS reference which is obtained by a divider chain separate from
that providing the TWSTFT reference. Therefore, the TWSTFT measurements are not affected.
The differences between the TWSTFT measurements calibrated by the TWSTFT calibration trip
and the GPS measurements calibrated by the first and second GPS calibration trip are about -4 ns
and -8 ns, respectively. Using the second approach for the TWSTFT calibration this becomes
about -2 ns and -6 ns, respectively. An explanation for these larger values is the higher
uncertainty (see Ch. MEASUREMENT RESULTS) in establishing the relationship between the
different time references and UTC(DTAG).

It should also be mentioned that at the time of the TWSTFT calibration at TUG and at PTB
SATRE-modems were used and at DTAG a MITREX 2500A modem was employed.

CONCLUSION AND ENVISAGED ACTIVITIES

The portable TWSTFT system worked without problems and is ready for further calibration
trips. One problem occurred two weeks after the trip which turned out to originate from a poor
soldering at one of the terminals of the switch used to switch between the internal and an ex-
ternal reference frequency. For TUG - PTB the average differences between the calibrated
TWSTFT measurements and the GPS measurements for the dates of GPS calibrations were well
below 1 ns. One can assume that the variation of the differences between the TWSTFT and GPS
time transfer measurements is mainly caused by delay variations of the GPS receiving systems.
To get more information about delay variations of TWSTFT systems, repeated TWSTFT
calibration trips would be of interest.

Extensive common-clock experiments between the local TWSTFT station and the portable one
are planned to investigate the stability of the signal delays of the stations and the possible
improvements by using corrections derived from satellite simulator measurements. The portable
station may also be used for extended common-clock experiments at remote sites (comparisons
with TWSTFT systems or other time transfer systems). Operating two TWSTFT stations at the
TUG allows the simultaneous use of two different satellites and, therefore, would enable the TUG
to perform simultaneous TWSTFT measurements with stations in the eastern and westernpartsof
the world.
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Figure 1. Satellite terminal of the portable TWSTFT station.

..... .........

Figure 2. Measurement system of the portable TWSTFT station.
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Figure 3. View into the interior of the trailer used to transport the TWSTFT system.

Figure 4. Trailer with the antenna on top of it and the towing car.
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Questions and Answers

DEMETRIOS MATSAKIS (USNO): Dieter, I think that your talk is an excellent case for using two-way
on the basis of the fact that common-view GPS is not, in the end, for one reason or another, calibrated
correctly in the short run. I am very curious about the fact that you had a slowly dying GPS receiver. I
wonder if there was some indication that people should be looking for in their own receivers.

DIETER KIRCHNER (TUG): Yes, I can tell you the real problem. It was an eight-volt power supply in a
NBS GPS receiver, and the voltage slowly decreased. It took weeks before it really failed. The GPS
receiver was still working with eight volts, decreasing to 7.5 and so on, until reaching six volts, then it
really stalled. You can only detect this by comparing your data with another GPS receiver. I have plotted
it down here. You can see it here. This is a comparison between our two on-site GPS receivers. This
extra effect here is coming from the slowly dying power supply. After replacing the power supply, you
have a change here of three nanoseconds, back to nearly the old figure.

It is dangerous to simply correlate things with temperature because, if it had not really failed, we would
say it is a large seasonal effect.

DEMETRIOS MATSAKIS: There is a health or status indicator or some way that you could watch the
decay happen?

DIETER KIRCHNER. No. Now we are using an external power supply. We are already experienced in
substituting an extra power supply to NBS receivers. So it takes only half an hour to do it. It is easily
done.

To give the difference between two-way and the GPS receiver delay variation - this is the delay variation
of our on-site two-way station measured by a satellite simulator. There are some problems with these
measurements. You see a rapid change here - the scatter is higher and the number changed. This was
because we are also receiving using our satellite simulator. We are also receiving the signal back from the
satellite. If you have interfering signals from the satellite at the same frequency band, you can have
problems.

So, we have to look for a gap in the band. This will not be the case with your simulator.
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Abstract

Some of the standards of numerical analysis in time and frequency are
the formation of the various square roots of variances, such as Time
Deviation (TDEV),. Allan Deviation (ADEV), and Total Deviation
(TotDev), among others. As time and frequency measurements and
transfer becomes better and better, especially at smaller sampling
intervals, transient disturbances from such things as environmental
perturbations become more and more important to characterize, locate,
and understand. While developing software tools to more fully analyze,
visualize, and model time and frequency data, especially time transfer
data, several "new" ways of looking at the data were tested for
usefulness. One new way of looking at time-series data was first
reported in 1987 and is called visual recurrence plots or analysis (VRA)
[1]. VRA, the auto-correlation function (ACF), power spectral density
by the Barnes' Digital Spectrum Analyzer method 121 (PSD),
periodogram using phase-dispersion-minimization techniques
(Jurkevich[7]), phase plane visualization (PPV), time-frequency analysis
(TFA), and even 1-D wavelet decomposition of a time-series signal are
being tested. This paper will show some recent results that show that
all these numerical tools are usefuL Tests will be run on both real and
synthetic data.

INTRODUCTION

Over the years the author has been developing and locating useful software tools
which lend themselves to useful analysis and visualization of time-series data, both
equally spaced and non-equally spaced data, both in real-time and after the fact,
and are generally platform-independent. Recent data obtained between
USNO(MC2) and USNO AMC(MC1) via TWSTr and a recent article on real-time
data analysis [3] brought this subject back to the authors attention. The goal of this
paper is to encourage researchers and anyone with time-series data to fully
investigate their data and not just stop with the standard TDEV, ADEV, or TotDev
variance analysis.
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VISUAL RECURRENCE ANALYSIS (VRA)

The author was surfing the Web recently looking for software to compute a Henon
mapping [4], phase-plane visualization, and other chaos analysis tools for analysis
of the output of his Burlirsch-Stoer method of integrating the solar-system and
minor planets. One of the search engine hits produced an interesting link to Visual
Recurrence Analysis (VRA) software [5] which was apparently developed for
analysis and prediction of the stock markets! The software was downloaded and
found to be quite useful and fully functional in that it allows the user to import
his/her own data files.

It was learned under the VRA help pages that a new method of visualizing equally
spaced time series data called recurrence plots was reported in 1987 and was
developed to aid researchers in analysis of dynamical systems [1]. The method
produces 2-D plots or images which show large scale structure the authors call
typology and small-scale structure they call texture.

The formulation to make a 2-D recurrence image (plot) from a time series [5] is

y(i) = (x(i), x(i+d), x(i+2d), ..., x(i+(m-1)d) 1)

where

i is the time index of the original signal X(t),
m is the embedding dimension and,
d is the time delay.

A series of vectors are produced [5]

Y=fy(1), y(2),y(3), .... y(N-(m-1)d)), 2)

where

N is the length of the original time series.

The result may be a color-coded matrix (image) of the Euclidean distances between
all pairs of vectors.

For random signals a uniform pattern over the entire image is seen, while the more
deterministic the input signal, the more structure is seen in the image [5].

Also available in the VRA software is a single value estimate of the structure in the
VRA image called the Spatial-Temporal Entropy (STE) [5], but no details are given
as to how it is computed. 100% entropy indicates pure randomness
(unpredictability) in the VRA, while 0% entropy indicates perfect structure
(predictability).
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PHASE-PLANE VISUALIZATION (PPV)

Phase-plane views of time series are produced from the original time-series by
plotting y from the original (x,y) pairs with the first difference of the original y
pairs to form essentially (y, y'). In our examples below this will be a time
difference between clocks and their rates.

EXAMPLES OF VRA VIEWS OF WHITE NOISE

One of the common power-law noise processes seen in time and frequency keeping
is white PM. A synthetic White PM time series was constructed containing 1,000
samples. The time series looks white and normally distributed (Figure 1). The AC
shows no correlation at any lag (igure 2). The PSD is flat (Figure 3). The TDEV
shows a slope of -1/2 a characteristic of white PM (FIgure 4). The PPV shows a
symmetrical distribution along the diagonal (Figure 5). The VRA of white PM
shows an overall flat and uniform distribution with little if any significant structure
(Figure 6). The STE for this data set is 95%.

EXAMPLES OF VIEWS OF WHITE FM IN THE TIME DOMAIN

Another common power-law noise process often seen is white FM in the time
domain. A synthetic time series was again produced and contains 1,000 samples.
The times series looks standard for this noise process (Figure 7). The AC shows
correlation with lag Figure 8). The PSD is well behaved and shows a slope of

-1.752(Figure 9). The TDEV shows an overall slope of +/2 which is a characteristic
of white FM in the time domain (Figure 10). The PPV shows a nearly white
frequency distribution across the y-coordinate (frequency) coordinate, but an
extension in the x-coordinate (time) which comes from the slight overall slope as
seen in the original times series (Figure 11). The VRA image starts to show
typological, large-scale structure and shows the small slope as a gradient towards
the upper-left and lower-right comers (Figure 12). The STE is 89%.

USNO(MC2) - USNO AMC(MC1) 1-DAY AVERAGES VIA TWSTT

USNO(MC2) is an auxiliary output generator (AOG) whose source is a hydrogen
maser. USNO(MC2) is steered once per day using classical methods towards a
steered version of our USNO(A.1), which is called USNO(Mean). USNO(Mean)
is an on-time and on-rate real-time estimate of UTC(BIPM). The USNO
AMC(MCl) is also an AOG with a hydrogen maser source. The USNO
AMC(MC1) output is steered nominally once per hour to USNO(MC2) via a
Kalman filter.

The time series shows similar structure to white FM in the time domain with some
amplitude dampening after about MJD 50750 (Figure 13). The AC shows slight
correlation with very small lags (Figure 14). The PSD has a shallow minimum or
flattening between frequency 0.001 and 0.03, but otherwise looks much like the
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PSD of White FM in the time domain (Figure 15). The spectrum slope is -1.599.
The TDEV shows a strong, but small amplitude periodic component with a peak
deviation at about 15 days (Figure 16). The TDEV plot should show a peak
deviation at l/2P, which should be one-half of -30d if it is likely related to the
monthly rate changes in the USNO(Mean) as we steer it and the USNO(MCs) to
UTC(BIPM). This peak might be related to our steering of this system towards
UTC(BIPM), which is updated monthly. The PPV is fairly symmetrical in both
coordinates and shows a nearly optimally controlled system in both time and
frequency (Figure 17). The VRA (Figure 18) shows a fairly flat image with an
intermediate structure between the white PM and white FM examples given above.
A strong sharp-edged peak around 420 is a known short-term environmental
perturbation in this system which is not easily seen in the original time series. This
is an example of a detection of a short-term transient behavior in the system, which
shows one of the uses of visualizing data with the VRA. The STE is 93% and is
intermediate between the white PM and white FM examples.

A ONE-DAY PERIODIC IN UNEQUALLY SPACED TWSTT DATA

Several tools are available from the astronomical community to generate
periodograms from unequally spaced data. The methods for unequally spaced data
analysis are typically brute force methods. For example, to generate a periodogram
the time series is phase-folded using trial periods and then a statistic is generated
to estimate the correlation of data across the phased data that has been sub-binned
and a scatter estimate formed for each bin. Phase-folded data that contains no
structure has variance statistics that are uniform and large across the phased and
sub-binned data. If the data contain structure in phase across the phased and sub-
binned datathen the variance statistic is small for each bin and the overall statistic
for that trial period is small, often near zero, indicating correlation.

Plotting the overall variance statistic with each trial period generates the
periodogram. The method used here is a modified Jurkevich method [7], which
gives as the statistic the square of the ½ amplitude of the variation. As an
example, a sample unequally spaced data set was generated by the convolution of
a 1 cycle per day and 3.754 cycle per day sine waves using the exact same
sampling rate as the real TWSTT data to be shown below, i.e. unequally spaced,
but well sampled. Periodograms were generated for every month from March 1996
to March 1998. The individual periodograms were then combined to form a 2-
dimensional image (Figure 19). The time-series periodogram shows the two signals
very well with both showing low-amplitude variation in the 1/2P locations. When
dataaremissing the noise floor is increased, but the synthetic period always have
very high signal-to-noise ratios.

In the real nominally hourly sampled TWSTT data at certain times of the year, a
small amplitude periodic was seen in the measured time differences with a period
of 1 day. It was decided that the data could be broken up into monthly sections
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and a periodogram generated for each month using the modified Jurkevich method
[7] 1 and the unequally spaced data. A 2-D digital image was then generated by
merging each monthly periodogram into a matrix and displayed in the form of an
image (Figure 20). The strongest signal indicated is the peak at 1 day and it can
be easily seen that its amplitude varies over the course of a year. The highest
signal level was at the 250 to 300 ps level maximum amplitudes and was seen in
the summer. No signal is seen during the winter months. This would imply a
seasonal temperature related periodic signal contribution. Several sources could be
contributing to this variation in the time-transfer link that will be isolated in the
near future.

CONCLUSIONS

All of these methods of analysis including routine inspections of ACFs, PSDs, and
all the standard variances have become integral parts of the authors software tool
chest. Phase-plane views (PPVs) are easy to produce and provide a quick and
useful visualization of the state of a controlled clock in both the time and
frequency. PPVs also allow a quick view of how well a controlled system is
behaving and so are quite useful in monitoring of steered time and frequency
systems. VRA is a useful tool, among others, in visualizing and detecting
uncharacteristic short-time-scale impulse behavior in time and frequency systems.
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Power Spectral Density of White PM

from the Digital-Spectrum-Analyzer Method
200-

100.

30'
20"

10-

(U 4
; 3"0
-' 2-

1

.3-

.2"

•-Fig. 3
.05

.0oooo .00o05.0601 .0605 .Ob .ob5 .61 .65 .1 .5

Frequency

Time Deviation (TDEV) of White PM

For All Tau from Stable Software
3-

2.-•

1 ' '

c~.9-

.6 - - -

.5 "

.4-

.3-

Fig. 4 - _-

1 2 3 4 5 10 20. 30 40 50 100 200 300

Tau

383



Phase-Plane View of White PM
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Time-Domain White FM
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Power Spectral Density of White FM

from the Digital-Spectrum-Analyzer Method
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Phase-Plane View of White FM
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USNO(MC2) - USNO AMC(MC1) via TWSTT

Both are Steered Systems
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Power Spectral Density of TWSTr

from the Digital-Spectrum-Analyzer Method
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Phase-Plane View of TWSTT
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Time-Frequency Analysis
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Abstract

TWSTT (Two-Way Satellite Time Transfer) observations in Europe and between Europe and the
United States resumed on 20 January 1997, using the INTELSAT 706 satellite on a regular
basis. Six European and two US stations observe regularly. Two other European stations are
about to become operational. The paper first describes the activities of the CCTF (Consultative
Committee for Time and Frequency) Working Group on TWSIT The use of INTELSAT 706
satellite and status of participating stations is then discussed together with related data.
Evaluation of the TWSTT data reported in this paper includes its comparison with GPS
common-view time transfer data for selected continental and intercontinental links over a
period of one-and-a-halfyears.

INTRODUCTION

TWSTT (Two-Way Satellite Time Transfer) observations in Europe and between Europe and
the United States resumed on 20 January 1997 (MJD = 50468) using the INTELSAT 706
satellite on a regular basis. Three one-hour observation windows, on Monday, Wednesday and
Friday, have been purchased from INTELSAT. Within these windows two-minute TWSTT
measurements are performed between participating stations according to a schedule. Six
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European and two US stations observe regularly. Two other European stations are about to
become operational. No significant problems concerning the satellite have been encountered. An
ITU standard format is used for the exchange of data. The exchange and storage of dataareeasy,
as the files are small. Data are available within two days.

First, a rrsumd is given of the activities of the CCTF (Consultative Committee for Time and
Frequency) Working Group on TWSTT. The use of INTELSAT 706 satellite is then described,
as well as the status of participating stations and related data. Evaluation of the TWSTT data
reported in this paper includes its comparison with GPS common-view time transfer data for
selected continental and intercontinental links over a period of one-and-a-half years. The goal of
this study is to compare the stability of GPS common-view and TWSTT techniques, not
accuracy.

CCTF WORKING GROUP ON TWSTT

The 11 th CCDS (now CCTF) meeting of 1989 issued a declaration 1989/1 encouraging the use
of TWSTT and suggesting the creation by the BIPM of an ad hoc Working Group on TWSTT.
The ad hoc Group met twice in 1989 and 1992. Following the decision of the 12th CCDS
meeting in 1993, the ad hoc Group was converted into a permanent CCDS Working Group with
the task of helping the BIPM to elaborate the TWSTT technique for its possible use in the
construction of TAI [1]. Since 1993 there has usually been one annual meeting of the full WG
and two technical annual meetings of the participating stations. The main achievements of the
WG are: development of a standard format; organization of TWSTT time links (choice of
modems, schedule of observations, duration of observation, data exchange, ... ); negotiation of
the best conditions for the use of INTELSAT satellite, and the evaluation of TWSTT links by
comparison with other available time transfer techniques.

USE OF INTELSAT 706 ON A REGULAR BASIS

As mentioned in the introduction, the TWSTT system has access to three one-hour observation
periods from INTELSAT. In each window, beginning at 14 h UTC, 30 minutes are dedicated to
links within Europe, and another 30 minutes to links between the United States and Europe.
Within each 30-minute window, sessions are scheduled to last for 2 minutes with a 1-minute
break to switch the codes [2].

The participating stations, namely the DTAG, NIST, NPL, PTB, TUG, USNO, and VSL,
continue to perform observations on a regular basis, and the data from the present project are
currently under evaluation. At the OCA, TWSTT equipment is presently undergoing tests before
going into regular operation.
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Each session between stations A and B consists of two-minute periods during which second-to-
second measurements are carried out simultaneously at both stations. The time transfer
measurement for each station is then obtained from a quadratic fit over the 1-second
measurement interval. A specific data format has been developed to allow the exchange of two-
minute tracks between partner stations. A provisional description of this format is given in the
Report of the 3rd Meeting of the CCTF Working Group on TWSTT, held in Braunschweig
(Germany) on 28-29 September 1995 [3]. A draft revision of Recommendation ITU-R
TF. 1153, recommending the use of this format, is presently under study.

Table 1. Availability of TWSTT data.

Laboratory Continuous observations
since ...

TUG 20 January 1997
USNO 22 January 1997
VSL 22 January 1997
DTAG 7 February 1997
PTB 17 February 1997
NIST 21 February 1997
NPL 20 April 1998
OCA Temporarily interrupted

It is of considerable interest to note that all TWSTT data files listed above use the ITU-R
format. This greatly simplifies the computation of time links. It should be emphasized that
TWSTT dataareavailable quickly, usually one or two days after a session and, in the case of
TUG, one hour after.

COMPARISON OF GPS AND TWSTT MEASUREMENTS

The goal of this study is to compare the stability of GPS common-view and TWSTT techniques,
not accuracy. However, some indications on the constant biases between these two techniques
are provided. A detailed study of the accuracy of the two techniques is provided elsewhere in
these Proceedings in "Calibration of Three European TWSTFT Stations Using A Portable
Stations and Comparison of TWSTFT and GPS Common-View Measurement Result" by D.
Kirchner et al.

Aside from other differences, the TWSTT and GPS common-view data differ in their density:
TWSTT measurements are performed every two or three days during 120 s intervals; GPS
measurements are performed every day and there are about thirty 780 s tracks per day, which
corresponds to 23400 s GPS observations per day.
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It will be shown that very short interval TWSTT data give comparable or sometimes better
results when compared with GPS. For the needs of the present comparison a choice was made to
smooth and interpolate GPS data to the midpoints of the TWSTT sessions. As a result we
obtained differences between the two techniques at intervals of two or three days. This
comparison was performed for two types of time link:

"* short-distance time link, over 700 knm, between the PTB and the TUG,
"* long-distance time link, over 8000 kin, between the PTB, and the NIST.

The Figure 1 shows the differences between UTC(TUG) and UTC(PTB) obtained by TWSTT
and GPS common-view for a period of about fourteen months. One can observe an apparent
agreement between the two methods with a shift of several nanoseconds. We observe also a
large drift between the two time scales, which complicates somewhat the statistical analysis.
Figure 2 indicates the differences between the two methods at the times of the TWSTT
observations, as well as the outside temperature at the TUG. The scatter of the differences
between the TWSTT and GPS data for this short-baseline is about 12 ns. These differences
exhibit an apparent systematic variation correlated with the external temperature. The seasonal
effect has always been attributed to the environmental sensitivity of the GPS time equipment [4].
The stronger seasonal effect in 1997 stems from a problem with the power supply to the GPS
time receiver at the TUG, which has amplified the temperature dependence of TUG GPS
equipment. One should note that clocks are not entirely removed in these differences because of
the different nature of the TWSTT and GPS data already mentioned: for GPS we have over
20000 s of observations per day, while for TWSTT we have 120 s of observations every two or
three days. Concerning the bias of several nanoseconds between the two methods it should be
pointed out that a differential correction issued from a TWSTT equipment calibration was
applied to the TWSTT data considered here, but GPS data were not corrected for calibration
during this study. Once GPS calibration corrections provided by a series of GPS calibration trips
[5] are applied, the observed shift between the two methods disappears (see D. Kirchner et al. in
these Proceedings).

Figure 3 shows the time deviation of [UTC(TUG) - UTC(PTB)] for the TWSTT and GPS
common-view data. We see the same behavior for the two methods. The small differences are
not significant. In fact from the beginning we see the behavior of the two clocks used in the
comparison. The plot is not a property of the time transfer measurement, but an indication of the
performance of the two cesium clocks. A comparison involving two masers would produce a
different curve.

The long-distance comparison over 8000 km was performed between UTC(PTB) and
UTC(NIST) for a period of about fourteen months (see Figure 4). We also observe for this long-
baseline an apparent agreement between the two methods with a shift of several nanoseconds.
The scatter of the differences between the TWSTT and GPS data reported on Figure 5 is about
20 ns. If we remove two outliers, this scatter reduces to about 12 ns. No seasonal effect is
noticeable. The bias of several nanoseconds observed between the two methods is due to the
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way in which the TWSTT data were calibrated. As no independent TWSTT calibration was
available for this link, the TWSTT link was calibrated using a GPS link provided by the BIPM
Circular T. All transatlantic GPS links in Circular T are corrected for precise satellite
ephemerides and ionospheric measurements. No such corrections were applied to the GPS link
computed for this study. The GPS link was computed with broadcast ephemerides and modelled
ionospheric delay. This is because no reliable ionospheric measurements were available.
Differences between the measured and modelled ionospheric delays for the period covered by
this study are roughly equal to -10 ns. So the bias we observe here arises from the differences in
the computation of GPS links, and not from the differences between the two methods. As was
mentioned earlier, this study is not about the comparison of accuracy between TWSTT and GPS
methods,but about their stability. To realize a comparison of the accuracy of the two methods an
independent calibration of TWSTT and GPS equipment should be organized.

Figure 6 shows the time deviation of [UTC(PTB) - UTC(NIST)] for TWSTT and GPS common-
view data. For averaging times up to 10 days, the TWSTT link seems to be more stable than the
GPS link. This GPS behavior is probably linked to the poor quality of broadcast ephemerides
and modelled ionospheric delay which were used for this study.

CONCLUSIONS

* The CCTF WG on TWSTT has been very active for the past five years and has successfully
moved the TWSTT method to an operational phase.

* Presently there are six operational and two pre-operational TWSTT stations in Europe and
two operational stations in the USA using the INTELSAT 706 satellite. Preparations are also
under way to operate several other TWSTT stations in the Asia-Pacific region. They are using
INTELSAT 702 and JCSAT-3 satellites. Future connection between Asia-Pacific and Europe-
North America TWSTT networks is already under consideration (see M. Imae et al. in these
Proceedings).

e The INTELSAT 706 satellite was used for the past twenty-two months on a commercial basis.
For this period we observed smooth, uninterrupted, routine operations of a network of TWSTT
stations.

* Comparison of the stability of TWSTT and GPS common-view methods during this study can
be summarized roughly as follows:

- for the short-baseline comparison a seasonal effect correlated with outside
temperature was observed; difference in the stability of the two methods could not
be determined, as their performance from the beginning is covered by the noise of
the two cesium clocks being compared;
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- for the long-baseline comparison the TWSTT method is more stable than GPS for
up to 10 days (GPS was not corrected for precise ephemerides and ionospheric
measurements);

- the performance of TWSTT appears to be at least as good as the performance of GPS
common view.

* The progress accomplished until now allows us already to look toward possible consideration
of the TWSTT method for TAI needs.
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Fieure 1. Differences between UTC(TUG) and UTC(PTB) obtained by TWSTT and
GPS common-view for a period of about fourteen months. (after slope removal).
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Fieure 4. Differences between UTC(PTB) and UTC(NIST) obtained by TWSTT and
GPS common-view for a period of about fourteen months.
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Questions and Answers

DEMETRIOS MATSAKIS (USNO): I just wanted to point out that the two-way data that you are talking
about is two-way as done in this experiment, which is three times a week. It is actually much more
accurate than GPS as is proven at the AMC. The plots that Jim DeYoung showed of freo-running time
scales between the USNO at Washington and the USNO at the Alternate Master Clock show increased
improvement out to well past a month. If you look at unsteered maser-only time scales, that
improvement seems to go all the way out to many, many months. But, there is problems there due to the
correlation between parabolas and drift, which Marc Weiss was talking about. Certainly, the two-way
technique, if it is done repeatedly, like every hour, is even more stable.

JACQUES AZOUBIB (BIPM): I forgot to mention that the data here is not equally spaced. When I
computed the time variation, I took an average. So the values of TVAR shown in my vugraphs are a bit
biased.

JUDAH LEVINE (NIST): I noticed in the TUG-PTB data that you showed that there was a bias between
the two-way data and the GPS data of about 10 or 11 nanoseconds. I was wondering how that is
consistent with Dr. Kirchner's calibrations.

JACQUES AZOUBIB: With Dr. Kirchner?

JUDAH LEVINE: Dr. Kirchner reported on a number of calibrations in which you went around
measuring the delays of the various stations. I was wondering how, if the delays are understood. You
have a bias of about 10 nanoseconds.

JACQUES AZOUBIB: I do not understand your question. Here?

JUDAH LEVINE: No, no. The average of that curve is about 10 nanoseconds off of zero.

JACQUES AZOUBIB: No, I do not agree with you. Because one cannot average here because it is not
white phase noise. It is only white noise to 40 days. So if you want to average, you have to average over
40 days, 40 days, 40 daysand 40 days.

JUDAH LEVINE: Every one of those points is more negative than minus seven nanoseconds except one.

That curve does not have a mean of zero. Your whole curve is biased down by about 10 nanoseconds.

DIETER KIRCHNER (TUG): Yes, it is true.

JIM DeYOUNG (USNO): The obvious answer that the numbers which BIPM is using are not Dr.
Kirchner's answers? So, there is obviously a great deal of improvement there.

JACQUES AZOUBIB: Yes, you are right If you want, we can make Dr. Kirchner's values in agreement
if we add 12 nanoseconds. Because while computing these values, we applied a time constant of 12
nanoseconds, and it was used in order to take GPS calibrations into account.

DIETER KIRCHNER. May I explain it briefly? It is a long story, and I avoided going into this story.
BIPM applies corrections to the GPS data and then they calculate the Circular T. After doing the first
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GPS calibration trip the next one and the next one showed that there is a bias in the Circular T data.
There was a total difference between the Circular T data and the two-way data by about 20 nanoseconds.
The correct number was 18.3 nanoseconds. After calibrating the two-way data, with location of the
station, and the GPS datawith the results from the GPS receiver trips, the difference is about zero, as we
have shown.

These 10 nanoseconds are coming from applying a wrong correction to the GPS data by BIPM. I always
had some suspicion about this correction, and in my opinion when this correction was calculated, they
simply used a wrong sign. Ten nanoseconds in one direction, in the wrong direction, you have a bias of
20 nanoseconds.

I did not want to explain all this. I can show you the different steps going from Circular T, GPS data,
difference between Circular T GPS data, and two-way data, after applying the correction for the two-way
data using the transportable station, you have about 20 nanoseconds. Then you apply to the original GPS
data the correction found by the GPS receiver trips and you have no difference. You have the zero offset
that you want to see. I agree with you here, you see, about the minus ten nanoseconds.

JUDAH LEVINE: And are you saying that the PTB NIST link has the same error in it? Because the
number is about the same.

DIETER KIRCHNER. No.

JACQUES AZOUBIB: No, this is a special case for -

JUDAH LEVINE: Please put up the PTB NIST same plot? It also has a mean of about seven, eight, nine,
or ten or some number like that. Is that a coincidence or is there another mistake?

JACQUES AZOUBIB: No, for this link, no time constant has been applied.

JUDAH LEVINE: But that number has a mean of about, I do not know, seven maybe, or eight or nine. It
is not zero either.

WLODZIMIERZ LEWANDOWSKI (BIPM): I would like to clarify the difference in the delays. First, for
the previous graph, we cannot call this a mistake. This is a practice - we are using all the corrections for
GPS calibration. That does not mean it is always wrong. These values are changing with time, as shown
during the Dr. Kirchner's talk. So Jacques Azoubib was using the current differential calibration for
GPS. What he was showing, he was not applying the most recent calibrations. There is a separate talk
on this issue. This explains why we have about 10 nanoseconds. It is because we are using several old
yearg GPS corrections.

This vugraph, this difference comes from something else because here, the two-way link is not calibrated.
So just value does not matter, the difference - because there is no calibration for two-way. GPS is
calibrated, but two-way link is not. Okay? GPS is calibrated at the level which we can do, several
nanoseconds uncertainty. But we do not have a differential calibration for PTB NIST.

DIETER KIRCHNER. I am sorry, I have to make a correction. Also, the two-way link here is calibrated
using the Circular T data. So, I think that all this stuff demonstrates that we have to be a bit cautious
using the Circular T as an absolute difference between time scales. We already know from USNO that
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there weresimilar problems, 29 nanoseconds or something like that.

WLODZIMIERZ LEWANDOWSKI: Yes, you are right. But what I wanted to say was that there is no
independent calibration for two-way.

JUDAH LEVINE: I guess I am a little unclear, under these circumstances, of how we are going to
combine GPS data and two-way data into TAI when the calibrations do not seem to agree, for whatever
reason. I mean, I am not suggesting that one of them is right or one of them is wrong; but if one has these
sorts of differences, then the difference between two laboratories calculated using one method and using
another method, it is going to have a difference of something like 10 nanoseconds in it.

WLODZIMIERZ LEWANDOWSKI: I do not agree with this because of Dr. Kirchner's paper. He has
shown an excellent argument between GPS calibration and two-way calibration. This is the story of all
calibrations which were used from the past GPS calibration trips. But GPS delays are changing. Dr.
Kirchner has shown that in fact we have to apply the seasonal GPS calibration results.

DIETER KIRCHNER Really, it is simple to explain and there is no mystery about it. One has to
distinguish between different data sets. So Laboratory "A" and Laboratory "B" are doing GPS
measurements. These are the data which are coming out of the GPS receivers. These data are sent to
BIPM. BIPM applies corrections to this data according to past GPS receiver trips and one should not use
these old calibrations. One should simply use GPS data as relayed from the laboratories and apply the
most recent corrections, and we try to do it

DEMETRIOS MATSAKIS: Can I make a comment here? I had asked Claudine Thomas in June and
received a very positive response from her about having the BIPM create a product which would be post-
processed corrections for all of these things, which we could all refer to when we are comparing different
time scales.

WLODZIMIERZ LEWANDOWSKI: Very quick comment At the BIPM, because of the changes in the
GPS delays, we have decided not to apply calibration results which give values of differential delays lower
than 10 nanoseconds. Because we think it does not matter if we apply them because in several months
there will be a several nanosecond offset from this value. So, the values of calibration lower than 10
nanoseconds are no longer applied to our GPS links.

GERARD PETIT (BIPM): The whole question of the delay was reviewed more than one year ago, but
clearly, it should be reviewed again. It is a moving process and the uncertainties in calibrations are
increasing, so we will review it again.

I would like to remind you that for the long-distance links that are used in TAI, GPS links, precise
ephemeris on the ionosphere measurements are used for the situation of the GPS links in TAI, are not bad
compared to what has been shown here where no corrections have been applied.

DIETER KIRCHNER I know it is late, but on the other hand, this discussion is so important. I think it
is possible to clear up these mistakes. Maybe we can find time in the afternoon to proceed with this
discussion. There are action items and discussions right before the closing session. So, I think we should
really proceed. I would be sorry if we would go from here without having explained these discrepancies.
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Abstract

New radio science experiments, including a gravitational wave search and several atmospheric
occultation studies, are planned for the Cassini Ka-band experiment. These experiments are made
possible by reduced solar-induced phase fluctuations at the high frequency (32 GHz) of the radio link
between the earth and the spacecraft. In order to match the improved link performance, a significant
upgrade is under way to improve the frequency stability capabilities of NASA's Deep Space Network
(DSN). Significant improvements are being undertaken in many areas, including antenna vibration
and (wet) tropospheric calibration, in addition to frequency generation and distribution.

We describe here the design and development of a system to provide a rference signal with the
highest possible frequency stability for both long-term, short-term, and phase noise, at an antenna
(DSS 25) that is remote from the frequency standards room at SPC.10 at the Goldstone site. The new
technologies were developed in order to meet the very tight requirements. They are: (1) a Stabili"ed
Fiber-Optic Distribution Assembly (SFODA) that includes active compensation of thermal variations
to transfer long-term stability over 16 km of ordinary fiber-optic cable, and (2) a Compensated
Sapphire Oscillator (CSO) that provides short-term performance in a cryocooled sapphire oscillator
with ultra-high short-term stability and low phase noise.

INTRODUCTION

The Cassini spacecraft was launched from Cape Canaveral in October 1997 for a mission to Saturn.
Several gravity wave experiments are scheduled, beginning in November 2001, during the cruise phase
of the spacecraft. Orbit insertion at Saturn is scheduled for July 2004. After orbit insertion, radio science
occultation experiments will be conducted. These experiments require reference signals with the highest
stability and the lowest phase noise imposed to date in the Deep Space Network. In order to meet the
frequency standards requirements for these Cassini experiments, a new frequency generation device, the
Compensated Sapphire Oscillator (CSO), has been developed at JPL and will be implemented in the
DSN. The CSO has ultra-high short-term stability and very low phase noise. A hydrogen maser or a
Linear Ion Trap standard (LITS) will provide the necessary long-term stability.
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A problem arises in maintaining long-term stability because of the distance between the frequency
standard, located at SPC 10, and the remote antenna, located 16 km away. The reference frequency
transfer is via optical fibers which are subject to temperature variations, which in turn produce phase
variations of the reference signal. To mitigate the effect of temperature variations on the long run of
fiber cable, an active fiber compensator, the Stabilized Fiber Optic Distribution Assembly (SFODA), has
been developed at JPL and will be implemented in the DSN to support the Cassini experiments at DSS
25. We present in this paper the system concept of the CSO and the SFODA. Figure 1 depicts the
configuration of the CSO and the SFODA at Goldstone Tracking Station to support the Cassini
experiments.

STABILIZED FIBER OPTIC DISTRIBUTION ASSEMBLY

Fiber-optic cable is the preferred medium for distributing RF signals from frequency standards to users
located in tracking antennas in the Deep Space Network. A hydrogen maser or LITS is used as the
source of a highly stable signal, typically 100 MHz, which is impressed on an optical carrier by intensity
modulation of a laser diode. Subsequently, the signal is transmitted via buried optical cable and
distributed at a remote location. The optical cable is buried at a depth of 1.5 meters, which isolates it
from large temperature variations at the ground surface [1]. The same optical cable passes through three
different plenums as well as splice vaults distributed over the 16 km fiber run. Cable exposure to various
temperature variations results in degraded stability of the reference signal at the remote user location.

The SFODA utilizes active feedback to correct for phase variations in the reference signal. Figure 2 is a
block diagram of the SFODA. A 100 MfHz reference signal from a hydrogen maser or LITS frequency
standard is the input to the SFODA transmitter. The 100 MHz is multiplied to 1 GHz for transmission to
the remote facility. At the receiving end, the SFODA 1 GHz output is fed to the CSO for steering for
long-term stability.

At the remote antenna site, the SFODA receiver houses a low noise 100 MHz VCO which is phase-
locked to the stabilized 1 GHz. The 100MHz signal is mixed with the 1 GHz reference signal to produce
900 MHZ and 1100 MHz to feedback over the fiber-optic link for phase correction at the source end of
the fiber. At the source end, the returned 900 MHz and 1100 MHz are mixed with the reference 1 GHz
and translated to 100 MHz. This 100 MHz is phase-compared with the 100 MHz reference from the
source frequency standard to produce an error signal for driving the fiber compensator to correct phase
variations over the long fiber link.

The fiber link from SPC 10 to DSS 25 is approximately 16 km in length. The compensator reel has 4 km
of the same type fiber wound on a heat-conducting cylinder. Ground temperature variations at the burial
depth of the optical fiber can be as much as 10°C seasonally; thus, the compensator reel temperature must
be capable of a 400C variation. The peltier devices which drive the compensating fiber have the ability
to swing 500 thus are capable of tracking the worst-case phase variation.

A prototype engineering model of the SFODA has been built and tested at JPL. Laboratory tests indicate
that the SFODA can improve long-term stability of the fiber-optic link by approximately three orders of
magnitude. This capability allows the reference frequency distribution at the remote antenna pedestal to
meet the requirements levied by the Cassini radio science investigators. The scheduled delivery date
for the SFODA is December 199q at which time in-situ testing will be conducted.
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COMPENSATED SAPPHIRE OSCILLATOR

Stability and phase noise performance of quartz and atomic frequency sources available to the
DSN cannot meet the phase noise requirements and short-term stability goals of the Cassini
Ka-band Experiment for offset frequencies below 10Hz - 30Hz. In addition to meeting this
requirement, the Allan deviation for the CSO is better than that which is possible with hydrogen
maser frequency sources for measuring times below 100 to 300 seconds. This indicates a range
of at least x1000 (from 10 Hz to ;4.01 Hz) over which DSN performance can be improved by
the capability of the CSO.

Application to the DSN requires uninterrupted operation for periods of a year or more, a
requirement that could not be met using the liquid helium cooling required by previous
superconducting and sapphire technologies. While long-life 2-stage Giffard-McMahon
cryocoolers are available with ultimate cooling capabilities to about 4K, this temperature is not
low enough to provide high-Q operation of superconducting resonators (which require T < 1.5K)
or even conventional sapphire resonators, with their somewhat variable turnover temperatures of
typically 4K - 6K. Thermal losses associated with vibration isolation, multiple stages of thermal
regulation, and with cryocooler aging must all be taken into account, indicating a minimum
achievable design temperature of 7K-8K. Fortunately, the quality factor or Q of the sapphire
does not degrade below a value of 10' until temperatures are raised above 1 OK, giving a design
operation range of 8K-10K. We have developed a compensated resonator design procedure that
allows construction of a whispering gallery resonator with turn-over temperatures in this range
with typical Q's of 109. For the first time it is possible to provide ultra-high short-term stability
of a few parts in 1015 in a frequency standard that can operate continuously for a year or more.

Design details have been presented previously [2]. General features can be seen in Figure 3,
which shows a schematic diagram and photo of the resonator itself, together with a plot of
resonator RF fields, calculated using the CYRES-2 finite element program. As is shown in the
figure, a small amount of the RF energy extends from the main sapphire resonator into the ruby
compensating element, giving rise to a temperature tuning effect which can be seen in Figure 4.
Here, the observable change from uncompensated to compensated performance is due to the
addition of a ruby element.

Figure 5 shows a block diagram of the frequency-lock circuitry for the 10K-CSO. An 800MHz
cavity stabilized oscillator provides the primary signal from which other frequencies are derived.
The 100MHz and 1GHz output frequencies as specified by our requirements will also be derived
from this signal.

The low 10-13 daily variation of the CSO allows easy application as a VCO. Configured as L.O.
for the LITS trapped ion frequency standard, a frequency pulling range of more than 8v/v/ = 10"1
was found to be possible by injecting a dc voltage to the Pound frequency lock circuitry. The
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combined LITS/CSO frequency standard was used to demonstrate the lowest statistical variation
for any passive frequency standard to date, 3xl0"`/4/c [3].

While extremely effective for lower frequencies, vibrations of the cryocooler give rise to
observable bright line phase fluctuations from the CSO at offset frequencies above about 50Hz.
Thus, matching the capabilities of the CSO, the SFODA transfer system, and the primary
standard at SPC-10 means that the CSO must follow the SFODA signal for times longer than
about 300 seconds, and must also preserve the excellent phase noise of the quartz cleanup loop
for frequencies above about 50Hz.

CSO stability, measured against a "hot" hydrogen maser with excellent short-term stability, is
shown in Figure 6. Even with this reference, the short-term stability of the CSO cannot be seen
for measuring times shorter than about T = 300 seconds. A second unit has been constructed and
will soon be available for testing, and will provide an appropriate way to measure short-term
stability and close-in phase noise for the first time.

ACKNOWLEDGMENT

This work was carried out at the Jet Propulsion Laboratory, California Institute of Technology,
under a contract with the National Aeronautics and Space Administration.

REFERENCES

[1] M. Calhoun, P. Kuhnle, and J. Law, "Environmental Effects on the Stability of Optical
Fibers Used for Reference Frequency Distribution;' Proc. 1993 Institute of Environmental
Sciences Applications Meeting, Las Vegas, NV, May 1993.

[2] J. Dick and R.T. Wang, "Cryocooled sapphire oscillator for the CASSINI Ka-band
Experiment' Proc. 1997 International IEEE Frequency Control Symposium, pp. 1009-1014,
1997.

[3] G. John Dick, Rabi T. Wang, and Robert L. Tjoelker, "Cryocooled Sapphire Oscillator with
Ultra-High Stability" Proc. 1998 International IEEE Frequency Control Symposium, pp. 528-
533, 1998.

408



FEUNY 100 MHz COMPENSATED 100 MHz SFODA 1300 nmd/l GHz

SFODA 1 GHz COMPENSATED -0-DSS 25 PEDESTAL
REEIER -SAPPHIRE TO USERS

Fligure 1. Reference Frequency Distribution for Cassini Ka-Band Experiment at DSS 25

lOOMHz FROM FREQUENCY

4STANDARD

Frequec rutp

1 GIHZ REFERENCE FREQUENCY
TO USERS

I- -----------------------

I Ilemn IFODA10
I FIBEROPTIC 'TRANSMITTER

I TRANISMITTER II

I ISOLATOR

FiIB 2aTnc I3I0nm I
TRANJSMITTER I FIBER OPTIC I

Figue 2 Phse-tablizd Fier-pti Reerece requncyDisribtio (SODA

409- - - -



Electromagnetic
Ruby •Field Intensity and Direction

Sapphire Lead Thermalii

I • Ballast

Figure 3. Compensated Sapphire Resonator. Thermally induced variations in the frequency
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also shown.
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tuned for best short-term stability. Even this "hot" H-maser reference dominates the
observed short-term variation. The long-term turn-up is due to the CSO, and is likely caused
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Questions and Answers

DEMETRIOS MATSAKIS (USNO): I wonder if you have done an error budget on your old inadequate
fiberoptics system and know where your errors are coming from.

MALCOLM CALHOUN (JPL): Yes we do. We have characterized the entire system and we know very
well where the errors are coming from.

DEMETRIOS MATSAKIS: Can you tell us the big ones?

MALCOLM CALHOUN: The big ones are still the cables.

DEMETRIOS MATSAKIS: Expansion?

MALCOLM CALHOUN: Yes, these are approximately seven parts per million per degree C; roughly 30
picoseconds per kilometer per degree C. Very large contributors to these phase variations.

In the 70-meter net and then the 34 meter HEF-network, we have installed a passively compensated fiber
that has very nearly a zero temperature coefficienat The cost is prohibitive in a 16-kilometer link and
would cost $1 million just for the cable alone. The last time we priced this cable, it was $54 per meter for
a six-fiber cable. That is 16 kilometers, or almost $1 million. Then it is not direct burial cable, it is duct-
or plenum-type cable, so we would have to build a duct all the way from the processing center to the
remote location. This is not feasible. We can build an atomic frequency standard and install at the
antenna for less cost than installing the passively compensated fiber.

WOLFGANG SCHAEFER (Time Tech): Have you considered the two-way links or having two fibers?

MALCOLM CALHOUN: Yes, we have looked at two-way links, and it works very well. The problem
that I had was that the (WDM) Wave Division Multiplexer devices and the splitters cause an optical loss
that degrades the signal-to-noise ratio. So, the method that I ended up with was the single wave link
method. I get aumproved single noise ratiowhich helps the phase noise performancewhich works very
well. Also, the reflection method worked, but with the same problem again. I had a 50 percent reflector
in line at the remote end; it sent the same signal back and the loss at my receiving end was too high.
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Abstract

When Constant Bit Rate (CDR) traffic with an associated frequency is carried over an ATM
network, the frequency needs to be reconstructed at the exit node of the ATM network One
method for reconstructing this frequency is the Synchronous Residual Time Stamp (SRTS)
method. This method relies on two synchronized clocks, one at the entrance and the other at the
exit of the ATM network

This paper quantifies the synchronization performance of the signal leaving the ATM network
when different levels of noise are present in the signal source clock, the clock at the entrance to
the ATM network, or the clock at the exit of the ATM network. Simulations were performed to
study the effects of these noise sources separately and in combination. The SRTS scheme itself
generates noise with a characteristic time deviation (TDEV) signature. The noise on the signal
leaving the ATM network is determined by both the SRTS signature noise and the noise of
clocks in the entrance and exit nodes of the ATM network. As the noise of the clocks rise above
certain levels, the noise on the signal tends to be determined more by the clock noise than the
inherent noise from the SRTS scheme.

INTRODUCTION

A key advantage of Asynchronous Transfer Mode (ATM) networks from a telecommunications carrier's
perspective is the ability to carry voice, video, and data traffic on a single network. This is achieved by
segmenting the voice, video, or data traffic stream into small units and sending them across the ATM
network in 53-byte ATM cells. User information, i.e. voice, video, or data, is converted into ATM cells at
the entrance to the ATM network and reconverted to the original format at the exit of the ATM network.

The small constant size of ATM cells makes it possible to achieve the desired Quality of Service (QoS) for
different types of traffic carried over an ATM network. QoS is a term used to characterize the transmission
characteristic requirements of different types of ATM traffic. The most stringent QoS is needed to carry
Constant Bit Rate (CBR) user information. CBR traffic has a frequency associated with the bit rate of the
signal which needs to be reconstructed at the exit node of the ATM network. There are two popular
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methods for achieving this: The adaptive method and the Synchronous Residual Time Stamp (SRTS)
method.

In the adaptive method, the cell inter-arrival times are averaged at the exit node of the network to
reconstruct the original bit rate. Although at the entrance of the ATM network cells carrying the CBR
traffic are generated periodically, their transit times through the network are not constant due to Cell Delay
Variation (CDV) encountered within the network. When the adaptive method is used, low frequency CDV,
which cannot be removed by averagingwill degrade the synchronization performance of the exiting signal.

The SRTS method relies on two synchronized clocks, that is, two clocks having the same average
frequency, one at the entrance and the other at the exit of the ATM network. (Strictly speaking, the clocks
are only "syntonized;' i.e. have the same frequency. Keeping with telecommunications' parlance we shall
use "synchronization" to mean "syntonization' ) Bits of the incoming CBR traffic are periodically assigned
a time stamp upon entrance to the ATM network. This time stamp is sent along with the information bits to
the exit node of the ATM network. There, the time stamp and exit clock are used to recreate the frequency
of the signal leaving the ATM network. This scheme is illustrated in Figure 1. An important advantage of
the SRTS scheme is that the synchronization performance of the signal exiting the ATM network is largely
insensitive to CDV. However, the synchronization performance of the signal is affected by the behavior of
the clocks at the entrance and exit nodes of the ATM network. The objective of this study is to understand
the effect of different levels of clock noise on the synchronization performance of the signal exiting the
ATM network when SRTS method is used to reconstruct the signal frequency. See [1] for details of the
SRTS method.

THE SIMULATION MODEL

We consider two architectures for synchronizing the clocks at the entrance and exit of the ATM network.
These synchronization architectures will induce different levels of noise on the clocks used in the SRTS
method. The two synchronization architectures are the following:

1. Each node is synchronized by a stratum 2 or stratum 3 Building Integrated Timing Supply (BITS)
clock,which is directly synchronized by a collocated Primary Reference Source (PRS)

2. Each node is synchronized by a reference signal from a remote PRS.

The BITS clock is the most accurate and stable clock at a given location. It is used as the reference to
which all other collocated clocks are synchronized. A PRS is a clock which has a long-term accuracy of
one part in 1011 with verification to UTC ([2]). The two synchronization architectures are shown in
Figure 2.

We use TDEV masks to specify different levels of clock noise. TDEV is the square root of TVAR. (See [7]
for details of TVAR and its relation to other variances). The ANSI TI.101 TDEV mask for wander
generation of a stratum 2 or 3 clock (see [2]) is used as the maximum level of noise in clocks at the
entrance and exit nodes of the network when a collocated PRS is used to synchronize the BITS clocks at
these nodes (case 1). When the nodes are synchronized by a remote PRS (case 2), we use two TDEV
masks to simulate two levels of maximum noise in the node clocks. The higher level of noise is taken from
the TDEV interface mask of Tl.101 [2] and the lower level of noise is from the TDEV mask of T 1.105.09
[3]. These three TDEV masks are shown in Figure 3.
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We used two methods of generating clock noise from the TDEV masks: The fractional Brownian motion
method in [4] and the successive random additions method in [5]. The method in [4] is memory-intensive
and is better suited for simulations of short time periods. The method in [5] was used for longer simulation
periods (integration times of thousands of seconds).

We used the DS1 (Digital Signal level 1 in the North American Digital Hierarchy) with an associated
nominal bit rate of 1.544 Mbps as the CBR signal entering the ATM network.

SIMULATION RESULTS

The SRTS method itself induces noise on the signal exiting the ATM network even when there is no noise
present in the clocks of the entrance and exit nodes. The attributes of this induced noise depend, on the
frequency of the signal entering the ATM network, as well as the frequency of the network clock used to
construct the time stamps. However, most of the power of this SRTS "signature" noise is in the high
frequency region and most of it will be attenuated by a low-pass filter in actual SRTS implementations.
The TDEV signatures are shown in Figure 4 for two cases: (a) The DSl entering the ATM network has a
nominal frequency (1.544 MHz) (b) the DS1 entering the ATM network has a +30Hz offset from the
nominal frequency. A network clock frequency of 2.43MHz was used in all simulations.

To see how clock noise affects the DS I phase in the SRTS method, we used the TDEV curves given in
Figure 5 to simulate clocks with high, intermediatq and low levels of noise relative to the SRTS signature
noise.

The TDEV of the DS1 exiting the ATM network follows the SRTS signature TDEV up to some
integration time (in the higher frequency region) and then follows the clock noise TDEV for larger values
of integration time (in the lower frequency region). The higher the noise level, the sooner the DS1 phase
TDEV begins to follow the noise TDEV. Figure 6(a) (for a DS1 with the nominal frequency) and Figure
6(b) (for a DS 1 with a +30 Hz offset) show these trends.

Next, we simulated the synchronization performance of the DS 1 exiting the ATM network when the clock
noise is generated according to various ANSI TI TDEV masks ([2], [3]). Figure 7 shows the TDEV of a
simulated clock and the TDEV mask used to generate the clock noise. The high degree of coincidence of
the two TDEV curves show that the generated clock noise is consistent with the corresponding TDEV
mask. Simulated noise from the other two TDEV masks showed a similar consistency.

Figure 8(a) and Figure 8(b) show the TDEV of the simulated DS1 phase resulting from clock noise
generated from different TDEV masks. The TDEV of the DS 1 phase approximately follows the TDEV of
the clocks.

Finally, we also investigated the effect of noise in the source input signal on the performance of the timing
of the signal recreated at the exit node. The TDEVs of the source signals having low, intermediate, and
high levels of noise for this part of the study are shown in Figure 9. Figure 10 shows the TDEVs of the
simulated phase of the DS1 at the exit node, subject to the various levels of source noise. Figure 10 also
includes the intrinsic SRTS noise signature.
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The behavior of the TDEV curves for the phase of the DS 1 is very similar to the behavior of the curves for
the DS 1 produced when there is noise on the network clocks (Figure 6). At small integration times (high
frequencies), the curves more or less follow the characteristic curve of the SRTS method. As the
integration time of the TDEV is increased further, signals with more noise depart from the characteristic
SRTS curve sooner than signals with less noise. In all cases, once the TDEV curve of a DSI's phase
departs from the SRTS curve, it remains at noise levels characteristic of the noise generated on the source.

At small integration times, there appears to be some filtering of the source noise on the DS 1 at the exit
node. This effect is explained by the operation of the SRTS method, in which a single time stamp
represents the time at which 3,008 bits have been received at the entrance node. Low-to-moderate levels of
noise at time scales less than that of the 3,008-bit frame are eclipsed by the signature of the SRTS method
itself. High levels of noise at these time scales will be attenuated by this effect, but will produce more noise
than the signature of the SRTS method. A low-pass filter in a realistic implementation of the SRTS method
would reduce the high-frequency peak of the method, and would presumably attenuate this short-time-scale
noise further.

CONCLUSIONS

The SRTS method introduces noise on to the DS1 phase leaving the ATM network even when there is no
noise in the entrance and exit node clocks. The attributes of this noise depend on the frequency of the
signal entering the ATM network and the frequency of the network clock used to construct the time
stamps. Most of this SRTS "signature" noise power is in the high frequency and will be attenuated by a
low-pass filter used in SRTS implementations.

When there is noise in the entrance and exit node clocks, the TDEV of the DS1 phase follows the SRTS
TDEV "signature" only in the high frequency region and begins following the noise TDEV in the lower
frequency region. The higher the level of clock noise, the higher the threshold frequency at which the
TDEV of DS 1 phase begins to follow the clock noise TDEV. This behavior is also evident when there is
noise on the source signal itself.
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Figure 7. TDEV mask used to simulate the clock noise and TDEV of
simulated clock (T1.101 stratum 2 or stratum 3 clock).

TDEV of DS1 phase (clock noise - T1.101 stratum 2/3)

ca100-

00 DS1 phase (clock noise
- T1.101 stratum 2/3)(a) 0 10-(a ;1 ---- simulated clock (T1.101

stratum 2/3)
w

0.01 0.1 1 10 100 1000 10000

integration time

TDEV of DS1 Phase (clock noise - T1.101 & T1.105.09 interface)

1000 _ _ _ _

1.--DS1 phase (clock noise -
Ti.101 interface)

CD

(b) • .-.-- DS1 phase (clock noise-
10 T1.105.09 interface)

u -*-X--simulated T1.105.09 clock

noise
1
0.01 0.1 1 10 100 1000 10000

integration time (seconds)

Figure 8. TDEV of simulated DS1 resulting from clock noise
(a) Generated from T1.101 stratum 2/3 TDEV mask
(b) Generaged from T1.101 and T1.105.09 interface TDEV masks.
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Abstract

RedIRIS is the Spanish academic network for research and development funded by the National
Plan for R&D (Plan Nacional de I&D) and managed by the Centro de Comunicaciones CSIC
RedIRIS, which depends on the Scientific Research Council (Consejo Superior de Investigaciones
Cientificas). Since September 1996 Real Instituto y Observatorio de la Armada (ROA) has been in
charge of the synchronization of the RedlRIS network; using the NI? protocol. We have also been
responsible of the installation of two Stratum I time servers, one at the network operational center
in Madrid and the second at ROA in San Fernando. Some modifications on the software and the
kernel have been made. In this paper we present an overview of the results of these modgications
on the performance of the service and studies on its accuracy and accessibility.

INTRODUCTION

The Network Time Protocol is fully described and explained in [1] [2] [3] [4]. This protocol
is used to synchronize the local area network of Real Instituto y Observatorio de la Armada
(ROA). ROA is connected to the Spanish R&D network (RedIRIS) through the Red Informatica
de Andalucia (RICA) using a point-to-point connection of 64 Kbs. ResIRIS provides the users
of the network the necessary support for infrastructure and services.

*This work has been supported by the funds of Comisi6n IuterninisterW de Ciencia y Tecnologfa del Ministerio de Educacin y
Cultura --m. MAR-97-1612 E and TEL-97-1887 E
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RedIRIS

On 1988, the National Plan for R&D started a horizontal special program IRIS for the Inter-
connection of Computer Resources (Interconexi6n de los Recursos Informiticos) of universities
and research centers, and until the end of 1993 this program was managed by Fundesco. From
1991, when the first promotion stage was finished, IRIS became what RedIRIS actually is: the
national academic and research network, still funded by National Plan for R&D and nowadays
managed by the Scientific Research Council (Consejo Superior de Investigaciones Cientificas).
RedIRIS is the main tool of the National Program of Applications and Telematic Services
and will assume the responsibility of providing the required network services and actual and
future support to the infrastructure, according to the main objectives of the program. About
300 institutions are nowadays connected to RedIRIS, mainly universities and R&D Centers.
The services offered by RedIRIS to the Spanish academic and research community require the
support of a basic infrastructure of transport technologically adapted to the requirements of the
connected centers. These services are provided in collaboration with other academic networks
and other international forums.

The operational Center of RedIRIS is located in Madrid, the capital of Spain. Its backbone
gives connectivity to each of the 17 main Regions Spain is administratively divided in. The
regional administrations are in charge of the deployment of the network inside their respective
territory. In order to harmonize the configuration and to get the better results from the
Network, RedIRIS organized working groups whose tasks are to study some of the services of
the net. One of these WGs is IRIS-NTP, whose responsibility is to study the performances of
the implementation of the protocol in the network.

ROA

ROA is the responsible to maintain and distribute the Official Time Scale, UTC(ROA). This
Time Scale is produced by an ensemble of commercial cesium clocks and disseminated by the
HF Time Signal Broadcast Service, the Telephone Distribution System (using the European
standard code), GPS Time Scale comparisons, and NTP Inside Spain, ROA is the pioneer
center in having a Stratum 1 synchronizing its LAN.

ROA has three Stratum 1 NTP servers operating inside its LAN. All of them are PCs using
Linux as the operating system and running NTP protocol.

RedIRIS' NTP SERVICE

The synchronization NTP service of RedIRIS is supported by three Stratum 1: hora.rediris.es,
titac.fi.upm.es and hora.roa.es. All of them are PCs that receive precise time from a GPS
receiver. The first one is located at the RedIRIS operational center, but is managed by
ROA. The second one is placed at Universidad Polit~cnica de Madrid and managed by its
Computational Center. The later is placed at ROA. RedIRIS network topology is like a star
whose center is Madrid and whose 17 sides correspond to each ofthe Spanish Regions (see
Figure 1). ROA is placed in one end of the Andalusian arm, so the shorter synchronization
distance of a computer of the network connected on the other arms of the star is the one that
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connects it with hora.rediris.es.

ROA SERVER

As mentioned above, ROA has three Stratum-1 servers constituted by PCs running Linux and
NTP protocol. Hora.roa.es was the first computer to be adapted to be an NTP server. A
GN-72 FURUNO GPS was used as time tag and precise time supplier. The original NTP
distribution was modified as a result of a study to accommodate the synchronization needs with
the signals we have at hand.

SOFTWARE

To use the 1 Pulse Per Second (1PPS) coming from GPS, a PPS.ROA device driver was written.
In this, one serial port was used to get the NMEA code from GPS, and the functions of the
UART of the second serial port were modified to eliminate any other duties than those relating
to the DCD status line. One can select the edge of the 1PPS incoming signal to originate
the interruption that transfers the variables to the 'hardpps' subroutine which calculates the
time and frequency offset of the clock. An IOCTL was included to adapt the information
coming from the PPSROA driver, at daemon level, because the original 'ciogetev' subroutine
was written for SunOS, and there was a need to translate it for Linux.

As the driver needs to be continuously debugged while in the development state, it was rewritten
to be included as a module. This allowed us to make changes without modifying and compiling
the kernel and it gave us more flexibility in programming. As a predominant result, the
frequency correction has been divided into two tasks:

"* a coarse frequency correction that is made by the kernel, and

"* a fine correction that is made by the Time daemon.

The time that the clock spends in synchronizing, when the daemon is started, is reduced

following this procedure:

a) when PPSROA module is installed, it gives the kernel the frequency offset of the clock
derived from continuous measurements of phase offsets; and

b) when the daemon is started, the coarse frequency correction is already made and all that
it must do is make a fine correction of few parts per million.

Following this procedure, the offset of the computer scale is within few microseconds two hours
after the daemon's start. Figure 2 shows the offsets of a computer started with an initial offset
of 20 milliseconds, following the explained procedure and the original NTP procedure.

HARDWARE

The explained setup uses one of the external serial ports to get the time code and the other
serial port for the time synchronization signal. When we need to use these external ports for
controlling other laboratory devices, a PC card was designed to use a Motorola ONCORE VP
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GPS receiver. The NMEA output from the GPS is sent to the PC bus using a UART. Its 1PPS
signal is split to get an external monitoring output of the injected signal in the proper ISA
BUS IRQ line. See Figure 3 for more details. An external 1PPS, coming from other precise
time source can be applied to the card, being then the IRQ line controller.

RESULTS

We have made some measurements using the PC card described above. Installed in a PC with
Pentium, a 1PPS from a cesium clock was supplied as an external reference. A subroutine
allows us to record the cycle count of the PCC immediately after a 1PPS arrives the computer
and the corresponding IRQ is attended. Figure 4 plots the differences of the readings with
the mean, multiplied by the period of the frequency of the crystal. This demonstrates that,
using the reading of PCC as the internal time reference, an uncertainty of 1.3 microseconds is
obtained with a single measurement and a time stability of 47.6 ns is expected for 64 s intervals
(see Figure 5).

Another experiment was carried out measuring the time differences between the time provided
to the computer, and a signal produced by changing the status of the DTR line of the UART
when the IRQ is attended. Figure 6 plots these differences. When the activity of the computer
is low, a usual mean offset of 9 microseconds is obtained, that is mainly due to latency of the
call to get the time of the system [5] and other contributions related to hardware delays. This
offset increases when the activity is higher, as shown in Figure 6, where the computer has a
higher network information transference. Figures 7 and 8 show Allan time deviations of these
measurements.

Having access to two Primary NTP servers with precise time from GPS, assuming that the time
offset between the GPS is less than one microsecond, we can measure the asymmetry of the
link. Using the rawstats files one can determine the delay of the outgoing and returning path.
Figure 9 shows the asymmetry of the round trip and the filtered offsets measured in one of
the NTP servers. These asymmetries are assumed as increments of the offset to the server and
consequently as phase jumps of the internal clock by a client computer. This figure also shows
that the daemon filter removes short-term variations of the round trip.

Information about the daily performance of the service can be found at: http:/hora.rediris.es/ntp/stats.
From this page the offsets of the Stratum 1 and 2 servers and some of 3's can be obtained,
giving clear information as to its performance.

An NTP service has also been established, with the collaboration of the Instituto de Ciencias
de Mar de Barcelona, aboard the Spanish Navy's Oceanographic Ship Hesperides. This service
is been evaluated while serving in the Antarctica Continent.
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Figure 9: Asymmetry on the link and measured offset of the peer
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Abstract

Multiple reflections in tramnsmission lines can cause an ampliication of timing errors associated
with the delay sensitivity to environmental effects of the transmission lines. This multiplicative effect
arises because the timing error in an earlyllate code correlator is a function of the relative RF carrier
phase, the relative power levels, and the relative time delay between the direct and relected signaL

INTRODUCTION

The theoretical analysis of the timing errors introduced by the correlator
sensitivity to multipath signals is well known [1,2]; however, the correlator timing errors
due to multiple signal propagation in transmission lines has not been fully appreciated by
the timing community. Multiple reflections of a spread-spectrum-modulated signal in a
cable can cause large biases in the correlation function. These biases are tracked by the
delay-locked loop (DLL). resulting in timing errors. Multiple reflections of a sinusoidal
signal can be characterized by the voltage standing wave ratio (VSWR). Destructive or
constructive interference may occur depending on the length of the transmission line, the
source and load terminations, and the frequency of the signal. In a similar manner a
spread spectrum signal will be influenced by the presence of a reflected signal that has an
arbitrary delay, phaseand amplitude with respect to the direct signal.

MULTIPLE REFLECTIONS IN TRANSMISSION LINES
Multiple reflections in transmission lines can occur when there is a mismatch in

impedance and a signal reflects off the load back toward the source. If the backward
propagating signal is reflected forward again, it will become an interfering reflected
signal that is smaller in amplitude, delayed in time, and arbitrary in phase as compared to
the direct signal. If the reflections occur at the ends of the transmission line, the
multipath signal is delayed from the direct signal by twice the propagation delay of the
transmission line. For simplicity we will assume that the reflections occur at the ends of
the transmission line and only one interfering signal is dominant. This is not necessarily

U. S. Government work not protected by U. S. copyright.
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Figure 1. Graphical representation of a cable.

true because damage or dielectric imperfections along the length of the transmission line
may cause an impedance change that results in multiple reflections. Figure 1 is a
graphical representation of a cable, with a direct signal and an interfering signal that
results from reflections due to an impedance mismatch at the ends of the cable. Zs is the
return loss of the source and Z, is the return loss of the load. The power of the direct
signal is P and the power of the reflected interfering signal is Pm. The cable has an
electrical length rj and the insertion loss is IL. The relation between the power level of
the direct signal and the level of the reflected signal is given by

Pm = P-2-IL-Zs -ZI. (1)

EARLY/LATE CODE CORRELATOR

A simplified model of a noncoherent early/late (E/L) correlator is described
below. The complete derivations of these equations are presented in references [1,2]. In
Figure 2, the E/L code loop detector is displayed in its simplest form. The input signal
Y(t) is split and is the input to the early and the late correlator channels. The reference
pseudo-random code sequence (PN) to the early and late correlators is spaced by a chip.
The time variable is t, the reference sequence time estimate is T, and T. is the chipping
period. In both the early and late correlation channels, the output of the correlator is
band-pass filtered and squared. The code detector error signal S(s) is the difference of
the early and late correlation channel outputs. The error signal S(s) is driven to zero by
the DLL in normal tracking operation. The tracking loop error is (t-T) and is given by s.

PN(t-T+ Tc/2)

Figure 2. Code loop detector model.
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The input signal Y(t) is the sum of the direct signal and one interfering signal resulting
from a reflection off the ends of a cable as described in the preceding section. Y(t) is
given by

Y(t) = 2f . PN(t - T) cos(2rf . t + b)

+ f2P-• PN(t - T -)cos(2tf" t + 4+ ) (2)

where f is the direct signal carrier frequency, ý is the carrier phase of the direct signal, rn
is the time delay of the reflected interfering signal with respect to the direct signal, and
O)m is the relative carrier phase between the direct and the interfering signal.

The error signal from the code loop detector S(E) is given by

S(s) = P. R•N (s- + Im R•N(s + Lm -

+2P.RpN(•_-•). PmRpN(s+ Tm - cosQom)

-P-RRN( + - R + + L

-2P"RpN(&+L)" PmRpN(e+m +L)" cos(ým) (3)

when the input to the system is Y(t) as described in equation 2. The function RpN(s) is
the auto-correlation function of PN(t-T). The magnitude of the timing error is a function
of 0m, RF carrier phase between direct and reflected signals, Tm the time delay between
the direct and reflected signal, and Pm/P the ratio of reflected signal power level to direct
signal power level.

During tracking mode the delay lock loop adjusts the time estimate of the
reference, T, such that S(s) is zero. A plot of the correlator loop detector error is shown in
Figure 3 for the case where there is no interfering signal present. A plot of the correlator
loop detector error is shown in Figure 4 for the case where a reflected interfering signal is
present. Note that the S(F) function is distorted and that there is a timing error bias. The
timing error during tracking is given by solving for s for the condition S(E)=O.

Since the magnitude of the timing error is a function of 0m, rm, and Pm/P, the

I 0.5 - 0.5
I ias e r

0 ~0
U0

-0.5 -0.5,

-I -1- _ -

-2Tc -ITc 0 1 Tc 2 Tc -2Tc -ITc 0 1 Tc 2 Tc
c Loop Timing Error s Loop Timing Error

Figure 3. S(s) without multipath. Figure 4. S(s) with multipath.
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timing error will be a function of the propagation path through the circuit elements as

well as a function of the various termination impedances when multiple reflections are
present. If the timing error did not change, a simple calibration procedure could be

established to eliminate the bias; however, small changes in propagation path or

termination impedance may occur due to environmental effects and the calibration

procedure would be ineffective. A plot of the timing error as a function of ,m is shown in
Figure 5, for the case of an interfering signal that is 30 dB lower in power than the direct

signal. The carrier frequency is 70 MHz and the chip rate is 2.5 MHz. Note that a 7 ns
propagation delay can cause a 13 ns delay change as measured by the correlator.

8

6

4

-2

-4

-6

-8 0 0.2 0.4 0.6 0.8 1 1.2 1.4

"T. Delay ofmultipath component (chip)

Figure 5. Timing error due to multipath, as a function of the electrical length of a cable.

In addition, you can increase the length of the propagation path, and the
correlator, depending on the RF carrier phase, may measure a shorter delay. In the next
section a more dramatic numerical example will be presented to illustrate how small
physical delay changes due to environmental effects such as the temperature coefficient
of a cable can be amplified by the correlator into unexpectedly large timing errors in a
GPS receiver.

A GPS EXAMPLE
The relative RF carrier phase between the direct and reflected signals is a function

of the propagation path and the source and load terminations. Aging, temperature, and
other environmental effects affect the propagation delay through the cable and give rise
to larger than expected timing errors. For example, consider a typical GPS timing
receiver system that is composed of an antenna and low noise amplifier, a 30 m low loss
cable, and a receiver located indoors. The carrier frequency is 1575 MHz and the C/A
code has a chip rate of 1.023 MHz that corresponds to chip period of 978 ns. A good
cable may have a delay temperature coefficient of 7 ppm/IC. The propagation delay
through the 30m cable is 110 ns and will have variations on the order of 0.8 ps/0 C.
Assuming that the multi-path signal in the cable is caused by impedance mismatch at the
antenna and receiver and that it is 30 dB attenuated with respect to the direct signal, we
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can calculate the timing error for a 10 'C temperature rise of the cable. The propagation
of the direct signal will change by 8 ps and the propagation of the multi-path signal will
change by 16 ps. The correlator, however, will indicate a change of -800 -ps. This
example does not illustrate a minimum or maximum error. The magnitude of the error
for the same cable and temperature excursion will be different for a small increase or
decrease in overall length.

CONCLUSION

Propagation of multiple reflections in transmission lines can cause larger than
expected timing errors. These, timing errors are a function of the propagation path and
are sensitive to environmental effects such as aging, temperature, and humidity. Good
matching and care in component selection are essential in trying to minimize multiple
reflection signal propagation. Temperature compensation of these timing errors may not
be effective, because the temperature coefficient of delay is also a function of the
propagation path. In fact, the temperature coefficient of the phase delay through a system
is not the same as the temperature coefficient of delay as measured by a PN code
correlator.

In some systems, sweeping the carrier frequency can be used to evaluate the
magnitude of the multipath environment. In other systems, a careful selection of high
phase stability cable and a judicious choice of cable length may minimize the multipath
problems.
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Abstract

This paper describes the functions, requirements, and objectives of the Time Distibution System
(TDS). It should be pointed out that the WAAS TDS has not yet been developed because it is a
componentof the jinal phase of WAAS development. However, WAAS Phase 1 allows for the inclusion
of the TDS into the WAAS if it is developed before the final phase of WAAS.

The TDS will be located at the U.S. Naval Observatory (USNO). It will be used to provide the
offset data between WAAS Network Time (WNT) and Coordinated Universal Tine (UTC). The offset
data will then be passed on to the WAAS Master Station (WMS) for transfer to the Geostationary
Uplink Station (GUS) and broadcast to users of precise time through the WAAS Signal-in-Space
(SIS).

INTRODUCTION

The WAAS has a secondary mission of time distribution [1]. UTC(USNO), Coordinated Universal Time
as determined by the Master Clock at the USNO, represents the approved time standard source for the
WAAS. Time distribution will be accomplished by providing users with a time offset between WNT and
UTC. This time offset will be determined at the United States Naval Observatory (USNO) by a Time

Distribution System (TDS). The TDS receives WAAS messages from the geostationary satellites within
its view and computes the time difference between the epoch time of the start of a WAAS message and
the 1 Pulse Per Second (PPS) of the USNO Master Clock which is the physical realization of

UTC(USNO), the time reference for GPS Time. The data collected from each observed satellite by the
TDS receiver are passed on to a USNO data acquisition system. The data arethen transferred to the

WAAS Master Stations (WMS) through an interface between the WAAS and the USNO. The WMS
collects the WNT/UTC offset and creates a Type i2 Message that is then sent to the Geostationary
Uplink Station (GUSJ which transmits it to the geostationary satellite (GEO). The purpose of the Type 12
Message is to provide time users with an accurate source of time referenced to UTC.

TDS DESCRIPTION

The TDS receiver is a specially modified WAAS receiver that functions in a fashion similar to a GPS
Time Transfer Unit. It receives the message from a satellite and reconstructs the WNT time that
corresponds to that message and then compares that time to the time being input to the TDS from the
USNO Master Clock.
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The TDS contains an antenna, receiver, and modem. The TDS Antenna receives the WAAS SIS from
the GEO satellites. The TDS Receiver collects the WAAS SIS observable and forwards WAAS GEO
navigation message and WNTIUTC offset data to a processor. The receiver will output a data string that
contains WNT offset data. As shown in Figure 1, an interface between the USNO Processor and the
WAAS Message Center Processor (MCP) will communicate the WNT/UTC offset back to the WAAS
system.

The data, produced by measuring each GEO satellite I PPS epoch with respect to UTC(USNO), are
collected and recorded for computation of correction parameters to WNT. The satellite epoch beginning
time will be converted to WNT by utilizing the time offset and drift numbers from the WAAS SIS. The
TDS then passes the values of all satellites being tracked to the USNO data acquisition system in a
format compatible with USNO reduction programs. The collection of WNT-UTC(USNO) time
differences is performed by the WAAS Operations and Maintenance (O&M) function for inclusion by
the WMS in WAAS Message 12. Message 12 is not intended for navigation.

Users within the WAAS Service Volume can acquire the WAAS GEO SIS and utilize the correction
parameters contained in Message 12 to determine their local receiver time with respect to UTC to within
an accuracy of 20 nanoseconds. Since the GEO moves very little in the sky with respect to the user, the
use of a high gain antenna will be very effective in mitigating the effects of interference.

TDS REQUIREMENTS

Origin of the Requirements

TDS requirements are originally defined in FAA-E-2892B (Specification for the WAAS), paragraph
3.2.8.2. This was originally a Phase I requirement; however, due to funding constraints it was deferred
and is now contained in SOW Option 3, paragraph 3.2.3.

"* FAA-E-2892B, paragraph 3.2.8.2: "WNT/UTC Time Maintenance. The WNT offset error
from UTC (after correction as defined in paragraph 3.1.3.9.2.2.12.2) shall be less than 20
nanoseconds."

" SOW Option 3, paragraph 3.2.3: "Option 3 Time Distribution System (TDS) Implementation.
This option shall remain valid for the duration of the WAAS contract. Under the

requirements of the Phase I WAAS the contractor shall include the TDS in: System Level
Documentation - CDRL A121, Configuration Item Level Documentation - CDRLs A042,
A043, Interface Control Documentation - CDRL A052, Interface Requirements Specification
- CDRL A019, System Orientation Manual - CDRL A123 and the System/Segment Design
Document - CDRL A018. Upon exercise of Option 3 the TDS shall be implemented. The
contractor is not required to resubmit the Configuration Item Development Specification
(A042) and the Interface Control Document (A052) until Option 3 is exercised. The
generation of the WAAS Signal in Space Message Type 12, shall be implemented in Phase 1
if WNT/UTC offset information in accordance with the above documentation is provided as
GFI."
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Description of the Requirement

The requirement states: The WAAS Network Time (WNT) offset from UTC shall be less than 20
nanoseconds. The TDS will include a standard WAAS receiver/antenna. It will be located at the USNO
which will determine WNT and compare it with UTC(USNO). The offset will be requested by the WMS
for inclusion in the Type 12 message. A TDS Interface Control Document will be required to describe
the relation of the TDS with other external systems and equipment.

Justification of the Requirement

The TDS is needed in order for the WAAS to fulfill its secondary mission of time distribution,
accomplished by providing users with a time offset between WNT and UTC. The TDS will be valuable
to the non-navigation community for synchronizing power grids and telecommunications networks on
which the WAAS is dependent. Additionally, it will be of value to other systems within the FAA, such
as Automatic Dependent Surveillance (ADS) and ADS-B (Broadcast). Furthermore, the TDS will
provide a link with other international Satellite-Based Augmentation Systems (SBAS) through a
knowledge of their time offsets with UTC and, therefore, WNT.

TDS OBJECTIVES

WNT, as measured from the GEO SIS epoch timing~is controlled to very close tolerances to the GPS time
epoch and will be maintained to a highly accurate time offset with respect to UTC(USNO). The TDS
performs a time difference between the GEO beginning of message epoch times and an accurate 1 pulse
per second (1 PPS) strobe from the USNO time reference system (Master Clock) which denotes the
beginning of a UTC second mark.

Users within the WAAS Service Volume which also have a TDS can acquire the WAAS GEO SIS and
utilize the correction parameters contained in Message 12 to determine the offset of their local reference
time from UTC to within an accuracy of 20 nanoseconds. WNT provides for the user a continuous,
accurate and redundant timing signal which is not affected by Selective Availability. In addition, if a
high gain antenna is used, a TDS receiver should be able to mitigate the effects of interference on the
received signal.

DISCUSSION

GPS has become one of the primary means for distribution of time throughout the world. Several
manufacturers have developed special timing systems to be used in conjunction with GPS signals. These
systems are often called GPS Time Transfer Units (TTUs). Unfortunately, there are no WAAS timing
systems in existence. However, the WAAS receivers used at the WAAS Reference Stations (WRS)
provide the necessary hardware to allow the development of a WAAS TDS based on the knowledge
which has been gained in the development of GPS TTUs.

By placing a scaled-down version of the WAAS Reference Station receiver at the USNO and using the
USNO Master Clock as the local reference for the receiver, it is possible to determine the offset between
the timed messages coming from the GEO based on WNT and UTC(USNO). The TDS Receiver
provides sufficient output data through an RS232 port to allow the calculation of this difference. The
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calculations can be done on site at the USNO using a PC system and a time interval counter which is
compatible with other USNO timing systems. The results of these calculations will then be passed on to
the USNO Data Acquisition System for storage and computation of average values. The WAAS WMS
will then retrieve the necessary data for inclusion in the WAAS Message 12 by an Internet connection to
the MCP or in a manner to be mutually agreed to by Raytheon and USNO such that the operational
concept for the WAAS is satisfied.

Prior to start of operations with the TDS, it will be placed at the USNO for a trial period of data
acquisition. During this period, a thorough analysis of the data will be performed in order to verify and
validate that all calibration constants have been correctly evaluated through independent checks.
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Questions and Answers

DENNIS McCARTHY (USNO): My question is regarding the specifications for the WAAS net time. You
said it would have worldwide availability. So do you have any numbers on what you expect the
specifications will be with respect to GPS time?

WILLIAM KLEPCZYNSKI (ISI): The specification for WAAS net time with regard to GPS time calls
for 50 nanoseconds, because that allows the seven meters or so that will allow for a safe navigation in
certain conditions.

DENNIS McCARTHY: Is that the only specification on the net time?

WILLIAM KLEPCZYNSKI: No, the second specification on WAAS net time is that it be within 20
nanoseconds of UTC USNO.

DENNIS McCARTHY: Okay, 20 nanoseconds of UTC USNO.

WILLIAM KLEPCZYNSKI: And 50 nanoseconds of GPS time.

JOERG HAHN (DLR): I was listening to some of the problems with the funding of the WAAS system.
Can you tell me something about this?

WILLIAM KLEPCZYNSKI: I can not tell you that; I have no idea. Actually, I am a technical type, and I
was away on travel and had just come back. All I can say is that unofficially I know that Congress has not
been very happy the way the FAA officials have been documenting their budget and things like that So
they have been slapped on the hand a little bit here and there. What the net fallout is, I honestly do not
know, at this point in time, just because I have not been at the office for at least a week now. I know that
there were some major meetings taking place this week to describe the budget, but I do not know what the
result is.
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Abstract

For any satellite navigation system clock synchronization to a system common time is a
requirement of utmost importance. There are some features, being of particular interest, which
are studied here. For clock comparisons one- and two-way methods can be applied In the
present conventional systems GPS & GLONASS systenm; only the first method is actively in use.
Improvements in several areas are expected in scenarios applying two-way and inter-satellite-
links aSL).

For generation of the system time scale (STS) with one or some chosen types of ciocks the
ensemble solution is the most stable and reliable. There are several and sometimes different
constraints for the realization of a STSfor navigation or timing users.

In this paper we discuss the impact of clock comparison measures and of STS generation
peculiarities on the development of a 2' generation Global Navigation Satellite System
(GNSS2). We give simulation results of a STS and induced navigation/timing user ciock error in
a possible GNSS2 scenario, defined by (Case 1) 15 Inclined Geosynchronous Satellites (IGSO)
equipped with a RAFS (space Rb) each + 3 Geostationary Satellites (GEO) equiped with an H-
Maser, and 4 ground stations operating with a Cs-frequency standard, where both inter-satellite
and two-way links are adopted It will be shown that for the navigation user the error

contribution due to the clocks can reach a value of about 0. 7 ns (Jo), with an update interval of
30 min in this particular scenario. Satellite constellations equiped with H-Maser give better
results. For time dissemination purposes, the UTC steering policy will be addressed and an error
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reaching 27 ns (lo) is expected in the above scenario. Finally we also investigated a
constellation using Ultra Stable Quartz Oscillators on-board the satellites (Case 2). We show
that such a configuration could also satisfy the needs of navigation/timing users.

INTRODUCTION

For the designer of a new civil navigation system, i.e. GNSS2 the time keeping in such a complex system
plays a major role. Much experience in this field was gained by the GPS developers over the past years.
Only if the mutual clock synchronization between the satellite clocks is realized within a high level of
precision can the navigation user solve for its own antenna position. This would enable also time
dissemination to the scientific timing community or other commercial services. But to use such a feature
to a high extent, some efforts have to be made to ensure the accuracy of the STS.
For navigation purposes only, a system as realized with the current GPS and GLONASS could almost
live with its own free system time scale. But as written in the GPS-Interface Control Document, the
timing user is a specified customer, and GPS-time & UTC dissemination is one of the system goals. This
concerns GLONASS too, and a link to UTC had to be established in both systems.

For civil navigation purposes more or less relaxed requirements on the long-term stability of the STS
could be specified if we consider the opportunity to have regularly and safe contacts to the satellites. This
is also a cost factor. Now, for a future GNSS2 some decisions have to be made:

1. Do we need / wish to distribute a high accurate and stable time scale ?
2. In which terms this time scale has to be optimized, and what is the impact on the system design ?
3. How to find the most cost-effective solution ?

In order to answer such questions we identified some tasks which have to be studied very carefully:

* selection of the satellite clock type: Cs, Rubidium Atomic Freq. Standard (RAFS), H-Maser,
Ultra Stable Oscillator (USO, quartz)

0 clock synchronization method (one- & two-way)
* STS generation, ensemble technique preferred
• measurement rate & clock parameter update rate

For a GNSS2 in the present development phase also inter-satellite-ranging (ISR) is studied. Combined
with a dedicated satellite constellation such a scenario can benefit from the opportunity to increase the
measurement and update rate sufficiently. This could also help to decrease the requirements on the clock
stability: much cheaper and more reliable clocks, i.e. USOs could be considered.

In a first step we investigated a clock scenario (Case 1) with 15 RAFS and 3 H-Maser clocks in orbit
(European space-qualified versions each), and 4 Cs-clocks on ground. Both ISL and two-way links had
been adopted. The User Equivalent Range Error (UERE, see below) clock requirement was 0.7 ns (lc).
We will show the results of this simulation and discuss possible system design constraints and
simplifications. Atthe end we give another simulation result where USOshavebeen considered on-board
the satellites (Case 2).
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SYNCHRONIZATION METHOD AND SCENARIO

There are two different synchronization methods available which can be used for clock synchronization,
namely one- and two-way methods. The advantage of the first is its simplicity in operation, but it is
strongly correlated to the position error of the two participating stations. This can be avoided with two-
way methods requiring active stations at both sites. A more detailed description can be found elsewhere.
To meet a compromise between both methods the so-called two-way pseudo cross-link had been
proposed. This mode works like a two-way cross-link: both stations send a signal wrt. the other station,

but the transmission from one station is delayed by a certain interval r, ..•,. Such an operation can be of
highest interest in an ISL-scenario, where only one satellite transmits, others are listening. After a certain
interval the transmit/receive configuration is changed and so on. The clock comparison between two
satellites is depicted in Fig. 1.

Applying a pseudo cross-link the clock offset T,,. in [s] between two stations (satellites) can be

determined in the same manner as with a cross-link by just subtracting the offset due to the clock rate

during the interval r'il :

T,,m = PRM -PRn At Y' -" t Eq. 1

T 2 2

PR, & PR, being the time intervals between the transmitted and received signal (recorded as one-way

pseudoranges in [s]) as measured at both m & n sites, AT.,. is the asymmetric delay in [s], y is the

rate between both clocks in [s/s], ,T,n.m relativistic delay in [s]. The waiting interval depends on the

number of satellites involved in such a system. The accuracy will mainly depend on a decrease of the
asymmetry term, which itself consists of the

* geometric
* atmospheric (iono- + troposphere).
• Sagnac effect
* instrumental (transmitter + receiver, receiver noise)

differential delays. Clearly it can be seen that there is a requirement for stable clocks at both stations at
least over the whole waiting period (i.e. some seconds till 2 min.)

Using such measured clock offsets the STS is generated. This scenario applies essentially highly accurate
two-way data. Additionally, clock offset solutions from the Kalman filter for ephemeris determination
(pure one-way solution) can be used in a weighted combination to the more accurate two-way measured
clock offsets. Getting such data the STS can be computed as an appendix to the orbital Kalman filter.
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STS AND ITS GENERATION

For navigation, dating, and maybe time dissemination purposes, the existence of a system reference time
scale is compulsory in a GNSS2. The clocks of each satellite shall then be synchronized to the common
reference time scale. This is necessary in particular for:

"* providing correct information on the clock status in the navigation message,
"* having a common reference time for scheduled system operation activities,
"* evaluating satellite ephemeris,
"* disseminating a reference time scale to different users.

The system time reference can be an independent time scale with the unique request of being the
common reference for all the GNSS2 (space, ground, and users segments). In the civil as well as military
standards, the use of the UTC is recommended and, actually, UTC has a wide diffusion.

The solutions adopted to define a STS are usually twofold:

"• The first is the master clock solution, where one of the system clocks is chosen to be the master
and it defines the time scale for all the system. Such a solution seems to be preferred in
GLONASS.

"• On the other hand, the STS can be defined as an ensemble time scale obtained from a suitable
average of all the system clocks either on ground or on-board. This second solution is adopted in
GPS-time and it has evident advantages in reliability and stability.

As far as stability is concerned, it can be demonstrated that an ensemble time has better stability than any

single clock participating to the ensemble, at least for some particular values of integration time -".

STABILITY?

The STS constitutes the reference time scale versus which the errors of all the single clocks are
estimated. The better the reference time, the better are the estimations of the clock errors. Moreover, all
the system clocks are synchronized to the STS and they have to locally reproduce, in real-time, the STS.
The STS will in fact be available only in deferred time because a certain delay is introduced due to the
need of gathering clock data and of computing the ensemble time. To this aim, a prediction of STS and
of each single clock behavior is necessary. The more stable the STS, the more it is predictable and thus
better reproduced, in real-time, by each single clock. In addition, if the system time is more stable than
any single clock, it would be almost sure that any observed anomaly in the time offset between a satellite
clock and STS can be ascribed to the satellite clock, and thus corrective actions can be taken.

ACCURACY?

As far as the navigation is concerned, the STS accuracy defined as the degree of agreement versus UTC
is not a compulsory demand. System clocks could be all very fast and delivering a time unit far from the
SI-definition, but, if all the system clocks were coherent in such a system, navigation accuracy would not
be damaged. Thus, the agreement with UTC seems not necessary in principle, but it results in some
related benefits:
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"* The first is the very long-term stability. It was stated that the STS has to be stable, but clock
stability depends on the integration time r, so the integration time r over which optimize
stability has to be chosen. A different choice of the clock weights results in a different stability
of the ensemble time. Due to the aim of the STS of being a measurement reference and also for
practical reasons due to measurement availability, with the Case 1 a study was performed by
choosing to optimize the stability of the STS in the range of medium-/long-term integration
times, i.e. 10 < r < 30 days, not longer. It is also very difficult to optimize to stability over
months or years with the clocks commercially available currently, due to the difficulties in
estimating their very long-term behavior. Conversely, UTCwhich is the ultimate reference time,
has the best stability in the very long-term by definition and by its fundamental aims. Therefore,
ensuring the agreement of the STS versus UTC means also ensuring the very long-term stability.
In this case the accuracy can be seen as a long-term warranty that the system time is not
degrading. Moreover, for practical reasons, it seems surely easier to maintain the agreement with
an existing and well disseminated time scale, rather than creating a completely independent one.
In addition, there are recommendations of standardization organizations as the CIPM, ITU, and
military, as NATOexplicitly asking to use UTC as reference [1] - [3].

"* The strongest remark anyway comes from the fact that a GNSS2 could be also a mean for
disseminating UTC in almost real-time around the world. This clearly asks for a close
agreement versus UTC. The current request in Europe for a system disseminating UTC is very
strong and not only restricted to metrological institutions. The existence of a reference time scale
with easy access, cheap, and accurate is requested by telecommunication companies, scientific
laboratories and astronomical observatories, industries that synchronize their computers, banks,
watch sellers, transportation systems, and so on. As a matter of fact, the market of Rb-standards
disciplined to a GPS receiver that locks the frequency of the Rb-standard to the GPS time scale is
still growing and new users are still arising. In such a case, since UTC exists only 'after the
fact,' and results are available with a delay of one month, the STS must ensure the best
metrological qualities in the meantime, when UTC is still not known. This is another reason
suggesting that the STS should be optimized over an integration time r of about 10-20 days, i.e.
the mean time before the publication of UTC results.

A possible easy and cheap solution to maintain agreement versus UTC, and also for sake of reliability
and of safety, could be the frequent comparison of the STS versus a local intermediate time scale chosen
among the real-time approximations of UTC versus which the STS could be more frequently compared
(the same role of UTC(USNO) in GPS). This will be considered in Case 2.

EXPECTED FEATURES

The use of a STS not only based on the signal of a single clock, but obtained from an "ensemble of
oscillators ensures a better performance in terms of stability, accuracy, and reliability. This is true for
any ensemble time. The case of an ensemble including also satellite clocks by means of ISL offers some
peculiarities and advantages:
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"* Clocks are kept in more stable conditions. In fact, once they are appropriately insulated from
temperature gradients, the environment is less noisy for vibration and e.m. disturbances. The
clock behavior should then be more stable than on Earth and the same for the resulting ensemble
time.

"• Minor correlation among clocks is expected being spread on different satellites. Thus, the
independence of clocks should be ensured and this avoids the appearance of correlated noises
that degrade the quality of the ensemble time and whose detection is difficult.

"* In case of optical links, the clock comparison schedule is guaranteed, since there will be no
obstacles causes by bad weather. Therefore, the clock comparison series doesn't contain
unexpected missing data with all the subsequent statistical problems of data reconstruction.

"* On the other hand, the series of data may be not evenly spaced and measurement data can be not
directly on the standard date requested for the computation of the ensemble time. Therefore an
appropriate smoothing and optimal estimation technique is necessary.

"* The measurement uncertainty can be dependent on the geometry of ISL and, thus, not be
constant. Moreover, multiple contemporary ISLs are possible, providing a redundant set of clock
comparisons that should be processed by an appropriate least-squares estimator.

From the uncertainty of the clock inter-comparisons performed by ISL, from the intrinsic metrological
qualities of the used clocks, and from the statistical capabilities of the ensemble algorithm, the qualities
of the ensemble time can be estimated and validated by simulations. It is expected that

* ISL can guarantee clock comparisons with a subnanosecond uncertainty,
• Clocks on-board and on Earth could be atomic commercial standards with a medium-long-term

stability up to the level of 10-14,

• The average algorithm could lead to an improvement of a factor 1K on the metrological
qualities (N - number of clocks, N = 22 in Case 1, N = 83 in Case 2 as given below).

* It can be shown that the uncertainty on individual clock offsets from STS at the update epoch is
negligible due to the low measurement uncertainty and large number of data which can be
handled by means of appropriate smoothing and optimal estimation techniquesetc.

The resulting ensemble time scale could thus reasonably reproduce the UTC, in real-time, with a time

error comprised in some tenths of nanoseconds.

GENERAL DEFINITION

Several ingredients are necessary. Apart from the smoothing on measurements data, the STS has to be
defined as a weighted average of clock readings, where clock weights are to be appropriately fixed.
Moreover, since time or frequency steps are to be avoided to ensure stability, each time that a clock
enters or leaves the ensemble, a correction is necessary. Such a correction needs the prediction of the
clock frequency, and thus mathematical tools typical of the signal processing analysis have to be
introduced. Moreover, to ensure reliability, often an upper limit of weight is introduced. In addition, to
avoid any degradation of the stability and reliability of the ensemble time, any check on possible
anomalies in the clock behavior is necessary. Lastly, the offsets between each clock and STSareobtained
and can be used to update the satellite clocks.
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The basics of the average algorithm will not be given here, seeming to be commonly known to this
community. The here-applied definition of an ensemble time is at the basis of most algorithms for
ensemble time scales currently used and that have differently added some other stability improvements
[4] - [6].

RESULTS

Simulation results will be given in the following for both assumed GNSS2-scenarios (Case 1, Case 2) as
given in the introduction.

STS STABILITY - CASE 1

The stability of the 22 simulated clocks and of the STS is reported in Fig 2. The integration intervals
from 104 s (-2.5 hours) up to 107s (-100 days) are chosenwhich constitute the range of interest either
for the ISL periodicity or for the update interval of STS and on-board clocks. It can be easily extended
down to 102 s, if necessary, because the noise affecting clocks from 102 s to 104 s is a white frequency
(WFM) or random walk phase noise (RWPM) for all the clocks considered. It can be seen that the
instabilities of the different RAFS follow more or less the same pattern, so is for H-Maser and Cs clocks.

It was decided to optimize the STS stability over the medium-long-term to provide a time reference
useful for the estimation of single clock behavior and for maintaining an agreement versus UTC. To this
aim, the instability over T = 30 days is of particular interest because it determines the weight of the clock
in the computation of the ensemble STS. As expected, since long-term stability has to be optimized, the
weights attributed to Cs clocks will be larger than the others. In particular it appears that due to the
presence of linear frequency drift, the weights attributed to RAFS are almost negligible, compared to the
Cs-weights. This stresses the fact that if long-term stability is to be obtained, then clocks with good long-
term stability have to be used and the best solution is using Cs-standards.

It means that in reality the weighted average is mostly driven by Cs clocks while the other clocks add a
small gain. Nevertheless, the STS inherits a small frequency drift that generates a low instability. Such
residual drift is very low and should not cause a problem from the stability point of view. From such
considerations, it appears that the STS has more or less the same behavior of Cs clocks (WFM plus
random walk frequency noise - RWFM), but at a lower level. From such simulation tests, it can be
assumed that the instability of the STS would be mostly due to WFM for 104 s < r < 20 days and
RWFM for T- 2! 20 days.

STS ERROR & UTE - CASE 1

With the STS stability as estimated before, the uncertainty on the STS prediction can be evaluated by
using the theory of random walk and the associated uncertainty. Let's suppose that the STS computation
has an updating period equal to Tsrs. The error gained by STS was evaluated, see Tab. 1. This means
that, if STS is updated at least once a day, the uncertainty in the STS prediction remains below the level
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of 5 ns. This error is below the level of the corresponding errors in predicting RAFS and Cs-clock
offsets, but it is worse than the error gained by an H-Maser. On the other hand, the stability of STS
continues to increase for observation times up to 20 days, while the stability of an H-Maser can be
deteriorated by the frequency drift. Such STS could then be a good long-term reference for estimating
frequency offsets and drift of RAFS and H-Maser, but it can hardly be a good reference for estimating
the long-term behavior of Cs clocks. Such results strongly depend on the
fact that the long-term stability of STS can only be ensured by the 4 Cs
standards, and an ensemble STS obtained with only four clocks cannot TsTs USTS, max

exhibit better accuracy.

5 min 0.3 ns
In case the time dissemination purpose was to be fulfilled, the STS should
provide an accurate information of time, and the error versus the UTC has 15 min 0.5 ns
to be estimated. In fact UTC is known only a posteriori and if STS runs
freely between one UTC update and the other, it can accumulate a large 30 min 0.7 ns
time error only due to its random noise, which is mostly due to the WFM.
Therefore, in case the UTC steering was possible only any 30 days, the 1 hour 1.0 ns
gained error after 30 days could amount to about 27 ns. It could be
worthwhile, for sake of accuracy and also for safety, considering the ......
possibility of using another real-time UTC approximation as a second
reference useful for a more frequent and accurate steering of STS, as done 24 hours 5.0 ns
in GPS with UTC(USNO).

Tab. 1: STS uncertainty

The uncertainty on the clock offset wrt. STS of a single satellite clock is for different update
equal to the User Time Error (UTE). The knowledge of the offset of any intervals in Case 1
single clock versus STS in real-time is limited by at least two sources of
uncertainty: the uncertainty due to the limited knowledge and predictability of the behavior

"* of the single clock
"• of the STS.

TsTs UuM,ma.r,,max [ns] UUtE,RpAs, m. [ns]
By assuming that STS and clocks on-board
are updated with the same periodicity 5 min 0.3 0.7

denoted by Ts7s, it appears that t-to , i.e. 15 min 0.5 1.2
the time since the last update, can vary in the

region 0 < t-to < TM. The behavior of the 30 min 0.7 1.7

total uncertainty for the three different types 1 hour 1.0
of clocks is reported in Fig. 3. In case of H- 2.4
Maser, the uncertainty is dominated by the
uncertainty due to STS noise, in case of ......

RAFS and of Cs clocks, the larger 24 hours 5.0 12.4
contribution is due to the RAFS or Cs clocks
themselves. The result of the overall (UTE)
clock error evaluation for the different Tab. 2: Maximum values of the overall clock error

(UTE) for different satellite clocks wrt. STS(1 o) -
Casel
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satellite clocks of the selected scenario is given in Tab. 2 for t - t0 = TV.

CLOCK ERRoRs ON NAVIGATION SOLUTION, UERE CLOCK COMPONENT - CASE 1

The UERE combines the individual satellite errors to an overall error, and is defined following [7] as that
component of system accuracy being independent of location and time that represents the receiver
ranging error among the four satellites in view that provide the lowest Geometric Dilution of Precision
(GDOP)-value. The uncertainty in evolution of the STS between two updates is not of importance for the
UERE clock component. This can be explained with the fact that the STS error evolves in the same
manner for all system clocks, thus, producing only a common bias. This bias, because it is common to all
satellite pseudo-ranges, plays no role for the navigation user's position solution. Thus, the corresponding

STS clock error can be excluded. The UERE clock uncertainty uutRpr4 1 by tracking M> 4-satellites

(M= 4 for the classical definition, M> 4 for today's state-of-the art receivers) with individual satellite

clock uncertainties U,,(,),can be estimated with

ux(t Eq. 2

UEUM(M),clock = M ;M>4 
E

The result for M = 4 is given
in Tab. 3. In the last column # H-maser 0 1 2 3 4
the case of 4 H-Maser clocks
has been shown for # RAFS 4 3 2 1 0
comparison. The good impact
of such a constellation is quite TSTS MUERE UUERE UUER UUERE UUERE
visible. [ns] [ns] [ns] [ns] [psI

STABILITY AND UERE 5 min 0.30 0.26 0.21 0.15 3

IN A USO SCENARIO
WITH CASE 2 15 min 0.55 0.48 0.39 0.28 6

In this case we considered a 30 min 0.80 0.69 0.56 0.40 8

scenario with 83 clocks,
namely 64 USOs (on-board 1 hour 1.10 0.95 0.78 0.55 11
Low Earth Orbiting (LEO)- 2 hours 1.60 1.38 1.13 0.80 16
satellites), 9 RAFS in orbit and
1 H-Maser, 9 Cs on ground

24 hours 5.70 4.94 4.03 2.85 93

Tab. 3: UERE(4) cock error (1a) for different clock combinations vs.
update interval - Case 1
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with the typical stability pattern as given in Fig. 4.

We concentrated on the short-term here, because the considered USOs have their best stability even in
this observation range, a low measurement and update interval (up to 5 min) can be expected from the
ISL-scenario, and steering to UTC can be maintained by frequent comparison of the STS versus a local
real-time approximation of UTC versus which the STS could be very frequently compared. The
application of USOs would make a system less expensive and increases reliability. Different STSs were
examined:

"* STS with all the 83 clocks;
"* STS with all the clocks except USO;
"* STS with USO only,

all optimized for r = 1000 s. The instabilities obtained are illustrated in Fig. 5 adding also the typical
ADEV pattern of USO and H-Maser. It can be seen that an optimization on r = 1000 s, gives the larger
weight to the H-Maser (99%), and at 'r = 1000 s the stability of STS is very similar to that of the H-
Maser. Neverthelessthe presence of the USOs gives a large impact on the long-term behavior of the STS
which inherits a frequency drift.

If the USOs are excluded the short-term is not worse, but the long-term is much better. It must also be
stressed that in case the H-Maser is only one, so the STS largely relies on such a unique clock giving a
very high weight and such a situation could raise some reliability problems.

The last STS is obtained with the
USOs only. It can be seen that # USO 0 1 2 3 4
the stability of such STS is very
similar to the USO instability, # RAFS 4 3 2 1 0
but at a lower level due to the
high number of USOs at one's TSTs UUERE UUERE UUERE UUERE UuERE
disposal. The solution of not [ns] [ns] [ns] [ns] [ns]
using USOs in the STS could
result in better stability. By 5 min 0.30 0.26 0.21 0.15 0.03
plotting the instability of the
clocks together with that of STS 15 min 0.55 0.48 0.41 0.31 0.17
obtained without USOs in Fig. 6,
it can be seen that the instability 30 min 0.80 0.73 0.66 0.57 0.47
of the STS is much lower than
those of the single clocks over 1 hour 1.10 1.17 1.23 1.29 1.35
the optimized interval of r =
1000 s, apart from the H-Maser ... ...............
case, whose instability is more or
less the same of the STS. For the 24 5.70 87.64 123.81 151.58 175
observation intervals 100 s < r < hours
10000 s, the dominating noise of1000STS is a WFM corresponding Tab. 4: UERE(4) cock error (lc) for different clock combinations vs.the Supdate interval - Case 2
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to RWPM, so the uncertainty analysis of the STS follows the same approach as described above. Finally
the UERE clock component for the different satellite clock combinations have been calculated as given
in Tab. 4.

CONCLUSION

In both study cases ISL and two-way clock comparisonhavebeen considered. The vroposed pseudo cross-
link should be further investigated, being of interest for future ISL~scenarios in general. The low
measurement uncertainty (of course also depending on the frequencies and signal structure, transmitting
power etc. used) and the large number of redundant data handled by means of appropriate smoothing and
optimal estimation techniques led to the assumption that the uncertainty on each clock offset wrt. STS is
negligible at the update epoch. This approach has to be examined in more detail through numerical
simulations.

We have shown that an ensemble time scale should be preferred for a GNSS2's STS. This ensemble can
be generated as a weighted average of the mutual clock difference readings. In Case 1 the long-term
optimization of STS has been stressed to enable UTC-reproduction by the STS itself. The simulated STS
uncertainty can reach a value of up to 5 ns, the UTE is 5 ns for an H-Maser and about 12 ns for a RAFS,
all values after one day. The UERE clock requirement can be met with an update interval not larger than
30 min in all combinations. More H-Masers would relax the update constraints. In case 2 the STS's
short-term has been optimized. It has been shown that while generating the STS the USOs should better
be excluded. But these clocks show a good (and cost-effective, reliable) influence on the UERE clock
uncertainty in such a considered ISL-scenario within shorter integration times. With an update interval
not larger than 15 min the requirement can still be satisfied in any combination.

It has been discussed why the steering of STS to UTC is so important. The UTC-dissemination with a
future GNSS2 must be addressed in the development phase, because there are requests from many users
world-wide. The ISL-scenario in general has a good impact and offers some more possibilities on the
time-keeping system of the considered GNSS2.
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Questions and Answers

DENNIS McCARTHY (USNO): Could you comment on how this would work with existing systems, or if
you have considered that?

JOERG HAHN (DLR): We have not considered that We only know that within GPS we have the two
satellites where inter-satellite links are considered. We only have seen one simulation study - I think
from The Aerospace Corporation. I do not remember all the numbers now, but it is the only thing I have
seen on this, no other studies.

Of course, if the people here would listen to us, we would be quite thankful for any help in such
investigations.
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Abstract

The MTSAT Satellite-based Augmentation System (MSAS) is a satellite-based augmentation
system (SBAS) for navigation. The MSAS is one of several applications that shares the use of
the Multifunctional Transport Satellite (MTSAT), a geostationary earth orbiting (GEO)
satellite, which will be launched by the Japanese Ministry of Transport in August 1999. The
MSAS design is based on the development of the US Wide Area Augmentation System (WAAS)
and therefore may befamiliar to those who are acquainted with the WAAS. Tune and frequency
play a critical role in four areas within MSAS, and these areas are the focus of this paper.

Firstly, MSAS performs several functions. One - it collects data from the NA VSTAR Global
Positioning System (GPS); two - it provides an independent ranging signal from MTSAT to
supplement the navigation signals from the GPS constellation; three - it provides differential
corrections to improve the navigation capability of the GPS; four - it provides the offset of
MSAS Network Time (MNT) from Coordinated Universal Time (UTC); and five - it provides
system integrity information to the user. With these functions, the MSAS can become the
primary means of time distribution and synchronization within Japan and other areas under the
footprint of the MTSAT. The accuracy and precision attainable by MSAS is critically dependent
on the performance of the time andfrequency subsystems in the four areas of discussion.

The first area of discussion is the manner in which the data recording system tags its
observations. Accurate recording of the time of observations is essential in order to measure the
timeliness (latency) of all transmitted information. This information is based on algorithms that
derive their input from data collected from a network of eight data collection sites, including
four Ground Monitoring Stations (GMS) and four Monitor and Ranging Stations (MRS). Each
GMS/IRS has three independent, free-running cesium-beam frequency standards.

The second is the discussion of the method of deriving the MNT and keeping it close to GPS
Time. The MSAS, through the Master Control Stations (MCS), maintains MNT, its own local
time scale, and is steered to a real-time estimate of GPS Time. Only an estimate of GPS Time
can be made because GPS Time is affected by Selective Availability (SA). It is essential to have
a uniform time scale as a reference in order to derive differential corrections that improve the
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accuracy that can be obtainedfrom the GPS Standard Positioning Service (SPS).

The third topic of discussion is the manner in which the MSAS navigation message from the
MTSAT is controlled and transmitted. The signals transmitted from the MTSAT, which can be
used as a supplemental ranging source to GPS, must be emitted in synchronization with GPS
signals in order to make them compatible within a common navigation solution.

The last area of discussion is the secondary mission of the MSAS. Like the WAAS [1], it is to
provide UTC It does this by comparing MNT, which is synchronized to GPS Time, with UTC,
as maintained by a UTC provider. For the WAAS, it is the US Naval Observatory (USNO).
Although the Japanese Civil Aviation Bureau (JCAB) has yet to make a decision to provide the
time distribution service, the procedures for obtaining, calculating, and transmitting the offsets
of MNTfrom UTC, as part of the MSAS navigation message, is described.

INTRODUCTION

In the past, history tells us that navigation systems have depended on time, and therefore timekeepers
have looked to navigation systems for the distribution of time, accurately and timely. Today, the crux of
the GPS relies upon a highly evolved clock technology. However, unlike navigators, who need four GPS
satellites by which to navigate, timekeepers only need one GPS satellite to determine time if they know
their position. The observations of only one satellite will also allow timekeepers to remotely synchronize
clocks around the world.

The MSAS is one of the most recent developments in the evolution of navigation systems. While it is
somewhat similar to other differential GPS systems in concept, the MSAS provides the JCAB and the air
navigation community a significantly higher level of performance than the GPS SPS and other
differential systems dependent upon GPS. Based on the augmentation methods utilized by the MSAS, it
provides not only improved accuracy, but also increased availability, integrity, and continuity of service.
It accomplishes this by continually monitoring GPS transmissions from the GMSs/MRSs and by
transmitting an augmented message from the MTSAT 1 presently, and MTSAT 2 and other GEO
satellites in the future. The signal from the MTSAT, while sharing the same frequency as the GPS LI
frequency, is different in format and bit rate.

THE MSAS PROCESS

The MSAS process is illustrated in the diagram of Figure 1. There are four GMSs distributed throughout
Japan at the JCAB's Area Control Centers (ACC) in Sapporo, Tokyo, Fukuokaand Naha (in Okinawa).
Two MRSs are collocated at the MCSs at Kobe and Hitachi-Ohta, and two MRSs, in Australia and
Hawaii, respectively. Each GMS and MRS consists of three independent subsystems or sets of ground
monitoring equipment (GME). Each GME consists of a cesium-beam frequency standard, a 12-channel,
dual frequency MSAS-GPS receiver and a wide and a narrow band GPS receiver that continually track
all GPS satellites and GEO satellites available to them. The data obtained at these ground-monitoring
stations (GMS/MRS) are transmitted to two MSAS master control stations (MCS) where the MSAS
navigation messages and MSAS Network Time are formed. Each MCS consists of three major
subsystems - the Central Processing Facility (CPF), the Navigation Earth Station (NES), and the Monitor
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and Control (M&C). The navigation messages contain information on satellite orbits, the current state of
the ionosphere, system health, and timing information. Each MCS passes the navigation message to two
Ground Earth Stations (GES), where it is uplinked by one GES to the MTSAT 1, the Phase 1 GEO
satellite, which then transmits it to the user. The MTSAT Tracking and Telemetry Control (TTC) facility
is also collocated with the GES and MCS at the Aeronautical Satellite Control Center (ASC) sites in
Kobe and Hitachi-Ohta. The ASC provides shelter, power, and operations and maintenance services for
all systems located at the site.

Each GMS/MRS performs the functions of data collection, reasonability check, data processing, and data
transfer. Each GMS/MRS consists of triple redundant GMEs that collect three, independent sets of data,
including GPS satellite observables and GEO satellite observables, and transmits the data to the CPFs at
both MCSs in the system. Independence of the data sets is ensured by gathering the observable
parameters through independent sets of equipment that are necessary to support the verification function
performed by the CPF at the MCS. Prior to transmitting data to the MCSs, each GME verifies the
reasonability of its collected data. Failed data are marked as having failed the reasonability test and are
then forwarded to the MCSs. To ensure the availability of the data at each MCS, each GMS/MRS
transmits data to each MCS through two independent communications networks, known as the Network
Communications System (NCS) in the MSAS.

At each MCS, the CPF performs the functions of corrections processing, satellite orbit determination,
integrity determination, and the verification, validation, and the MSAS message generation. Once per
second, the CPF collects the data received from all GMSs/MRSs and processes them to support the
functions described above. This processing is performed on all available GME data and results in the
transmission of a formatted, 250-bit, MSAS message once per second. These MSAS messages are sent to
both NESs. The timing of MSAS processing is scheduled to allow broadcast of the resulting MSAS
message from the MTSAT coincident with the following GPS 1-second Coarse/Acquisition (C/A) code
epoch. The MSAS validates the Signal-in-Space (SIS) by checking the downlinked messages to ensure
that they are identical to those transmitted to the MTSAT and by comparing navigation position solutions
from MSAS and GPS with the surveyed GMS/MRS locations. From each M&C console, control over the
MSAS can be exercised via a computer-human interface. To avoid conflicts, only one MCS and,
therefore, only one M&C subsystem console attended by the Controlling Operator, can be designated as
the controlling MCS at any one time within the MSAS.

The initial MSAS design for Phase I implementation has two MCS/GES/TTC combinations that perform
the functions of broadcast and ranging. Each MCS has one CPF that formats the 250-bit MSAS message.
In MSAS, there is the advantage of the MCS facility collocated with the GES/TTC facilities, and it is
that that improves the availability of MSAS messages. Each NES, which includes the MSAS Signal
Generator (MSG), selects one CPF as its message source and encodes the received message using a half
rate forward error correcting (FEC) convolution code. The resulting 500-bit message is modulated on a
GPS-type signal and uplinked to the MTSAT. Both GESs serve the MTSAT; one operates as the
primary uplink, and the other operates as a hot standby. The two GESs serving the MTSAT are
operationally independent and located at geographically diverse ASCs separated by a minimum of 300
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miles. Each ASC facility currently services only one GES. When there are at least two GEO satellites,
each GEO satellite will be served by two GESs, one from each ASC site. The MTSAT "bent pipe"
transponder shifts the frequency of the signal and broadcasts it to the MSAS users. The transition
between primary and backup GES is initiated, when necessary, to maintain the availability of the MSAS
SIS.

The NES ranging function is accomplished by transmitting a signal to the users on the GPS LI frequency
with the following information: (1) a precisely timed Pseudo-Random Noise (PRN) code that is assigned
to each GEO satellite and (2) a precise ephemeris that is contained in the GEO satellite navigation
message, which is sent periodically in the broadcast function. This signal structure is achieved in a
similar manner to that of GPS, except that the precise timing of the PRN code is carried out on the
ground rather than on the GEO satellite or the MTSAT, in this instance. This function will allow the
users to apply the MTSAT as another GPS satellite, thereby increasing overall system availability.

M AND THE GMS/MRS

The recording of the time of observations is an area of concern for the MSAS. All observations are made
at the independent GMSs/MRSs. In order to ensure a uniform time basis at each GMS/MRS, a clock
based on GPS Time is used as the reference.

Each GMS/MRS contains three GMEs that identify three identical threads. These threads are required for
sufficient redundancy to provide data to the MCS in the event a single failure in the GMS/MRS occurs.
In addition to other commercial-off-the-shelf (COTS) components contained in the GME, there is a
cesium-beam frequency standard (Atomic Clock).

The frequency standard needs to meet certain specifications to be useful in the MSAS architecture. The
functional requirements include:

* Accuracy
* Settability
* Stability
* Single Side Band Phase Noise
* Warm-up Time.

Accuracy shall be at least 2 x 10-12 with no aging for the life of the cesium tube, so that it can be tuned to
a specified frequency. The frequency standard provides each MSAS receiver a 10 MHz sinusoidal wave
reference signal with a stability of at least 2 x 10-13 over 24 hours in order to accurately compare the
MTSAT signals with GPS Time. The GME frequency standards require communication via RS-232
interface to the data collection processor (DCP) for interrogation and parameter adjustments.

The 10 MHz output from the cesium-beam frequency standard is input to a GPS receiver that provides a
1 PPS output used as the epoch of observations. Figure 2 is a diagram of the role of the cesium-beam
frequency standard in the GME at a GMS/MRS. The receiver clock is set to GPS Time at start-up.
Thus, GME receivers are approximately synchronized to the level of several microseconds. The output
data stream of each MSAS monitor receiver contains a parameter that has the offset of the receiver
1 PPS from GPS Time. After that the output I PPS is governed by the rate of the input cesium clock. In
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essence, the output from the GPS receiver is a free-running clock. This is necessary for the formation

of an independent time scale.

TIME AND THE CPF IN THE MCS

The CPF and M&C in the MCS embodies processing equipment necessary to perform the Corrections
and Verification (C&V) and Monitor and Control (M&C) functions, respectively. There is also a GPS
clock for synchronization with GPS and equipment to interface the MCS with the NCS communication
circuits. There are two MCSs in the Phase 1 MSAS. The quantities are planned for increase in
subsequent phase(s). The end-phase MSAS is projected to have up to at least four MCSs.

The CPF performs several functions. Those involving time, directly or indirectly, include:
"* Determine GPS/GEO satellite orbits
"* Monitor SIS performance
"* Generate MNT
"* Generate MNT/UTC offset message
"* Generate MSAS messages.

The data from all three GMEs for each GMS/MRS are sent to each of two (for redundancy) corrections
processors (CP) in the CPF subsystem and the data from each GME at a single GMS/MRS are compared.
The clocks are monitored relative to each other to determine if one clock is "bad"; that is, it checks to see
if it has a significant change in offset. The current Phase 1 design does not estimate the frequency offset
between GME clocks. This is the start of the formation of the MNT, which is described in the next
section.

MSAS NETWORK TIME

In order for the MSAS signal to supplement the GPS navigation signals, the MSAS transmissions must
be synchronized to them, i.e., GPS Time. This is accomplished by establishing MSAS Network Time as
the reference time for the MSAS. The MNT is steered to GPS Time. Measurements from all GMEs at all
GMSs/MRSs are sent to each CPF at the MCSs, of which there are two in Phase 1. Each CP at each CPF
has an MNT algorithm, and computes a potentially independent MNT time scale from the data received
from the GMSs/MRSs. All "good primary clocks" involved in the GME measurements that a CPF CP
receives are used to form the MNT time scale. This time scale is then steered to the GPS with the same
algorithm.

At the CPF CP, the GPS satellite and GEO satellite orbits and clocks are calculated along with the input
GME ground clocks relative to the MNTi time scale (the localized MNT time scale of CPi) [2]. The raw
MNTi time scale is an average of all the "good" input GME ground clocks. The output of the orbit
determination program and clock filters is used to estimate the localized MNTi-to-GPS offset. The
difference between each GPS Space Vehicle (SV) clock solution and the broadcast ephemeris clock
solution is an estimate of the MNTi-to-GPS offset. Once per day, a linear fit to these offsets is calculated
to determine MNTi bias and frequency offset with respect to the GPS time scale. The MNTi frequency is
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steered once per day based on this estimate. The steering command is designed to drive the offset to zero.
The steering filter (MSAS Phase 1 version) daily computes a linear-fit estimate between MNT and GPS.
Step one compares the GPS clock solutions (given in MNT) with the broadcast ephemeris clocks that
give estimates of the GPS clocks in the GPS time scale with SA corruption added. This difference is used
as the input to the MNT to GPS estimation filter every 30 seconds.

Each CPF synchronizes its MNTi of its master CP via a communications link to all other CPFs. At every
pre-established time interval (Phase 1 interval is 5 minutes), the CPF exchange MNTi via their estimate
of all SV clocks. For each common SV clock estimate, the difference is a measurement of the bias offset
between each MNTi. Let MNT be the average of all MNTi Thus, at any time interval, MNTi can be
measured as the average of these SV clock differences. The MNT algorithm described above is
implemented in each CP at the CPFs.

The MSAS messages include fast and slow corrections that are transmitted by the MTSAT. Fast
corrections shall be determined for each GPS SV. This is accomplished by using the long-term correction
message, which is broadcast from the MTSAT to remove the long-term clock offset in frequency from
the extrapolated fast correction. Note that the total of the long-term and fast corrections must be added
together before comparisons between the two CP outputs can be made.

It is estimated that the once-per-day steering may not be sufficient to keep MNT close to GPS Time.
Therefore, the hardware steering will be supplemented by correction messages within the MSAS
navigation messages. There will be slow correction messages and fast correction messages that are
transmitted by the MTSAT. The slow correction will be updated once every five minutes and will take
care of the major part of the correction. The fast correction will be issued every second and will
compensate for the effects of SA. This steering filter described above has to be able to follow the GPS
time scale because the GPS time scale is steered to UTC in a "bang-bang" method [3].

TIm AND THE MTSAT

The cesium clock at the NES will be slaved to the MNT. Once per day, the CPF will issue commands to
steer the NES clock in order to reduce any offset from GPS Time. The NES clock controls the
synchronization of the MSAS navigation message from the MTSAT.

The schematic relationship and the flow of data and time from the CPF through the NES (an MSAS
subsystem), the GES, and the MTSAT at the ASC are illustrated in Figure 3. The MSG in the NES
provides a C/A PRN code plus an MSAS message signal as a 70 MHz Intermediate Frequency (IF) to the
upconverter. The IF is converted to the RF uplink frequency; then the GES amplifies it and transmits the
signal to the MTSAT. The K-band uplink is received by the MTSAT and translated to the LI and K-band
downlinks, which are broadcast in right-hand circular polarization (RHCP) earth coverage beams to users
and the GES. The GES receives the downlink Li and K-band signals from the MTSAT. The signals are
amplified and the K-band is converted to L2, and the LI and L2 signals are provided to the NES.

The NES receiver accepts C/A PRN code signals at the L1 and L2 frequencies from the GES. The NES
receiver measures code and carrier phase pseudorange data for both input signals. This information is
sent to the NES processors and MSG, which have algorithms and hardware that develop time, frequency,
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and phase feedback correction signals. The processor also FEC encodes the MSAS message. These
correction signals adjust the time, frequency, and phase of the C/A PRN code signal to take out the
uplink range, range rate, and ionospheric effects. The MSG also combines the FEC-encoded MSAS
message data with this uplink-corrected C/A PRN code, which is provided as an IF signal to the
upconverter in the NES. The frequency standard provides precise and stable frequency references for all
the converters, signal generators, and receivers in the GES and NES. The frequency offset of the 5 and
10 MHz output shall be settable over a range of +/- 1 x 10-9 . The Settability requirement is only
applicable for the frequency standard at the NES, because this must be able to compensate for any drift in
the MTSAT's local translation oscillator.

The GES transmits signals from the NES containing integrity and correction data along with a GPS-like
ranging signal to the MTSAT. The NES receives signals from the MTSAT at both K-band, which is
translated to L2 frequency, and Li frequencies. The NES controls the uplink power levels to protect
against uplink interference and variations in transmission losses. The NES provides frequency translation
of the uplinked signal to K-band and translation of K-band downlink signal to L2 frequency.

The MTSAT subsystem is a satellite in geostationary orbit in space, at a longitude of 140 degrees East.

THE MSAS TIME DISTRIBUTION SYSTEM (M-TDS)

Like the WAAS, the MSAS has the capability to provide a time distribution service. Time distribution is
accomplished by providing users with a time offset between MNT and UTC. This time offset is
determined by the UTC provider and passed to the MSAS MCS through an interface between the MSAS
and the UTC provider. Although the JCAB has yet to select the UTC provider, the description below
provides the general approach and implementation of an M-TDS. The MCS collects the MNT/UTC
offset and creates a Type 12 message, which is then sent to the GES, which transmits it to the MTSAT.
The purpose of the Type 12 message is to provide time users with a more accurate source of time
referenced to UTC. The UTC provider does this by determining the time offset between the MTSAT SIS
epoch, which is MNT, and UTC. The UTC, as determined by the Master Clock at the UTC provider,
represents the approved time standard source for MSAS.

The M-TDS is an independent system located at the UTC provider facility. The M-TDS acquires the
MSAS messages from the MTSAT within view of the UTC provider facility and performs a time
difference between the MTSAT beginning-of-message epoch times and an accurate 1 PPS from the UTC
provider time reference (the Master Clock at the UTC provider facility). The Master Clock also provides
a stable 10 MHz frequency source to the M-TDS receiver.

The M-TDS contains an antenna, MSAS receiver, and modem. The M-TDS antenna receives the MSAS
SIS from the MTSAT. The M-TDS receiver collects the MSAS SIS observables and forwards the MSAS
navigation message and MNT/UTC offset data to the UTC provider processor. The output data string
from the receiver contains the MNT offset data. The M-TDS modem provides the interface between the
UTC provider processor and the MCS to communicate the MNT/UTC offset data back to the MSAS.
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The data, produced by measuring each GEO satellite 1 PPS epoch with UTC (from the UTC provider),
are collected and recorded for computation of correction parameters to MNT. The satellite epoch
beginning time will be converted to MNT by utilizing the time offset and drift numbers from the MSAS
SIS. The M-TDS then passes the values of all satellites being tracked to the UTC provider data
acquisition system. The collection of MNT/UTC offset is performed by the M&C function for inclusion
by the CPF in MSAS Message 12.

The M-TDS relates MNT to UTC (from the UTC provider). The primary purpose of the M-TDS is to
provide the MNT/UTC offset data to the MCSs for the subsequent MSAS SIS broadcast to time users
who require precise reference to UTC. Users at remote locations within the MSAS Service Volume can
acquire the MTSAT SIS and utilize the correction parameters contained in Message 12 and their local
receiver time to determine UTC to within an accuracy of 20 nanoseconds. Message 12 is not intended for
navigation. Until the M-TDS is implemented, Message 12 will not contain any data.

MSAS AND THE TIMEKEEPING COMMUNITY

The MSAS will provide time within the Japanese Flight Information Region for the recording of all
events. It will also provide a very stable timing signal for the timekeeping community. The MSAS timing
signal will not be affected by SA. Since time is broadcast from the MTSAT, a GEO satellite, it will be
relatively stationary to a user on the ground. Thus, a high-gain antenna can be used to provide a very
good signal to the stationary user. The offset of MNT from UTC is transmitted within the MSAS
navigation message. The signal will be available continuously.

Such a signal provides some unusual capabilities for the timekeeping community. It should allow the
development of more economical timing systems utilizing its signals. Cheaper crystals can now be
used in systems that rely on atomic standards as their flywheel while they integrate GPS time to remove
the effects of Selective Availability. Because of the absence of SA, it will be possible to almost
instantaneously detect any pathological behavior in a system providing time. With GPS, one has to
wait to see if the transients are due to SA or anomalous clock behavior. If one is within the footprint of
two GEOs within the same SBAS transmitting Message 12, one can have an immediate redundancy
check. This can be used as an extremely robust check for many timed systems.
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Abstract

The European Geostationary Navigation Overlay System (EGNOS) is being developed in Europe
to provide GPS and GLONASS regional augmentation services to aviation, maritime, and land users.
EGNOS will provide the following services: i) GEO-based GPS-like Ranging signals to improve the
availablity and continuity of GPS and GLONASS navigation services. ii) Ground Integrity Channel
(GIC) to improve the integrity of GPS- and GLONASS-based navigation and position determination
for safety-critical applications. And iii) Wide-Area Differential corrections (WAD) to improve the
accuracy of GPS-SPS and GLONASS. Additionally, EGNOS will disseminate accurate time to users,
synchronized to GPS, GLONASS, and UTC time scales. The paper provides an overview of EGNOS
ground-segment architecture, gives requirements related to time aspects, and describes preliminary
analysis and performances through test trials. It also covers initial results achieved in the frame of
the EURIDIS program, conducted by CNES, after several months of measurements.

INTRODUCTION

The commission of the European Union (CEU), Eurocontrol, and the European Space Agency (ESA),
which together form the European Tripartite Group (ETG), jointly defined the European Navigation per
Satellite Program, whose first step is GNSS-1.

GNSS-1 is based on the enhancement of the existing GPS and GLONASS navigation per satellite
systems, respectively operated by the US and Russian Departments of Defense. The basic principle of
GNSS-1 relies on the addition of a ground-segment, which will process and deliver GPS and
GLONASS differential corrections and integrity data to users, and on new geostationary satellites. The
EGNOS program was defined by the ETG in 1994-1995. Its initial phase has just ended with the
system Preliminary Design Review (PDR), while the implementation phase is about to start. EGNOS
service is expected to be delivered in the year 2002 to Civil Aviation, Land Mobile and Maritime users.
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The role of time and frequency in EGNOS is. of paramount importance, since any synchronization error
would be derived into navigation error. This paper gives a brief overview of EGNOS architecture,
including its main functions. It also provides time requirements as specified at system level, and
describes the design and expected performances of time functions.

DESCRIPTION OF THE MAIN EGNOS FUNCTIONS
AND ARCHITECTURE

The EGNOS system will provide the following functions:
"* GEO Ranging: Transmission of GPS-like signals from GEO satellites (INMARSAT-MI AOR-E and

IOR, and the ESA ARTEMIS satellites). This will augment the number of navigation satellites
available to the users and, in turn, the availability of satellite navigation.

"* GNSS Integrity Channel (GIC): Broadcasting of integrity information. This will increase the
availability of GPS / GLONASS / EGNOS safe navigation service up to the level required for civil
aviation non-precision approaches.

"* Wide Area Differential (WAD): Broadcasting of differential corrections. This will increase the
GPS / GLONASS / EGNOS navigation service performance, mainly its accuracy, up to the level
required for precision approaches down to CAT-I landing.

EGNOS Architecture

To ease the understanding of the role of time functions, this section provides a summary description of
the EGNOS architecture. The EGNOS is composed of four segments: ground segment, space segment,
user segment, and support facilities.
"* The EGNOS Space Segment is composed of transponders embarked on board GEO satellites.
"* The EGNOS User Segment consists of GNSS Standard receivers developed according to RTCA

MOPS DO-229.
"* The EGNOS Support Segment includes some facilities needed to support System Development,

Operation4 and Qualification.
"* Finally, the EGNOS Ground Segment as described below.

EGNOS Ground Segment Overview

The EGNOS Ground Segment consists of Ranging and Integrity monitoring Stations (RIMS), which
are connected to a set of redundant control and processing facilities called Mission Control Center
(MCC). The MCC determines the integrity, ephemeris and clock differential corrections for each
monitored satellite and ionospheric delays, and generates GEO satellite ephemeris. This information is

sent in a message to the Navigation Land Earth Station (NLES), to be up-linked along with the GEO
Ranging Signal to GEO satellites. These GEO satellites downlink these data on the GPS Link 1 (L1)
frequency with a modulation and coding scheme similar to the GPS one. All ground Segment
components are interconnected by the EGNOS Wide Area Communications Network (EWAN).

Please refer to [3], [4] and [5] for more detailed information concerning EGNOS overall architecture.
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SYSTEM REQUIREMENTS ON TIME ASPECTS

The Navigation mission of EGNOS would basically not have required for the system any explicit
reference to an external time scale. EGNOS being based on differential principles, all measurements
and data are referred to an internal EGNOS Network Time (ENT) whose performance requirements
shall be derived exclusively from navigation accuracy performance requirements. Therefore, system
requirements do not address for instance any ENT stability performance.

System Specification requires EGNOS ENT to be steered within 50ns of GPS system time; this is a
requirement derived from Signal In Space (SIS) specification of RTCA MOPS and ICAO SARPS.

Even if the GPS reference is not well known because not directly accessible (with SA on SPS signals),
this steering requirement is not very stringent and mostly specified to be compatible with the maximum
capacity of the message (256m) used to correct the GPS satellite clock.

The above requirement will also allow the use of one particular mode of navigation, called Ranging,
where differential corrections are not used and the user can mix in its navigation solution GPS and
EGNOS GEO signals whose time references are closely related enough if maintained within the
specified range. For this mode EGNOS has specified an UERE (User Equivalent Range Error) of 25m
(95%) for the GEO Ranging signal; this error encompasses:

"* ENT-GPS time offset error
"* ENT-GEO time transfer error
", GEO-User range error.

The ENT-GEO time transfer error is specified to be less than 1Ons (maximum), after offset and drift
correction provided in EGNOS GEO message #9. This particular requirement is of special interest for
a precise time broadcast function in real time.

Effectively, beside its principal navigation mission, EGNOS signals may be used as a means to
broadcast ENT, which is a PTTI source closely related to GPS time and to UTC.

For the UTC connection, EGNOS will provide in message # 12, as required in SIS specification, the
time difference and the drift between ENT and UTC. But, in discrepancy with the SIS requirement, the
real-time offset will not be provided in relation with UTC, which is a "paper" time, but with a physical
primary clock of a European laboratory participating in UTC.

EGNOS system presently requires that ENT shall be within 20ns of UTC; this shall be understood as
the uncertainty on the time difference with UTC(k), because the UTC-UTC(k) time difference is not
under EGNOS control and not available in real time. When this latest information is made available to
EGNOS (real time or with prediction) EGNOS will revisit the performance requirement.

The following sections will provide in response to the requirements, a description of each time
functions, and the expected performances, based on analysis and experiment.
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EGNOS SYSTEM OVERVIEW RELATED TO TIME

Both GPS and GLONASS use Time Difference of Arrival (TDOA) as the basis for the formation of

receiver-to-satellite range measurements. Therefore, accuracies of the receiver and satellite clocks
involved have a direct impact on the range measurement accuracy achieved. Both GPS and GLONASS
satellites provide information in their broadcast navigation messages that enable system users to correct

for satellite clock errors; i.e. the offset of individual satellite clocks from the nominal satellite system

time-scale. These corrections are accurate to within a few nanoseconds. However, in the case of GPS,
they do not account for Selective Availability (SA) dither, and unless they are estimated and removed,
they will degrade user-positioning performance. Furthermore, for high integrity applications it is

desirable to produce independent estimates of the satellite clock errors, in order to monitor the

broadcast corrections.

In order to determine highly accurate estimates of satellite clock errors and disseminate them to system
users, the EGNOS system performs three basic clock functions located in the Central Processing
Facility:

"* RIMS clock synchronization and generation of the EGNOS Network Time (ENT);
"* Steering of ENT to GPS time;
* Determination of the satellite clock offsets from ENT;
"* Estimation of the difference between ENT and UTC.

Figure 1 below describes the links between EGNOS sub-systems related to time functions.

GPS / GLONASS Satellites EGNOS GEO GPS GLONASS Satellites

USER
(EGNOS Receiver)

(Atomic Clock) CPF

Clock Figure 1: EGNOS overall overview related to time
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RIMS Clock Synchronization and Generation of ENT

RIMS clock synchronization is performed using the composite-clock technique. In the composite-clock
technique, ENT is defined as the implicit ensemble mean of all RIMS clocks and the synchronization
process generates estimates of the offset and drift of each RIMS clock relative to it. These estimates can
then be used to reference all RIMSs' pseudo-range measurements to ENT. This synchronization process
is necessary in order to allow simultaneously observed pseudo-range measurements from multiple
RIMS to be combined in the function that estimates satellite clock errors (see below).

A simpler, alternative synchronization technique is the master-clock technique, whereby one RIMS
clock is nominated to provide the network time and all other RIMS clocks are synchronized to that
clock. The composite-clock method has two significant advantages over this approach. Firstly, the
master clock approach has a single point of failure; if the master clock is lost, ENT is lost. In contrast,
the composite-clock ENT is maintained as long as there are two clocks in the ensemble. Secondly, the
stability of ENT provided by the master-clock method is of course limited to the stability of the master
clock itself. With the composite clock technique, the stability of ENT becomes the stability of the
implicit ensemble mean of all of the RIMS clocks. Assuming an ensemble of n identical, independent,
clocks, this gives a %Fn improvement in stability. This last feature of the composite clock has the
important side effect of increasing the ability of the system to detect and isolate clock failures.

The composite clock algorithm is executed by means of a Kalman filter. The filter measurement data
comprises a linearly independent set of common-view observations with minimum a priori variance. A
common-view observation for a pair of RIMS is formed by subtracting simultaneously observed
pseudo-range measurements to a common satellite. Before subtraction, the pseudo-ranges are pre-
processed to remove RIMS antenna-to-satellite antenna geometric ranges and reduce unwanted errors,
such as multipath delays and thermal noise. The resulting common-view observations represent direct
measurements of the RIMS9 clock offsets plus residual errors.

The filter states comprise the offsets and drifts of each RIMSs' clock relative to a hypothetical ideal
time-scale. The consequence of this formulation is that the filter provides estimates the offsets and
drifts relative to the implicit, weighted average of all of the RIMS clocks. This implicit ensemble mean
essentially defines the EGNOS time-scale, ENT. The relative weighing of clocks used within the filter
is dependent upon several factors, but is largely determined by the process noise models associated
with each of the clocks. These models characterize RIMS clock stability.

Since only clock difference measurements are available to the filter, the filter model has unobservable
components that cause secular growth trends in the state error covariance matrices. Special measures
must be employed to remove these trends, otherwise they will eventually lead to numerical instability
within the filter. It can be shown that, once the secular growth trends due to the unobservable
components of the system model have been removed from the covariance matrix, the resulting
covariance describes the errors in the filter state estimates relative to the implicit ensemble mean, not
the ideal time-scale. Full details of the composite clock algorithm can be found in [1].
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Steering of ENT to GPS Time

In order to limit the dynamic range of the satellite clock corrections, thereby reducing the size of the
WAD clock messages and improving the efficiency of the message dissemination process, it is
necessary to steer ENT to the GPS time-scale. Steering of ENT to the GPS time-scale is performed
using a second-order, low-pass digital filter. The steering input signal is an instantaneous estimate of
the ENT-GPS time-scale offset. This is computed from the estimated satellite clock offsets from ENT
and the GPS broadcast satellite clock corrections, which are estimates of the satellite clock offsets from
the GPS time-scale. The cut-off frequency of the filter is chosen to provide the best reduction of
Selective Availability (SA), whilst avoiding significant lags due to the relative drift of ENT with
respect to the GPS time-scale. The more stable ENT is, the lower the cut-off frequency can be set and
the greater the reduction of SA.

The EGNOS system baseline will easily meet the ENT-GPS time-scale steering requirement of <50
nsec. The all cesium scenarios examined demonstrate that a steering accuracy of < 3 nsec can be
achieved. These results must be treated with caution, since they are based upon synthetic data sets with
idealized models of SA and RIMS clocks. However, the results are consistent with other findings, such
as those quoted in [2].

Steering accuracy of < 3 nsec will allow ENT realizations from different CPFs to be synchronized
autonomously, without need for a dedicated ENT-A to ENT-B synchronization function. However, if
such a function is required, experimentation with real and synthetic data has shown that
synchronization of different ENTs can easily be achieved with an accuracy of better than 3nsec (2 a).
This is the system requirement imposed to make CPF switchovers transparent to EGNOS users.

Satellite Clock Corrections

Satellite clock corrections and correction rates are computed using all available pseudo-range and
Doppler measurements from the pre-processing function. The measurements are referenced to ENT
using. the RIMS synchronization parameters and then collected into groups by satellite. For each
satellite, weighted least-squares estimates of its clock's offset and rate-of-change with respect to ENT
are computed. The offsets are later separated by low-pass filtering, similar to that used for the ENT
steering function (described below), into the slow and fast components which comprise the satellite
clock correction messages. The rate-of-change estimates are used to project the corrections forward in
time by the expected system latency.

Broadcast ENT through Geostationary Earth Orbit (GEO) Satellites

The satellite fast and slow clock corrections are disseminated to EGNOS users in via the GEO satellite
in separate messages. The EGNOS user receiver decodes these messages and reconstitutes the
combined satellite clock offsets from ENT for each of satellite it tracks and applies them to its pseudo-
ranges, together other WAD corrections provided by EGNOS. In this way, the ENT time-scale replaces
the GPS-, or GLONASS-, time-scale in the receiver's navigation solution. Hence, not only does the
receiver compute an improved estimate of position, because of the WAD corrections, it also computes
an estimate of its internal receiver clock offset from ENT.
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Once available on the ground, ENT has to be accurately transferred on board GEO satellites. Indeed,
the GEO time is defined at the output of the GEO payload, precisely at the Li antenna center of phase.
This function is ensured by the so-called Long-Loop, a servo-control mechanism, based on the near
symmetry between the up and down links from the NLES to the GEO satellite.

UERE on ENT

A fixed user equipped with an EGNOS receiver could obtain ENT in real time through one or several
GPS-corrected signals or GEO channel. The accuracy of this information is directly the User Range
accuracy as indicated in the table below:

Range accuracy in m (la) GPS GEO
UDRE (orbit + clock) 0.65 1.0

Ionospheric error 0.50 0.50

Tropospheric error 0.20 0.20
Receiver noise 0.50 1.0

Multipath (450 elev.) 0.25 0.25

GPS latency 0.42 -

UERE (50 elev.) 4.1 4.1

UERE (200 elev.) 1.8 2.1

UERE (900 elev.) 1.0 1.3

Table 1: EGNOS User Equivalent Range Error (UERE)

A user able to control properly its multipath environment (or mitigate the multipath through several

channels) will obtain a total time transfer accuracy in the range of 4 to 6 ns (I a).

Estimation of the Difference between ENT and UTC Time Scales

UTC means Coordinated Universal Time. It is a coordinated time scale, obtained from a combination

of data from about 230 clocks kept by 65 laboratories spread worldwide. UTC is made available in the

form of time differences with respect to local time UTC(k) of laboratory k. The computation is carried

out in deferred-time for the standard dates, currently every five days, and the results are published

monthly by the BIPM in Circular T in the form of time differences [UTC - UTC(k)]. UTC ii therefore

available in deferred time on a.monthly basis. Only UTC(k) are maintained permanently in about 48

time centers.

UTC being a theoretical average of many clocks around the world, it is not possible to establish a direct

link between ENT and UTC. Instead, it is necessary to use a physical clock participating to the

elaboration of UTC.
Therefore, the time difference between ENT and UTC can be broken down into 2 terms:

ENT - UTC = [ ENT - UTC(k) I + [ UTC(k) - UTC ]

(k standing for any European laboratory participating to the elaboration of UTC)
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UTC (k) - UTC

The time differences [UTC - UTC(k)] are made available on a monthly basis by the BIPM through the
Circular T, and are out of the scope of EGNOS.

Performances of the time difference [ UTC - UTC(k) ] is as follows:
- IUT and CCDS Recommendation is to keep [UTC - UTC(k)] within 100 ns (Icr),

- The estimated uncertainty for the time differences [UTC - UTC(k)] is currently at the level of 1 Ons
(1 a), provided in deferred time by Circular T.

- The estimated uncertainty of a prediction of the time difference [UTC - UTC(k)] depends on the
period of prediction, and could be in the range of 20 ns (1a).

ENT - UTC (k)

To synchronize ENT and UTC(k), an EGNOS RIMS will be co-located with lab k to be physically

connected to its atomic clock (with interfaces at 10 MHz and Ipps levels). EGNOS RIMS

synchronization module will estimate directly the time difference between ENT and RIMS(k) with an

uncertainty of less than 3ns (2 a). The time difference will be broadcast with message type 12 with the

above uncertainty.

PRELIMINARY PERFORMANCE OVERVIEW THROUGH

TEST TRIALS

Early Test System

In order to investigate the performance of the CPF clock functions, a wide range of experiments were
conducted. These experiments utilized both recorded GPS data sets, collected simultaneously from a
network of receivers distributed throughout Europe, and synthetic data sets produced using Racal
Research's in-house GPS data generator. The synthetic data sets were required in order to provide truth
data for clock errors and SA. The synthetic data generator provides a comprehensive model of GPS
pseudo-range error sources. Furthermore, to ensure realism, *its error models were calibrated against
recorded data sets.

RIMS Synchronization Experiments

The EGNOS system requirement for RIMS clock synchronization accuracy is 3nsec 2ar. Experiments
using both real and synthetic GPS data sets have shown that the EGNOS system baseline will meet this
requirement, provided that RIMS multipath is not excessive.

The above conclusion was drawn after evaluation of the clock synchronization filter with multiple test
scenarios. These scenarios were designed to investigate the following factors:

(i) size and density of RIMS network;

(ii) use of both precise and GPS broadcast ephemerides for computation of the geometric
ranges to satellites;

(iii) use of single- and dual-frequency data ionospheric delay error modelling;

(iv) variation in filter update rates; and

(v) variation in the satellite elevation cut-off angle below which pseudo-range
measurements are ignored.
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Figure 2 shows a typical example of synchronization errors for a synthetic, fifteen RIMS, scenario, with
each RIMS equipped with a high-quality cesium clock. The synthetic data used were calibrated against
data recorded with high-quality, dual-frequency, geodetic receivers and antennas. The figure shows the
errors in the realizations of ENT computed from each RIMS clock using the filter synchronization
parameters.

Figure 2: Typical RIMS synchronization performance

Satellite Clock Error Estimation

Independent experiments have been carried out in order to determine the accuracy of the satellite clock
corrections. The experiments have demonstrated that RMS errors of about 0.5m are to be expected with
the EGNOS system baseline design. As with the other results quoted, high-quality, dual-frequency,
geodetic receivers and antennas are assumed. Similar test scenarios were used to those described for the
RIMS clock synchronization function.

ENT to GPS Time Scale SteeringI

An example of the steering filter's performance is shown in below in Figure 3. Three, seven RIMS
scenarios are shown: SYN-4(7), all high quality cesium; SYN-5(7), all high-quality rubidium; and
SYN-6(7),-a mixed scenario with one cesium and six rubidium clocks.

Figure 3 illustrates the high steering accuracy that can be achieved when high quality cesium clocks are
used. The EGNOS system baseline, containing fifteen such clocks, will easily meet the ENT-GPS time-
scale steering requirement of <50 nsec. Indeed, the all Cesium scenarios examined demonstrated that a
steering accuracy of <3 nsec can be achieved, provided at least five high-quality Cesium clocks are
present in the ensemble. These results must be treated with some caution, since they are based upon
synthetic data sets with idealized models of SA and RIMS clocks. However, the results are consistent
with other findings, such as those quoted in [2].
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Another interesting feature of Figure 3 is that it illustrates the relationship between the stability of ENT
and the choice of steering filter cut-off frequency. To reduce SA significantly, a very long time constant
is required in the steering filter. This in turn requires that the relative drift between the ENT and GPS'
time-scales over periods commensurate with this time constant is very small. For the mixed and all-
rubidium ensembles, SYN-5(7) and SYN-6(7) respectively, this is not the case, and leads to the biases
seen in the steering errors for these ensembles. Reducing the time constant removes these biases, but at
the expense of allowing SA to leak through.

Steering accuracy of <3 nsec will allow ENT realizations from different CPFs to be synchronized
autonomously, without need for a dedicated ENT-A to ENT-B synchronization function. However, if
such a function is required, experimentation with real and synthetic data has shown that
synchronization of different ENTs can easily be achieved with an accuracy of better than 3nsec 2r.

Figure 3: typical ENT steering results (cut-off frequency 2xl0"SHz)

JEURJDIS RANGING
Since July 1995, CNES has conducted the development of EURIDIS, a test-bed representative of the
EGNOS Ranging using INMARSAT 3 AOR-E navigation payload.

EURIDIS Ground Segment

EURIDIS Ground Segment is based on the following Figure 4:
"* Three Geostationary Ranging Stations

(RIMS) forming a large-based triangle: Aussaguel
near Toulouse, Kourou in French Guyana and
Hartebeeshoek in South Africa.

"* a Mission Control and processing Center (MCC) '.. M

located at the CNES site in Toulouse (France) for TAM

processing and ground segment monitoring,
"* a Navigation Land Earth Station (NLES) in

charge of generating the GEO ranging signal,
"• a communication network dedicated to EURIDIS. AOR-E Comw ,Rre 4:,impkmein..tatmof EtMtS
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EURIDIS Performance (Ref. [8])
.U.ZDR. a,.d CN•*(NRT2) GWS time estiMAte.

Even with the limited infrastructure, so . _ .. .. - _

the objective has been given to .. ....... ........
EURIDIS to demonstrate the - i.-.
Ranging performance of EGNOS: .0..

25m (95%). To meet this required 20

accuracy on the GEO UERE, the 20 .. ...... T,.
following requirements have been .0_...." ..-. - - "

derived: .
" the GPS time must be known I - - . *-"- .

within 20 ns(lo) -(I cI t J__ ____

" the time transfer to the GEO -. MT)

must be achieved with an error
less than 20 ns (1a) Figure 5: EURIDIS GPS Time restitution

"• in order to determine the GEO satellite position with an accuracy less than 7.5 m(lo), each RIMS
must be synchronized within 10 ns (1 a).

Error source Euridis (1 o) NRT 2 (1 a)
SA dither I ns - ns

UPS position - --- ns --- n -s

Troposphere 1 ns; 1ns
Ionosphere 3 ns 3 ns

Antenna position I ns 1 ns
Receiver noise < ns -<n

Filtered UPS multipath I ns 1Fns

GPS Time Restitution Antenna, cables 2 Ttis 1ns
Total ,9ns 9,7s"

With many limitations with regards of EGNOS Table 2: expected uncertainty budgets of GPS
(use of only one reference station, without Time restitution for EURIDIS and CNES (NRT2)

correction of GPS broadcast orbits, etc.), the
uncertainties are expected to be less than iOns (Is) (cf. Table 2). These results were compared with a
CNES independent chain using a GPS time-oriented receiver (NRT2, four channels). Figure 5 plots
EURIDIS and CNES results from June 27 to July 1 1998. We can observe a systematic difference of 16
ns with a standard deviation of Ins. The bias is not consistent with Table 2 error budget, and further
experiments are planned to determine the origin of this bias. The variation of GPS time is also under
study and could be correlated with the ionospheric corrections.

GPS Time Transfer to the GEO

The GEO time is defined at the output of the GEO payload, precisely at the Li antenna center of phase.

This precise time must be synchronized to the GPS time with an accuracy of lOns(la). That function is

ensured by a servo-control technique, based on the near symmetry between the up and down links
NLES-GEO. One original feature of EURIDIS Long Loop was rather to apply a time bias

corresponding to the drift between GEO time and GPS time as observed from Aussaguel RIMS. In

order to ensure the independence between GEO time and the orbit restitution process, the Long Loop
reference time, fully mastered by the MCC, is used as GEO transmission time estimate in the orbit
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restitution filter. A navigation payload simulator was'specifically developed by SEXTANT in order to
test the behavior of the EURIDIS Long Loop on the ground test bench. It simulates the RF interfaces
with the Long Loop equipment including satellite movement, ionospheric delays on Cl, C2 and Li
links, and satellite clock drift. Excellent results were obtained, showing performances of ± 5 ns peak to
peak over 24 hours of simulation.

With real INMARSAT 3 AOR-E satellite, it is not possible to measure directly the quality of the GEO
time transfer and to verify the error budget, which was evaluated to be 10.8 ns (la) in a previous
paper [7]. A global performance is available with UERE evaluation.

GEO UERE" Performance

From a user point of view, UERE is the only parameter that matters, as it translates into a positioning
error, when the geometry of the satellites is known. UERE usually include all the terms having an
impact on the user positioning error. In EURIDIS, down link propagation and user receiver errors are
not considered. UERE thus only characterizes time synchronization and orbit errors coming from
EURIDIS ground segment. It represents errors coming either from the GEO orbit or from the time
synchronization onboard the GEO satellite.

UERE is computed every UEE for the GEO in KOUIROU (6 m RMS)

second in the ground segment in 20

Aussaguel as part of the
integrity checks. Long- term ,..-. -+_VH ![
UERE in Aussaguel (over.-C- m-
approximately one day) was 4 _

found to be 4m RMS (13.3 ns). _

Another estimation of UERE, -- 1: - _ __

has been done using Kourou I
measurements. UERE was-,, " - f - £111
found to be 6 m RMS (see
Figure 6). Discontinuities that Figure 6
can be observed don't come
from the signal itself, but are due either to orbit updates (every 12 hours) or to time correction models
sent to the user (also every 2 hours).

The EURIDIS UERE signals is under evaluation at S~vres near Paris with BIPM time as reference, and

then will be performed at Washington with USNO-MC clock reference.

CONCLUSION
As described in this paper, the role of time and frequency is of paramount importance in EGNOS. Any

synchronization error would be derived into navigation error. To answer to these stringent constraints:

- A very stable ENT will be generated and steered to GPS Time with an accuracy estimated to better

than 3 ns.
- EGNOS RIMS clocks will be synchronized to ENT with an accuracy of 3ns (2ar).

- ENT will be transferred very accurately to GEO satellites with the long-loop process.
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Additionally, EGNOS will provide in real time the difference between ENT and UTC(k). Based on
EGNOS GEO signals, users with GNSS multi-channel receivers will have the capability to synchronize
very accurately their clocks.
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Abstract

The U.S. Loran-C system is an integral part of the national infrastructure for the dessimination
of precise time and ime interval. In 1997 the US. Coast Guard Loran Support Unit located in
Wildwood, New Jersey, developed a Time of Transmission Monitor (TOTM) suite. The TOTM suite
will be used to measure the average daily offset between UTC and the time of transmission of a
Loran-C station. Direct measurement of the time of transmission of the Loran-C signal with respect
to UTC will allow the Coast Guard to more tightly couple the Loran-C system to UTC. This paper
will discuss the effort, jointly undertaken by the U.S. Coast Guard and the US.Naval Observatory,
to implement and validate the TOTM equipment suite.

INTRODUCTION

Loran-C is a long-range radionavigation system, which is operated in the United States by the
U.S. Coast Guard. The U.S. Loran-C system is operated in concert with Loran-C stations in
Canada and with a Russian CHAYKA station to provide radionavigation coverage for the entire
continental United States and most of the sub-arctic areas of Alaska and Canada.

The primary requirement for operation of the Loran-C system is to provide the maritime and
general aviation community with a long-range radionavigation service. However, the Loran-C
system is also recognized as a component of the national Precise Time and Time Interval (PTTI)
infrastructure. Synchronization of Loran-C transmissions with Coordinated Universal Time
(UTC) allows the Loran-C system to be used for the dissemination of UTC. Cesium-based
oscillators provide each Loran-C station with a highly stable source for derivation of the 100 kHz
carrier frequency. This allows the Loran-C system to be used as a precise time interval source.

Public Law 100-223, enacted by Congress in 1987, requires timing of Loran-C master
transmissions to be held to within 100 nanoseconds of UTC. Control of the offset between
Loran-C master transmissions and UTC has traditionally been accomplished using far-field Time
Of Arrival (TOA) information measured by the U.S. Naval Observatory (USNO) using Loran-C
timing receivers at various locations throughout the country. The TOA of the Loran-C master
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signals observed by the receiver at a given location is compared to the UTC standard maintained
by USNO at that location. The offsets for each Loran-C master transmission are analyzed over a
period of time to determine the relationship between the Time Of Emission (TOE) of the master
signal and UTC. Once sufficient analysis has been accomplished to establish the Loran-C
TOE/UTC relationship, adjustments can be made in the form of either master oscillator
frequency changes or TOE changes.

Holding the offset between UTC and each Loran-C master TOT to within 100 nanoseconds has
been a difficult task. Data gathered using far-field receivers are prone to systematic noise
resulting primarily from changes in the propagation path delay. Short-term as well as long-term
changes in the propagation path affect the time required for the Loran-C signal to travel from the
transmitting site to the far-field receiver. Short-term effects, noticeable over several days, are
predominately the result of weather fronts moving through the propagation path. Long-term
effects are seasonal in nature and are noticeable over several months. Diurnal changes can also
be recognized, however, averaging a set of samples taken over a twenty-four hour period can
mitigate these.

As a means of improving the quality of the data available for control of the offset between UTC
and the Loran-C master TOE, the U.S. Coast Guard Loran Support Unit located in Wildwood,
New Jersey, has developed a Time Of Transmission Monitor (TOTM) suite. Two prototype
installations of the TOTM equipment have been under evaluation over the past year at Loran
Station Williams Lake, Canadaand at Loran Station Seneca, New York.

TIME OF TRANSMISSION MONITOR

The prototype TOTM suite consists of a GPS timing receiver, a time interval counter, a reference
time generator (RTG) and a clamp-on current transformer. With the exception of the RTG, the
components are all commercially available. The U.S. Coast Guard Loran Support Unit
developed the RTG.

GPS 5 MHz

GPS Receiver

Reference
Loran-C Time UTC Ipps

Transmitter Generator

Antenna Current Antenna Current

(RTG)

Time Interval
Counter

Standard Zero Crossing (TIC)
Window
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GPS Timing Receiver

The GPS timing receiver provides 1PPS and 5 MHz waveforms that are stabilized to UTC (GPS)
with an accuracy of 40 nanoseconds RMS.

Time-Interval Counter

The time-interval counter has time base stability on the order of 2.5 x 1079 and measurement
resolution of 750 picoseconds. It can also perform limited statistical computations on up to 1
million measurement samples.

Reference Time Generator

The RTG provides a means of generating a Standard Zero Crossing (SZC) window at the Loran-
C rate being measured. The SZC window is calibrated to a UTC reference provided by a lPPS
reference.

Clamp-on Current Transformer

The clamp-on current transformer-provides a means of obtaining a sample from the transmitting
antenna current. The antenna current sample is provided to the TIC for use in the offset
measurement.

TOTM Functional Description

The Time Of Transmission Monitor suite is designed to measure the offset between UTC and the
start of the first of sixteen pulses in a Loran-C Group Repetition Interval.(GRI). To accomplish
this, the 5 MHz output of the GPS timing receiver is used by the Reference Time Generator to
develop a Standard Zero Crossing (SZC) window that is calibrated to UTC and which occurs at
the same rate as the Loran-C transmission that is being measured. The SZC window can be used
for direct measurement of the Standard Zero Crossing of the transmitted Loran-C pulse. The
SZC window is provided to the start input of the Time Interval Counter (TIC), while the Antenna
Current waveform from the clamp-on current transformer is provided to the stop input.

The TIC samples a time difference between the SZC window and the Standard Zero Crossing of
the antenna current waveform once every GRI. For the Loran-C rate 59900 microseconds, this
results in approximately 721,000 measurement samples in a twenty-four hour period. The TIC
uses simple statistically analysis to determine the mean and standard deviation of the each
twenty-four hour sample set.

TOTM VALIDATION

Loran Support Unit completed installation of two prototype TOTM suites at Loran Stations
Williams Lake, British Columbia, and Seneca, New York in the fall of 1997. The installation at
Loran Station Williams Lake was accomplished to fill a need for UTC offset data for that station
that was not otherwise available. The prototype installation at Loran Station Seneca was
accomplished to provide us with the ability to compare the data set gathered from the TOTM
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suite against the data set obtained from the tradition far-field measurement method. Evaluation
of the data obtained from these two installations began shortly thereafter.

Early comparison of the data sets gathered from the two sites led to the following observation:
the data set from the Williams Lake installation had much less noise than did the data set from
Seneca. We hypothesized that the increase in noise in the Seneca data was the result of a more
aggressive oscillator management protocol being used for that station. Early in 1998 we set out
to prove this. For a period of two months we discontinued adjustments to the 9960-Master
oscillator. We found that the apparent noise in the measurement diminished significantly,
confirming our hypothesis. This information was used to modify our control protocol for the
9960-Master oscillator. Data obtained for the period following these changes show a reduction
in noise in both the USNO data set and the TOTM data set.

Comparison of the Seneca TOTM and USNO Data Sets

Acceptance of the TOTM measurement method required validation ot the method beyond a
theoretical analysis. Historically, the U.S. Naval Observatory has provided the Coast Guard with
daily measurement of the offsets between UTC and the Loran-C master station transmissions. In
February of 1998, the Coast Guard and USNO agreed to conduct a joint validation of the TOTM
measurement method.

Early comparison of the TOTM and USNO far-field data revealed a difference in the offsets
being reported by the twomeasurement systems. There was also a significant difference in the
degree of noise seen in the two measurement sets, the USNO far-field data showed a much
higher degree of noise. This led us to believe that the most likely source of error in the two
measurement systems was the propagation model being used in the far-field measurement
method.

In an attempt to eliminate or significantly reduce this potential source of error, a joint USNO and
Coast Guard experiment was conducted during March 1998. Three sets of near far-field
measurements were taken within a 17-mile radius of Seneca, New York. The measurements
compared the Time Of Arrival (TOA) of the Loran-C transmission from Seneca against a
Hewlett Packard 5071 Cesium Frequency Standard that had been calibrated to UTC at USNO.
An Austron 2100 Loran-C receiver was used to receive the Seneca transmission. This
experiment proved to be inconclusive. The inherent cumulative errors of the suite used for the
near far-field measurement proved to be greater than the precision needed to validate the TOTM
suite.

To resolve the differences seen in the data from the TOTM and USNO measurements, we
returned to analysis of the data itself. For a period of time from June through September 1998 it
appeared as if there was a fairly constant offset between the two measurement sets. This led us
to speculate on the presence of a systematic error that had not yet been accounted for. As time
passed, it became apparent that the differences that we were seeing were not constant. In
October of 1998, the data began to converge.
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A long-term analysis of the two data sets over the entire fourteen-month sample period reveals a
clear trend. The two data sets converge and diverge over the course of the year and cross twice a
year.
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A plot of the daily differences between the two data sets over the fourteen-month period makes
the annual trend very apparent.
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Once the annual trend in the daily differences between the two measurement systems was
identified, analysis of the overall effect of the phenomenon was conducted. We found that the
mean of the daily differences taken over a twelve-month period (approximately one cycle) is on
the order of 12 -15 nanoseconds. However, the standard deviation of the mean is rather high at
140 nanoseconds. Upon further analysis of the data, we noticed that the two measurement
systems react differently to a time step. When a two-day period following each Loran-C time
step is removed from the data sets, the mean remained nearly the same, while the standard
deviation improved significantly. This indicated that there is good long-term correlation between
the two measurement systems.

The next step was to identify the source of the annual trend. Our initial hypothesis was that;
because of the seasonal nature of the trend, it must be related to changes in the propagation path
delay. This led us to analyze the method used to resolve the far-field Time Of Arrival (TOA)
measurements into Time Of Emission (TOE) UTC offsets. We found that the TOA offset data are
converted to TOE offset data by applying a constant value, which represents the predicted
propagation path delay and the near-far field transition. Application of a constant does not
permit the propagation path model to adapt to seasonal changes in the propagation path delay.
This was clearly a source of significant error in the far-field measurement method that would not
be present in the time of transmission measurement method.

CONCLUSIONS

From analysis of the data obtained over the past fourteen months from the two measurement
systernsthe following conclusions can be made:

(1) there is a difference in the measurement system that is cyclical in nature with a period of
approximately one year,

(2) the most probable source of the difference seen in the two measurement systems is the lack
of compensation for seasonal changes in the propagation model applied to the far-field
measurements,

(3) the mean of the daily differences seen in the two measurement systems is small, indicating
that there is good long-term correlation between the two systems,

(4) the TOTM measurement system provides data that contain far less noise than the data
obtained from far-field measurements,

(5) implementation of the TOTM measurement data as the primary means of control for Loran-C
Master station timing would be advantageous in termsof our ability to improve the
synchronization of the Loran-C system with UTC

(6) continuation of far-field measurement capability is desirable to ensure long-term stability of
the system and to provide data for long-term analysis of the effect of changes in the
propagation path.
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Questions and Answers

* ED BUTlERLINE (Symmetricom): I have a question related to the future of LORAN. I hear a rumor
that the Coast Guard has requested $100 million from Congress to perform deferred maintenance and
extend the life of the system up to 2006 or 2008. But the last official words I have seen or heard is that
the system is going to die in the year 2000. What is the future of the system as you now know it as we are
sitting here right now?

LT. LEE PUTNAM (USCG): Unfortunately, I am the Public Relations Officer at NAVSAT. No, I have
the answer to this question, and every time I give a talk, for some reason; I do not know why, 1996
Federal Radionavigation Plan stated that the Coast Guard will discontinue operation December 31st of the
year 2000. That same year, Congress mandated that a study be conducted by the Department of
Transportation on the cost and benefits of continuing LORAN beyond that time. That study was
completed this spring by Booz-Allen and Hamilton, Incorporated, and was forwarded by the Secretary of
Transportation to Congress.

The study recommended continuation of LORAN beyond 2015. The Commandant of the Coast Guard,
the head of the FAA and some upper level management people in the department made a recommendation
to the Secretary that LORAN be continued to 2008. The Coast Guard has gone forward with a budget
request this year for recapitalization money for the year 2000.

One of the things the Coast Guard said was we have a system that is 25 years old and has not had
significant recapitalization since it was established, and it is not going to make it past 2000.
We still operate HP 506 1s that you can not get tubes for anymore unless you get remanufactured ones, so
there are obviously some things that have to be replaced. So because of that, we said we need $107
million over a five-year period to recapitalize the system if we are going to continue to operate beyond
2000. So there is a budget line item request of approximately 34 million for the year 2000.
That is basically where we are at this point. That line item is under review and there has been no formal
decision from the Secretary as to where we are going to go forward.

ED BUTTERLINE: My concern is that there was a flaw in the Booz-Allen and Hamilton study, that it did
not consider a major piece of the national infrastructure as a user of LORAN. That oversight, I think,
should be corrected and should have some effect, and what I am talking about is the use of LORAN as a
timing source by the national telecommunications infrastructure. That is certainly a significant piece of
the national infrastructure, and while it does not depend a hundred percent on LORAN, it does use it as a
backup system. It was not reflected in the Booz-Allen and Hamilton study.

LT. LEE PUTNAM: I would agree with you that it is not adequately reflected in the study. I do not want
to argue on behalf of Booz-Allen and Hamilton, but I do know that they did make an attempt to get input
from that community. The attempt was met with one reply from a major telecommunications concern -
let me retract that, it was met with two. One of the replies was withdrawn. I do not know the reason and I
do not know how to answer your concern. But I do agree with you. The Coast Guard feels the same way,
that we are part of the national infrastructure for dissemination of UTC and also for frequency. That was
not reflected in the study very well.

DEMETRIOS MATSAKIS (USNO): For the honor of the USNO, I think I should correct something that
you said. I do not think there was any trouble with our measurements taken on our LORAN calibration
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trip; I think the problem, the reason it was inconclusive, was due to unmeasurable propagation delays
which could have been modeled with considerable theoretical effort that we had not gone through yet.
Although it is certainly the case that if we ever do another calibration trip, we will go with even more

equipment and do an even better job for you - which we are happy to provide.
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